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SPECIFICATIONS

PaxMe

ARM 11

Modem | Ethernet | 3G (optional) | GPRS (optional) | WiFi (optional)

1 PINPad | 1 RS232 | 1 Ethernet  | 1 PSTN | 1 Mini USB (OTG)  | 1 Power Port

PCI PTS 4.x SRED | EMV L1 & L2 | MasterCard 
Contactless | Visa payWave | Amex ExpressPay |
Bancomat  | Discover D-PAS | JCB J/Speedy | CE | RoHs

-0°C ~ 50°C (32°F ~ 122°F) Operating Temperature
-20°C ~ 70°C (-4°F ~ 158°F) Storage Temperature
10% ~ 93% Relative Humidity, Non-Condensing

30 Lines / Sec | Paper Roll Width / Diameter: 58 mm / 50 mm

3 SAMs + 1 SIM

10 Numeric / Letter Keys, 8 Function Keys, 4 ATM Keys, 1 Power ON / OFF Key

216 * 95 * 86 mm, 525g

Operating System

Processor

Environmental
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Certi�cations

SIM / SAM

Physical

Keys / Buttons

Printer

Ports

128MB Flash + 64MB DDR RAMMemory

2.4" 320 x 240 TFT Colour LCDDisplay

Chip & PIN | NFC Contactless | Magnetic StripeCard Readers


