
  

 
 

All Strainers & Post Products are Treated H4

Pointed H4 Available
1.5, 1.8, 2.0m

Posts & Strainers can be Pointed on Request

T: 0800 505 525     E: admin@posts.co.nz
T: 07 886 8682       Fx: 07 886 9769
2988 Old Taupo Rd, RD1
Tokoroa 3491

CCA HAZARD CLASSES

HANDLING INSTRUCTIONS
Do not burn treated wood. Dispose of in landfill.
Wash hands after use. Do not use as mulch.
Do not use as animal litter. Wash clothes before
re-use. Do not place in contact with drinking
water. Wear dust mask, gloves & goggles.

GRADING INFORMATION
Posts, Strainers and Construction Poles are graded
(measured) based on minimum measurment at the
small end diameter (SED), or smallest section of
the piece.

H5 CONSTRUCTION POLES
Available from 1.8m - 12m lengths &
from 125mm up to 550mm SED.
Longer lengths avaliable on request.

H3.2 Moderate decay hazard, exposed to the weather
but not in contact with the ground.

Uses: Fence Palings, Rails, Battens, Decking,
 Weatherboards, Exterior Joinery. 

H4 High decay hazard, in contact with the ground.
Uses: Fence Posts, Strainers, Machine Rounds,
 Timber in ground contact, Pointed Battens.

H5 Severe decay hazard, or critical load bearing applications.
Uses: House Piles, Construction Poles,
 Horticulture Posts, Machine Poles. 

H6 Marine hazard with prolonged exposure to sea water.
ALL H6 PRODUCED TO ORDER Uses: Marine Class Poles/Piles, Marine Timber. 

Treatment Plant Number, Chemical (CCA), Hazard Class

206 01 H4

For more Information Phone 0800 505 525

Roundwood Fencing Guide

STRAINERS
HALF ROUNDS

FENCE BATTENS

QUARTER ROUNDS

FULL ROUNDS


