
LKK-1B

• AGA Approved No. 7756
• Fitted with standard 
 18 Nozzle Duckbill Burners
 (Optional Chimney Burners are Available)

Freephone (Aus): 1300 655 715 - www.lkk.net.auFreephone (NZ): 0800 524 526 - www.lkk.co.nz

LKK-2B

Waterless Gas
 Wok Cookers

Features:
  • Modern design

 • Swivel laundry arm

 • Height adjustable feet

 • Stainless steel exterior

 • Cast iron wok rings; anti-leak around the rings

• Removable drip tray and front gutter for ease 
  of cleaning

 • Extra high splashback with spice shelf 
  mechanically attached

 • Flat front panel for valve control by knee-push 
  or hand turn action

 • Powerful duckbill jet burner & chimney burner 
  (Available in LPG or Natural Gas)

LKK-3B

Duckbill burners come 
standard with each wok.
Each are rated at 
135MJ/h NG or 86MJ/h LPG

Chimney burners are the 
alternative type of burners 
that LKK have available.
Each are rated at 
98MJ/h NG or 86MJ/h LPG

Waterless Gas
 Wok Cookers
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Burner Specifi cation
 Natural Gas  Natural Gas  LP GAS  LP GAS

Burner Type Duckbill (18 jet) Chimney (24 Jet) Duckbill (18 jet) Chimney (24 Jet)

LKK–1B 135MJ/h  98MJ/h  86MJ/h  86MJ/h 

LKK–2B  270MJ/h   196MJ/h   172MJ/h  172MJ/h 

LKK–3B 405MJ/h  294MJ/h  258MJ/h  258MJ/h  

LKK–4B (NZ Only) 540MJ/h  392MJ/h  344MJ/h  344MJ/h  

LKK–5B (NZ Only) 675MJ/h  490MJ/h  430MJ/h  430MJ/h  

Inlets – Gas: 3/4”; Cold Water: ½” ; Waste Outlet: 2”


