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Stainless Ball Valves

Series SC101
316 Stainless Steel 
One-Piece Ball Valve
•	 1000# CWP , 150# WSP
•	 Reduced Port
•	 Body/Ball: ASTM A351 GR CF8M (SS316)
•	 Stem: ASTM A276 T-316
•	 Pressure balance hole in ball slot
•	 RTFE Seats
•	 Blow-Out Proof Stem
•	 Vacuum Service to 29” Hg
•	 Locking Handle
•	 Conforms to MSS SP-110
•	 ISO 9001:2008 Manufacturer
•	 Lead Free

Series SC208 & SCL208 with Locking Handle
304 Stainless Steel 
Two-Piece Ball Valve
•	 800# CWP, 150# WSP
•	 Full Port
•	 Body/Ball: ASTM A351 GR CF8 (SS304)
•	 Stem: ASTM A276 T-304 
•	 RTFE Seats
•	 Blow-Out Proof Stem
•	 Vacuum Service to 29” Hg
•	 Locking Handle (SCL208 only)
•	 Pressure balance hole in ball slot
•	 Conforms to MSS SP-110
•	 ISO 9001:2008 Manufacturer
•	 Lead Free

Size
in

Part Number Packing Weight 
lbThreaded Inner Master

1/4 SC101C 30 120      0.14

3/8 SC101E 18 72 0.21

1/2 SC101G 12 48 0.39

3/4 SC101I 10 40 0.49

1 SC101K 8 32 0.82

1-1/4 SC101L 8 16 1.16

1-1/2 SC101M 6 12 1.64

2 SC101N 4 8 2.59

Size
in

Part Number Packing Weight 
lbThreaded w/ Locking Handle Inner Master

1/4 SC208C SCL208C 12 48 0.36

3/8 SC208E SCL208E 12 48 0.35

1/2 SC208G SCL208G 8 32 0.52

3/4 SC208I SCL208I 12 24 0.95

1 SC208K SCL208K 8 16 1.21

1-1/4 SC208L SCL208L 6 12 1.95

1-1/2 SC208M SCL208M 4 8 2.74

2 SC208N SCL208N 2 4 4.44

Series SC201
316 Stainless Steel
Two-Piece Ball Valve
•	 1000# CWP, 150# WSP
•	 Full Port
•	 Body/Ball: ASTM A351 GR CF8M ( SS316)
•	 Stem: ASTM A276 T-316
•	 Pressure balance hole in ball slot
•	 RTFE Seats
•	 Blow-Out Proof Stem
•	 Vacuum Service to 29” Hg
•	 Locking Handle
•	 ISO 9001:2008 Manufacturer
•	 Conforms to MSS SP-110
•	 Lead Free

Size
in

Part Number Packing Weight 
lbThreaded Inner Master

1/4 SC201C 10 40 0.46

3/8 SC201E 10 40 0.46

1/2 SC201G 8 32 0.60

3/4 SC201I 12 24 0.87

1 SC201K 8 16 1.45

1-1/4 SC201L 6 12 2.13

1-1/2 SC201M 2 4 3.30

2 SC201N 2 4 5.70

2-1/2 SC201P - 2 11.59

3 SC201Q - 2 17.10

Size
in

Part Number Packing Weight 
lbThreaded Socket Weld Inner Master

1/4 SC301THC - 6 24 0.67

3/8 SC301THE - 6 24 0.68

1/2 SC301THG SC301SWG 8 16 1.01

3/4 SC301THI SC301SWI 8 16 1.33

1 SC301THK SC301SWK 6 12 1.96

1-1/4 SC301THL SC301SWL 4 8 2.96

1-1/2 SC301THM SC301SWM - 4 4.55

2 SC301THN SC301SWN - 3 7.13

2-1/2 SC301THP - - 2 15.87

3 SC301THQ - - 2 23.53

4 SC301THT - - 2 46.19

Series SC301
316 Stainless Steel 
Three-Piece Ball Valve 
•	 1000# CWP (1/4"-2") 600# CWP (2-1/2" - 4"), 150# WSP
•	 Full Port
•	 Body/Ball/End Caps: ASTM A351 GR CF8M (SS316)
•	 Stem: ASTM A 276 T-316
•	 Pressure balance hole in ball slot
•	 RTFE Seats
•	 Blow-Out Proof Stem
•	 Conforms to MSS SP-110
•	 Vacuum Service to 29” Hg
•	 Locking Handle
•	 ISO 9001:2008 Manufacturer
•	 Repair Kits, Lever Handles and  

Oval Handles Available
•	 Threaded and Socketweld Available
•	 Lead Free
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      Stainless Gate, Globe & Check Valves

Series SC402
316 Stainless Steel
Gate Valve
•	 200# CWP, 125# WSP
•	 316 Stainless Steel
•	 Solid Wedge Disc
•	 Screwed in Bonnet
•	 Non-Rising Stem
•	 ISO 9001:2008 Manufacturer
•	 Lead Free

Size
in

Part Number Packing Weight 
lbThreaded Master

1/2 SC402G 30 0.9

3/4 SC402I 25 1.2

1 SC402K 20 1.5

1-1/4 SC402L 15 2.2

1-1/2 SC402M 10 3.4

2 SC402N 5 4.5

Series SC502
316 Stainless Steel
Globe Valve
•	 200# CWP, 125# WSP
•	 316 Stainless Steel
•	 Metal-to-Metal Seat
•	 Screwed in Bonnet
•	 Rising Stem
•	 ISO 9001:2008 Manufacturer
•	 Lead Free

Series SC602
316 Stainless Steel
Check Valve
•	 200# CWP, 125# WSP
•	 316 Stainless Steel
•	 Metal-to-Metal Seat
•	 Screwed Cap
•	 ISO 9001:2008 Manufacturer
•	 Lead Free

Size
in

Part Number Packing Weight 
lbThreaded Master

1/2 SC502G 40 0.7

3/4 SC502I 25 1.0

1 SC502K 20 1.4

1-1/4 SC502L 15 1.5

1-1/2 SC502M 10 2.8

2 SC502N 6 4.7

Size
in

Part Number Packing Weight 
lbThreaded Master

1/2 SC602G 25 0.7

3/4 SC602I 16 1.0

1 SC602K 12 1.5

1-1/4 SC602L 9 2.2

1-1/2 SC602M 10 3.3

2 SC602N 8 4.7

2-1/2 SC602P 2 10.0

3 SC602Q 2 16.7

Series SCYS8
316 Stainless Steel 
Threaded Wye Strainer
•	 800# CWP, 150# WSP
•	 20 Mesh 316 Stainless Steel Screen
•	 Start-up screen included
•	 Blow-Down Plug
•	 Lead Free
•	 Replacement Screens Available

Size
in

Part Number Weight 
lbThreaded

1/2 SCYS8004 0.5

3/4 SCYS8006 0.8

1 SCYS8010 1.6

1-1/4 SCYS8012 2.0

1-1/2 SCYS8014 2.7

2 SCYS8020 4.3

Series 0384
PTFE Tape with Nickel
•	 Use on Stainless Steel Threads
•	 90% PTFE / 10% Nickel
•	 Melting Point 620˚F (327˚C)
•	 Thickness .0045 (±.0005)
•	 ISO 9001:2008 Manufacturer
•	 ASTM Mill Spec T-27730A 

Size
in Part Number Length Packing Weight 

lbin Inner Master
1/2 0384260G 260 100 600 0.02
3/4 0384260I 260 50 300 0.04

Each valve is individually 
tagged with CWP and WSP 
pressure ratings, alloy of 
body, ball and stem,  
series number and  
notice of LEAD FREE.
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Needle and Instrumentation Valves

Tube OD
in

Part Number Packing Weight
lbDouble Ferrule Single Ferrule Inner Master

1/4 S76BVH002 S76SBVH002 1 10 0.4

3/8 S76BVH003 S76SBVH003 1 10 0.4

1/2 S76BVH004 S76SBVH004 1 10 0.7

3/4 S76BVH006 S76SBVH006 1 10 1.0

1 S76BVH010 S76SBVH010 1 10 1.6

Series S76BVH &
S76SBVH
316 Stainless Steel 
Instrumentation 
Ball Valve
•	 1000 psi @ 200° F
•	 PTFE seats
•	 Double ferrule instrumentation tube ends - S76BVH
•	 Single ferrule instrumentation tube ends - S76SBVH

Series S76BVH6
316 Stainless Steel 
Instrumentation 
Ball Valve
•	 6000 psi @ 200° F
•	 PTFE seats
•	 Double ferrule instrumentation tube ends

Series S76BVH3
316 Stainless Steel 
Instrumentation 
Ball Valve
•	 3000 psi @ 200° F
•	 PTFE seats
•	 Double ferrule instrumentation tube ends

Tube OD
in

Part Number Packing Weight
lbInstrumentation Inner Master

1/4 S76BVH6002 1 10 0.4

3/8 S76BVH6003 1 10 0.4

1/2 S76BVH6004 1 10 0.7

3/4 S76BVH6006 1 10 1.0

1 S76BVH6010 1 10 1.6

Tube OD
in

Part Number Packing Weight
lbInstrumentation Inner Master

1/4 S76BVH3002 1 10 0.6

3/8 S76BVH3003 1 10 0.7

1/2 S76BVH3004 1 10 0.8

3/4 S76BVH3006 1 10 1.6

1 S76BVH3010 1 10 2.5

Tube OD
in

Part Number Packing Weight
lbDouble Ferrule Single Ferrule Inner Master

1/4 S76PCV3002 S76SPCV3002 1 10 0.3

3/8 S76PCV3003 S76SPCV3003 1 10 0.3

1/2 S76PCV3004 S76SPCV3004 1 10 0.5

3/4 S76PCV3006 S76SPCV3006 1 10 0.6

1 S76PCV3010 S76SPCV3010 1 10 1.5

Series S76PCV3 &
S76SPCV3
316 Stainless Steel 
Instrumentation 
Check Valve
•	 3000 psi @ 200° F
•	 Cracking Pressure 7 psi
•	 PTFE seats
•	 Double ferrule instrumentation tube ends - S76PCV3
•	 Single ferrule instrumentation tube ends - S76SPCV3

Size
in

Part Number Weight
lbThreaded

1/4 S7166NV002 1.0

3/8 S7166NV003 1.1

1/2 S7166NV004 1.6

3/4 S7166NV006 1.9

1 S7166NV010 3.1

Series S7166NV
316 Stainless Steel 
Needle Valve
•	 6000 lb. CWP
•	 Straight pattern
•	 NPT threaded ends
•	 0°F to 450°F

For our complete line of instrumention 
see pages 91-104.
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Series 8155 & 8156
Brass Ball Valve
•	 600 lb. CWP, 150 lb. WSP
•	 Full port
•	 PTFE seats and seals
•	 Forged brass body
•	 Chrome plated ball
•	 Blow-out proof stem
•	 CSA approved (1/2 thru 2) - threaded
•	 ISO 9001:2008 manufacturer

Size
in

Part Number Packing Weight 
lbThreaded Sweat Inner Master

1/4 01728155C - 10 160 0.3

3/8 01728155E - 10 160 0.3

1/2 01728155G 01728156G 10 120 0.5

3/4 01728155I 01728156I 10 60 0.7

1 01728155K 01728156K 6 60 1.0

1-1/4 01728155L 01728156L 4 24 1.7

1-1/2 01728155M 01728156M 4 16 2.3

2 01728155N 01728156N 2 16 3.5

2-1/2 01728155P 01728156P 1 6 7.2

3 01728155Q 01728156Q 2 4 8.8

4 01728155T 01728156T 1 2 16.5

Series 8145
Brass Ball Valve
•	 600 lb. CWP, 150 lb. WSP
•	 Full port
•	 Forged brass body
•	 Chrome plated ball
•	 PTFE seats and seals
•	 Blow-out proof stem
•	 Certified to NSF/ANSI 61-8
•	 ISO 9001:2008 manufacturer

Series 8135
Brass Ball Valve
•	 400 lb. CWP, 150 lb. WSP
•	 Standard port
•	 Forged brass body
•	 Chrome plated ball
•	 PTFE seats and seals
•	 Blow-out proof stem
•	 Certified to NSF/ANSI 61-8
•	 ISO 9001:2008 manufacturer

Size
in

Part Number Packing Weight 
lbThreaded Inner Master

1/4 01728145C 12 120 0.4

3/8 01728145E 12 120 0.3

1/2 01728145G 8 96 0.4

3/4 01728145I 6 72 0.6

1 01728145K 6 36 0.9

1-1/4 01728145L 6 24 1.3

1-1/2 01728145M 2 16 2.1

2 01728145N 2 12 3.1

Size
in

Part Number Packing Weight 
lbThreaded Inner Master

1/4 01728135C 12 120 0.3

3/8 01728135E 12 120 0.3

1/2 01728135G 12 120 0.4

3/4 01728135I 8 96 0.5

1 01728135K 8 48 0.9

1-1/4 01728135L 8 32 1.1

1-1/2 01728135M 4 24 1.7

2 01728135N 2 16 2.4

2-1/2 01728135P 2 8 5.4

3 01728135Q 2 4 8.2

4 01728135T 2 4 13.1

Series 8170
Brass Ball Valve
•	 600 lb. CWP, 150 lb. WSP
•	 Full port
•	 PTFE seats and seals
•	 Forged brass body
•	 Blow-out proof stem
•	 Chrome plated ball
•	 UL Listed (1/4” – 2”) threaded
•	 F/M Approved, (1/2” – 2”) 
•	 CSA Approved under z21.15a for  

1/2 psig (1/2” – 2”) – threaded
•	 CSA Approved under 3-88 for 5 psig (1/2” – 2”) – threaded
•	 Approved under ANSI/ASME B16.33 spec for Gas Piping to    125 

psig (1/2” – 2”)
•	 Meets Fed Spec WW-V-35, Type II, Class A, Style 3 (1/2” – 2”)
•	 Conforms to MSS-SP110
•	 Certified to NSF/ANSI 61-8 
•	 ISO 9001:2008 manufacturer

Size
in

Part Number Packing Weight 
lbThreaded Inner Master

1/4 01728170C 10 160 0.4

3/8 01728170E 10 160 0.3

1/2 01728170G 10 160 0.5

3/4 01728170I 6 72 0.7

1 01728170K 4 48 1.0

1-1/4 01728170L 4 24 1.7

1-1/2 01728170M 6 18 2.3

2 01728170N 4 8 3.5

2-1/2 01728170P 1 6 7.9

3 01728170Q 2 4 11.7

4 01728170T 1 2 22.1

       Brass Ball Valves

Note: Product contains brass which does not meet 
federal and state requirements for drinking water.

! WARNING: Cancer and Reproductive Harm -
     www.P65Warnings.ca.gov
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     Brass Mini Ball, Gate & Check Valves, Bronze Gate Valves
Series CV30
Brass In-Line Check Valve
•	 Rated at 200 psi
•	 Cast brass
•	 EPDM seat and seal
•	 Spring loaded, stainless steel spring, opens at 2 psi

Size
in

Part Number Packing Weight 
lbThreaded Ends Inner Master

1/2 0209CV30G 10 150 0.4
3/4 0209CV30I 18 108 0.6
1 0209CV30K 10 60 0.9

1-1/4 0209CV30L 8 40 1.5
1-1/2 0209CV30M 5 30 1.5

2 0209CV30N 4 24 3.5

Series 9191 & 9192
Brass Swing Check Valve
•	 200 lb. CWP, 125 lb. WSP
•	 Cast brass
•	 Forged brass disc
•	 ISO 9001:2008 manufacturer

Size
in

Part Number Packing Weight 
lbThreaded Sweat Inner Master

3/8 01739191E - 25 150 0.4

1/2 01739191G 01739192G 20 120 0.4

3/4 01739191I 01739192I 12 72 0.5

1 01739191K 01739192K 10 60 0.7

1-1/4 01739191L 01739192L 8 32 1.3

1-1/2 01739191M 01739192M 5 20 1.6

2 01739191N 01739192N 4 16 2.6

2-1/2 01739191P 01739192P 1 8 4.5

3 01739191Q 01739192Q 1 8 6.6

4 01739191T - 1 4 11.4

Series 8501 & 8502
Brass Gate Valve
•	 200 lb. CWP, 125 lb. WSP
•	 Full port (1/4 - 3)
•	 Cast brass
•	 Screwed in bonnet
•	 Non-rising brass stem
•	 ISO 9001:2008 manufacturer
•	  Brass cross handles available

Size
in

Part Number Packing Weight 
lbThreaded Sweat Inner Master

1/4 01718501C - 12 72 0.5
3/8 01718501E 01718502E 12 72 0.5
1/2 01718501G 01718502G 12 72 0.6
3/4 01718501I 01718502I 14 56 0.8
1 01718501K 01718502K 5 40 1.1

1-1/4 01718501L 01718502L 3 18 1.8
1-1/2 01718501M 01718502M 6 24 2.2

2 01718501N 01718502N 4 16 3.3
2-1/2 01718501P 01718502P 1 6 6.4

3 01718501Q 01718502Q 1 6 9.7
4 01718501T - 1 4 17.0

Series 9101
Bronze Gate Valve
•	 300 lb. CWP, 150 lb. WSP
•	 Full port (1/2 - 3)
•	 ASTM B-62 bronze
•	 Solid wedge disc
•	 Screwed in bonnet
•	 Non-rising stem
•	 Conforms to MSS SP-80
•	 Cast iron star handle
•	 ISO 9001:2008 manufacturer

Size
in

Part Number Packing Weight 
lbThreaded Inner Master

1/2 01719101G 12 72 0.6
3/4 01719101I 14 56 1.0
1 01719101K 5 40 1.3

1-1/4 01719101L 3 18 1.9
1-1/2 01719101M 6 24 2.3

2 01719101N 4 16 3.5
2-1/2 01719101P 1 6 6.7

3 01719101Q 1 6 9.1
4 01719101T 1 4 15.7

Series 8140 & 
8141 Lever Handle
Series 8142 Slotted Stem
Mini Brass Ball Valves
•	 600 lb. CWP, 150 lb. WSP
•	 Forged brass body
•	 PTFE seats and seals
•	 ISO 9001:2008 manufacturer

Size
in Part Number Ends 

Config.
Packing Weight 

lbInner Master
1/4 x 1/4 01728140CC FIP x FIP 50 300 0.2

1/8 x 1/8 01728141AA FIP x MIP 25 300 0.2

1/4 x 1/8 01728141CA FIP x MIP 25 300 0.2

1/4 x 1/4 01728141CC FIP x MIP 50 400 0.2

1/4 x 1/4 01728142CC FIP x MIP 25 300 0.1

Note: Product contains brass which does not meet 
federal and state requirements for drinking water.

Series 9193
Brass Swing Check Valve
Soft Seat*
•	 Full floating disc
•	 200 lb. CWP
•	 Cast brass

Size
in Part Number

Packing Weight 
lbInner Master

1/2 01739193G 20 120 0.4

3/4 01739193I 12 72 0.5

1 01739193K 10 60 0.7

1-1/4 01739193L 8 32 1.3

1-1/2 01739193M 5 20 1.6

2 01739193N 4 16 2.6

! WARNING: Cancer and Reproductive Harm -
     www.P65Warnings.ca.gov
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Gas Ball Valves

Series 200
Straight Gas Ball Valve, FIP
•	 Lever/tee handle, UL Listed
•	 Forged brass body, two-piece
•	 Blow-out proof stem
•	 ISO 9001:2008 manufacturer

Series 230
Straight Gas Ball Valve, FIP x Flare
Lever/tee handle, UL Listed
•	 Forged brass body, two-piece
•	 Blow-out proof stem
•	 ISO 9001:2008 manufacturer

Series 250
Straight Gas Ball Valve, FIP
•	 Square operator, UL Listed
•	 Forged brass body, two-piece
•	 Blow-out proof stem
•	 ISO 9001:2008 manufacturer

*5/8 Flare connection 15/16-16 threads

Size
in

Part Number Packing Weight 
lbFIP x FIP Inner Master

3/8 0190200E 10 100 0.3

1/2 0190200G 10 100 0.3

3/4 0190200I 10 100 0.5

1 0190200K 6 48 0.9

Size
in

Part Number Packing Weight 
lbFIP x Flare Inner Master

1/2 x 3/8 0190230GE 10 100 0.4

1/2 x 1/2 0190230GG 10 100 0.4

1/2 x 5/8 0190230GH 10 100 0.4

3/4 x 5/8* 0190230IH 10 80 0.5

Size
in

Part Number Packing Weight 
lbFIP x FIP Inner Master

1/2 0190250G 12 144 0.3

3/4 0190250I 12 144 0.5

Series 235
Angle Gas Ball Valve, FIP x Flare
•	 Lever/tee handle, UL Listed
•	 Forged brass body, two-piece
•	 Blow-out proof stem
•	 ISO 9001:2008 manufacturer

*5/8 Flare connection 15/16-16 threads

Size
in

Part Number Packing Weight 
lbFIP x Flare Inner Master

1/2 x 3/8 0190235GE 12 144 0.4

1/2 x 1/2 0190235GG 12 144 0.4

3/4 x 5/8* 0190235IH 12 144 0.6

Series 236
Straight Gas Ball Valve, Flare
•	 Lever/tee handle, UL Listed
•	 Forged brass body, two-piece
•	 Blow-out proof stem
•	 ISO 9001:2008 manufacturer

Size
in

Part Number Packing Weight 
lbFlare x Flare Inner Master

3/8 0190236EE 10 100 0.4

1/2 0190236GG 10 100 0.4

All Gas Valves are certified to: 
Fed. Spec. WW-V-35, Type II Class A, Style 3 / CSA Approved 

(ANSI z21.15a for 1/2 psiG) / CSA Approved (3-88 spec 5 psiG 
Residential Gas)

Series 0383 
PTFE Tape (Virgin)
•	 Melting point 620˚F (327˚C)
•	 Thickness .0035 (±.0005)
•	 ISO 9001:2008 manufacturer
•	 ASTM Mil Spec T-27730A 
•	 Manufactured especially for natural 

gas, propane, butane, water, oil and 
chemical lines

Size
in

Part 
Number

Length
in

Packing Weight 
lbInner Master

1/2 0383260GY 260 100 600 0.1

! WARNING: Cancer and Reproductive Harm -
     www.P65Warnings.ca.gov
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0160W D E L 020

Valve Style

0160W Wafer

0160L Lug

Size
in

020 2

024 2-1/2

030 3

040 4

050 5

060 6

080 8

100 10

120 12

Disc Material

S 316 Stainless 
Steel

D Nickel Plated 
Ductile Iron

A Aluminum 
Bronze*

Seat Material

E EPDM

N BUNA-N

Operator

L 10 Position 
Lever Handle

G Gear Operator 
w/ Handwheel

N Gear Operator 
w/ Op. Nut

*Denotes Special Order - Lead Times Will Vary, Call For More Information

Wafer & Lug Wafer Butterfly Valves

Series 160
Iron Body Butterfly Valve
•	 200 psi (2” - 12”)
•	 150 psi (14” & 16”)
•	 Wafer body - Cast Iron
•	 Lug body - Ductile Iron
•	 Disc materials: 316 stainless steel, 

nickel plated ductile iron or aluminum bronze
•	 Seat materials: EPDM or BUNA-N
•	 Lug or wafer connections
•	 Stainless steel stem
•	 Fusion bonded epoxy coating  

•	 MSS SP-67/API 609 
•	 ISO 5211 mounting pad
•	 Install between ANSI Class 125/150 flanges 
•	 Not suitable for dead-end service or steam
•	 ISO 9001:2008 manufacturer
•	 Stem extensions available
•	 Phenolic backed cartridge seat
•	 Bi-Directional service
•	 Self lubricating bushings
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Series 17 
Ductile Iron Body Butterfly Valve 
•	 200 psi (2” - 12”) 
•	 150 psi (14” - 48”)
•	 Ductile iron body
•	 Disc materials: 316 stainless steel
•	 Seat materials: EPDM or BUNA-N
•	 Lug or wafer
•	 MSS SP - 67 and API 609 compliant	
•	 MSS SP - 25 marking
•	 Self-lubricating bushings 
•	 Blow-out proof shaft
•	 Epoxy coated
•	 ISO 5211 mounting pad
•	 For bi-directional or dead-end service
•	 Valves available with undercut discs to 50 psi maximum working 

pressure
•	 Phenolic backed cartridge seat
•	 Stem extensions available

SV17W 2 6 4 1 2 020

*Denotes Special Order - Lead Times Will Vary, Call For More Information

Valve Style

SV17W Wafer

SV17L Lug

Size
in

020 2

024 2-1/2

030 3

040 4

050 5

060 6

080 8

100 10

120 12

140 14

160 16

180 18

200 20

240 24

260 26

300 30

340 34

360 36

420 42

480 48

Shaft Material

4 Stainless Steel 
416

Body Material

2 Ductile Iron 
(A356)

Disc Material

6 316 Stainless 
Steel

Seat Material

1 EPDM

2 BUNA-N

Operator

1 10 Position 
Lever Handle

2 Gear Operator

7 Gear w/ 
Chain Wheel

8 Bare Stem

Ductile Iron Butterfly Valve

Series 17
Gear Operator 
•	 Nine Sizes
•	 From 1,500 - 26,400 In/ lb. 
•	 Fits Series 17 Butterfly Valves
•	 ISO Bolt Circle
•	 Cast Iron Body
•	 Visual Position Indicator
•	 Can be fitted for chainwheels, other handwheels or limit switches
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UL/FM AWWA Resilient Wedge OS&Y Gate Valve

Size
in Part Number Weight

lb
2-1/2 017135FW024 39

3 017135FW030 51

4 017135FW040 71

6 017135FW060 117

8 017135FW080 201

10 017135FW100 296

12 017135FW120 440

Size
in Part Number Weight

lb
4 017135FGW040 61

6 017135FGW060 104

8 017135FGW080 181

Size
in Part Number Weight

lb
4 017135GW040 53

6 017135GW060 91

8 017135GW080 162

Series 017135FW
UL/FM AWWA Resilient Wedge  
OS&Y Gate Valve, Flanged
•	 Sizes 2 1/2”-12”
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved 
•	 Grooved stem for tamper switch
•	 Pre-tapped and plugged for bypass with 

additional bosses
•	 	 Brand for full traceability

Series 017135FGW
UL/FM AWWA Resilient Wedge  
OS&Y Gate Valve, Flanged x Grooved
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 304 Stainless Steel stem
•	 Wax encapsulated stainless cap screws
•	 EPDM rubber encapsulated ductile iron wedge
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Grooved dimensions meet AWWA C-606
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	 Grooved stem for tamper switch
•	 Tapped and plugged for by-pass with  

additional bosses
•	 	 Brand for full traceability

Series 017135GW
UL/FM Resilient Wedge  
OS&Y Gate Valve, Grooved
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 304 Stainless Steel stem
•	 Wax encapsulated stainless cap screws
•	 EPDM rubber encapsulated ductile iron wedge
•	 Fusion bonded epoxy coating AWWA C550
•	 Grooved dimensions meet AWWA C-606
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	 Grooved stem for tamper switch
•	 Pre-tapped and plugged for by-pass with  

additional bosses
•	 	 Brand for full traceability

Tamper Resistant Handwheel Nut

304 Stainless Steel Stem

Ductile Iron Body,  
Epoxy Coated,  
NSF Approved

Groove for Tamper Switch

EPDM Rubber 
Encapsulated Ductile 
Iron Wedge

Wax Encapsulated 
Stainless Steel Cap Screws

Pre-tapped and 
Plugged Boss

www.smithcooper.com/QROSY

Link to OS&Y 
Valve Submittal
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UL/FM AWWA Resilient Wedge NRS Gate Valves

Series 017115FN
UL/FM AWWA Resilient Wedge NRS 
Gate Valve, Flanged - Op Nut
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel non-rising stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	              Brand for full traceability

Series 017115FW
UL/FM AWWA Resilient Wedge 
NRS Gate Valve, Flanged - 
Handwheel
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel non-rising stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	             Brand for full traceability

Size
in Part Number Weight

lb
3 017115MFN030 46

4 017115MFN040 62

6 017115MFN060 103

8 017115MFN080 175

10 017115MFN100 270

12 017115MFN120 404

Size
in Part Number Weight

lb
2 017115FW020 29

2-1/2 017115FW024 35

3 017115FW030 46

4 017115FW040 65

6 017115FW060 108

8 017115FW080 180

10 017115FW100 251

12 017115FW120 400

Size
in Part Number Weight

lb
2 017115FN020 29

2-1/2 017115FN024 35

3 017115FN030 46

4 017115FN040 65

6 017115FN060 108

8 017115FN080 180

10 017115FN100 251

12 017115FN120 400

Series 017115MFN
UL/FM AWWA Resilient Wedge NRS 
Gate Valve, Flanged x MJ - Op Nut
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel non-rising stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	             Brand for full traceability

Series 017115MN
UL/FM AWWA Resilient Wedge NRS 
Gate Valve, Mechanical Joint - Op 
Nut
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel non-rising stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	             Brand for full traceability

Size
in Part Number Weight

lb
3 017115MN030 46

4 017115MN040 62

6 017115MN060 103

8 017115MN080 175

10 017115MN100 270

12 017115MN120 404

www.smithcooper.com/QRNRS

Link to NRS 
Valve Submittal

Series 10MN*
•	 Nitrile rubber encapsulated ductile iron wedge

Size
in

Part Number Weight
lbMechanical Joint

14 017110MN140 875

16 017110MN160 1225

18 017110MN180 1436
* Not UL/FM
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UL/FM AWWA Resilient Wedge NRS Gate Valves / Top Plates

Size
in Part Number Weight

lb
3 017115FGW030 44

4 017115FGW040 61

6 017115FGW060 104

8 017115FGW080 180

10 017115FGW100 290

Series 017115FGW
UL/FM AWWA Resilient Wedge  
NRS Gate Valve, Flanged x Grooved
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel non-rising stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Grooved dimensions meet AWWA C-606
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	            Brand for full traceability

Series 017115GW
UL/FM Resilient Wedge  
NRS Gate Valve, Grooved End
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel non-rising stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Grooved dimensions meet AWWA C-606
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	            Brand for full traceability

Size
in Part Number Weight

lb
4 017115GW040 48

6 017115GW060 83

8 017115GW080 149

Series 017125FN
UL/FM AWWA Resilient Wedge 
NRS Gate Valve, Flanged w/ Top 
Plate
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel non-rising stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	            Brand for full traceability

Size
in Part Number Weight

lb
4 017125FN040 79

6 017125FN060 119

8 017125FN080 189

10 017125FN100 258

12 017125FN120 396

Series 017125MFN
UL/FM AWWA Resilient Wedge 
NRS Gate Valve, Flanged x MJ w/ Top 
Plate
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel non-rising stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	            Brand for full traceability

Size
in Part Number Weight

lb
4 017125MFN040 78

6 017125MFN060 117

8 017125MFN080 186

10 017125MFN100 276

12 017125MFN120 417

www.smithcooper.com/QRNRS

Link to NRS 
Valve Submittal
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UL/FM AWWA Resilient Wedge NRS Gate Valves w/Top Plate / Indicator Post

Size
in

Part Number Weight
lbMechanical Joint

36 - 72 017125PI3672 220

Size
in

Part Number Weight
lbMechanical Joint x Flanged

- 017125WP 90

Series 017125PI3672
UL/FM AWWA Indicator Post, 
Vertical
•	 Adjustable from 36” to 72”
•	 Cast iron body
•	 Stainless Steel Op Nut
•	 Fusion bonded epoxy coating
•	 UL Listed / FM Approved
•	            Brand for full traceability

Series 017125WP
UL/FM AWWA Indicator Post, Wall
•	 Cast iron body
•	 Stainless Steel Op Nut
•	 Fusion bonded epoxy coating
•	 UL Listed / FM Approved
•	            Brand for full traceability

Series 017125MFN
UL/FM AWWA Resilient Wedge 
NRS Gate Valve, MJ w/ Top Plate
•	 300 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 EPDM rubber encapsulated ductile iron wedge
•	 304 Stainless Steel non-rising stem
•	 Wax encapsulated stainless cap screws
•	 Fusion bonded epoxy coating AWWA C550
•	 Meets AWWA C515
•	 Certified to ANSI/NSF 61 & 372 (Lead Free)
•	 UL Listed / FM Approved
•	            Brand for full traceability

Size
in Part Number Weight

lb
4 017125MN040 78

6 017125MN060 120

8 017125MN080 191

10 017125MN100 286

12 017125MN120 419

www.smithcooper.com/QRPOST

Link to Post Indicator 
Submittal
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AWWA Gate Valves

Series 10FW
Flanged Gate Valve 
with Handwheel
•	 250 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 Nitrile rubber encapsulated ductile iron 

wedge
•	 Stainless steel non-rising stem
•	 Wax encapsulated stainless steel  

cap screws
•	 Fusion bonded epoxy coating
•	 Meets AWWA C515

Series 10FN
Flanged Gate Valve 
with Operating Nut
•	 250 lb. non-shock cold working pressure
•	 Ductile iron body and bonnet
•	 Nitrile rubber encapsulated ductile iron 

wedge
•	 Stainless steel non-rising stem
•	 Wax encapsulated stainless steel  

cap screws
•	 Fusion bonded epoxy coating
•	 Meets AWWA C515

Size
in

Part Number Weight
lbFlanged

2 017110FW020 32

2-1/2 017110FW025 43

3 017110FW030 53

4 017110FW040 74

6 017110FW060 150

8 017110FW080 215

10 017110FW100 335

12 017110FW120 478

14 017110FW140 868

16 017110FW160 1224

Size
in

Part Number Weight
lbFlanged

2 017110FN020 32

2-1/2 017110FN025 43

3 017110FN030 53

4 017110FN040 74

6 017110FN060 150

8 017110FN080 215

10 017110FN100 335

12 017110FN120 478

14 017110FN140 868

16 017110FN160 1224

Series 10NW & 10NN
IPS Threaded Gate Valve 
with Handwheel or Operating 
Nut
•	 250 lb. non-shock CWP
•	 Ductile iron body and bonnet
•	 Stainless steel non-rising stem
•	 Wax encapsulated stainless steel  

cap screws
•	 Fusion bonded epoxy coating
•	 Meets AWWA C515

Series 10RN
Ring Tite Joint IPS Gate 
Valve with Operating Nut
•	 250 lb. non-shock CWP
•	 Ductile iron body and bonnet
•	 Stainless steel non-rising stem
•	 Wax encapsulated stainless steel  

cap screws
•	 Fusion bonded epoxy coating
•	 Meets AWWA C515
•	 IPS pipe size

Size
in

Part Number Weight
lbPush On

2 017110RN020 27

2-1/2 017110RN025 38

3 017110RN030 47

4 017110RN040 69

6 017110RN060 146

8 017110RN080 208

Size
in

Part Number Weight
lbHand Wheel Op Nut

2 017110NW020 017110NN020 24

3 017110NW030 017110NN030 49

4 017110NW040 017110NN040 68
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Check Valves

Series 22FC
Flanged Ductile Iron Swing Check Valve
•	 300 lb. CWP
•	 Meets AWWA C508
•	 NSF/ANSI 372-2011 Compiant
•	 Ductile Iron Body
•	 Meets MSS-SP-71
•	 Fusion bonded epoxy coating

AWWA C550
•	 Flanged connection
•	 EPDM resilient disc 
•	 Brass seat
•	 4 boss design

Series 22FCW
Flanged Ductile Iron Swing Check 
Valve with Lever and Weight
•	 300 lb. CWP
•	 Meets AWWA C508
•	 NSF/ANSI 372-2011 Compiant
•	 Ductile Iron Body
•	 Meets MSS-SP-71
•	 Fusion bonded epoxy coating 

AWWA C550
•	 Flanged connection
•	 EPDM resilient disc
•	 Brass seat
•	 4 boss design

Spring Kits Available

Size
in

Part Number Weight
lbFlanged

2 017322FCW020 43

2-1/2 017322FCW025 45

3 017322FCW030 58

4 017322FCW040 108

6 017322FCW060 154

8 017322FCW080 314

10 017322FCW100 368

12 017322FCW120 546

Size
in

Part Number Weight
lbFlanged

2 017322FC020 30

2-1/2 017322FC025 42

3 017322FC030 39

4 017322FC040 83

6 017322FC060 131

8 017322FC080 278

10 017322FC100 452

12 017322FC120 608

No. Part Material
1 Body Ductile Iron ASTM A536 Class B
2 Body Seat Ring Bronze, ASTM B62
3 Disc Ductile Iron, Epoxy Coated
4 Disc Ring EPDM
5 Disc Washer Steel A307 Grade B
6 Disc Bolt/Washer Stainless Steel, Type 304
7 Bolt/Pin/Nut/

Washer
Stainless Steel, Type 304

8 Pin Stainless Steel, Type 304
9 Key Stainless Steel, Type 304

10 Cover O-Ring EPDM
11 Cover Bolt/Washer Steel A307 Grade B

No. Part Material
12 O-Ring EPDM
13 Hinge Bolt Stainless Steel, Type 304
14 Washer Stainless Steel, Type 304
15 Cover Ductile Iron, ASTM A536 Class B
16 Arm Stainless Steel CF8



Quarter-Turn &
Multi-Turn Valves



VALVES
Ball Valves

•	 Stainless Steel
•	 Carbon Steel
•	 Ductile Iron
•	 Brass

Gate Valves
•	 Stainless Steel
•	 Forged Steel
•	 Forged Stainless Steel
•	 Cast Steel

Globe Valves
•	 Stainless Steel
•	 Forged Steel
•	 Forged Stainless Steel
•	 Cast Steel

Check Valves
•	 Stainless Steel
•	 Forged Steel
•	 Forged Stainless Steel
•	 Cast Steel
•	 Ductile Iron

Butterfly Valves
•	 Ductile Iron
•	 Stainless Steel

Actuators & Accessories
•	 Pneumatic
•	 Electric
•	 Positioners
•	 Solenoids
•	 Limit Switches

Part of the SCI 
ProPak™ System
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       Ball Valves

Series 58876 
Stainless Ball Valve
•	 800 lb. CWP, 150 lb. WSP
•	 Reduced port
•	 316 stainless steel body
•	 Unibody design
•	 RFTE seats and TFE seals
•	 Blow-out proof stem
•	 Locking device
•	 Lever, Tee or oval handles

Size
in

Part Number Weight
lbThreaded

1/4 SV58876002 0.1

3/8 SV58876003 0.2

1/2 SV58876004 0.4

3/4 SV58876006 0.6

1 SV58876010 1.0

1-1/4 SV58876012 1.4

1-1/2 SV58876014 1.9

2 SV58876020 2.9

Series 58B74 
Carbon Steel Ball Valve
•	 2000 lb. CWP, 150 lb. WSP
•	 Reduced port
•	 Unibody design
•	 RTFE seats
•	 Stainless steel trim
•	 Blow-out proof stem
•	 Locking device

Size
in

Part Number Weight 
lbThreaded

1/4 SV58B74002 0.2

3/8 SV58B74003 0.3

1/2 SV58B74004 0.7

3/4 SV58B74006 1.0

1 SV58B74010 1.5

1-1/4 SV58B74012 3.4

1-1/2 SV58B74014 3.2

2 SV58B74020 5.9

Series 54576 
316 Stainless Steel Ball 
Valve
•	 2000 lb. CWP (1/4 - 1), 

1500 lb. CWP (1-1/4 - 2), 
150 lb. WSP*

•	 Standard port
•	 Two-piece design
•	 RTFE seats
•	 Locking device
•	 Blow-out proof stem

*Nova Seats for 250 psi WSP also available.

Size
in

Part Number Weight
lbThreaded

1/4 SV54576002 0.7

3/8 SV54576003 0.7

1/2 SV54576004 0.7

3/4 SV54576006 1.4

1 SV54576010 1.8

1-1/4 SV54576012 3.2

1-1/2 SV54576014 4.3

2 SV54576020 6.1

Series 54574 
Carbon Steel Ball Valve
•	 2000 lb. CWP (1/4 - 1),  

1500 lb. CWP (1-1/4  -  2),  150 
lb. WSP*

•	 Standard port
•	 Two-piece design
•	 RTFE seats
•	 Locking device
•	 Blow-out proof stem

*Nova Seats for 250 psi WSP also available.

Size
in

Part Number Weight
lbThreaded

1/4 SV54574002 0.7

3/8 SV54574003 0.7

1/2 SV54574004 0.7

3/4 SV54574006 1.4

1 SV54574010 1.8

1-1/4 SV54574012 3.2

1-1/2 SV54574014 4.3

2 SV54574020 6.1
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Series 50M76 
316 Stainless Ball Valve
•	 1000 lb. CWP, 150 lb. WSP
•	 Full port
•	 Two-piece design
•	 RTFE seats
•	 Locking device
•	 Blow-out proof stem
•	 Lever or oval handles

Size
in

Part Number Weight
lbThreaded

1/4 SV50M76002 0.6

3/8 SV50M76003 0.5

1/2 SV50M76004 0.7

3/4 SV50M76006 1.1

1 SV50M76010 1.7

1-1/4 SV50M76012 2.6

1-1/2 SV50M76014 4.1

2 SV50M76020 6.8

2-1/2 SV50M76024 14.7

3 SV50M76030 22.4

       Ball Valves

Series 50B74 
Carbon Steel Ball 
Valve, Seal Weld
•	 2000 lb. CWP (1/4 - 2),  

1500 lb. CWP (2-1/2 - 3),  
150 lb. WSP*

•	 Full port
•	 Two-piece seal welded
•	 Locking device
•	 Blow-out proof stem

Size
in

Part Number Weight
lbThreaded

1/4 SV50B74002 0.6

3/8 SV50B74003 0.5

1/2 SV50B74004 0.7

3/4 SV50B74006 1.1

1 SV50B74010 1.8

1-1/4 SV50B74012 2.7

1-1/2 SV50B74014 4.2

2 SV50B74020 6.8

2-1/2 SV50B74024 15.2

3 SV50B74030 22.6

Series 50B76 
Stainless Steel Ball Valve 
Seal Weld
•	 2000 lb. CWP (1/4 - 2),  

1500 lb. CWP (2-1/2 - 3),  
150 lb. WSP*

•	 Full port
•	 Two-piece seal welded
•	 Locking device
•	 Blow-out proof stem

Size
in

Part Number Weight
lbThreaded

1/4 SV50B76002 0.6

3/8 SV50B76003 0.5

1/2 SV50B76004 0.7

3/4 SV50B76006 1.1

1 SV50B76010 1.8

1-1/4 SV50B76012 2.6

1-1/2 SV50B76014 4.2

2 SV50B76020 6.8

2-1/2 SV50B76024 15.2

3 SV50B76030 22.7

Series 1011TTE 
Brass Ball Valve
•	 600 lb. CWP
•	 Full port
•	 Forged brass body
•	 Chrome plated ball
•	 RTFE seals
•	 TFE seat
•	 Locking device
•	 Blow-out proof stem
•	 Lever or oval handles

Size
in

Part Number Packing Weight 
lbThreaded Inner Master

1/4 SV1011TTE002 10 160 0.3

3/8 SV1011TTE003 10 160 0.3

1/2 SV1011TTE004 10 120 0.5

3/4 SV1011TTE006 10 60 0.7

1 SV1011TTE010 6 60 1.0

1-1/4 SV1011TTE012 4 24 1.7

1-1/2 SV1011TTE014 4 16 2.3

2 SV1011TTE020 2 16 3.6

2-1/2 SV1011TTE024 1 6 7.7

3 SV1011TTE030 2 4 9.1

4 SV1011TTE040 1 2 16.7

! WARNING: Cancer and Reproductive Harm -
     www.P65Warnings.ca.gov
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       Ball Valves

Series 50C767 
316 Stainless Steel Ball 
Valve, Seal Weld
•	 3000 lb. CWP
•	 Full port
•	 Two-piece seal welded
•	 Anti-static device
•	 Locking device
•	 Blow-out proof stem
•	 17-4 PH stem

Series 50C747 
Carbon Steel Ball Valve, 
Seal Weld
•	 3000 lb. CWP
•	 Full port
•	 Two-piece seal welded
•	 Anti-static device
•	 Locking device
•	 Blow-out proof stem
•	 17-4 PH stem 

Series 50F747 
Carbon Steel Ball Valve, 
Seal Welded
•	 6000 lb. CWP
•	 Full port
•	 Two-piece seal welded
•	 Anti-static device
•	 Locking device
•	 Blow-out proof stem
•	 17-4 PH Stem

Series 50F767
316 Stainless Steel Ball 
Valve, Seal Weld
•	 6000 lb. CWP
•	 Full port
•	 Two-piece seal welded
•	 Anti-static device
•	 Locking device
•	 Blow-out proof stem
•	 17-4 PH Stem

Size
in

Part Number Weight
lbThreaded

1/4  SV50F767002 1.2

3/8  SV50F767003 1.1

1/2  SV50F767004 1.5

3/4  SV50F767006 2.8

1  SV50F767010 4.9

1-1/4  SV50F767012 7.4

1-1/2  SV50F767014 12.1

2*  SV50F767020 14.7

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4 SV50C747002 SV50C747PSW002 0.9

3/8 SV50C747003 SV50C747PSW003 0.8

1/2 SV50C747004 SV50C747PSW004 1.0

3/4 SV50C747006 SV50C747PSW006 2.4

1 SV50C747010 SV50C747PSW010 3.5

1-1/4 SV50C747012 SV50C747PSW012 5.1

1-1/2 SV50C747014 SV50C747PSW014 8.5

2* SV50C747020 SV50C747PSW020 9.6

3 SV50C747030 SV50C747PSW030 13.7

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4  SV50C767002 SV50C767PSW002 0.9

3/8  SV50C767003 SV50C767PSW003 0.8

1/2  SV50C767004 SV50C767PSW004 1.0

3/4  SV50C767006 SV50C767PSW006 2.4

1  SV50C767010 SV50C767PSW010 3.5

1-1/4  SV50C767012 SV50C767PSW012 5.1

1-1/2  SV50C767014 SV50C767PSW014 8.5

2*  SV50C767020 SV50C767PSW020 9.6

3  SV50C767030 SV50C767PSW030 13.7

Size
in

Part Number Weight
lbThreaded

1/4 SV50F747002 1.2

3/8 SV50F747003 1.1

1/2 SV50F747004 1.5

3/4 SV50F747006 2.8

1 SV50F747010 4.9

1-1/4 SV50F747012 7.4

1-1/2 SV50F747014 12.1

2* SV50F747020 14.7

* Standard port * Standard port

* Standard port * Standard port
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       Ball Valves

Series 53034 
Carbon Steel Ball Valve,
Three-piece design
•	 1000 lb. CWP 1/4” - 2”
•	 600 lb. CWP 2 1/2” - 4”
•	 Full port
•	 RTFE seat
•	 Locking device
•	 Blow-out proof stem
•	 Actuator mounting pad
•	 Lever or oval handles

Series 39036 
316 Stainless Steel Ball 
Valve, Three-piece design
•	 1000 lb. CWP
•	 Full port
•	 Locking device
•	 Blow-out proof stem
•	 Lever or oval handles

Series 39034 
Carbon Steel Ball Valve, 
Three-piece design
•	 1000 lb. CWP
•	 Full port
•	 Locking device
•	 Blow-out proof stem
•	 Lever or oval handles 

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4 SV39034TE002 SV39034SW002 0.7

3/8 SV39034TE003 SV39034SW003 0.6

1/2 SV39034TE004 SV39034SW004 1.1

3/4 SV39034TE006 SV39034SW006 1.3

1 SV39034TE010 SV39034SW010 1.9

1-1/4 SV39034TE012 SV39034SW012 2.7

1-1/2 SV39034TE014 SV39034SW014 4.2

2 SV39034TE020 SV39034SW020 7.2

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4 SV39036TE002 SV39036SW002 0.7

3/8 SV39036TE003 SV39036SW003 0.6

1/2 SV39036TE004 SV39036SW004 1.1

3/4 SV39036TE006 SV39036SW006 1.4

1 SV39036TE010 SV39036SW010 2.0

1-1/4 SV39036TE012 SV39036SW012 2.9

1-1/2 SV39036TE014 SV39036SW014 4.3

2 SV39036TE020 SV39036SW020 7.4

Series 53036  
316 Stainless Steel Ball Valve, 
Three-piece design
•	 1000 lb. CWP 1/4” - 2”
•	 600 lb. CWP 2 1/2” - 4”
•	 Full port
•	 RTFE seat
•	 Locking device
•	 Blow-out proof stem
•	 Actuator mounting pad
•	 Lever or oval handles

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4  SV53034TE002  SV53034SW002 0.9

3/8  SV53034TE003  SV53034SW003 0.9

1/2  SV53034TE004  SV53034SW004 1.2

3/4  SV53034TE006  SV53034SW006 1.9

1  SV53034TE010  SV53034SW010 2.6

1-1/4  SV53034TE012  SV53034SW012 4.1

1-1/2  SV53034TE014  SV53034SW014 6.4

2  SV53034TE020  SV53034SW020 9.8

2-1/2 SV53034TE024 SV53034SW024 15.1

3 SV53034TE030 SV53034SW030 21.3

4 SV53034TE040 SV53034SW040 34.6

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4 SV53036TE002 SV53036SW002 0.9

3/8 SV53036TE003 SV53036SW003 0.9

1/2 SV53036TE004 SV53036SW004 1.2

3/4 SV53036TE006 SV53036SW006 1.8

1 SV53036TE010 SV53036SW010 2.5

1-1/4 SV53036TE012 SV53036SW012 4.0

1-1/2 SV53036TE014 SV53036SW014 6.2

2 SV53036TE020 SV53036SW020 9.6

2-1/2 SV53036TE024 SV53036SW024 15.1

3 SV53036TE030 SV53036SW030 21.3

4 SV53036TE040 SV53036SW040 34.6
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       Ball Valves

Series 54114 
Carbon Steel Flanged 
Ball Valve, Unibody
•	 150 lb. flanged ends
•	 Standard port
•	 TFM seats 1 - 4
•	 RTFE seats 6 - 8
•	 Locking device
•	 Blow-out proof stem 
•	 316 Stainless steel ball & stem 

Size
in

Part Number Weight
lbFlanged

1 SV54114M010 5.6

1-1/2 SV54114M014 12.2

2 SV54114M020 25.4

2-1/2 SV54114M024 34.0

3 SV54114M030 38.5

4 SV54114M040 53.5

6 SV54114M060 79.2

8 SV54114M080 189.2

Series 54116 
316 Stainless Steel Flanged
Ball Valve, Unibody
•	 150 lb. flanged ends
•	 Standard port
•	 TFM seats 1/2 - 4
•	 RTFE seats 6 - 8
•	 Locking device
•	 Blow-out proof stem

Size
in

Part Number Weight
lbFlanged

1 SV54116M010 5.6

1-1/2 SV54116M014 12.2

2 SV54116M020 25.4

2-1/2 SV54116M024 34.0

3 SV54116M030 38.5

4 SV54116M040 53.5

6 SV54116M060 79.2

8 SV54116M080 189.2

Series 50114 
Carbon Steel Flanged 
Ball Valve, 2-Piece
•	 150 lb. flanged ends
•	 Full port
•	 Locking device
•	 Blow-out proof stem
•	 316 Stainless steel ball & stem

Size
in

Part Number Weight
lbFlanged

1/2 SV50114M004 3.7

3/4 SV50114M006 4.8

1 SV50114M010 6.8

1-1/2 SV50114M014 13.5

2 SV50114M020 19.6

2-1/2 SV50114M024 36.5

3 SV50114M030 44.2

4 SV50114M040 63.7

Series 50116 
316 Stainless Steel 
Flanged Ball Valve, 
2-Piece
•	 150 lb. flanged ends
•	 Full port
•	 316 Stainless steel 

body and trim
•	 Locking device
•	 Blow-out proof stem

Size
in

Part Number Weight
lbFlanged

1/2 SV50116M004 3.7

3/4 SV50116M006 4.8

1 SV50116M010 6.8

1-1/2 SV50116M014 13.5

2 SV50116M020 19.6

2-1/2 SV50116M024 36.5

3 SV50116M030 44.2

4 SV50116M040 63.7
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       Ball Valves

Series N66 
Sanitary Ball Valve
•	 316 stainless steel
•	 Full tube port
•	 Three-piece design
•	 High cycle stem 
•	 Hygienic seating 
•	 ISO 5211 mounting pad
•	 Locking device
•	 Encapsulated body seal

Size
in

Part Number Weight
lbClamp Ends

1/2 SVN6666MTCE004 1.2

3/4 SVN6666MTCE006 2.0

1 SVN6666MTCE010 3.0

1-1/2 SVN6666MTCE014 6.0

2 SVN6666MTCE020 9.2

2-1/2 SVN6666MTCE024 12.1

3 SVN6666MTCE030 16.2

4 SVN6666MTCE040 18.9

Series 88
High Purity BPE 
Compliant Full Port Tube 
Ball Valve
•	 ASME/BPE - 2009 Compliant 
•	 Full Port
•	 Size 1/4” to 4”
•	 Available in 316L Stainless Steel
•	 Ends: CE (Clamp Ends), BW, SW, 

BTE (Extended Buttweld Tube)
•	 Pressure up to 1480 PSI*
•	 Temperature up to 550° F*
•	 3-Piece Design 			 
•	 High Cycle Stem Design 		
•	 Encapsulated Body Bolts		
•	 Variety of Seats, Seals and Aseptic end Connections	
•	 Integral ISO 5211 Mounting Pad		
•	 Lockable, Lever, Extended or Oval Handle
•	 All Wetted Parts Polished To 14-18 RA 
•	 Optional 8-10 RA Electropolish
•	 Optional Purge Ports Available

Series 75
Sanitary 3 & 4 Way Ball Valve
•	 Tube Full Port
•	 Size 1/4” to 2”
•	 Available in 316L Stainless Steel
•	 Ends: NPT, SW
•	 Pressure up to 1000 PSI*
•	 Temperature up to 450° F*
•	 ISO 5211 Mounting Pad
•	 TFM Seats
•	 4-Seat Design			 
•	 “L” or “T” Port Balls
•	 10 Different Flow Configurations	
•	 Direct Mount Design 		
•	 Lockable Lever Handle Standard
•	 Extended or Oval Handle Optional
•	 Live Loaded Stem Packing 
•	 Blowout Proof Stem

Call Your Sharpe High Performance 
Specialist Direct
(877) 774-2773
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Gate , Globe & Check Valves

Series 30276 
316 Stainless Steel
Gate Valve
•	 200 lb. @ 350°F
•	 Inside Screw 
•	 Non-rising stem
•	 Screwed bonnet
•	 Solid wedge disc

Size
in

Part Number Weight
lbThreaded Socket Weld

1/2 SV30276TE004 SV30276SW004 0.9

3/4 SV30276TE006 SV30276SW006 1.2

1 SV30276TE010 SV30276SW010 1.6

1-1/4 SV30276TE012 SV30276SW012 2.6

1-1/2 SV30276TE014 SV30276SW014 3.7

2 SV30276TE020 SV30276SW020 5.2

Series 40276 
316 Stainless Steel 
Globe Valve
•	 200 lb. CWP @ 350°F
•	 Inside screw 
•	 Rising stem
•	 Screwed bonnet

Size
in

Part Number Weight
lbThreaded Socket Weld

1/2 SV40276TE004 SV40276SW004 1.0

3/4 SV40276TE006 SV40276SW006 1.5

1 SV40276TE010 SV40276SW010 1.9

1-1/4 SV40276TE012 SV40276SW012 3.1

1-1/2 SV40276TE014 SV40276SW014 3.9

2 SV40276TE020 SV40276SW020 5.5

Series 20276
316 Stainless Steel 
Swing Check Valve
•	 200 lb. CWP @ 350°F
•	 316 stainless steel
•	 Screwed cap

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4 SV20276TE002 SV20276SW002 0.8

3/8 SV20276TE003 SV20276SW003 0.8

1/2 SV20276TE004 SV20276SW004 0.7

3/4 SV20276TE006 SV20276SW006 1.1

1 SV20276TE010 SV20276SW010 1.7

1-1/4 SV20276TE012 SV20276SW012 2.4

1-1/2 SV20276TE014 SV20276SW014 3.3

2 SV20276TE020 SV20276SW020 5.0

2-1/2 SV20276TE024 SV20276SW024 9.1

3 SV20276TE030 SV20276SW030 13.2

Order On-Line
at www.smithcooper.com
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Flanged OS&Y Gate Valves

Series 35114 
Cast Steel 150 lb. Flanged Gate Valve
•	 Outside screw and yoke
•	 Bolted bonnet
•	 Flexible wedge, fully guided
•	 Integrated seats
•	 Rising stem and non-rising handwheel
•	 Available with gear operator 
•	 API 600

Size
in Part Number Weight

lb
2 SV35114020 37.4

2-1/2 SV35114024 59.4

3 SV35114030 72.6

4 SV35114040 105.6

6 SV35114060 171.6

8 SV35114080 264.0

10 SV35114100 387.2

12 SV35114120 572.0

14 SV35114140 836.0

16 SV35114160 1166.0

18 SV35114180 1364.0

20 SV35114200 1782.0

24 SV35114240 2530.0

Series 35116 
316 Stainless Steel 150 lb. 
Flanged Gate Valve
•	 Outside screw and yoke
•	 Bolted bonnet
•	 Flexible wedge, fully guided
•	 Integrated seats
•	 Rising stem and non-rising handwheel
•	 API 603

Size
in Part Number Weight

lb
1/2 SV35116004 7.5

3/4 SV35116006 7.9

1 SV35116010 10.6

1-1/2 SV35116014 18.2

2  SV35116020 25.0

2-1/2  SV35116024 34.7

3  SV35116030 48.3

4  SV35116040 76.4

5 SV35116050 104.7

6  SV35116060 118.9

8  SV35116080 197.3

10  SV35116100 313.1

12  SV35116120 465.1

Size
in Part Number Weight

lb
2 SV35314020 45.8

2-1/2 SV35314024 77.0

3 SV35314030 107.8

4 SV35314040 151.80

6 SV35314060 286.0

8 SV35314080 457.6

10 SV35314100 732.6

12 SV35314120 1179.2

Series 35314 
Cast Steel 300 lb. Flanged Gate Valve
•	 Outside screw and yoke
•	 Bolted bonnet
•	 Flexible wedge, fully guided
•	 Integrated seats
•	 Rising stem and non-rising handwheel
•	 API 600

Series 35316 
316 Stainless Steel 300 lb. 
Flanged Gate Valve
•	 Outside screw and yoke
•	 Bolted bonnet
•	 Flexible wedge, fully guided
•	 Integrated seats
•	 Rising stem and non-rising handwheel
•	 API 603

Size
in Part Number Weight

lb
1/2 SV35316004 11.8

3/4 SV35316006 13.8

1 SV35316010 15.4

1-1/2 SV35316014 35.0

2 SV35316020 45.8

2-1/2 SV35316024 55.8

3 SV35316030 84.8

4 SV35316040 142.0

6 SV35316060 253.0

8 SV35316080 376.2

10 SV35316100 651.2

12 SV35316120 891.0

Note: 600 lb. Flanged End Valve Available Upon Request

Note: 600 lb. Flanged End Valve Available Upon Request
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Flanged OS&Y Globe Valves

Series 45116 
316 Stainless Steel 150 lb. 
Flanged Globe Valve
•	 Bolted bonnet
•	 Outside screw and yoke
•	 Yoke integrated with bonnet
•	 Rising stem and handwheel

Size
in Part Number Weight

lb
1/2 SV45116004 6.9

3/4 SV45116006 8.2

1 SV45116010 9.6

1-1/4 SV45116012 13.9

1-1/2 SV45116014 16.3

2 SV45116020 23.3

2-1/2 SV45116024 33.5

3 SV45116030 45.7

4 SV45116040 68.2

5 SV45116050 95.1

6 SV45116060 136.8

8 SV45116080 217.6

10 SV45116100 413.6

12 SV45116120 1049.4

Series 45114 
Cast Steel 150 lb. Flanged 
Globe Valve
•	 Bolted bonnet
•	 Outside screw and yoke
•	 Yoke integrated with bonnet
•	 Rising stem and handwheel

Size
in Part Number Weight

lb
2 SV45114020 48.4

2-1/2 SV45114024 63.8

3 SV45114030 88.0

4 SV45114040 140.8

6 SV45114060 231.0

8 SV45114080 338.8

10 SV45114100 633.6

12 SV45114120 1115.4

14 SV45114140 1144.0

16 SV45114160 1678.6

Size
in Part Number Weight

lb
2 SV45314020 68.2

2-1/2 SV45314024 94.6

3 SV45314030 125.4

4 SV45314040 189.2

6 SV45314060 369.6

8 SV45314080 616.0

10 SV45314100 847.0

12 SV45314120 1592.8

Series 45314 
Cast Steel 300 lb. Flanged 
Globe Valve
•	 Bolted bonnet
•	 Outside screw and yoke
•	 Yoke integrated with bonnet
•	 Rising stem and handwheel

Note: 600 lb. Flanged Globe Valves Available Upon Request

Series 45316 
316 Stainless Steel 300 lb. 
Flanged Globe Valve
•	 Bolted bonnet
•	 Outside screw and yoke
•	 Yoke integrated with bonnet
•	 Rising stem and handwheel

Size
in Part Number Weight

lb
1/2 SV45316004 8.3

3/4 SV45316006 10.2

1 SV45316010 16.4

1-1/4 SV45316012 21.2

1-1/2 SV45316014 27.7

2 SV45316020 34.5

2-1/2 SV45316024 59.6

3 SV45316030 72.5

4 SV45316040 115.3

5 SV45316050 160.1

6 SV45316060 297.3

8 SV45316080 508.8

10 SV45316100 858.6

12 SV45316120 1216.3

Note: 600 lb. Flanged Globe Valves Available Upon Request
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Check Valves

Series 25114 
Cast Steel 150 lb. 
Flanged Check Valve
•	 Bolted cover
•	 Swing type
•	 Integrated seats
•	 Renewable seat rings

Size
in Part Number Weight

lb
2 SV25114020 37.4

2-1/2 SV25114024 52.8

3 SV25114030 61.6

4 SV25114040 92.4

6 SV25114060 149.6

8 SV25114080 259.6

10 SV25114100 433.4

12 SV25114120 664.4

14 SV25114140 818.4

16 SV25114160 1254.0

18 SV25114180 1463.0

20 SV25114200 1980.0

24 SV25114240 2989.8

Series 25116
316 Stainless Steel 150 lb. 
Flanged Check Valve
•	 Bolted cover
•	 Swing type
•	 Integrated seats
•	 Renewable seat rings

Size
in Part Number Weight

lb
1/2 SV25116004 3.5

3/4 SV25116006 4.7

1 SV25116010 6.0

1-1/4 SV25116012 7.2

1-1/2 SV25116014 10.3

2 SV25116020 17.2

2-1/2 SV25116024 25.5

3 SV25116030 32.2

4 SV25116040 62.4

5 SV25116050 82.60

6 SV25116060 103.5

8 SV25116080 167.2

10 SV25116100 295.5

12 SV25116120 429.9

Series 25316
316 Stainless Steel 300 lb. 
Flanged Check Valve
•	 Bolted cover
•	 Swing type
•	 Integrated seats
•	 Renewable seat rings

Size
in Part Number Weight

lb
1/2 SV25316004 5.7

3/4 SV25316006 7.8

1 SV25316010 12.1

1-1/2 SV25316014 21.1

2 SV25316020 31.5

2-1/2 SV25316024 44.7

3 SV25316030 55.4

4 SV25316040 100.8

6 SV25316060 177.5

Note: 600 lb. Flanged End Valve Available Upon Request

Series 25314
Cast Steel 300 lb. 
Flanged Check Valve
•	 Bolted cover
•	 Swing type
•	 Integrated seats
•	 Renewable seat rings

Size
in Part Number Weight

lb
2 SV25314020 46.2

2-1/2 SV25314024 52.8

3 SV25314030 94.6

4 SV25314040 132.0

6 SV25314060 288.2

8 SV25314080 468.6

10 SV25314100 844.8

12 SV25314120 987.8

Note: 600 lb. Flanged End Valve Available Upon Request
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 Gate & Globe Ball Valves

Series 44836 
Forged 316L Stainless 
Steel Globe Valve
•	 Class 800
•	 A182 / 316L forged stainless 

steel body and bonnet
•	 Bolted bonnet
•	 Nace MR-01-75 compliant

Series 44834
Forged Carbon Steel 
Globe Valve
•	 Class 800
•	 A105 forged carbon 

steel body and bonnet
•	 Bolted bonnet
•	 Nace MR-01-75 compliant

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4 SV44834TE002 - 5.0

3/8 SV44834TE003 - 5.0

1/2 SV44834TE004 SV44834SW004 5.0

3/4 SV44834TE006 SV44834SW006 5.2

1 SV44834TE010 SV44834SW010 9.5

1-1/4 SV44834TE012 SV44834SW012 12.7

1-1/2 SV44834TE014 SV44834SW014 17.2

2 SV44834TE020 SV44834SW020 27.5

Size
in

Part Number Weight
lbThreaded Socket Weld

1/2 SV44836TE004 SV44836SW004 5.0

3/4 SV44836TE006 SV44836SW006 5.2

1 SV44836TE010 SV44836SW010 9.5

1-1/4 SV44836TE012 SV44836SW012 12.7

1-1/2 SV44836TE014 SV44836SW014 17.2

2 SV44836TE020 SV44836SW020 27.5

Series 34834
Forged Carbon Steel
Gate Valve
•	 OS&Y 
•	 Reduced port
•	 Class 800
•	 A105 forged carbon steel body
•	 Bolted bonnet
•	 Nace MR-01-75 compliant

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4 SV34834TE002 - 4.9

3/8 SV34834TE003 - 4.9

1/2 SV34834TE004 SV34834SW004 4.9

3/4 SV34834TE006 SV34834SW006 5.3

1 SV34834TE010 SV34834SW010 9.00

1-1/4 SV34834TE012 SV34834SW012 12.5

1-1/2 SV34834TE014 SV34834SW014 15.5

2 SV34834TE020 SV34834SW020 24.0

Series 34836
Forged 316L Stainless 
Steel Gate Valve
•	 OS&Y 
•	 Reduced port
•	 Class 800
•	 A182 / 316L stainless steel body
•	 Bolted bonnet
•	 Nace MR-01-75 compliant

Size
in

Part Number Weight
lbThreaded Socket Weld

1/2 SV34836TE004 SV34836SW004 4.9

3/4 SV34836TE006 SV34836SW006 5.3

1 SV34836TE010 SV34836SW010 9.3

1-1/4 SV34836TE012 SV34836SW012 12.5

1-1/2 SV34836TE014 SV34836SW014 15.5

2 SV34836TE020 SV34836SW020 24.0
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Check Valves

Series 24834
Forged Carbon Steel 
Piston Check Valve
•	 Class 800
•	 A105 forged carbon steel body
•	 Bolted cover
•	 Nace MR-01-75 compliant

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4 SV24834TE002 SV24834SW002 3.1
3/8 SV24734TE003 SV24834SW003 3.1
1/2 SV24834TE004 SV24834SW004 3.3

3/4 SV24834TE006 SV24834SW006 3.7

1 SV24834TE010 SV24834SW010 7.3

1-1/4 SV24834TE012 SV24834SW012 9.2

1-1/2 SV24834TE014 SV24834SW014 9.2

2 SV24834TE020 SV24834SW020 13.1

Series 24836
316L Stainless Steel 
Piston Check Valve
•	 Class 800
•	 A182 / 316L forged 

stainless steel body
•	 Bolted cover
•	 Nace MR-01-75 compliant

Size
in

Part Number Weight
lbThreaded Socket Weld

1/4 SV24836TE002 SV24836SW002 3.1
3/8 SV24836TE003 SV24836SW003 3.1
1/2 SV24836TE004 SV24836SW004 3.3

3/4 SV24836TE006 SV24836SW006 3.7

1 SV24836TE010 SV24836SW010 7.3

1-1/4 SV24836TE012 SV24836SW012 9.2

1-1/2 SV24836TE014 SV24836SW014 9.2

2 SV24836TE020 SV24836SW020 13.1

Series 24834SC
Forged Carbon Steel
Swing Check Valve
•	 Class 800
•	 A105 forged carbon steel body
•	 Bolted cover
•	 Nace MR-01-75 compliant

Size
in

Part Number Weight
lbThreaded Socket Weld

1/2 SV24834SCTE004 SV24834SCSW004 3.3

3/4 SV24834SCTE006 SV24834SCSW006 3.7

1 SV24834SCTE010 SV24834SCSW010 7.3

1-1/4 SV24834SCTE012 SV24834SCSW012 9.2

1-1/2 SV24834SCTE014 SV24834SCSW014 9.2

2 SV24834SCTE020 SV24834SCSW020 13.1

Series 24836SC
316L Stainless Steel 
Swing Check Valve
•	 Class 800
•	 A182 / 316L forged 

stainless steel body
•	 Bolted cover
•	 Nace MR-01-75 compliant

Size
in

Part Number Weight
lbThreaded Socket Weld

1/2 SV24836SCTE004 SV24836SCSW004 3.3

3/4 SV24836SCTE006 SV24836SCSW006 3.7

1 SV24836SCTE010 SV24836SCSW010 7.3

1-1/4 SV24836SCTE012 SV24836SCSW012 9.2

1-1/2 SV24836SCTE014 SV24836SCSW014 9.2

2 SV24836SCTE020 SV24836SCSW020 13.1
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 Ball Valves

Series SVOP54DN6RV
Ductile Iron
Ball Valve, 2-Piece
•	 1500 psi
•	 Standard port
•	 Nace MR-01-75 compliant
•	 Locking device
•	 Blow-out proof stem

Size
in

Part Number Weight
lbThreaded

2 SVOP54DN6RV020 10.4

3 SVOP54DN6RV030 12.8

Series SVOP54DA6RV & SVOP50DA6RV
Ductile Iron
Ball Valve, 2-Piece
•	 1000 psi
•	 Standard port - SVOP54DA6RV
•	 Full port - SVOP50DA6RV
•	 Nace MR-01-75 compliant
•	 Locking device
•	 Blow-out proof stem

Series SVOP50DB6RV & SVOP54DB6RV
Ductile Iron
Ball Valve, 2-Piece
•	 2000 psi
•	 Full port - SVOP50DB6RV
•	 Standard port - SVOP54DB6RV
•	 Nace MR-01-75 compliant
•	 Locking device
•	 Blow-out proof stem

Size
in

Part Number Weight
lbStandard Port Full Port

1 - SVOP50DA6RV010 4.4

2 SVOP54DA6RV020 SVOP50DA6RV020 10.4/16.7

3 SVOP54DA6RV030 SVOP50DA6RV030 20.0/40.7

4 SVOP54DA6RV040 - 39.7

Size
in

Part Number Weight
lbStandard Port Full Port

3/4 - SVOP50DB6RV006 3.7

1 SVOP54DB6RV010 SVOP50DB6RV010 3.9/4.5

1 1/2 - SVOP50DB6RV014 6.8

2 SVOP54DB6RV020 SVOP50DB6RV020 10.4/12.8

2 1/2 - SVOP50DB6RV024 20.1

3 SVOP54DB6RV030 SVOP50DB6RV030 20.0/39.7

4 SVOP54DB6RV040 SVOP50DB6RV040 29.4/52.7

Series SVOP54CC6DV & SVOP50CC6DV
Carbon Steel 
Ball Valve, 2-Piece
•	 3000 psi
•	 Standard port - SVOP54CCDV
•	 Full port - SVOP50CC6DV
•	 Nace MR-01-75 compliant
•	 Locking device
•	 Blow-out proof stem

Size
in

Part Number Weight
lbStandard Port Full Port

1 - SVOP50CC6DV010 4.5

2 SVOP54CC6DV020 SVOP50CC6DV020 12.8

3 - SVOP50CC6DV030 20.1

Series SVOP54CQ6DV
Carbon Steel
Ball Valve, 2-Piece
•	 2500 psi
•	 Standard port
•	 Nace MR-01-75 compliant
•	 Locking device
•	 Blow-out proof stem

Size
in

Part Number Weight
lbThreaded

2 SVOP54CQ6DV020 12.8

Series SVOP54CE6DV & SVOP50CE6DV
Carbon Steel
Ball Valve, 2-Piece
•	 5000 psi
•	 Standard port - SVOP54CE6DV
•	 Full port - SVOP50CE6DV
•	 Nace MR-01-75 compliant
•	 Locking device
•	 Blow-out proof stem

Size
in

Part Number Weight
lbStandard Port Full Port

1 - SVOP50CE6DV010 4.5

2 SVOP54CE6DV020 - 12.8
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Series OP20CC6VV
Carbon Steel Swing
Check Valve
•	 Carbon steel body
•	 720, 1440, 2160, 3000 psi
•	 Nace MR-01-75 compliant
•	 316 stainless steel one-piece hanger 

and disc
•	 Full flow when open
•	 Top entry swing check

Size
in

Pressure
psi

Part Number Weight
lbThreaded

1 720 SVOP20CC6VV010720 6.5

1 1440 SVOP20CC6VV0101440 6.5

1 2160 SVOP20CC6VV0102160 6.5

1 3000 SVOP20CC6VV0103000 6.5

2 720 SVOP20CC6VV020720 12.0

2 1440 SVOP20CC6VV0201440 12.0

2 2160 SVOP20CC6VV0202160 12.0

2 3000 SVOP20CC6VV0203000 12.0

3 720 SVOP20CC6VV030720 33.0

3 1440 SVOP20CC6VV0301440 33.0

3 2160 SVOP20CC6VV0302160 33.0

3 3000 SVOP20CC6VV0303000 33.0

Series OP20DB6VV
Ductile Iron Swing
Check Valve
•	 Ductile iron body
•	 300, 600, 720, 750, 1000, 1440, 1500, 

2000 psi
•	 Nace MR-01-75 compliant
•	 316 stainless steel one-piece hanger 

and disc
•	 Full flow when open
•	 Top entry swing check

Size
in

Pressure
psi

Part Number Weight
lbThreaded

1 300 SVOP20DB6VV010300 6.0

1 600 SVOP20DB6VV010600 6.0

1 720 SVOP20DB6VV010720 6.0

1 750 SVOP20DB6VV010750 6.0

1 1000 SVOP20DB6VV0101000 6.0

1 1440 SVOP20DB6VV0101440 6.0

1 1500 SVOP20DB6VV0101500 6.0

1 2000 SVOP20DB6VV0102000 6.0

2 300 SVOP20DB6VV020300 11.7

2 600 SVOP20DB6VV020600 11.7

2 720 SVOP20DB6VV020720 11.7

2 750 SVOP20DB6VV020750 11.7

2 1000 SVOP20DB6VV0201000 11.7

2 1440 SVOP20DB6VV0201440 11.7

2 1500 SVOP20DB6VV0201500 11.7

2 2000 SVOP20DB6VV0202000 11.7

3 300 SVOP20DB6VV030300 27.8

3 600 SVOP20DB6VV030600 27.8

3 720 SVOP20DB6VV030720 27.8

3 750 SVOP20DB6VV030750 27.8

3 1000 SVOP20DB6VV0301000 27.8

3 1440 SVOP20DB6VV0301440 27.8

3 1500 SVOP20DB6VV0301500 27.8

3 2000 SVOP20DB6VV0302000 27.8

4 300 SVOP20DB6VV040300 59.5

4 600 SVOP20DB6VV040600 59.5

4 720 SVOP20DB6VV040720 59.5

4 750 SVOP20DB6VV040750 59.5

4 1000 SVOP20DB6VV0401000 59.5

4 1440 SVOP20DB6VV0401440 59.5

4 1500 SVOP20DB6VV0401500 59.5

4 2000 SVOP20DB6VV0402000 59.5

Order On-Line
at www.smithcooper.com

Check Valves
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API 608
Series 80/89
3-Piece Standard/ Full Port Ball Valve
•	 Class 800 1/4”- 2-1/2”
•	 Class 300 3”- 4”
•	 Size Range - 1/4” to 4” (3” Series 89)
•	 Materials: 316 Stainless Steel, Carbon Steel, Alloy 20
•	 Ends: Threaded NPT & BSPT, Socket Weld & Butt Weld,  

Flanged 150#, 300#, 600#
•	 Pressure up to 3000 PSI*
•	 Temperature -50° to 550° F*
•	 ASME B16.34 Design
•	 NACE MR0175 Compliant
•	 Bottom Entry Live Loaded Stem
•	 High Cycle Stem Packing
•	 Encapsulated Body Bolts and Seals
•	 Integral ISO 5211 Mounting Pad
•	 Lockable Lever, Oval & Tamper-Proof Handle
•	 Encapsulated Body Seal
•	 Weldable in line without disassembly of ends
•	 Integral Fugitive Emission Body Optional

* Dependent on Seat Material

* Size limitations

API 608
Series 70
Flanged 2-Piece Full Port Ball Valve
•	 ASME B 16.34
•	 ASME B 16.5
•	 Full Port
•	 Size Range: 1/2” to 4”
•	 Materials: 316 Stainless Steel, Carbon Steel, Alloy 20
•	 Ends: 150#, 300# Flanged
•	 Pressure up to 720 PSI*
•	 Temperature Up to 550° F*
•	 NACE MR0175 Compliant
•	 Blowout Proof Stem
•	 Bottom Entry Line Loaded Stem
•	 Integral ISO 5211 Mounting Pad	
•	 Variety of Seats and Seals
•	 Lockable Lever Handle Standard
•	 Extended or Oval Handle Optional
•	 Tamper Proof Locking Device Optional
•	 Integral Fugitive Emission Body Optional

3-Piece Ball Valves, 2-Piece Ball Valve

Series 74
Flanged Standard Port Ball Valve
•	 ASME B 16.34
•	 ASME B 16.5
•	 Size Range: 1/2” to 4”
•	 Materials: 316 Stainless Steel, Carbon Steel, Alloy 20
•	 Ends: 150#, 300# Flanged
•	 Pressure up to 720 PSI*
•	 Temperature Up to 550° F*
•	 NACE MR0175 Compliant
•	 Blowout Proof Stem
•	 Bottom Entry Line Loaded Stem
•	 Integral ISO 5211 Mounting Pad	
•	 Variety of Seats and Seals
•	 Lockable Lever Handle Standard
•	 Extended or Oval Handle Optional
•	 Tamper Proof Locking Device Optional
•	 Integral Fugitive Emission Body Optional

API 608

* Size limitations

Series FS50/FS54 
Fire Safe Ball Valve
•	 Fire Safe API 607 4th Edition
•	 ASME B 16.34
•	 Standard Port - FS54
•	 Full Port - FS50
•	 Uni-body - FS54
•	 Size Range: 1-1/2” to 4” - FS54
•	 Size Range:1/2" to 12"
•	 Blowout Proof Stem
•	 Materials: 316 Stainless Steel, Carbon Steel, Alloy 20
•	 Blow-Out Proof Stems
•	 Anti-Static Configuraton
•	 Live-Load Stem Seals
•	 Fully Encapsulated Body Seals
•	 Slotted Seat Design
•	 Floating Ball Design
•	 NACE MR0175 Compliant
•	 Integral ISO 5211 Mounting Pad	
•	 Variety of Seats and Seals
•	 Lockable Lever Handle

API 607
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* Shown with 4x4 pneumatic actuator

Series 11
2-Piece Direct Mount Ball Valve
•	 Full Port
•	 Size Range - 1/4” to 2”
•	 NPT Ends
•	 CWP 1000psi
•	 Max Temperature 425o F
•	 Integral ISO 5211 Direct Mounting Pad
•	 For use with Pneumatic or Electric Actuators
•	 Compact Dependable Automated Assemblies
•	 Live Loaded Multiple Packing Stem Seal
•	 Lockable Lever Handle Standard
•	 316 Stainless Steel, Carbon Steel
•	 Oval Handle Optional

Series 12
2-Piece Direct Mount Ball Valve
•	 Full Port
•	 Size Range - 1/4” to 2”
•	 NPT Ends
•	 CWP 2000psi
•	 Max Temperature 500o F
•	 316 Stainless Steel, Carbon Steel
•	 Heavy Duty Stem
•	 Integral ISO 5211 Direct Mounting Pad
•	 For use with Pneumatic or Electric Actuators
•	 In-service Adjustable Stem Packing  
•	 Compact Dependable Automated Assemblies
•	 Live Loaded Stem with 4 Belleville Washers
•	 Lockable Lever Handle Standard
•	 Oval Handle Optional

* Shown with SPNII pneumatic actuator

* Shown with SPNII pneumatic actuator

Series 13
3-Piece Direct Mount Ball Valve
•	 Full Port
•	 Size Range - 1/4” to 4”
•	 NPT, SW, BW Ends
•	 CWP 1000psi - 1/4” to 2”
•	 CWP 600psi - 2 1/2” to 4”
•	 Max Temperature 450o F
•	 316 Stainless Steel, Carbon Steel
•	 Integral ISO 5211 Direct Mounting Pad
•	 For use with Pneumatic or Electric Actuators
•	 In-service Adjustable Stem Packing  
•	 Compact Dependable Automated Assemblies
•	 Live Loaded Stem with 4 Belleville Washers
•	 Lockable Lever Handle Standard
•	 Oval Handle Optional

* Size limitations

Series V84
V-Port Control Valve
•	 Port: 15° V, 30° V or 60° V  

(Special Configurations Available)
•	 Size range 1/4” to 4”
•	 Available in 316 Stainless Steel, 

Carbon Steel, Alloy 20, Hastelloy C 
and Monel

•	 Ends: NPT, SW, BW; 150#, 300#, 
600# Flanged

•	 Pressure: Vacuum to 3000 PSI*
•	 Temperature:	 -50° to 600° F*
•	 3-Piece Design
•	 Bottom Entry Live Loaded Stem
•	 High Cycle Stem Packing
•	 Encapsulated Body Bolts
•	 Variety of Seats and Seals
•	 “No Play” Coupling
•	 Integral ISO 5211 Mounting Pad	
•	 Metal Seats Available for Slurry and  

High Temperatures Applications
•	 Weldable in-line without disassembly of ends

Control & Direct Mount Ball Valves
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Series SPNII
Pneumatic Actuator
•	 Traditional Two-piston rack and pinion 

design
•	 Available in Double Acting and Spring 

Return configurations
•	 Hard Anodized Aluminum body with Epoxy Coated End Caps, optional 

Nickel Infused coating for sanitary applications
•	 Standard Temperature Range with Buna O-Rings: -4°F to 180°F
•	 Kits for low temp (-40°F to 80°F) or high temperature (+5°F to 300°F)
•	 Industry Standard ISO 5211 drilling and NAMUR patterns 
•	 Bi-Directional Travel Stops for ±5° adjustment for precise control
•	 Pinion is specially designed with inserts that allows for Direct Mounting 

capabilities to Butterfly Valves that have Square, Double D, or Keyed shaft designs
•	 Adapter plates available, allows for mounting to different industry 

standard bolt circles

Series 4x4
4 Piston Pneumatic Actuator
•	 Unique Four-piston rack and pinion design
•	 Anodized Interior and Exterior aluminum 

body with Epoxy Coated End Caps
•	 Industry Standard ISO 5211 drilling and 

NAMUR patterns
•	 Multi-Function Visual Indicator can be used 

for Three–Way indication
•	 Bi-Directional Travel Stops for ±5° 

adjustment for precise control
•	 Available in Double Acting and Spring Return configurations
•	 Nested spring sets, with appropriate centering rings on piston face and end caps
•	 Four Pistons allow for shorter travel and faster response times
•	 Reduced size means less air consumption, reducing costs with quicker 

response
•	 Generates more torque for reduced cost, size and air consumption
•	 Pinion is supported by four pistons; as a result, piston side load is minimized

Soleoids
•	 Aluminum Body
•	 NBR Seats
•	 Manual Override
•	 High Flow: 1.8 CV
•	 1/2” Conduit Connection to Coil
•	 1/4” Port Size
•	 Changeable between Double Acting and Spring Return
•	 Coils are rated by CSA / UL
•	 Same Body accepts NEMA 4, NEMA 7, and ATEX Coils
•	 Voltage Options Available Upon Request

 
SEA Electric Actuator 
Enclosure:
•	 NEMA 4X: Waterproof and dust-proof enclosure
•	 Material: Powder coated aluminum alloy
Motor:
•	 Standard extended duty cycle induction motor
•	 Built-in thermal protection (275°F) prevents motor 

burning out
•	 Standard Unit is 120 VAC
•	 Standard motors are 30% duty rated
Position Indicator:
•	 All models have continuous mechanical position 

indicator on the top of the actuator cover
Manual Override:
•	 Non-clutch design, upon power outage the manual 

override can be operated without lever, clutch or brake
•	 When electric motor is operating, manual hand-wheel 

will not rotate for safety purposes
Certifications:
•	 CE
•	 CSA (Conforming to the test standard for outdoor use)

Pneumatic Actuators, SEA Electric Actuator, Limit Switch & Soleoids

Limit Switch
•	 Rugged powder coated aluminum enclosure
•	 UL / CE rated enclosure
•	 UL / CSA / CE rated switch elements
•	 NEMA 4 / 4X and NEMA 7/9 enclosures
•	 Shatterproof dome
•	 Various NAMUR brackets available 
•	 Cams and bearings on shaft are splined to allow quick adjustment and 

protect against the effects of vibration
•	 Mechanical or proximity switch elements available
•	 Printed circuit board allows for quick, safe and easy wiring
•	 Solenoid terminations inside enclosure eliminates extra cost
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V200 Positioner

•	 Housing Material is cast aluminium with polyester coating
•	 Flat pointed indicator or raised indicator (red/green or yellow/black)
•	 One housing for pneumatic or electropneumatic
•	 Optional gauges
•	 Optional range spring
•	 Variety of cams available
•	 Variety of spindles available
•	 External zero + span adjustment without removing the cover
•	 Five pilot options
•	 Explosion-proof, gas approved, fail-freeze, 0-5 VDC and 0-10 VDC 

options available
•	 Variety of feedback options

D400 Digital Positioner

•	 Microprocessor based valve positioner
•	 Menu driven programming with LCD display - multilingual
•	 Local push button configuration
•	 Low air consumption
•	 Explosion-proof  & intrinsically safe modes available
•	 Modular design - available with position feedback, micro switches 

and fail freeze options, rotary or linear mounting
•	 NEMA 4X IP 65 enclosure, aluminum housing, electrostatically dipped 

varnish with stove-hardened epoxy resin
•	 Adaptive control feature offers the ability to update automation 

package without resetting the process
•	 Linear mounting possible
•	 ATEX - FM - CSA - IEC - Ex approvals available
•	 Available with Foundation Fieldbus, Profi-Bus and Hart Protocols

Sharpe® Valves - part of the SCI ProPak™ System

Positioners
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Series 101/102 201/202 090/929 909/919 709/719 396/397

Pressure  
Rating 
PSI CWP,

Non-Shock

175 150 150 150 150 
250 (2"-6")†

200 (8”-12”) ‡
150 (14" & larger) 

Body Style

Wafer (101)
Lug (102)
Uni Body

Extended Neck

Wafer (201)
Lug (202)
Uni Body

Short Neck

Wafer (090)
Lug (929)
Split Body
Short Neck

Wafer (909)
Lug (919)
Split Body
Short Neck

Reduced Bore*

Wafer (709)
Lug (719)
Split Body

Extended Neck
Reduced Bore*

Wafer (396)
Lug (397)
Uni Body

Ext Neck (2"-12")
Reduced Bore*

Size Range 2" - 12" 14" - 20" 2" - 12" 2" - 12" 1" - 12" 2" - 72"

Selection  
Guide -  

Standard  
Offering

Design:   API 609 Category A; MSS SP-67

Flange Drilling:   ASME B16.1 Class 125; ASME B16.5 Class 150

Top Flange Drilling (all series):  Imperial Inch Drilling. Series 396 & 397 (2"-12”) with dual mounting - ISO 5211 & Imperial Inch Drilling.

Pneumatic actuators, electric actuators, & controls are available, as are manual gear operators, lever handles, & bare stem valves.

Body Materials:   
Cast Iron, Ductile Iron 
(DI - lug only),  
Aluminum  
(AL - wafer only)

Body Materials:   
Cast Iron

Body Materials:   
Cast Iron, Aluminum 
(AL - wafer only)

Body Materials:   
Cast Iron, Aluminum 
(AL - wafer only)

Body Materials:   
Cast Iron,  
316 Stainless Steel, 

Body Material:   
Ductile Iron  

Resilient Seat: 
EPDM, Buna-N, 
Viton

Resilient Seat: 
EPDM, Buna-N, White 
Buna-N, Viton, Teflon 
(14"-18")

Resilient Seat: 
EPDM, Buna-N, 
White Buna-N, Viton, 
Natural Rubber,  
Carboxylated Nitrile

Resilient Seat: 
EPDM, Buna-N,  
White Buna-N, Viton, 
Teflon

Resilient Seat: 
EPDM, Buna-N,  
White Buna-N, Viton, 
Teflon

Resilient Seat: 
EPDM, Buna-N,  
Viton

Disc Materials:   
316 Stainless Steel 
Ductile Iron,  
Epoxy-coated DI, 
Aluminum-Bronze

Disc Materials:   
316 Stainless Steel 
Ductile Iron,  
Epoxy-coated DI 

Disc Materials:   
316 Stainless Steel 
17-4PH SS, 
Rubber coated disc

Disc Materials:   
316 Stainless Steel 
17-4PH SS, 
PFA coated

Disc Materials:   
316 Stainless Steel 
17-4PH SS, 
PFA coated

Disc Materials:   
316 Stainless Steel  
Nickel-plated DI, 
Aluminum-Bronze, 
Nylon 11 coated DI

Standard Offering shown.  Consult factory for configurations, and other materials (+4 body, +15 seat, +18 disc) that are not listed.

� ABZ Valve Products Brochure  |  asc-es.com

ABZ Butterfly Valve Resilient Seated

101/102 201/202 090/929 909/919 709/719 396/397

ABZ Valve resilient seated butterfly valves are well-known for their reliability, performance, and low total cost of ownership 
– a reputation built on extensive application experience.

*  Series 396/397, 709/719, and 909/919 suitable for lined pipe, and Schedule 80 or thicker wall pipe.

†  250 PSI CWP with 416 SS stem.  200 PSI CWP with 316 SS stem. 

‡  250 PSI CWP.  Contact ABZ Customer Service -- Special Order.



BUILDING CONNECTIONS THAT LAST

ABZolute High-Performance Butterfly Valves
Series 401 (wafer) 402 (lug)* 421 (wafer) 422 (lug)* 451 (wafer) 452 (lug)*

 Rating ASME Class 150 ASME Class 300 ASME Class 600

Sizes 2" - 60" 2" - 48" 3" - 24"

Design  Design:  ASME B16.34; API 609 Category B       Flange Drilling:  ASME B16.5    Top Flange:  Imperial Inch Drilling

Body Materials Cast WCB carbon steel, Cast CF8M Stainless Steel
Additional Body Materials:
Carbon Steels: LCB; LCC; WCB/ENP   
Chrome Moly Steel:  WC6   
Stainless Steels:  CN7M (Alloy 20); 310SS; CF8 (304 SS); CF3 (304L SS); CG3M (317L SS); CG8M (317 SS); CF3M (316L SS); CN7MS (904L SS); 
254SMO, AL6XN 
Duplex Stainless Steels:  CD3MN (2205), CD3MWCuN (2507)
Nickel Based Alloys:  Hastelloy; Inconel; Monel
Nickel-Aluminum Bronze:  C95800

*  Double Flanged Class 150 (403, 404), Class 300 (423, 424), Class 600 (453, 454) - Contact ABZ Customer Service for availability.

Elite Seal High-Performance Butterfly
Value Offering

Series 411 (wafer) 412 (lug) 431 (wafer) 432 (lug)

 Rating ASME Class 150 ASME Class 300

Sizes 2" - 24" 2” - 24"

Design  Design:  ASME B16.34      Flange Drilling:  ASME B16.5    Top Flange:  Imperial Inch Drilling

Body Materials Cast WCB Carbon Steel, Cast CF8M Stainless Steel

ABZ Butterfly Valve  
Double Offset,  
High-Performance 
Optimal performance from ABZ Valve.

Robust construction, high-cycle life with quality and safety that  
is designed-in, ABZ Valve has your double offset butterfly valve 
solution. 

Our high-performance, double offset butterfly valves range from 
general purpose to critical service and are widely used for isolation 
& throttling applications.

ABZ Valve Products Brochure  |  asc-es.com



Soft Seat Design

•	 Solid seat, free floating, 
pressure assisted seal

•	 No additional parts are required 
to maintain a positive seal

•	 Seat and seat retainers are 
designed for bi-directional and 
double dead-end service

•	 Bubble-tight bi-directional 
shut off

Seat Materials

•	 RTFE 
PTFE  
MTFE (TFM) 
PCTFE 
UHMWPE 
CMTE (MTFE w/ carbon) 

Fire Safe Seat Design

•	 API 607 7th Edition Fire Safe 
tested

•	 Solid seat with metal backup 
seat, free floating, pressure 
assisted seal

•	 No additional parts are required 
to maintain a positive seal

•	 Bubble-tight shut off before 
fire and API 607 shut off  
after fire

Seat Materials ‡

•	 RTFE 
MTFE 
PTFE  
PCTFE 
CMTE

Backup Metal Seat ‡

•	 304 SS 
316 SS 
316L SS 
Alloy 20 
Duplex 2205 
Super Duplex 
Hastelloy 
Incoloy 
Inconel 
Monel

‡  Not all seat combinations  
are available.

Metal Seat Design

•	 Machined metal seat, free 
floating, pressure assisted seal

•	 API 607 Fire Safe tested

•	 Class V uni-directional shut off

Seat Materials

•	 304L SS 
304 SS 
310 SS 
316L SS 
316 SS 
317L SS 
410 SS 
Alloy 20 
Duplex 2205 
Duplex 2507 
Hastelloy 
Inconel 
Monel 
Nitronic

Recommended Flow Direction Recommended Flow Direction Recommended Flow Direction



ABZ Butterfly Valve 
Triple Offset, High-Performance 

Our ABZ Valve branded triple-offset butterfly valves are engineered  
for superior sealing under challenging process conditions involving 

extreme pressures and extreme temperatures.

Sealing Technology

•	 The ABZ Valve design provides superior performance 
versus designs with a laminated seal on the disc’s edge 
and directly in the media’s flow path. 

•	 The laminated seat is out of  the media’s direct flow 
path, thus reducing its susceptibility to delamination 
and erosion (1).

•	 Both the laminated seat (1) and the disc’s solid sealing 
surface (2) are field replaceable.

•	 No special tools are necessary for field replacement  
of the laminated seat (1) or solid disc seal (2).

•	 Bi-directional zero leakage, near frictionless sealing, 
low torque.

 Design API 609 Category B, ASME B16.34

Sizes 3" - 48"  (DN80 to DN1200)

Pressure Classes 150, 300, 600, 900

Body Style
Lug, Wafer, Double-Flanged (short pattern), Double-Flanged  
(long pattern), Butt-weld

Standards

Fire-safe per API 607 7th edition & ISO 10497 3rd edition
Common Optional Configurations: ISO 15848-1 & API 641  
compliant (Class 150, 300, 600 valves), NACE compliance,  
Cryogenic valves per BS6364 and EN12567

Body Materials WCB carbon steel, Cast CF8M 
Additional Body Materials:
Carbon Steels: LCB; LCC; WCC   
Chrome Moly Steels:  WC6, WC9   
Stainless Steels:  CF8 (304 SS); CF3 (304L SS); CF8C (347 SS); 
AL6XN
Duplex Stainless Steels:  CD3MN (2205); CD3MWCuN (2507)
Nickel Based Alloys:  Hastelloy; Inconel; Monel

Consult factory regarding other materials of construction that are not listed.

1

2
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About ASC Engineered Solutions
ASC Engineered Solutions is defined by quality—in its products, services and support. 
With more than 1,400 employees, the company’s portfolio of precision-engineered 
piping support, valves and connections provides products to more than 4,000 
customers across industries, such as mechanical, industrial, fire protection, oil and 
gas, and commercial and residential construction. Its portfolio of leading brands 
includes ABZ Valve®, AFCON®, Anvil®, Anvil EPS, Anvil Services, Basic-PSA, Beck®, 
Catawissa, Cooplet®, FlexHead®, FPPI®, Gruvlok®, J.B. Smith, Merit®,  North Alabama 
Pipe, Quadrant®, SCI®, Sharpe®, SlideLOK®, SPF® and SprinkFLEX®. With headquarters 
in Commerce, CA, and Exeter, NH, ASC also has ISO 9001:2015 certified production 
facilities in PA, TN, IL, TX, AL, LA, KS, and RI.

asc-es.com
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ABZ Customer Service (Madison, KS USA):  (620) 437-2440 or (855) 803-6786  


