500 SERIES™

- Since 1946 -

Steel Garage Doors

Models: 501, 502, 50C, 511, 512 and 51C

NORTHWEST DOORs

www.NorthwestDoor.com




Traditional Panel

Model 501 non-insulated and Model 511 insulated.

Traditional panels are our most —
popular design and work well

. . Woodgrain Embossed
with most archﬂgctural styles. 20°x14” Recessed
Panels add detail and charm to Raised Panels
the face of your home. The e

window designs shown below
are four panels wide and configured
for single car garage doors.

Design
Selection:

Plain Lite Stockbridge Stockton Cascade Ashton

Plain Stockford Cathedral Waterford Sherwood Williamsburg

Carriage Panel

Model 50C non-insulated and Model 51C insulated.
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Carriage panel doors offer a unique
and stylish appearance to your

home. Three optional decorative i g g e
\ 19”x15” Recessed
hardware kits can also be added Carriage Panels

to enhance the look and charm of
swing-type doors.

Carriage Pane! - §b€kton

Design
Selection:

Plain Lite Stockbridge Stockton Ashton

Plain Arched Stockbridge Heritage Cascade Williamsburg




Ranch Panel

Model 502 non-insulated and Model 512 insulated.

Ranch panels
are large, bold
and impressive.
The long narrow

Woodgrain Embossed

427x15” Recessed
Raised Panels

design of the e RS
panels add -
length and definition to the

appearance of your home and enhances it’s curb appeal.

Design
Selection:

Plain

Plain Lite Stockbridge

Waterford

Arched Stockbridge

Construction

Models
501, 502, 50C

Heavy-duty 25GA
steel exterior is
hot dipped
galvanized with
a baked-on
enamel finish
for years of
maintenance-free
beauty

Pre-painted 20GA
steel end stiles

Models
511,512, 51C

Optional textured
vinyl-backed
polystyrene

insulation

(R-Value 4.3)

is bonded to each

section to provide
quiet, energy

efficient operation,
and protection

from the elements

Heavy-duty
25GA exterior skin
with embossed
woodgrain texture

Hemmed edge for
safety and strength

Tongue & Groove
weather-joint

3/4" vinyl-backed
polystyrene
insulation

Durable
cold weather
vinyl seal

Stockton Cascade Ashton

Heritage Stockford

Ranch Panel - Stockton

Cathedral

Sherwood

Williamsburg

Four-Coat
Paint/Protection Process

(1) Galvanized, (2) Bonderized, (3) Prime Painted, (4) Finish Top Coat

Four standard colors are offered on all models or you can field paint
to match your specific color requirement

*Bright White *Almond
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*Sandstone *Brown

*The color samples shown above are not exact reproductions as slight
color variations do occur during the printing and production process.



Features

e Twenty-Year Limited Warranty

e 25 GA hot-dipped galvanized pre-painted steel
e Baked-on polyester enamel finish

e Tongue and groove weather-joint system

e (Cold weather vinyl bottom seal

e 3 panel styles

e Up to 12 window designs

e 4 standard colors

® Easily field paint to any color you choose

o \Vidths available: 4‘ to 18’ in 1” increments

® Heights available: 6'6” to 14’ in 3" increments
® Heavy-duty galvanized hardware components
® (Quiet and durable nylon rollers

® Accurately calculated spring counter balance

Configurations

e Traditional Panel, Models 501, 511

*48” - 71" 72" - 92"

6" 3 1 kS
7 3 1 g
8 4 2 4
9 4 2 4
10° 5 2 4

*165" - 186" - 210"

® Ranch Panel, Models 502, 512

48" - 90" 139"
® (Carriage Panel, Models 50C, 51C

48" - 71 797 _gg? 90" - 133
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Options

® | ow clearance and high-lift hardware

e Extended Life Package

® Decorative Hardware (Models: 50C, 51C)

® 400 Series, 24GA steel door in lieu of 25GA

Hardware Clearances

® Torsion Spring

**Head Room: 12", **Side Room: 3-1/2"
® Extension Spring

**Head Room: 10, Side Room 3-1/2”
® [ ow Head Room Double Track

**Head Room: 3-1/2”, Side Room: 4-1/2”

**Note: Dimensions are for manually operated doors, for electric door
opener additional clearance is required. Please see manufacturer’s
specifications for specific type and mode!.

TWENTY-YEAR
LIMITED
WARRANTY

PANELS ACROSS
PER MODEL

501 502 50C
511 512 51C
2 1 2
5 2 “ 2

+ DOOR WIDTH

g = 1417

011" "W 5 3 6
2 5 3 6
13 6 3 6
w 7 3 6
T R

16° 8 4 8
17 8 4 8
18" 9 4 8

*Note: Limited Window
Selection

-179” 180" - 228"

134" - 179" 180" - 228

Dealer Name:




