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1230iEV
• Il telaio stretto e l’altezza a riposo ridotta 
facilitano il passaggio attraverso le porte e 
gli ascensori.
• Il piccolo raggio di sterzata interno e 
l’azionamento a tutta altezza possono 
essere utilizzati in modo flessibile in spazi 
ristretti e migliorare l’efficienza del lavoro.
• Braccio di alta qualità realizzato in 

materiale ad alta resistenza con struttura 
antiflessione ed elevata resistenza.
• Sistema di autodiagnosi intelligente, 
risoluzione rapida dei problemi, 
abbinamento del sistema di controllo con i 
prodotti esistenti.
• Cilindro dell’olio telescopico girevole 
integrato a tre stadi, affidabile e durevole.

Specifiche prodotto 1230iEV Dimensioni

Altezza lavoro 5.7m

LGMG Vertical Mast Lifts

STANDARD FEATURES

Double swing gate Emergency stop device

Manual brake release

Emergency descent

Platform power cable

Swing-out component tray

Charging protection system

Descent alarm with flashing beacon

Pothole guard

Full-height drive

Horn/hour meter

Front wheel brake

Front wheel steering, front wheel drive

GPS port

Tilt alarm

OPTIONAL

Platform tool box AC power to platform
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Measurements

Productivity

Power

Working height 5.7m 18’8’’

3.7m 12’2’’

0.85x0.7m 10’’x27’’

1.36m 4’5’’

0.76m 2’6’’

1.69m 5’6’’

1.04m 3’5’’

70mm 3’’

230kg

323x100mm 13’’x4’’

4km/h

0.8km/h

25% 25%

0.5mph

507 lbs

2.5mph

24V 225Ah

835kg 1840 lbs

Front wheels drive

Platform height

Platform size

Platform Capacity

Drive Mode

Drive speed (Stowed)

Drive speed (Rised)

Gradeability

Power Source

Machine Weight (CE)

Tire size

Metric US

Overall width

Overall height (Stowed)

Wheelbase 

Ground clearance (Stowed)

Overall lengthA
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Models M0407TE ( M1230TE )

Please contact LGMG or a local dealer for more details.
LGMG reserves the right to change technical data without prior notice.
All photos and pictures in this brochure are for promotional purposes only.
This brochure comes into effect in September, 2022.

Max. Platform Occupants 1(in) / 0(out)

Altezza della piattaforma rialzata 3.7 m
Dimensioni 1.33x0.75 mm
Lunghezza complessiva (A) 1.39 m
Larghezza complessiva (B) 0.76 m
Altezza complessiva (a riposo) (C) 1.69 m
Interasse (D) 1.04 m
Altezza da terra (E) 72 mm
N. max di persone in piattaforma (dentro / fuori) 1/0
Portata 230 kg
Modalità di guida Trazione a ruote 

anteriori

Velocità di guida (a riposo) 4 km/h
Velocità di guida (al lavoro) 0.6 km/h
Pendenza superabile 25%
Dimensione gomme 323x100 mm
Alimentazione 24V 145Ah
Peso della macchina 780 kg
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