
0 A B C D E F G H J K Brand or Type X
x None

x x x Standard Straight 5.5" Auto-Slacks  

x x Stemco Straight 5.5"Auto-Slacks (Crewson type)

x Standard Curved 5.5" Auto-Slacks 

x x Haldex 5.5" Auto-Slacks
x None

x x x x x Standard 30/30 Chambers Under-Ports Top-Rear Cam  x 2.5" Stroke

Standard 30/30 Chambers Under-Ports Top-Rear Cam  x 3" Long Stroke

x x Standard Type 30 Chamber Under-Ports Top-Rear Camx 2.5" Stroke 

x  TSE  30/30 Chambers Under-Ports Top-Rear Cam x 3" Long Stroke

x With Dust Sheilds

With Tire Inflation Prep, 1 hole Meritor PSI

With Tire Inflation Prep, 3 hole Stemco TIS

AXLE BRAKE OPTIONS CHART (Long or Med Cam Length)

Notes:

"Standard" is Cush standard generic brand component.
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Axle Options Part Number

Au
to

Sla
ck

s

WHEEL END 
CHART

AXLE BRAKE 
OPTIONS 

CHART

AX
LE

 B
EA

M

AB
S

W
HE

EL
 

EN
DS

AX
LE

 
OP

TI
ON

S
C02 A 1 A <EXAMPLE

<FULL PART NUMBER

AXLE CONFIGURATOR PART NUMBER

AXLE_C02A1A

AXLE BEAM 
CHART

N P S G T F 5 L 7 H A 0
RNS1 RPS1 RNS5 RNG5 RNT5 RNF5 RP55 RPL5 RP77 RPH7 RPA7 Rxxx

HN 
(Tappered) HP (Parallel)

HN 
(Tappered)

HN 
(Tappered)

HN 
(Tappered)

HN 
(Tappered) HP (Parallel) HP (Parallel) HP (Parallel) HP (Parallel) HP (Parallel)

SAE 80W90 
OiL

SAE 80W90 
OiL

SAE 80W90 
OiL

SF Grease
SAE 80W90 

OiL
SF Grease SF Grease SF Grease SF Grease SF Grease SF Grease

Limited On-highway 1 -Year 1 -Year 5 -Year 5 -Year 5 -Year 5 -Year 5 -Year 5 -Year 7 -Year 7 -Year 7 -Year

Warranty** Off-road 1-Year 1-Year 3-Year 3-Year 3-Year 3-Year 3-Year 3-Year 3-Year 3-Year 3-Year

Hub & Drum Standard Cast Ductile Iron Ductile Iron Ductile Iron Ductile Iron Ductile Iron Ductile Iron Ductile Iron

Material Options Stemco CentriFuse & ADI
Lt Wt 

Fuse/ADI
Lt Wt 

Fuse/ADI
Lt Wt 

Fuse/ADI
Lt Wt 

Fuse/ADI
Lt Wt 

Fuse/ADI

Stemco Bolt-on Hub Cap Standard Standard Sentinel Sentinel Sentinel Sentinel Sentinel Sentinel Sentinel Sentinel Sentinel

Guardian HP Guardian HP Guardian HP Guardian HP Guardian HP Guardian HP Guardian HP Guardian HP Guardian HP Guardian HP Guardian HP

Standard Standard Stemco Stemco Stemco Stemco Stemco Stemco Stemco Stemco Stemco

Standard Standard Stemco Stemco Stemco Stemco Stemco Stemco Stemco Stemco Stemco

Stemco 

Stemco Aeris 
3-hole prep

Stemco Aeris 
3-hole prep

** Contact Cush Corp for warranty terms & conditions

Roll-Pro TM  Axle Wheel End Options->

Lubrication Type

No
 W

he
el

 E
nd

s

Spindle Type

*Standard wheel end features: Hub piloted with 10 long studs on 11.25"BC, ABS tone ring, 16.5" x 7" R20 brake lining, stamped spider, Stemco hub cap gasket, all 20 wheel  stud nuts, standard with 
med ABS sensor wire(optional without for Non-ABS). SF Grease to be Cheveron Delo® Synthetic Grease.

Cush Wheel End Part Number->
Drum Brake Axle Wheel Ends (Use "X" if your option not shown - Describe in notes your Specification)

AXLE WHEEL END CHART
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Stemco Spindle Seals

Wheel End Bearings

Axle Spindle Nut Kit

Brake Auto-Slack for extra Warranty

Tire Inflation System for extra Warranty
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