
Customer to torque all fasteners!

General Fastener Torque Specs Size Thread Grade Min. Max. Min Max.

Air Spring Mount Bolt  3/8 16-UNC 5/B 25 35 34 47

Air Spring Bottom Mount Nut  1/2 13-UNC 5/B 25 35 34 47

Air Spring Bottom Mount Bolt  1/2 13-UNC 5/B 40 50 54 68

TRAC-ALIGN Rack Lock Bolt  1/2 13-UNC 5/B 25 35 34 47

Brake Chamber Mounting Nut   5/8 11-UNC 5/B 100 110 136 149

(10K) U-Bolt Nut   5/8 11-UNC 8/C 180 210 244 285

Air Spring Top Mount Nut  3/4 16-UNF 5/B 40 50 54 68

Nyloc Jam Nut  3/4 10-UNC A/B 80 100 108 136

Shock Mount Nut/Bolt  3/4 10-UNC 5/B 210 235 285 319

(15K) U-Bolt Nut / Pivot Bolt   3/4 10-UNC 8/C 330 380 447 515

(25K) U-Bolt Nut    7/8 14-UNF 8/C 475 525 644 712

Pivot Nut  (SecureLok/Securex)  7/8 9-UNC 8/C 550 600 746 813

(Ft*Lbs) (Nm)

General Application Dimension Variables - Installation Clearance Notes Supersede all Common Variables Shown 

"B" Ref. Suspension Beam(Hanger) Centers 34 35 40 41 40 39

"S" Ref. Air Spring Centers (2" inset/side) 30 31 36 37 36 35

"T" Ref. Axle Track 71.5" 71.5" 76.5" 77.5" 77.5" 77.5"

"C" Approx. Chamber Centers for 16.5" x 7" Brake 9.75 9.75 14.75 15.75 15.75 15.75

"I" Ref. Inside of Tires Min (Hanger Style) 46.5 46.5 51.5 52.5 52.5 52.5

"I" Ref. Inside of Tires Min (Yoke Style) 48 48 53 54 54 54

Installation Clearance Notes
1

2

0.75" minimum clearance must be maintained around air spring when it is at maximum diameter.

It is the responsibility of the installer to ensure that proper clearances exist at the tires: 1" minimum clearance required between top 

of tire and bottom of trailer structure when axle is at full jounce, 2" minimum clearance required between inside of tire and trailer 

frame structure for lateral movement, and there should be ample fore and aft clearances. 0.25" clearance is recommended between 

suspension beam and brake s-cam shaft.


