ITEM DESCRIPTION PART NUMBER | QTY
1  (BOLT ON HANGER - LH W1627-1 1
2 |BOLT ON HANGER - RH W1627-2 1
3 [LH- BEAM W/ BUSHING FOR ROUND AXLE AW1636-1 |1
4 |RH- BEAM W/ BUSHING FOR ROUND AXLE AW1636-2 |1
5  |PIVOTBOLTKIT 7/8"-9 UNC X 7" LONG K0928 2

HHCS, 7/8"-9 UNC X 7" LONG, GRADE 8, YELLOW ZINC HO126| 1

4" CAM GEAR WASHER FO832| 2

WEAR WASHER, 3.13" ID X 6.5" OD - UHMW C0406| 1

SHEAR-TITE™ NUT, 7/8"-9 UNC H1120| 1

LIFT BAG (64552 CONTI) (2B9-251 GOODYEAR) COO80-CONTI
LOAD BAG, TRIPLE CONVOLUTE (161355 CONTI) C0112-CONTI

AIR SPRING MOUNTING KIT - ROUND AXLE K0929-R 2

HHCS, FLANGELOCK 3/8"-16UNC X 1" LONG HO401| 1

SET SCREW, 3/8"-16 UNC X 3/4" LONG HO400| 1

L'NUT, NYLOCK, 3/4"-16 UNF, GRADE 2 OR GR 5, SILVER ZINC H1202| 1

L'NUT, SERRATED HEAD, 1/2"-13UNC ZINC PLATED H1301| 2

SERRATED FLANGE LOCK HHCS, 3/8"-16 UNC X 4" LONG, GRADE 5, ZINC HO405| 2

HHCS, 3/8"-16UNC X 5.5" LONG, GRADE 5, ZINC HO420| 1

WASHER, SPLIT LOCK 3/8" H2401| 1
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