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Hanger Shim Procedure

To Adjust for Fram Width:

1. Remove hangers

2. Remove shim retainer flat head bolts

3. Adjust shim pack spacing perchart

4. Check that shims mount flush to each other

5. Install shim pack retainer bolts

6. Adjust both hangers shims the same

7. Reinstall hanger and check width

8. Center adjustment gears to center

9. Torque pivot bolts snug for initial installation
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Quick Ref Installation Notes

(Refer to CXL Service Manual for Complete Guide)

1_Mark on the frame per sheet 1: the center of the lift axle tire in the down position, the front & rear of 

the hanger, the air spring center. 

2_Verify that the vehicle frame has a cross-member within +/- 6" of the hanger mount, it is 

recommended that there also be a cross-member in the area above the load spring.

3_Measure the frame width and adjust the hangers shim packs to accommodate the frame if needed per 

"Hanger Shim Procedure" (hangers are set up for 34" frame width standard from factory).

4_Squarely mount each hanger onto the frame making sure that the bottom of the frame fully contacts 

the top of the hanger (or hanger spacer), clamp tightly in place.

5_Staying 2" from the bottom of the frame rail and 1" away from any hanger rail support, drill out holes 

for 9 x 5/8" mounting bolts per hanger rail and 2 x 5/8" mounting bolts per air spring support.

6_Use Grade 8 mounting bolts with prevailing torque lock nuts and hardened washers.

7_Install front cross-member and air springs.

8_Use both pivot adjustment gears to move the pivot fore-aft to align the axle to +/- 1/16". Torque the 

pivot bolts to 550 ft*lbs.
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