
BOLLARD SPECS

BASE PLATE

CAP STYLE

FINISH OPTIONS

REVEAL

FIXED-IN-PLACE BOLLARDS
Complete and return this form to sales@cmpionline.com and we’ll 
promptly send you a quote for your bollards! You can also submit 
your drawings and prints instead of this form.

FIXED-IN-PLACE BOLLARDS AND SLEEVES
PROPRIETARY & CONFIDENTIAL
Information contained in this form is the sole property of Custom Manufacturing & Polishing, 
Inc. Any reproduction in part or as a whole without the written permission of CMPI is prohibited.

CUSTOM MFG. & POLISHING, INC.
PH: (417) 831-7900  |  FAX: (417) 831-4285

www.cmpionline.com

Pipe Size

ROUND

HIGH REVEAL

SQUARE NO BASE PLATE

3 HOLES 
FOR SET 

SCREWS ON 
120° 

INTERVALS

LOW REVEAL

NO REVEAL

DISHED CAP PEAKED CAP FLAT CAP SLOPED CAP

#4 POLISH STAINLESS #6 POLISH STAINLESS POWDER COAT CARBON

Material Type OAH & OD (Diameter) of 
Bollard To Be Covered 
(if not covering, leave blank)

Size of Base Plate

Size of Mounting Holes 
Needed In Base Plate

Specify Reveal Dimensions
How Far From Top & How Thick?

OAH
Overall Height
of fabrication

Quantity 
required

http://www.cmpionline.com
mailto:sales@cmpionline.com

	PIPE SIZE: [NONE SELECTED]
	MATERIAL TYPE: [NO SELECTION]
	OVERALL BOLLARD HEIGHT: 
	OAH + OD: 
	BASEPLATE SIZE: 
	SCREW HOLES SIZE: 
	BASEPLATE: ROUND BASEPLATE
	CAP STYLE: PEAKED
	FINISH: HYDROGRAPHICS
	REVEAL: HIGH REVEAL
	REVEAL DIMENSIONS: EX: 4" from top, 2" thick, .5" inch deep
	QTY: 


