INFINITY CLASSIC ™

All Aluminum Carriage Style Garage Doors

NORTHWEST DOOR




Infinity Classic Corrosion-Proof Construction

The Infinity Classic is virtually maintenance free and built to last as long as you own your home! It is constructed using heavy duty commercial grade
extruded aluminum stiles and rails. Framing members are mechanically fastened at joints creating an exceptionally high strength door frame. A precisely
engineered Tongue and Groove (T&G) joint with a compressible gasket is incorporated at meeting rails. Framing members and aluminum panels have a
(EPS) polystyrene core for thermal and acoustic advantages. Single pane clear tempered glass is standard. Several other glass types are available.

The Infinity Classic comes with a standard white Polycron Il finish. Optional wood grain and solid color powder coat finishes are available. Northwest
Door offers a vast selection of designs including arched windows and custom designs.
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Specifications

® Frame: 2" thick, extruded commercial grade aluminum with EPS polystyrene core. (Average insulation value R 5.6 with insulated thermo pane windows)

® Panels: .050" thick aluminum each side of a 1/2” EPS polystyrene core, sandwiched. (Optfional “VG” v-groove insulated panels available)

® Windows: Simulated true divided lites, straight or arched. (Optional custom arched windows can be made to match your door opening)

® (lass: 1/8” single pane clear tempered glass. (Optional thermo pane insulated, tinted and obscure glass - page 11)

® Sections Joints: Tongue and Groove type with compressible gasket.

® Bottom Seal: Flexible loop type vinyl.

® Finish: White Polycron lll. (Optional “WG” wood grain powder coat and solid color painted finishes - page 4)

® Hardware: Galvanized standard lift torsion hardware, 15” radius, 2" bracket mounted track, 10,000 cycle springs, 14 gauge hinges, 2” nylon ball
bearing rollers. Doors over 12’ wide or 156 sq. ft. receive double end hinges and long stem rollers, doors exceeding 575 Ibs. receive 3" angle
mounted track, doors exceeding 750 Ibs. receive solid keyed shaft. (Optional high lift, low clearance and high cycle options - page 11, solid color
powder coat finishes - page 4)

® Warranty: Limited Lifetime Warranty on door, One Year Warranty on hardware. (When used on residential applications)




Designs

Infinity Classic doors are available in one

inch increments up to *24 ft. wide and Standard
16 ft. high, with a maximum total door Windows:
size of 336 sq. ft. Doors up to 8 ft. in

hefght are made usfng Onry three sections, - -

which provides an authentic replication 2-Panel 3-Panel 4-Panel
of original carriage house style doors. Up to 10"-0" Wide 10"-1” to 13'-0” Wide 13'1” 0 20'-0" Wide

33 1/4 in. is our maximum section height.

*Note: (24 ft. wide available in white only,

other colors available to 22 ft. wide) Arched

Extruded aluminum designs and mullion Windows:

overlays are adhered to the door. They

can be configured to create many carriage Single Car Double Car, 15°-0" Radius Double Car, 58'-0” Radius
style designs. We offer seven base designs, 15’-0" Radius 2-Arches (Standard) 1-Arch (Optional)

seven standard window patterns, and six

arched window patterns. Our standard arch is 15’-0" radius on both single car and double car doors. A 58’-0" radius arch is also available on double car
doors. Optional custom arches can be made to match your exact door opening arch or angles when a template is provided. Aluminum trim is applied to
the inside surface of the glass to match the pattern on the exterior. Please contact your Northwest Door Dealer for more information about custom arches.

Base Designs:

Standard Windows:
= =
Arch:csiwindows; - - - = 08 095

Custom Designs

Our all aluminum Infinity Classic garage doors can
be created with your home or structure’s architecture
in mind. Custom designs can be created, including
custom section heights and windows in both the
intermediate and top sections.

1116C VG Custom

The door at right has 4 sections. Each section was
made a different height to achieve the desired proportions. The two upper
sections contain customized 8-lite windows with the top window section
having a custom arch. The lower sections contain v-groove panels. This
[116C custom door has a Walnut wood grain powder coat finish.

Scaled dimensioned drawings are available upon request for all custom and
standard Infinity Classic designs.




plional vvood arain rowder uoat rinisnes

Model [206C WG Dark Cherry

Stock Color Stock Color
*Mahoga *Dark Walnut
~OWaeEl Lodled ralrdwdlre Lt Ogny .

. “DarkAsh

Stock Color
*Dark Cherry







“I1" Design Selection

Upper photo: = ‘-;E_; : { = |
Model 102C WG ;‘i_; ‘ =1
Mahogany Wood Grain finish —

Custom arch and custom width window mullions
Deco Kit “B”, handles only

Phato at right:
Model 11038, field painted by others

Standard and Arched Designs: ] L ﬂ

[100S [100A
Standard and Arched Window Designs:

1015 1025

[101A



‘12" Design Selection
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Upper photo:

Model 1206C

Standard (58’ double car) and (15’ single car) radius arches
Standard white

Phato at right:
Model 1204S, field painted by others

Standard and Arched Designs:

[200S 1200A

Standard and Arched Window Designs:

[201S 12025 12035 12045 [2065 [2085 12095

[201A 1202A PART [204A 1206A 1208A




‘13" Design Selection

Upper photo: ——— Ml ||| I""'--...:'
Model [308S
Standard white

Phato at right:
Model 1303S, field painted by others

Standard and Arched Designs:

1300S [300A

Standard and Arched Window Designs:

13015

1301A [302A [303A 1304A I306A [308A



“IA”, “IV” Design Selection

Upper photo:
Model IAOBS, field painted by others

Phato at right:
Model IAO8A, standard arch = 5 !
Standard white, custom deco hardware _ _ ' = &= -

Standard Designs, “IA” or “IV* Configurations:
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IAOOS IVO0S
Standard and Arched Window Designs, “IA" Configurations Shown:

IA01S IA02S IA03S

IA09S

IAO1A IAO2A IAO3A IAD4A IAOGA IAOBA
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Glass Options

Windows are available on all door models. Window: designs are shown by product on each product’s page. 1/8” clear annealed glass is standard. Insulated,
tempered, tinted and other specialty glass types are available fo suit your particular needs. Additional glass options are available at www.NorthwestDoor.com.
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Clear Greylite P516 Obscure

Bronze Mistlite Satin Etch
Frosted Gluechip Narrow Reed White Laminated

Optional Decorative Hardware

Decorative hardware can be added to further enhance the appearance of your garage door, using decorative handles and hinges or decorative handles
only. Two Decorative Hardware Kits are available.

Deco Kit B - Traditional Series Deco Kit C - Americana Series
|
P
Malleable Iron Stamped Steel, Crinkle Textured
Black Powder Coat Finish Black Powder Coat Finish

Decorative Handles and Hinges Decorative Handles Only

High Value Hardware Options

12" Radius, Low Headroom, Follow Roof Line, High Lift and Vertical Lift Hardware System

Heavy Duty Continuous and Reverse Angle Mounted Track

3" Industrial Duty Galvanized Track, 3" Ball Bearing Rollers (Standard on all doors exceeding 575#)
Double End Hinges, Long Stem Ball Bearing Nylon Rollers (Standard on doors 12° wide and larger)
11 Gauge Galvanized Hinges

25,000 High Cycle Extended Life Torsion Springs

Sloped Door Bottom Options

Northwest Door can custom manufacture sloped bottom
sections or sloped trailer sections to fit an angular slope of
the garage floor at the entryway. Limitations to size and
finishes do apply. Please contact your Northwest Door
Dealer for more detailed information.

Note: The bottom of the door will typically hang down below
the header, so full opening height clearance cannot be achieved.

Sloped Bottom Section Sloped Trailer Section



Garage Door Replacement, A Great Investment!

According to Remodeling Magazine’s Cost vs. Value Annual Report, year after year, a garage door replacement with upscale garage doors has
continued to be one of the highest ROIs ( Retum on Investment ) of all exterior remodeling projects.

m NORTHWEST DOOR

a member of the Hormann group

As one of the world’s leading manufacturers of
doors we're committed to providing the best
quality, value, and selection. Whether residential
or commercial; whether steel, aluminum, wood,
or high density polystyrene; whether traditional

or contemporary; we have the door you're looking
for. Each Northwest Door product gives you the
perfect array of benefits and optoins with the
drive to match.

CALL US » 1-800-522-2264

Hoérmann Northwest Door, LLC

18000 Canyon Road East, Puyallup, WA 98375-9746
Phone: 253-375-0700 Fax: 253-375-0800

Email: info@northwestdoor.com
www.northwestdoor.com

AVAILABLE FROM:

Northwest Door LLC, Puyallup, WA
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TNR Industrial Doors Inc., Barrie, ON (CAN

Hérmann Flexon LLC, Burgettstown, PA
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