
MODULAR COLOR LIGHT LED SIGNAL
IR3000 Series

GENERAL SPECIFICATIONS

Power Supply: 12 Volts DC

Available in 1, 2, 3 or 4 aspect 
configurations.

Cluster of LEDs available in 
colors: green, yellow and red.

Length x Width x Height each 
unit: 265x270x240mm.

Visibility up to 1000m away 
under normal daylight condi-
tions.

Paint finish with black ink.

Low energy consumption.

CONSTRUCTION
Its modular aluminum or cast iron alloy die-casting structure (AS.1874), with rear 
access cover, degree of IP54 protection and locking device, allows for easy handling, 
assembly and installation in different configurations and aspects of several units in 
one Vertical column that allows its fixation directly on concrete base ("dwarf" signal) 
or on a metallic pole ("tall" signal) through an adaptation base.

LED
The single aspect module with a high resistance transparent polycarbonate lens was 
designed for use with a cluster of light emitting diodes, 200mm LEDs of different 
colors and whose chromaticity meets AAR. High reliability and cons-tant intensity of 
brightness throughout the life of the device and with low power con-sumption.
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PART NUMBERS
IR-3101: 1 Aspect Red LED
IR-3102: 1 Aspect Yellow LED
IR-3103: 1 Aspect Green LED
IR-3201: 2 Aspects Yellow and Red LEDʼs 
IR-3301: 3 Aspects Green, Yellow and Red LEDʼs




