
 
The Agenda of the Board of Zoning Adjustments is subject to change prior to the scheduled meeting. The Board Chair reserves 
the right to vary the order of the meeting, if warranted.  Questions regarding the agenda and meeting may be directed to the 
Department of Engineering and Zoning at (205) 332-6854.  
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Homewood Board of Zoning Adjustments 
Agenda 

Thursday, January 4, 2024, 6:00 P.M. 
City Council Chamber 

2850 19th Street South, 2nd Floor 
Homewood, Alabama 35209 

 

Board Members 
Chair, Megan Hand, Ward 4    Vice-Chair, Michael Pirkle, Ward 3 

 
Callan Childs, Ward 1                   Scott Alsabrook, Ward 2 

William Johnson, Ward 5 

Supernumeraries 
Stuart Roberts      John Geer 

  
     
 
    
 
 
 

  

 

 

 
*NOTE: Prior to the scheduled public hearing, a brief work session will be held for Board members beginning at 5:30 
p.m. in the City Council’s Committee Workroom located on the 2nd floor behind the Council Chambers. Members of 
the public are welcome to attend and observe the work session; however, questions and/or comments from the public 
will only be considered during the scheduled public hearing.  
Persons who wish to comment during the meeting may only do so in person.  Comments in support or opposition, 
may be submitted via email to the Department of Engineering & Zoning by clicking the following link:  
www.cityofhomewood.com/engineering-zoning or to the Secretary to the Board of Zoning Adjustments at 
fred.goodwin@homewoodal.org. Comments may also be hand delivered to the Department of Engineering & Zoning, 
located on the 4th floor of Homewood City Hall.  Please include the address or case number and submit them no later 
than 24-hours prior to the meeting. *Please note that Board of Zoning Adjustment hearings are no longer live 
streamed.

 
 

 
 
 
 
 
 
 

Order of Business 

I. Call to Order                          
II. Roll Call 
III. Minutes Approval– December 7, 2023 
IV. Communications/Reports from Chair & Vice Chair 
V. Election of Chair & Vice Chair for the 2024 Term 
VI. Old Business 
VII. New Business 

1) SV-24-01-01, 2906 Crescent Avenue, Parcel ID No. 2800073026015000, 
Applicant: Jeremy Pearson / Property Owner: John Blalock 

a) A request for a variance to Article VII, Off-Street Parking and Loading 
Requirements, Sec. K. to allow an accessible parking space to enter and exit 
using right-of-way access. 

VIII. Communications from Staff 
IX. Adjournment 

https://www.cityofhomewood.com/engineering-zoning
mailto:fred.goodwin@homewoodal.org


SV-24-01-01



















HOMEWOOD ADA PARKING AND ACCESS RAMP
FOR

BLALOCK WILLIAMS
2906 CRESCENT AVENUE, BIRMINGHAM, AL 35209

C0.0 COVER SHEET
C1.0 SURVEY
C2.0 SITE LAYOUT PLAN
C3.0 GRADING & EROSION CONTROL PLAN
C4.0 CIVIL & EROSION CONTROL DETAILS

PREPARED FOR
BLALOCK WILLIAMS

05/16/2023

28 00 07 3 026 015.000

LBYD, INC
880 MONTCLAIR ROAD, SUITE 600
BIRMINGHAM, AL 35213
TEL: (205) 251-4500
CONTACT: MICHAEL HERMECZ
EMAIL: MHERMECZ@LBYD.COM

REYNOLDS SURVEYING CO., INC.
TEL: (205) 823-7900
CONTACT: ROBERT REYNOLDS
EMAIL: REYNOLDSR876@GMAIL.COM
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BLALOCK WILLIAMS
2906 CRESCENT AVENUE
HOMEWOOD, AL 35209
TEL: (205) 779-0873
FAX: (205) 278-9744
CONTACT: JOHN BLALOCK

OXMOOR RD



These drawings and design intent are the
sole property of LBYD Inc. which may not
be reproduced without written permission.
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CONCRETE PAVING

N

11
.5'

5' 25' 5' 6.72'

12'

5'

11'X18' PARKING SPOT

CONCRETE PAVING
(SEE DETAIL)

ADA STRIPING, SIGN
AND SYMBOL
(SEE DETAIL)

ADA RAMP

CONTRACTOR TO INSTALL
ONE ADDITIONAL STEP TO
CONNECT EXISTING STAIRS
TO NEW ADA PLATFORM

CONTRACTOR TO INSTALL
NEW ADA PLATFORM TO
MATCH FINISHED FLOOR
FOR ACCESSIBILITY

CONTRACTOR TO REMOVE
AND REPLACE THE
EXISTING HANDRAIL AS
NEEDED TO EXTEND THE
RAILING TO THE NEW STEP

ADA HANDRAIL

EXISTING SIDING AND PORCH
ACCESSORIES TO BE REMOVED AS

NEEDED FOR INSTALLATION OF NEW
ADA RAMP AND ADA PLATFORM

CONCRETE PAVING TO TIE TO
THE BACK OF THE EXISTING
VALLEY GUTTER TO ENSURE
SMOOTH TRANSITION AND NO
PONDING

5'
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SPECIAL NOTES:

1. ALL RAMPS, HANDRAILS, LANDINGS, AND DECKING IMPROVEMENTS
ARE DESIGN/BUILD BY CONTRACTOR. SHOWN FOR ELEVATIONS AND
DIMENSIONAL REQUIREMENTS FOR ADA ACCESSIBILITY.

4'
PROPERTY LINE

1.5
'

CONCRETE WHEEL
STOP (SEE DETAIL)

GENERAL NOTES:
1. LBYD, INC. SHALL NOT HAVE AUTHORITY OVER THE SITE OR BUILDING CONTRACTOR'S WORK OR RESPONSIBILITIES. LBYD IS

NOT RESPONSIBLE FOR SITE SAFETY PROCEDURES OR METHODS OF CONSTRUCTION.

2. ALL EXISTING UTILITIES SHOWN ON THESE DRAWINGS ARE APPROXIMATE AND OTHER UTILITIES MAY EXIST. CONTRACTOR
MUST HAVE EXISTING UTILITIES LOCATED BY UNDERGROUND LINE LOCATORS AS WELL AS FIELD VERIFIED BY ONSITE
PERSONNEL PRIOR TO ORDERING MATERIALS OR BEGINNING CONSTRUCTION.  ANY DISCREPANCIES SHALL BE REPORTED
TO LBYD IMMEDIATELY.

3. EXISTING UTILITIES TO REMAIN MAY BE LOCATED WITHIN PROPOSED DEMOLITION AREAS. CONTRACTOR SHALL USE
EXTREME CAUTION WHILE WORKING IN THESE AREAS TO ENSURE NO UTILITY SERVICE INTERRUPTIONS TO FACILITIES THAT
REMAIN OR TO ADJACENT PROPERTIES.

4. ALL EXISTING IMPROVEMENTS WITHIN THE LIMITS OF CONSTRUCTION ARE TO REMAIN UNLESS SPECIFICALLY NOTED, "TO BE
REMOVED".

5. THE CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES TO PROTECT ADJACENT PROPERTIES AND IS RESPONSIBLE FOR
ANY DAMAGE TO EXISTING IMPROVEMENTS ON OR OFF SITE DUE TO THE CONSTRUCTION OF THIS PROJECT. ANY DAMAGE
WILL BE REPAIRED AT THE CONTRACTOR'S EXPENSE.

6. CONTRACTOR SHALL VERIFY SITE BOUNDARY AND EXISTING TOPOGRAPHY. NOTIFY LBYD OF ANY DISCREPANCIES PRIOR TO
SUBMITTING PRICES OR ORDERING MATERIALS

7. IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROTECT ALL BENCHMARKS AND PROPERTY CORNERS. ANY REPLACEMENT
WILL BE AT THE CONTRACTOR'S EXPENSE.

8. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO OBTAIN ALL NECESSARY PERMITS REQUIRED TO CONSTRUCT THIS
PROJECT AND PAY ALL PERMIT FEES. ALL PERMITS MUST BE IN-HAND PRIOR TO CONSTRUCTION.

9. BOUNDARY AND TOPOGRAPHIC INFORMATION PROVIDED BY THE OWNER AND PERFORMED BY REYNOLDS SURVEYING CO.,
INC.

10. TOPOGRAPHIC INFORMATION WAS PERFORMED VIA GROUND RUN FORMAT.

SITE DEMOLITION NOTES:
1. CONTRACTOR TO COORDINATE WITH OWNER PRIOR TO ANY DEMOLITION REGARDING ITEMS TO BE SALVAGED, RECYCLED,

AND REUSED. CONTRACTOR SHALL REMOVE ITEMS TO BE SALVAGED WITH EXTREME CAUTION TO PREVENT DAMAGE.
CONTRACTOR SHALL TURN ALL SALVAGED ITEMS OVER TO OWNER.

2. REFER TO LAYOUT PLANS FOR ADDITIONAL INFORMATION RELATING TO PAVING, RAMP, HARDSCAPES, ETC.

3. CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL, RELOCATION OR PROTECTION OF ALL ABOVE AND BELOW
GROUND EXISTING IMPROVEMENTS THAT ARE IN CONFLICT WITH THE PROPOSED IMPROVEMENTS UNLESS NOTED.

4. ALL DEMOLITION AND CONSTRUCTION DEBRIS SHALL BE TRANSPORTED AND DISPOSED OF AT LEAST WEEKLY IN A LEGAL
AND APPROVED MANNER.

SITE LAYOUT NOTES:
1. ALL HANDICAP RAMPS, SIGNS, SYMBOLS, AND PAINTED ISLANDS AND ACCESS ROUTES MUST CONFORM TO THE 2010 ADA

REQUIREMENTS.

2. THE MAXIMUM SLOPE IN HANDICAP PARKING AREAS SHALL NOT EXCEED 2.0% GRADE IN ANY DIRECTION. SLOPE IN THE
DIRECTION OF TRAVEL IN ALL HANDICAP RAMPS SHALL NOT EXCEED 8.33%  (1:12) GRADE AND 2.0% CROSS SLOPE.

3. ALL DIMENSIONS AND COORDINATES SHOWN ARE TO THE OUTSIDE FACE OF BUILDING, TO THE BACK OF VALLEY GUTTER,
UNLESS OTHERWISE NOTED.

4. ALL STRIPING TO BE PER THE LATEST EDITION OF THE MUTCD UNLESS NOTED OTHERWISE.

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PREPARING A SITE CONSTRUCTION TRAFFIC CONTROL PLAN AND
OBTAINING ANY REQUIRED APPROVALS FROM THE LOCAL JURISDICTIONAL AUTHORITY.  THE SITE CONSTRUCTION TRAFFIC
CONTROL PLAN SHALL TAKE INTO ACCOUNT THE ENTERING AND EXITING OF CONSTRUCTION TRAFFIC ONTO THE ROADWAY
AND THE IMPACT TO THE FLOW OF TRAFFIC.  THIS PLAN SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE
MUTCD.  THIS SITE CONSTRUCTION TRAFFIC CONTROL PLAN SHALL BE IN ADDITION TO ANY TRAFFIC CONTROL PLAN
PROVIDED IN THE PLAN SET FOR ROADWAY IMPROVEMENTS.

TRAFFIC CONTROL NOTES:
1. THE CONTRACTOR SHALL ESTABLISH AND MAINTAIN TRAFFIC CONTROL DEVICES IN ACCORDANCE WITH THE LATEST

EDITION AND REVISION OF PART VI OF THE FEDERAL MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) AND THE
APPROVED TRAFFIC CONTROL PLAN FOR ALL CONSTRUCTION WITHIN WORK AREAS SHOWN AND DESCRIBED IN PART VI OF
THE MUTCD.

2. PERMANENT ROADWAY SIGNS OR TEMPORARY CONSTRUCTION SIGNS WHICH ARE NOT APPLICABLE OR INAPPROPRIATE
FOR THE CURRENT CONDITIONS SHALL BE COVERED OR REMOVED.

3. THE DIMENSIONS SHOWN OR DESCRIBED FOR LOCATING CONSTRUCTION SIGNS ARE NOMINAL. THE ACTUAL DIMENSIONS
SHALL BE ADJUSTED TO BEST FIT LOCAL CONDITIONS AND PROVIDE MAXIMUM VISIBILITY.

4. IF TRAFFIC CONTROL DEVICES ARE NECESSARY FOR PROPER WARNING AND TRAFFIC CONTROL AFTER SUNSET, THEN AS A
MINIMUM, TYPE "B" WARNING LIGHTS SHALL BE PLACED ON THE FIRST WARNING SIGN AND CHANNELIZING DRUM AND TYPE
"A" REFLECTIVE SHEETING SHALL BE REQUIRED ON ALL SIGNS.

5. HAZARDOUS CONDITIONS ON OPEN ROADWAYS SUCH AS PAVEMENT DROP-OFFS IN EXCESS OF 2"; CONSTRUCTION
MATERIALS, VEHICLES, OR EQUIPMENT STORED OR PLACED WITHIN THE ROADWAY RIGHT-OF-WAY; AND OPEN TRENCHES
ACROSS OR NEAR THE ROADWAY SHALL NOT BE ALLOWED UNLESS THE CONTRACTOR IS ON SITE AND WORKING, AND
PROPER TRAFFIC CONTROL MEASURES ARE BEING TAKEN.

6. THE CONTRACTOR SHALL KEEP OPEN ROADWAYS CLEAN AND FREE OF CONSTRUCTION DEBRIS, DIRT, LOOSE GRAVEL OR
OTHER MATERIAL THAT MAY CAUSE HAZARDOUS DRIVING CONDITIONS.

7. TRAFFIC CONTROL DEVICES SHALL MEET THE STANDARD MATERIAL AND INSTALLATION REQUIREMENTS SPECIFIED IN THE
CURRENT EDITION OF THE AL.D.O.T. STANDARD SPECIFICATIONS FOR HIGHWAY CONSTRUCTION.

8. ROADWAYS AND DRIVEWAYS SHALL REMAIN OPEN DURING CONSTRUCTION. CHANNELIZING DEVICES SHALL BE PLACED AT
10' ON CENTER ALONG MINIMUM 20' RADII TO CHANNELIZE TRAFFIC INTO AND OUT OF INTERSECTING ROAD AND DRIVES
WITHIN AREAS WHERE CHANNELIZING DEVICES ARE REQUIRED. TEMPORARY REGULATORY SIGNS SUCH AS STOP SIGNS
AND YIELD SIGNS SHALL BE PLACED AS NECESSARY FOR PROPER TRAFFIC CONTROL IN ACCORDANCE WITH THE MUTCD.
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TOP OF CURB
BOTTOM OF CURB SPOT ELEVATION

CDW

ADA PARKING AREA SHALL
NOT EXCEED 2.0% SLOPE IN
ANY DIRECTION

MU MULCHING

MU PS

MU PS

EXISTING BUILDING
EL = 107.43

SPECIAL NOTES:

1. ALL RAMPS, HANDRAILS, LANDINGS, AND DECKING IMPROVEMENTS
ARE DESIGN/BUILD BY CONTRACTOR. SHOWN FOR ELEVATIONS AND
DIMENSIONAL REQUIREMENTS FOR ADA ACCESSIBILITY.

1.5
0%

1.31%

1.00%

GRADE YARD TO DRAIN (2% MIN,
4:1 MAX.) PROVIDE PERMANENT

GRASSING STABILIZATION GRADE YARD TO DRAIN (2% MIN,
4:1 MAX.) PROVIDE PERMANENT
GRASSING STABILIZATION

MU PS

UNDERGROUND UTILITIES
UNKNOWN. CONTRACTOR TO

COORDINATE LOCATES AND
ENSURE NO UNDERGROUND

LINES ARE DISTURBED

PROPERTY LINE

PROPERTY LINE

GRADING NOTES:
1. ALL TOPSOIL SHALL BE STRIPPED WITHIN THE PROPOSED LIMITS OF GRADING AND SHALL BE STOCKPILED ON-SITE IN AN

APPROVED LOCATION FOR LATER USE WITH ANY EXCESS TO BE DISPOSED OF OFF-SITE ONCE ALL LANDSCAPED AREAS
HAVE BEEN BROUGHT TO FINISH GRADE UNLESS OTHERWISE NOTED ON THE PLANS.

2. ONCE SUBGRADE EXCAVATION IS ACHIEVED, ANY AREAS SHOWING SIGNS OF PUMPING, RUTTING, OR ANY UNSUITABLE
(ORGANIC, SOFT, WET, LOOSE) MATERIAL FOUND IN PLACE SHALL BE UNDERCUT AND REPLACED, OR MOISTURE
CONDITIONED AND COMPACTED TO THE SPECIFIED DENSITY AND MOISTURE CONTENT LISTED BELOW.

3.  ALL EXPOSED SUBGRADE SHALL BE SCARIFIED TO A MINIMUM DEPTH OF 8", MOISTURE CONDITIONED, AND RECOMPACTED,
AS NEEDED TO ACHIEVE THE SPECIFIED DENSITY AND MOISTURE CONTENT LISTED BELOW, UNLESS OTHERWISE
DETERMINED BY A GEOTECHNICAL ENGINEER.

4. CONTRACTOR SHALL BE RESPONSIBLE TO PROTECT PREPARED SUBGRADE AND RESTORE TO PROJECT SPECIFICATIONS IF
DAMAGED OR COMPROMISED DUE TO INCLEMENT WEATHER AND/OR CONSTRUCTION TRAFFIC.

5. MINIMUM COMPACTION REQUIREMENTS ARE EXPRESSED BELOW AS A PERCENTAGE OF THE MATERIAL'S MAXIMUM DRY
DENSITY AS DETERMINED BY ASTM D-698, STANDARD PROCTOR.

           *STRUCTURAL AREAS INCLUDE ZONES OF INFLUENCE AROUND THE BUILDING, PAVEMENT AREAS, FILL SLOPES,  ETC.

6. COMPACTION WITHIN LIMITED SPACES (I.E. MANHOLES, INLETS, UTILITY TRENCHES) SHOULD BE BACKFILLED AND
COMPACTED SYSTEMATICALLY, AT THE DIRECTION OF THE ON-SITE GEOTECHNICAL ENGINEER.  STONE BACKFILL SHALL BE
INSTALLED IN 12" MAXIMUM LOOSE LIFTS AND COMPACTED WITH 6-8 PASSES OF A VIBRATORY COMPACTOR.

7. CLEARING LIMITS SHALL BE 5' OUTSIDE OF ALL PROPOSED GRADED AREAS OR NOT BEYOND THE PROPERTY LINES
WHICHEVER IS LESS.

8. NO GRADING OFF-SITE OR IN ANY ROAD RIGHT-OF-WAY WITHOUT PROPER APPROVALS AND PRIOR NOTIFICATION.

9. COORDINATE THE SEQUENCING OF ALL GRADING OPERATIONS WITH THE EROSION CONTROL PLAN.

10. ALL GRADING ADJACENT TO EXISTING OR PROPOSED BUILDINGS SHALL BE SLOPED AWAY FROM THE STRUCTURES AT A
MINIMUM OF 1.0% GRADE. THE CONTRACTOR SHALL ENSURE POSITIVE DRAINAGE AWAY FROM THE STRUCTURES. NOTIFY
LBYD OF ANY DISCREPANCIES.

11. PROPOSED GRADES INDICATED ON THIS PLAN ARE TO FINISH GRADE. THE CONTRACTOR SHALL MAKE SUBGRADE
ADJUSTMENTS FOR TOPSOIL, PAVING, BUILDING PAD, ETC.

12.  NO GEOTECHNICAL REPORT IS AVAILABLE FOR THIS PROJECT.  THE CONTRACTOR SHALL VISIT THE SITE AND COMPLETE
ANY EXPLORATIONS THAT IT FEELS NECESSARY IN ORDER TO PROVIDE A SATISFACTORY BID.

EROSION CONTROL NOTES:
1. SITE EROSION CONTROL MEASURES SHALL BE IN ACCORDANCE WITH ALL FEDERAL, STATE, AND LOCAL LAWS, CODES, AND

REGULATIONS.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL MONITORING, INSPECTIONS, ETC. TO ENSURE THE OWNER THAT THE
SITE IS AT ALL TIMES IN ACCORDANCE WITH ADEM, CITY RULES & REGULATIONS.  DOCUMENTATION OF INSPECTIONS BY A
Q.C.I. OR Q.C.P. SHALL BE MAINTAINED BY THE CONTRACTOR AND PROVIDED TO THE OWNER AT HIS/HER REQUEST.  ANY
AND ALL FEES, FINES, ETC., SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

3. ALL EROSION CONTROL DEVICES SHALL BE PROPERLY MAINTAINED DURING THE CONSTRUCTION PROCESS AND UNTIL ALL
DISTURBED AREAS HAVE BEEN PERMANENTLY STABILIZED. ALL EROSION CONTROL INSTALLATION AND MAINTENANCE SHALL
BE SOLELY THE RESPONSIBILITY OF THE CONTRACTOR AND SHALL BE AT NO ADDITIONAL COST TO THE OWNER.

4. EROSION CONTROL DEVICES SHOWN ON THESE PLANS ARE A MINIMUM AND ARE DEPENDENT ON THE CONTRACTOR'S
CONSTRUCTION PHASING OF THE PROJECT.  ADDITIONAL DEVICES SHALL BE INSTALLED AS REQUIRED TO PREVENT
SILTATION, EROSION AND OTHER DEGRADATION OR POLLUTION TO THE SITE OR ADJACENT PROPERTIES, STREAMS,
DITCHES, AND PUBLIC ROADWAYS.  ADDITIONAL MEASURES MAY INCLUDE, AS MINIMUM, TEMPORARY SEDIMENT BASINS,
CONSTRUCTION EXITS PAD, VEHICLE WASH RACKS, SILT FENCING, STRAW AND RIP RAP CHECK DAMS, DIVERSION DITCHES,
ETC.  THESE ADDITIONAL MEASURES SHALL BE AT NO ADDITIONAL COST TO THE OWNER.

5. EROSION CONTROL DEVICES SHALL INCLUDE, BUT NOT LIMITED, TO THE FOLLOWING DEVICES: STRAW WATTLES.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING ALL EROSION CONTROL DEVICES IN GOOD OPERATING
CONDITION DURING ALL LAND DISTURBING ACTIVITIES. THIS RESPONSIBILITY SHALL INCLUDE THE CLEANUP AND/OR
REPAIRS TO THE DEVICES AT NO ADDITIONAL COST TO THE OWNER.

7. EROSION CONTROL DEVICES SHALL BE MONITORED AND MAINTAINED UNTIL THE SITE HAS BEEN PERMANENTLY STABILIZED
AND AFTER EACH RAINFALL GREATER THAN 0.75 INCHES IN A 24 HOUR PERIOD, ANY WIND GUSTS GREATER THAN 25 MPH,
AND ANY SUSTAINED WINDS GREATER THAN 20 MPH IN A 24 HOUR PERIOD.

8. AFTER ALL LAND DISTURBANCE ACTIVITIES HAVE CEASED AND AFTER ALL DISTURBED AREAS HAVE BEEN PERMANENTLY
STABILIZED, THE EROSION CONTROL DEVICES SHALL BE REMOVED BY THE CONTRACTOR AND THE AREA CLEANED AND
DRESSED.

9. DEWATERING OPERATIONS MAY NOT BE DISCHARGED IN A MANNER THAT CAUSES EROSION OF THE SITE OR POLLUTION TO
ADJACENT PROPERTIES, STREAMS, DITCHES, OR PUBLIC ROADWAYS.

10. ALL LAND DISTURBANCE ACTIVITIES SHALL BE CONDUCTED IN A LOGICAL SEQUENCE TO MINIMIZE THE EXPOSURE OF BARE
AREAS AT ANY ONE TIME.

11. ALL DISTURBED AREAS LEFT INACTIVE FOR MORE THAN 13 DAYS SHALL BE SEEDED AND MULCHED IN ACCORDANCE WITH
ALDOT SPECIFICATIONS SECTION 652 AND 656.

12. ALL PREVIOUSLY GRADED AREAS SHALL RECEIVE 4 INCHES OF TOPSOIL AND PERMANENT GRASSING UNLESS OTHERWISE
INDICATED ON THE LANDSCAPE PLAN.

13. PRIOR TO SITE CLEARING, ALL WATTLES WILL BE INSTALLED

14. WATTLES SHALL BE INSTALLED AT ALL INLETS.

AREA STRUCTURAL* VEHICULAR
PAVEMENT

SIDEWALKS LANDSCAPE

% MAXIMUM DRY
DENSITY 98% 98% 98% 95%

CORNERS OF CURB AT EXISTING
STORM INLET TO REMAIN

M.E. 103.10

M.E. 102.48

UNDERGROUND UTILITIES
UNKNOWN. CONTRACTOR TO
COORDINATE LOCATES AND
ENSURE NO UNDERGROUND
LINES ARE DISTURBED

CDW

TSG

TSG

TSG

1.50%

1.5
0%

1.50%

TSG TOPSOIL



5' MIN* 11' MIN

TYP.

18
'

3.5'

2'

6" SOLID BLUE
PAINT STRIPE

AT 2' O.C.

ADA SIGN. SEE LAYOUT
PLAN FOR POSITION.
CENTER OF SPACE.

4'X4' INTERNATIONAL
ACCESSIBILITY SYMBOL.

CENTER OF SPACE.

4" WIDE
BLUE

STRIPE

EDGE OF PAVEMENT

NOTES:
1. ALL ACCESSIBLE PARKING AND ROUTES TO CONFORM TO THE

REQUIREMENTS OF THE AMERICANS WITH DISABILITIES ACT.
2. FOR VAN SPACE, 8' MINIMUM SPACE WITH 8' MINIMUM ACCESS

AISLE OR 11' MINIMUM SPACE WITH 5' MINIMUM ACCESS AISLE.
3. CAN REPEAT DETAIL IF ADDITIONAL SPACES ARE REQUIRED.

(SEE LAYOUT PLAN).
4. SIGN NOTES:

a. SIGNS LOCATED IN PAVEMENT SHALL BE BOLLARD TYPE
SIGN. SEE BOLLARD MOUNTED ACCESSIBLE SIGN DETAIL.

b. SIGNS LOCATED BEYOND PAVEMENT SHOULD BE
MOUNTED ON POST PER ACCESSIBLE SIGN DETAIL.

c. DO NOT PLACE SIGNS WITHIN THE ACCESSIBLE ROUTE
5.  CONTRACTOR TO VERIFY WITH LOCAL CODES FOR ANY

ADDITIONAL REQUIREMENTS.(SEE NOTE 1)

TY
P.

ACCESSIBLE PARKING
N.T.S.

ADA ACCESSIBLE SIGN
N.T.S.

NOTES:
1. ADA ACCESSIBLE PARKING SIGN SHALL CONFORM TO

ALL GOVERNING REGULATIONS.
2. ADA ACCESSIBLE SIGN SHALL BE 12" x 18"x 0.08",
    FASTENED WITH TWO EACH 3/8" CADIUM
    BOLTS, NUTS AND WASHERS.
3. POST SHALL BE 1.75" x 3-1/2" HEAVY DUTY
    GALVANIZED.
4. SIGNS SHALL BE A MINIMUM OF 60" ABOVE FINISH

FLOOR OR GROUND SURFACE MEASURED TO THE
BOTTOM OF THE SIGN.

RESERVED
PARKING

VAN
ACCESSIBLE

FINISHED GRADE

3000 PSI CONCRETE

8" DIAMETER
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1/4"

#3 @ 12" O.C.E.W.
3/4" SMOOTH BAR @ 12" C.T.C. DOWEL BASKET

DOWELS SHALL BE 14" LONG EXPANSION JOINT - DOWELED AT POUR BREAKS

SILICONE JOINT SEALER

6"
EMBEDMENT

JOINT SEALER DETAIL A AT POUR BREAKS AND ADJACENT TO EXISTING CONCRETE

3/4"

JOINT SEALER DETAIL B SAW CUT JOINT
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3/4" PREFORMED JOINT SEALER

JOINT SEALER (DETAIL A) GREASE ONE END FOR BOND BREAK

SILICONE JOINT
SEALER

SANDBLAST AND CLEAN TOP 1" OF
JOINT BEFORE SEALING

1" OVAL BACKER ROD3/4" PREFORMED
JOINT FILLER

PLACE REINFORCING
AT MID-DEPTH

CONCRETE PAVING
N.T.S.

NOTES:
1. CONTRACTOR SHALL INSTALL 4" OF CRUSHED AGGREGATE BASE COURSE, TYPE B

(ALDOT 825) UNDER ALL CONCRETE PAVING
2. CONCRETE SHALL HAVE 4000 PSI AT 28 DAYS
3. CONTRACTOR SHALL INSTALL CONTROL JOINTS IN CONCRETE PAVING AT 12' MAX

SPACING BOTH WAYS WITHIN 2-12 HOURS OF PLACING WET CONCRETE.
4. CONTROL JOINT TO BE 1/3 OF THE SLAB THICKNESS TYPICALLY.
5. EXPANSION JOINTS AT POUR BREAKS. COORDINATE WITH CONTROL JOINTS. WHERE

CONCRETE PAVING ABUTS BUILDING STRUCTURES, COLUMNS, FOOTINGS, POLE
BASES, INLETS AND OTHER SIMILAR IMMOVABLE OBJECTS, CONTRACTOR SHALL
PROVIDE EXPANSION JOINT WITH FILLER MATERIAL. CONTRACTOR SHALL ALSO
PROVIDE CONTROL JOINTS TO MINIMIZE POTENTIAL FOR CRACKING. COORDINATE
WITH ENGINEER FOR LOCATIONS.

6. IN LIEU OF REINFORCEMENT SHOWN, CONTRACTOR MAY USE 3 LBS PER CY OF MA
MACRO SYNTHETIC FIBERS.

7. IF DRY-CUTTING OF CONTROL JOINTS IS USED, AN ABRASIVE BLADE MAY BE USED IN
LIEU OF SANDBLASTING.

CLEAN AND PREP CONCRETE PER
SEALANT MFG REQUIREMENTS
BEFORE SEALING

NOTES:
1. ANY DISTURBED AREA SHALL, WITHIN FOURTEEN (14) DAYS OF

STOPPING WORK, BE PLANTED OR OTHERWISE PROVIDED WITH
GROUND COVER, MATERIALS, DEVICES, AND/OR STRUCTURES
SUFFICIENT TO RESTRAIN ALL FORMS OF EROSION, TO THE
MAXIMUM EXTENT PRACTICABLE.

2. CONTRACTOR TO COORDINATE PERMANENT SEEDING WITH
OWNER.

TABLE MU-1
MULCHING MATERIALS AND

APPLICATION RATES
MATERIAL RATE PER ACRE

(PER 1,000 SQ.FT.
NOTES

STRAW WITH
SEED

1 1/2 - 2 TONS
(70 LBS - 90 LBS)

SPREAD BY HAND OR MACHINE TO ATTAIN 75%
GROUNDCOVER; ANCHOR WHEN SUBJECT TO
BLOWING.

STRAW ALONE
(NO SEED)

2 1/2 - 3 TONS
(115 LBS - 160 LBS)

SPREAD BY HAND OR MACHINE; ANCHOR WHEN
SUBJECT TO BLOWING.

WOOD CHIPS 5-6 TONS
(225 LBS - 270 LBS)

TREAT WITH 12 LBS. NITROGEN/TON.

BARK 35 CUBIC YARDS
(0.8 CUBIC YARD)

CAN APPLY WITH MULCH BLOWER.

PINE STRAW 1-2 TONS
(45 LBS - 90 LBS)

SPREAD BY HAND OR MACHINE; WILL NOT BLOW
LIKE STRAW.

PEANUT HULLS 10-20 TON
(450 LBS - 900 LBS)

WILL WASH OFF SLOPES. TREAT WITH 12 LBS.
NITROGEN/TON.

TABLE TS-1
COMMONLY USED PLANTS FOR TEMPORARY COVER

SPECIES SEEDING RATE
PER AC PLS

NORTH CENTRAL SOUTH

MILLET, BROWNTOP, OR
GERMAN

40 LBS MAY 1 -
AUG 1

ARP 1 -
AUG 15

APR 1 -
AUG 15

RYE 3 BU SEPT 1 -
NOV 15

SEPT 15 -
NOV 15

SEPT 15 -
NOV 15

RYEGRASS 30 LBS AUG 1 -
SEPT 15

SEPT 1 -
OCT 15

SEPT 1 -
OCT 15

SORGHUM - SUDAN HYBRIDS 40 LBS MAY 1 -
AUG 1

APR 15 -
AUG 1

APR 1 -
AUG 15

SUNDANGRASS 40 LBS MAY 1 -
AUG 1

APR 15 -
AUG 1

APR 1 -
AUG 15

WHEAT 3 BU SEPT 1 -
NOV 1

SEPT 15 -
NOV 15

SEPT 15 -
NOV 15

COMMON BERMUDAGRASS 10 LBS APR 1 -
JULY 1

MAR 15 -
JULY 15

MAR 1 -
JULY 15

CRIMSON CLOVER 10 LBS SEPT 1 -
NOV 1

SEPT 1 -
NOV 1

SEPT 1 -
NOV 1

TABLE PS-1
COMMONLY USED PLANTS FOR PERMANENT

COVER WITH SEEDING RATES AND DATES
SPECIES SEEDING RATE

PER AC PLS
NORTH CENTRAL SOUTH

BAHIAGRASS,
PENSACOLA

40 LBS -- MAR 1 -
JULY 1

FEB 1 -
NOV 1

BERMUDAGRASS,
COMMON

10 LBS APR 1 -
JULY 1

MAR 15 -
JULY 15

MAR 1 -
JULY 15

BAHIAGRASS,
PENSACOLA
BERMUDAGRASS,
COMMON

30 LBS
5 LBS

-- MAR 1 -
JULY 1

MAR 1 -
JULY 15

BERNUDAGRASS,
HYBRID (LAWN TYPES)

SOLID SOD ANYTIME ANYTIME ANYTIME

BERNUDAGRASS,
HYBRID (LAWN TYPES)

SPRIGS
1/SQ FT

MAR 1 -
AUG 1

MAR 1 -
AUG 1

FEB 15 -
SEPT 1

FESCUE, TALL 40 - 50 LBS SEPT 1 -
NOV 1

SEPT 1 -
NOV 1

--

SERICEA 40 - 60 LBS MAR 15 -
JULY 15

MAR 1 -
JULY 15

FEB 15 -
JULY 15

SERICEA & COMMON
BERMUDAGRASS

40 - 60 LBS
10 LBS

MAR 15 -
JULY 15

MAR 1 -
JULY 15

FEB 15 -
JULY 15

SWITCHGRASS, ALAMO 4 LBS APR 1 -
JUN 15

MAR 15 -
JUN 15

MAR 15 -
JUN 15

PLS MEANS PURE LIVE SEED AND IS USED TO ADJUST SEEDING RATES. FOR EXAMPLE:
TO PLANT 10 LBS PLS OF A SPECIES WITH GERMINATION OF 80% AND 10% INERT MATERIAL
-> 10 LBS / 0.70 = 14.3 LBS.

N.T.S.

MULCHING, TEMPORARY SEEDING, &
PERMANENT SEEDING DIRECTIONS

CIVIL &
EROSION CONTROL

DETAILS

C4.0 5

These drawings and design intent are the
sole property of LBYD Inc. which may not
be reproduced without written permission.

C copyright 2023
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NOTES:
1. CENTER WHEEL STOP IN PARKING SPACE.
2. WHEEL STOP SHALL BE PLACED 24" FROM BUILDING (MEASURED TO TIRE
SIDE OF WHEEL STOP).

6'

1' 1'
5/8" Ø HOLE

5/8" Ø HOLE

ELEVATION

7"

2"2"

3"5"

ASPHALT PAVING

1/2" Ø ANCHOR

BOLT WHEEL STOP TO
ASPHALT PAVING

CONCRETE WHEEL STOP
N.T.S.

2' MIN

45°TO 60°
2' O.C.

WATTLE

WOOD STAKE
SEE DETAIL 1

WATTLE SPACING

STAKE TO BE PLACED
AT TOE OF SLOPE, BOTH
SIDES

WOOD STAKE
WOOD STAKE TO ONLY
PENETRATE NETTING,
NOT CORE MATERIAL

CHANNEL BOTTOMFLOW

STAKE DETAIL

REFER TO ALDOT SPECIAL DRAWING NO. ESC-300 FOR
RECOMMENDED PLACEMENT INTERVAL BETWEEN WATTLES

12" STRAW WATTLE

WATTLE CHECK DAMS TO BE INSTALLED WITHOUT
TRENCHING  AND ON TOP OF STAPLED GEOTEXTILE
UNDERLAYMENT THAT EXTENDS A MINIMUM 3 FT. UP AND
DOWNSTREAM FROM THE WATTLE. WATTLES MUST BE
PROPERLY STAPLED WITH SOD STAPLES ON 10-INCH
CENTERS ON EACH SIDE OF THE WATTLE TO PREVENT
FLOTATION AND STAKED OVER THE TOP USING
NON-DESTRUCTIVE TEE-PEE TYPE STAKING

STAPLED GEOTEXTILE
UNDERLAYMENT

WATTLE CHECK DAM
N.T.S.

CdW

3' MIN .

STAPLES 10" O.C.

STAPLES 10" O.C. GEOTEXTILE UNDERLAYMENT

6' MIN.

STAPLES
(DOWN CENTER)

FLOW



CITY OF HOMEWOOD 
ENGINEERING & ZONING DEPARTMENT 

 
2850 - 19th Street South - 4th Floor 

Homewood, Alabama 35209 
Phone 205-332-6800 | Fax 205-332-6955 

 
Patrick McClusky, Mayor       Cale Smith, PE, Director 

 
 
December 28, 2023 
  
John Blalock 
2906 Crescent Avenue 
Homewood, Alabama 35209 
 
   Re:  2906 Crescent Avenue, Homewood, Alabama 35209 

Dear Property Owner: 

This letter shall serve as a public hearing notice to the parties in interest and to all adjacent 
property owners.  The Homewood Board of Zoning Adjustments has been petitioned to 
modify the zoning regulations, as they apply to the above referenced property, as follows:  
 
Case Number: SV-24-01-01, 2906 Crescent Avenue, Parcel ID No. 2800073026015000, 
Applicant: Jeremy Pearson / Property Owner: John Blalock 

a) A request for a variance to Article VII, Off-Street Parking and Loading Requirements, 
Sec. K. to allow an accessible parking space to enter and exit using right-of-way access. 

 
The Board of Zoning and Adjustments will consider this petition at its regular meeting to be 
held at 6:00 p.m. on Thursday, January 4, 2024, in the Council Chambers (2nd Floor) of 
Homewood City Hall, 2850 19th Street South.  You or your agent must attend the public 
hearing to present your request to the Board.  Public comments in support or opposition 
to your petition shall be heard by the Board at this time. Additional information regarding 
live stream viewing and the electronic submittal of comments is provided on the reverse side 
of this notice. 

 
Sincerely, 
 
 
 
Sherri Williams, Zoning Supervisor 
 
cc: Applicant 
 Adjacent property owners 
 
 
 
 
 



Public Hearing Notice 
SV-24-01-01 |2906 Crescent Avenue 

Page 2 of 2 
 
 

Information and Instructions: The public hearing will be preceded by a brief work 
session between Board Members and city staff beginning at 5:30 p.m. in the City Council’s 
Committee Workroom located on the 2nd floor behind the Council Chambers. 
 
Comments in support or opposition may also be submitted via email to the Board Secretary 
@ fred.goodwin@homewoodal.org.  Comments should be submitted no later than 24-hours 
prior to the meeting and will be provided Board Members for their consideration.  Please 
reference the case number or the address of the subject property in your comments. 
 
A copy of the meeting agenda packet, which includes the file for this case, will be available 
for viewing and downloading the Friday before the scheduled public hearing.  You may 
access the agenda packet on the home page of the city’s website @ 
www.cityofhomewood.com by clicking on the “Upcoming Meetings/BZA” tab. 
 
For further information or to review any files or drawings pertaining to this application you 
may contact our office at (205) 332-6800 or visit between 8:00 a.m. and 4:30 p.m. Monday-
Friday. 

mailto:fred.goodwin@homewoodal.org
http://www.cityofhomewood.com/
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