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CARING FOR YOUR NEW ROLLING COVER

A proper and diligent spa cover care routine can certainly be the difference between you needing to buy another cover in 3-4 years instead of it lasting 5-7 years.  Here are some tips to get the most out of your new rolling spa cover purchase.

Tip 1:  Keep the cover clean.  Use a mild detergent and water solution to clean the rolling cover.

Tip 2:   Wipe chemical residue from the underside of the rolling cover every chance you get.  These residues, if left on the cover, start to break down the material, causing it to become porous.  Water Vapor begins to penetrate the cover when its protective layers become too porous.

Tip 3:  Maintain proper spa water chemistry.  We cannot stress this enough.  As your spa water chemistry is more balanced, the vapors coming off the cover are less corrosive.  Making the vapors less corrosive leads to the protection layers of the cover degrading more slowly, thus prolonging the life of your cover.  Failing to maintain proper water chemistry may void your warranty.

Tip 4:  Unzip the cover and gently wipe the inside at least twice a year, using a weak ammonia and water solution.  Be careful not to remove the ribs.  Unkept sanitizer levels may lead to mildew buildup.

Tip 5:  Remove the cover for 30 minutes after shocking your spa water.  As the shock is burning out the chloramines and bromine in your spa, highly corrosive vapors are released.   Following this tip will protect your cover materials from premature degradation.

Tip 6:  Completely remove the cover at least once a week to allow water to drain out of it.

Tip 7:  Always completely remove the cover while using your Swim spa or Hot tub.  We highly discourage the practice of only opening one half of the cover while bathing in your spa.

Tip 8:  Cleaning of mold and mildew – Mix 2 gallons of water, one teaspoon of mild dishwashing soap and 1 cup of bleach.  Using a soft-bristled brush, scrub the encasement thoroughly.  Place the encasement in the sun to dry.  The cover design allows access to the interior, so the inside of the cover can be opened, cleaned, and dried using the same procedure.  Once everything is done, spray the inside of the encasement with a mildew inhibitor.  Allow all components to dry completely, then reassemble.  The key to maintaining proper water chemistry is to help prevent mildew buildup.







