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Continuously Flashing Sign 
Controller AC Powered Series 

 
Part Number: LGS-CONT-FLASH-AC 

Description: AC Powered Continuous Flashing Controller 

Application Notes: 

The Controller is powered by 120 VAC and an output of a 12 VDC flashing signal to almost any MUTCD compliant sign. The 

flashing output is user selectable for either Enlighten1TM flashing sequence or ½ sec on ½ sec off, flashing sequence. The 
Continuous Flashing Controller utilizes solid state microcontroller technology which can be mounted to the back of the sign. 
Installers need to supply AC power to the 5A 2-pole circuit breaker for operation. The controller has power and output indication 
on the internal panel. The steel enclosure provides 3 knockouts for ease of installation. 
 
 

General Performance Specifications 

 
 
 
Installation Details 

Rear Mounting Example (R1-1 Stop Sign) Basic Wiring Diagram 





 

Parameter Value 
Power consumption 20 Watt 

Operating temperature 0°C to 50°C 

Input operating voltage 120 VAC 60 Hz 

Input current protection 5 Amps fast acting (2 pole circuit breaker) 

Output operating voltage 12 VDC nominal 

Output DC load maximum 3 Amps 

Enclosure type NEMA 3R with padlock latch 

Enclosure color Gray (standard) 

Enclosure size 10” x 8” x 6”  
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Features/Benefits: 
 120 VAC single phase input 
 12 VDC output 
 Easily mounts to MUTCD signs 
 Simple electrical connections 
 Internal branch circuit protection 
 High reliability 
 High visibility LED modules 
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