
To  use:
Hold  the  tool  with  the  shaft  pointed  down  about  15
deg  with  the  cutter  at  an  angle  of  35  to  45  deg  to  the
surface.  The  cutter  should  be  rotated  sl ight ly  in  the
direct ion  of  the  cut  so  that  the  lower  point  i s  angled
sl ight ly  down  when  you  look  at  i t  in  plan  view.  See
video  for  clearer  demonstrat ion.
Guide  the  cutter  across  the  surface  of  your  vessel  or
bowl  with  some  downward  pressure  on  the  tool  rest
to  stabl ise  the  tool .
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D e s i g n e d  b y  P h i l  I r o n s ,  p r o f e s s i o n a l  w o o d  t u r n e r ,  b a s e d  i n  t h e  U K .
Y o u  c a n  f o l l o w  P h i l  o n  I n s t a g r a m  @ p h i l i r o n s w o o d t u r n i n g  a n d  v i e w
h i s  d e m o n s t r a t i o n s  o n  t h e  W o o d c u t  T o o l s  Y o u  T u b e  c h a n n e l .

The  Woodcut  Tools  I rons  Shear  Scraper  i s  designed  to  shear  cut  the  external  shapes  of
bowls  and  hol low  forms.  Think  of  i t  l ike  a  cabinetmaker ’s  scraper  for  turners .  
I t  i s  used  to  ref ine  shapes,  remove  any  high  spots  and  torn  grain ,  create  smooth  curves
and  f lowing  l ines .  The  benef i t  of  th is  i s  a  uni form  surface  stra ight  f rom  the  tool  that
makes  sanding  easier .

The  cutter  i s  three  s ided  so  that  you  aren ' t  constant ly  having  to  hone  a  s ingle  edge,  as
one  edge  dul ls  another  can  be  rotated  into  posi t ion.  The  purpose  of  the  spr ing  washer
is  to  make  adjust ing  the  angle  of  the  cutter  easy  with  out  constant ly  reaching  for  an
Al len  or  Hex  key,  i f  necessary  i t  can  be  locked  in  a  set  posi t ion.
 

Please  note:  This  tool  should  not  be  used  on  the  inter ior  of  bowls  or  vessels .
 

To  sharpen:
The  cutter  has  a  70  -  75  degree  bevel  which  should  be  honed  with  3 -4  strokes  using  a
f ine  diamond  credi t  card  or  s imi lar  to  create  a  f ine  burr .  Take  care  to  t ry  to  keep  the
hone  as  paral le l  to  the  bevel  as  possible  whi le  sl id ing  i t  up  and  along  the  edge.
Once  the  bevel  has  become  completely  smooth  i t  needs  to  be  re -ground  at  the  same  70 -

75  degree  angle .  The  easiest  and  safest  way  to  do  th is  i s  by  removing  the  cutter  and
using  the  Tru -Grind  Stem  Sharpener  in  conjunct ion  with  the  Tru -Grind  Sharpening
System.
I  f ind  using  i t  stra ight  off  the  gr inder  to  be  too  aggressive,  what  gives  you  the  f ine
surface  i s  the  micro  burr  created  with  the  hone.
 

Please  refer  to  the  Woodcut  Tools  You  Tube  channel  for  demonstrat ion  videos.
 



To  use:
Hold  the  tool  with  the  shaft  pointed  down  about  15
deg  with  the  cutter  at  an  angle  of  35  to  45  deg  to  the
surface.  The  cutter  should  be  rotated  sl ight ly  in  the
direct ion  of  the  cut  so  that  the  lower  point  i s  angled
sl ight ly  down  when  you  look  at  i t  in  plan  view.  See
video  for  clearer  demonstrat ion.
Guide  the  cutter  across  the  surface  of  your  vessel  or
bowl  with  some  downward  pressure  on  the  tool  rest
to  stabl ise  the  tool .

Hawkes Bay,  New Zealand
support@woodcut-tools.com

woodcut-tools .com                       #woodcuttools

IRONS SHEAR SCRAPER
USER GUIDE

D e s i g n e d  b y  P h i l  I r o n s ,  p r o f e s s i o n a l  w o o d  t u r n e r ,  b a s e d  i n  t h e  U K .
Y o u  c a n  f o l l o w  P h i l  o n  I n s t a g r a m  @ p h i l i r o n s w o o d t u r n i n g  a n d  v i e w
h i s  d e m o n s t r a t i o n s  o n  t h e  W o o d c u t  T o o l s  Y o u  T u b e  c h a n n e l .

The  Woodcut  Tools  I rons  Shear  Scraper  i s  designed  to  shear  cut  the  external  shapes  of
bowls  and  hol low  forms.  Think  of  i t  l ike  a  cabinetmaker ’s  scraper  for  turners .  
I t  i s  used  to  ref ine  shapes,  remove  any  high  spots  and  torn  grain ,  create  smooth  curves
and  f lowing  l ines .  The  benef i t  of  th is  i s  a  uni form  surface  stra ight  f rom  the  tool  that
makes  sanding  easier .

The  cutter  i s  three  s ided  so  that  you  aren ' t  constant ly  having  to  hone  a  s ingle  edge,  as
one  edge  dul ls  another  can  be  rotated  into  posi t ion.  The  purpose  of  the  spr ing  washer
is  to  make  adjust ing  the  angle  of  the  cutter  easy  with  out  constant ly  reaching  for  an
Al len  or  Hex  key,  i f  necessary  i t  can  be  locked  in  a  set  posi t ion.
 

Please  note:  This  tool  should  not  be  used  on  the  inter ior  of  bowls  or  vessels .
 

To  sharpen:
The  cutter  has  a  70  -  75  degree  bevel  which  should  be  honed  with  3 -4  strokes  using  a
f ine  diamond  credi t  card  or  s imi lar  to  create  a  f ine  burr .  Take  care  to  t ry  to  keep  the
hone  as  paral le l  to  the  bevel  as  possible  whi le  sl id ing  i t  up  and  along  the  edge.
Once  the  bevel  has  become  completely  smooth  i t  needs  to  be  re -ground  at  the  same  70 -

75  degree  angle .  The  easiest  and  safest  way  to  do  th is  i s  by  removing  the  cutter  and
using  the  Tru -Grind  Stem  Sharpener  in  conjunct ion  with  the  Tru -Grind  Sharpening
System.
I  f ind  using  i t  stra ight  off  the  gr inder  to  be  too  aggressive,  what  gives  you  the  f ine
surface  i s  the  micro  burr  created  with  the  hone.
 

Please  refer  to  the  Woodcut  Tools  You  Tube  channel  for  demonstrat ion  videos.
 


