
CASTLE



Test Unit
Standard:

MS EN 197-1:2014  
CEM II / B-L 32.5 N

Results

Chemical Composition

Sulphate Content % Not more than 3.5 2.0

Chloride Content % Not more than 0.1 0.01

Physical Properties

Setting Time : Initial mins Not less than 75 135

Soundness mm Not more than 10 1

Compressive Strength  
(Mortar Prism) : 7 days

MPa Not less than 16 25.0

: 28 days MPa 32.5≤ x ≤ 52.5 36.0 

Specification of product is subjected to manufacturer’s change without prior notice

Introduction to Castle 
Castle is a mainstay of our ECOCem product line. Made with 30% to 40% lower CO₂ emissions1, 
it is a certified Singapore Green Label cement. Its excellent versatility makes it suitable for all 
general-purpose applications, such as bricklaying, screeding, and concreting applications. Castle 
has excellent workability and is easy to mix. 

ECOCem is our range of low carbon cement to help Malaysia build sustainably. It is produced with 
lower CO₂ emissions and contains repurposed materials. ECOCem is our contribution to making 
the low carbon circular economy a reality. 

 1emissions per tonne of cement vs OPC 

Application
Suitable for all general purpose applications .

Certification 
Castle complies to MS EN 197-1:2014 CEM II / B-L 32.5N.

Properties



Benefits of Castle 
Castle is specially designed for superior workability that increases the speed of work, less 
wastages and smoother finishing. 

• Eco-friendly product 
• Superior workability 
• Quality consistency 
• Good cohesiveness 
• Easy to mix   

Availability 
Castle is available in 50kg bags. 

Quality Assurance 
Castle is produced under stringent quality assurance, environmental management, health & 
safety and energy management systems. It is certified to MS ISO 9001, MS ISO 14001, MS ISO 
45001, and MS ISO 50001. 

Recommended Mix Proportions

Concreting (20 MPa)
• Batching in wheelbarrow

Recommended Mix Proportions

Bricklaying
• Batching in wheelbarrow

Castle Sand Aggregates Approximate Yield

2 Bags (1 Bag = 50 kg) 2½ Wheelbarrows 2½ Wheelbarrows 0.26 m³

Castle Sand Approximate Yield

2 Bags (1 Bag = 50 kg) 4 Wheelbarrows 0.22 m³

Health And Safety
Skin contact with wet cement, fresh concrete or mortar may cause irritation dermatitis or burns. It is recommended to use Personal 
Protective Equipments which include eye, hand, skin protection and dust masks. First aid treatment should involve the immediate bathing 
of the affected area with water.
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Tel:   +(603) 2038 0800

www.ytlcement.com

YTL Cement is the leading cement and concrete producer in Malaysia with 5 integrated cement plants and 4 grinding 
stations. Our production facilities are linked by a comprehensive supply chain network across rail, road and sea 
throughout Malaysia, Singapore and the region.

Our commitment to customers is to deliver quality, performance and consistency with MS EN 197 certified cements. We 
have a dedicated team of technical and manufacturing experts who are constantly finding ways to improve and adapt 
to evolving construction trends. All our cements are controlled and tested in accordance to international standards at 
ISO / IEC 17025 accredited labs dedicated to every production facility.

As new construction trends and challenges arise, YTL Cement has end-to-end facilities and resources to develop 
bespoke solutions for our customers. R&D is our priority to stay ahead in delivering solutions to our customers. Our 
dedicated state-of-the-art R&D labs are fully equipped with comprehensive ISO / IEC 17025 testing facilities and 
professional technical experts for customer consultation, advice and trial testing.

About YTL Cement

Our Product Portfolio


