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3 Preinstalled + 7 + 1 Spare 

Blade arm (5)

Blade arm screw (5)
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Plastic blocks
Blade arm

Blade arm

Blade arm screw

blade arm blade arm

Step 2. Loose the three blade arm screws and remove the three plastic blocks from the fan motor 
assembly. Discard the three plastic blocks but keep the three blade arm screws. The screws will be 
used to install the blade arm in next step.(Fig.11) 

blade arms
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 52"Dalton II
Ventilador De Techo Para Interior





(3 preinstalados+7+1 repuesto)

Soporte del aspa (5)

Tornillo del soporte del aspa (5)
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Bloques de plástico

Paso 1. Fije las hojas del ventilador a los soportes de las hojas utilizando tres tornillos para hojas y
arandelas de fibra. Apriete firmemente los tornillos y las arandelas de fibra. (Fig. 10)

Paso 2. Afloje los tres tornillos del soporte de las aspas y retire los tres bloques de plastico del conjunto
del motor del ventilador. Deseche los tres blogues de plastico, pero conserve los tres tomillos del soporte
de hojas. Los tornillos se utilizarán para instalar el soporte de hojas en el siguiente paso. (Fig. 11)

Paso 3. Fija el soporte de aspa al conjunto del ensamblaje de motor del ventilador utlizando los tornillos
del soporte de aspa. Apriete firmemente los tornillos, Repite el procedimiento utilizando los conjuntos
restantes de hoja.(Fig.12)

Soporte del aspa

Soporte del aspa

Tornillo del soporte del aspa
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FIG. 14 FIG. 15
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FIG. 13
Interruptor
de inversión
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