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Signature Garage Doors is an Australian owned and
operated manufacturing company established by
experienced craftsmen who have over 25 years of
combined custom garage door building experience.

Our vision at Signature Garage Doors is to exceed your
expectations. We realise that customer service along with
quality is a priority when it comes to your custom garage
door. Our experienced staff can help answer any questions
in order to help you achieve your desired result.
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This is the Vertical 86mm or 135mm door design available
in VJ or Shiplap profiles. 86 mm or 135mm Western Red
Cedar is fixed to a Black powder coated frame.

We use an A-Grade 15mm thick Western Red Cedar that is
hand selected for quality assurance. Cedar is a natural
product that has colour and grain variation.

PRODUCT CARE: Raw doors should be final sanded and
sealed before installation (By Others).
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This is the Horizontal 86mm or 135mm door design
available in VJ or Shiplap profiles. 86mm or 135mm
Western Red Cedar is fixed to a Black powder coated frame.

We use an A-Grade 15mm thick Western Red Cedar that is
hand selected for quality assurance. Cedar is a natural
product that has colour and grain variation.

PRODUCT CARE: Raw doors should be final sanded and
sealed before installation (By Others).
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This is the Barn 86mm or 135mm door design. 86mm or
135mm VJ Western Red Cedar is fixed to a Black powder
coated frame vertically with 140 x 18mm bullnose Cedar
attached horizontally to the door with cup head bolts.

We use an A-Grade 15mm thick Western Red Cedar that is
hand selected for quality assurance. Cedar is a natural
product that has colour and grain variation.

PRODUCT CARE: Raw doors should be final sanded and
sealed before installation (By Others).




Gt bone Lot

This is the Herringbone 86mm or 135mm VJ door design.
86mm or 135mm VJ Western Red Cedar is fixed to a Black
powder coated frame in a herringbone pattern with a
12mm thick border and face plant on.

We use an A-Grade 15mm thick Western Red Cedar that is
hand selected for quality assurance. Cedar is a natural
product that has colour and grain variation.

PRODUCT CARE: Raw doors should be final sanded and
sealed before installation (By Others).
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These are the Hamptons ‘Style One’ and ‘Style Two’ 86mm
or 135mm VJ door designs. 86mm or 135mm VJ Western
Red Cedar is fixed to a Black powder coated frame
vertically with 12mm thick timber applied to the face of
the door to achieve a classic Hamptons inspired look.

We use an A-Grade 15mm thick VJ Western Red Cedar that
is hand selected for quality assurance. Cedar is a natural
product that has colour and grain variation




Ineimypprens Sivie Thaee

This is the Hamptons ‘Style Three’ 86mm or 135mm VJ
door design. 86mm or 135mm VJ Western Red Cedar is
fixed to a Black powder coated frame vertically with
12mm thick timber applied to the face of the door to
achieve a classic Hamptons inspired look.

We use an A-Grade 15mm thick VJ Western Red Cedar that
is hand selected for quality assurance. Cedar is a natural
product that has colour and grain variation.
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These are the Hamptons ‘Style Four’ and ‘Style Five’ 86mm
or 135mm VJ door designs. 86mm or 135mm VJ Western
Red Cedar is fixed to a Black powder coated frame
vertically with 12mm thick timber applied to the face of
the door to achieve a classic Hamptons inspired look.

We use an A-Grade 15mm thick VJ Western Red Cedar that
is hand selected for quality assurance. Cedar is a natural
product that has colour and grain variation
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This is the Ply door design. Ply is fixed to a Black powder
coated frame. We use 9mm thick Exterior Marine Grade Ply.
Ply is a natural product that has colour and grain variation.
10mm Black negative detail can be achieved as shown in
the photo.

PRODUCT CARE: Raw doors should be final sanded and
sealed before installation (By Others). Please refer to the
timber maintenance and care guide for further information.
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This is the Ply and Batten door design. Ply is fixed to a Black
powder coated frame and 12mmx90mm thick cedar border.
We use 9mm thick Exterior Marine Grade Ply.

Ply is a natural product that has colour and grain variation.

PRODUCT CARE: Raw doors should be final sanded and
sealed before installation (By Others). Please refer to the
timber maintenance and care guide for further information.
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This is the Alipanel door design. Aluminum composite is
fixed to a Black powder coated frame with a 10mm negative
detail. We use a (4mm mineral filled Polyethylene core with
a 3003-aluminum alloy skin) aluminum composite.

We offer 4 standard colours (Black, White, Silver Metallic &
Monument) maximum 3000mm wide panel. Maximum four
wide patterns. Additional patterns and frame colours are POA.
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This is the Horizontal 40mm or 65mm Cedar Batten door
design. 40mm or 65mm Western Red Cedar battens are
fixed to a Black powder coated frame.

We use an A-Grade 18mm thick Western Red Cedar that is
hand selected for quality assurance. Cedar is a natural
product that has colour and grain variation.

PRODUCT CARE: Raw doors should be final sanded and
sealed before installation (By Others).
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This is the Vertical 40mm or 65mm Cedar Batten door
design. 40mm or 65mm Western Red Cedar battens are
fixed to a Black powder coated frame.

We use an A-Grade 18mm thick Western Red Cedar that is
hand selected for quality assurance. Cedar is a natural
product that has colour and grain variation.

PRODUCT CARE: Raw doors should be final sanded and
sealed before installation (By Others)
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This is a vertical 81x26mm Western Red Cedar Screen Clad.
This style is available in Screen Clad or Castellations profile
in either 18mm or 26mm thick. The timber is fixed to a
black powder coated frame.

We use A-Grade 18mm or 26mm thick Western Red Cedar
that is hand selected for quality assurance. Cedar is a
natural product that has colour and grain variation.

PRODUCT CARE: Raw doors should be final sanded and
sealed before installation (By Others)
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This is a vertical 65mmx16mm Knotwood Aluminium Batten
garage door fixed to a Black powder coated frame.

We can use most brands of Aluminium battens - Knotwood,
Decowood etc generally on Ali composite backing.

Our standard Ali Composite backing comes in four colours
Black-White, Silver-Monument.
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This is a PVC Garage door in a Hamptons style four fixed to a
black powder coated frame. We can achieve most designs
with PVC including all our Hampton’s styles.

This Cellular PVC Product can be left raw for minimal
maintenance or painted using premium exterior grade acrylic
paints with a LRV (light reflective value) of 50 units or greater.

It is not recommended to paint any Cellular PVC product
exposed to sunlight a dark colour. We use a high-quality UV
Stable Cellular PVC.




/=

-

I (CH FC

A3 LCUALIVIRICICTITE Il

This is Alu Selekta Castellation Screenclad. It is made
from highly durable aluminium with design features
inspired from our Castellation series.

This timber-look non-combustible cladding is
eco-friendly, low maintenance and incredibly
durable. Alu Castellation will be fixed to our Black
powder coated frame.

Alu Castellation comes in 8 colours
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® Black fully powder coated aluminium extruded
frame, trusses, tracks and hardware

® 15mm thick A-Grade Western Red Cedar cladding

® Exceptional Customer Service & Top-quality
precision craftsmanship

® Custom built your specific requirements

® 4Year Structural Warranty
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