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Front Range Precast Concrete, Inc.
5901 Dexter Street, Unit 102, Commerce City, CO 80022

Phone (303) 442-3207 - (800) 783-3207 - Fax (303) 442-3209
www.flxx.com

R
WATERTIGHT

R R

2000 Gal. Three Compartment Tank Enclosure for MicroFAST   0.625L / EffluentR

Note: N.T.S.

Part # Capacities Approximate Weights
Tank

(gallons)

11,690 lbs 5,145 lbs 19,055 lbs

Lid Total

2,220 lbs

Baffle WallsBA
Lift Station
Chamber

490 Gal.580 930PCA-001-265

Total Capacity: 2000 gallons

Outlet

· Monolithic tank meets ASTM C-1227 Spec. for water and wastewater structures.
· Butyl rubber sealant meets Fed. Spec. SS-S-210A.  (Provided with tank)
· All plumbing shown in diagram is 4" SDR 35. (Provided with tank)
· Follow standard practice for installation of underground precast concrete

structures. (See page 2 for ASTM C-891 Summary)
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AX20RT - 1000 gal. Primary Tank
AX25RT - 1500 gal. Primary Tank
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AdvanTex   AX-RT Treatment System
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Components
Description

Recirc transfer line
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Recirc/blend chamber

Recirc pumping sistem

Manifold and spin nozzles

Treatment media

Tank baffle

Recirc return valve

Recirc/filtrate chamber

Discharge pumping system

Outlet

Splice box

Inlet
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Passive air vent

Control panel

Control Panel Detail

Nominal Dimensions
Length, in. (mm) 102 (2591)
Width, in. (mm) 62 (1575)
Height, in. (mm) 72 (1829)
Overall unit footprint, Ft  (m ) 44 (4.11)
Visible footprint after installation, ft  (m ) 20 (1.86)
Lid insulation value R-6 (RSI-1.1)

Dry Weight AX20-RT AX25-RT
Gravity discharge model, lb (kg) 883 (400) 908 (412)
Pump discharge model, lb (kg) 923 (419) 948 (430)

Specifications

(Recommended minimum, Alternate available per specification design)
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Biotube
effluent filter
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