Parker’s GlobalCore 722 Hose provides 4,000 psi (28 MPa) constant working pressure in sizes -6 through -16. Designed for high-pressure, high-impulse applications, 722 Hose delivers maximum performance and efficiency. The 4-spiral construction of 722 Hose ensures ease of installation while reducing the amount of hose needed for your application.

- ½ ISO 18752 minimum bend radius
- Exceeds ISO 18752 performance specification (BC and CC)
- 4-spiral construction for longer life in high-impulse, heavy-duty cycle applications
- TC cover provides 80 times and ST cover 450 times abrasion resistance when compared to standard covers

### Performance

#### 722 Hydraulic – Constant Working Pressure

**ISO 18752**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Standard Cover</th>
<th>Tough Cover</th>
<th>Super Tough</th>
<th>Hose I.D.</th>
<th>Hose O.D.</th>
<th>Working Pressure</th>
<th>Minimum Bend Radius</th>
<th>Weight</th>
<th>Parkrimp</th>
</tr>
</thead>
<tbody>
<tr>
<td>722-6</td>
<td>BC</td>
<td>CC</td>
<td>CC</td>
<td>3/8</td>
<td>10</td>
<td>0.78</td>
<td>19,9</td>
<td>4000</td>
<td>28,0</td>
</tr>
<tr>
<td>722-8</td>
<td>BC</td>
<td>CC</td>
<td>CC</td>
<td>1/2</td>
<td>12,5</td>
<td>0.89</td>
<td>22,7</td>
<td>4000</td>
<td>28,0</td>
</tr>
<tr>
<td>722-10</td>
<td>BC</td>
<td>CC</td>
<td>CC</td>
<td>5/8</td>
<td>16</td>
<td>1.04</td>
<td>26,4</td>
<td>4000</td>
<td>28,0</td>
</tr>
<tr>
<td>722-12</td>
<td>BC</td>
<td>CC</td>
<td>CC</td>
<td>3/4</td>
<td>19</td>
<td>1.21</td>
<td>30,7</td>
<td>4000</td>
<td>28,0</td>
</tr>
<tr>
<td>722-16</td>
<td>BC</td>
<td>CC</td>
<td>CC</td>
<td>1</td>
<td>25</td>
<td>1.50</td>
<td>37,8</td>
<td>4000</td>
<td>28,0</td>
</tr>
</tbody>
</table>

**Application:** Petroleum base hydraulic fluids and lubricating oils.

**Inner Tube:** Synthetic rubber.

**Reinforcement:** Four-spiral steel wire.

**Cover:** Standard Cover: Synthetic rubber.

- Tough Cover: Synthetic rubber abrasion resistant.
- Super Tough Cover: Synthetic rubber super abrasion resistant.

**Fittings:** 43 Series - pg. B-27.

**Temperature Range:** Standard Cover: -40°F to +212°F (-40°C to +100°C) - BC.

- Tough Cover & Super Tough Cover: -40°F to +257°F (-40°C to +125°C).

**WARNING:** This product can expose you to chemicals including Carbon Black, which is known to the State of California to cause cancer. For more information go to www.p65warnings.ca.gov.