Mult Chef

A Product of

Daily
Cleaning
Guide

*For the MultiChef XS & MultiChef XLT*



Daily Cleaning Guide

For assistance use the Digital Daily
Cleaning Guide, accessible through
the Options screen. Click on the
Options icon =, then press the
button & | and follow the steps on
the screen carefully.

Step One

Open the oven door and wait for the
temperature to drop to 150°F. Once
cooled, you may proceed by clicking on
the arrow: wp

Step Two

Remove the cook rack and bottom jet
plate and place in the sink. Proceed by
clicking on the arrow: wp
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REMOVE THE COOK
RACKAND BOTTOM
JET PLATE AND PLACE
IN THE SINK




Step Three

Apply the MultiChef Oven Cleaner APPLY OVEN CLEANER
. . TO THE COOKING RACK

(available at shop.mtiproducts.com) AND JET PLATE,

ALLOW TO STAND

to the cooking rack and jet plate,
allow to stand. Proceed by clicking on
the arrow: =

Step Four
APPLY OVEN CLEANER
TO CAVITY WALLS AND
. DOOR, LET STAND FOR
Apply the Oven Cleaner to cavity walls 5 MINUTES
: Gl )
and door, let stand for 5 minutes. 4min 3
Proceed by clicking on the arrow: wp @« » ]
Step Five
USE A NON-ABRASIVE
. SCRUB PAD TO LOOSEN
Use a non-abrasive scrub pad to loosen ANY STUBBORN STAINS

IF NECESSARY
any stubborn stains if necessary.

Proceed by clicking on the arrow: wp




Step Six

Wipe/Rinse the cavity with a wet towel,
removing cleaner and debris. Proceed by
clicking on the arrow: =

Step Seven

Dry the oven cavity with a towel.
Proceed by clicking on the arrow: =)

Step Eight

Use a non-abrasive scrub pad to loosen
any stubborn stains on the cook rack and
jet plate if necessary. Proceed by clicking
on the arrow: =

WIPE/RINSE THE
CAVITY WITH AWET
TOWEL REMOVING

CLEANER AND DEBRIS

DRY THE OVEN CAVITY
WITH ATOWEL

USE A NON-ABRASIVE
SCRUB PAD TO LOOSEN
ANY STUBBORN STAINS
ON THE COOK RACKAND
JET PLATE IF NECESSARY




Step Nine

CHECK THE CATALYTIC
CONVERTER POSITION

Check the Catalytic Converter position

Step Ten

RINSE AND DRY RACK
AND PLATE, RE-INSTALL

Rinse and dry rack and plate, re-install THEM INTO THE
OVEN CAVITY
them into the oven cavity.

Step Eleven

CLEANING COMPLETE

Cleaning complete.

Attention
The MultiChef Cleaning process should be completed daily. Failure to
follow this guideline may affect the service life adversely.
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