PEAV

HDGS (EuLend)

Heavy Duty Galvanised Str-ap The HDGS is a heavy duty traditional strap.

Features & Benefits
— Typically used for lateral restraint.

Material Specification
— 27 x 4mm Galvanised mild steel - Z275

Fixings
To be specified by building designer

Dimensions (mm)

6mm O holes spaced at 25mm centres
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Available Sizes

FLAT STRAP BENT STRAP TWIST STRAP

o o
O o
o F o
° 0
° o
Q
° 00
N
Product Code ‘ F (mm) Product Code ‘ F (mm) ‘ B (mm) Product Code ‘ F (mm) ‘ B (mm)
HDGS-450-F 450 HDGS-500-100-B 500 100 HDGS-800-100-T 800 100
HDGS-600-F 600 HDGS-800-100-B 800 100
HDGS-900-F 900 HDGS-900-100-B 900 100
HDGS-1000-F 1000 HDGS-1100-100-B 1100 100
HDGS-1200-F 1200 HDGS-1200-100-B 1200 100
HDGS-1500-F 1500 HDGS-1450-150-B 1450 150
HDGS-1600-F 1600 HDGS-1500-100-B 1500 100
HDGS-2000-F 2000 HDGS-1900-100-B 1900 100
Load Data

Provides a minimum load requirement of 8kN per strap at 2m centres to meet BS EN845-1

Fixings
Performance J Characteristic Tensile Capacity (kN)
(3.4 x 35mm)

Built into 3.5N/mm? block work & nailed to min C16 grade timber* 8No 10.5
Flat Strap n/a 25.2

*Full storey of block work required above the strap to meet performance.




