
                                    
Schedule 40 - White and Grey 

  

 

Schedule 80 - Grey 

 
 
                      
                    Size 

 
 
 
                  Mean OD 

 
 
 
                    Mean ID 

    
 
 
                     t (min 

 
    
        
    Weight 

   

  Pressure           

    Rating 

in mm in mm in mm in mm lb/ft psi 

yy 12 0,839 21,30 0,525 13,34 0,146 3,72 0,220 850 

3/4" 20 1,051 26,70 0,724 18,38 0,154 3,90 0,290 690 

1" 25 1,315 33,40 0,936 23,78 0,179 4,54 0,420 630 

1W" 32 1,659 42,15 1,255 31,87 0,191 4,84 0,580 520 

1y" 40 1,900 48,25 1,476 37,49 0,200 5,08 0,686 470 

2" 50 2,376 60,35 1,914 48,61 0,218 5,54 0,949 400 

2y" 65 2,874 73,00 2,290 58,16 0,276 7,00 1,415 425 

3" 75 3,500 88,90 2,864 72,74 0,300 7,62 1,940 370 

4" 100 4,500 114,30 3,786 96,16 0,337 8,56 2,830 320 

6" 150 6,626 168,30 5,713 145,10 0,433 11,00 5,421 280 

8" 200 8,624 219,05 7,570 192,27 0,500 12,70 8,320 250 

10" 250 10,750 273,05 9,503 241,37 0,594 15,10 12,350 230 

12" 300 12,752 323,90 11,313 287,36 0,685 17,40 16,980 230 

 

 

Additional sizes available upon request 

*Weights are approximate. Note: Custom fabricated pipe is available. 
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1W" 32 1,659 42,15 1,255 31,87 0,191 4,84 0,580 520 
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Typical Applications 

Schedule pipe can be installed in a variety of industrial, commercial and residential projects. Typical applications 

include manufacturing plant water supply and recirculation, chemical processing, heating and cooling systems, 

skating rinks and pools, aquaculture and irrigation, and product distribution in food and beverage processing 

operations. It should not be used with compressed air or gas. 

Mechanical and Physical Properties 

 Schedule 40/80 PVC Pressure Pipe is cell classification 12454-B conforming to ASTM compound specification D 

1784. 

Flame Spread Resistance 

PVC pipe is difficult to ignite and will not support combustion in the absence of an external source. 

Maximum Service Temperature 

PVC safely withstands service temperatures up to 140°F (60°C). 

Impact 

In accordance with CSA B 137.3, industrial pipe will not split or crack during impact tests performed at 32°F (0°C). 

 

Flattening 

  Industrial pipe can withstand a compression of 95% of its original O.D. without splitting or breaking. 

Extrusion Quality 

Average outside diameter, out-of-roundness, wall thickness and bell dimensions are measured hourly to ensure 

extrusion quality conforms to standard. 

Fusion 

Industrial PVC pipe shows no visible sign of flaking or cracking when immersed in anhydrous acetone for 20 minutes. 

Standards 

Schedule 40 & 80 pipes meets or exceeds the following standards: 

■ CSA B 137.3: Rigid PVC Pipe for Pressure Application. 

■ ASTM D 2855: Making Solvent- Cemented Joints with PVC Pipe and fittings. 

■ ASTM D 1785: PVC Pipe Schedule 40, 80 and 120 

NSF61: Plastic Piping System Components and Related Materials. 

 

Controls and Standards 


