
Length Mass metres Length Mass metres Length Mass

metres kg/m per/t metres kg/m per/t metres kg/m

4.00 0.080 3125.0 4.00 2.870 87.1 4.00 14.177

4.00 0.142 1760.6 4.00 2.890 86.5 4.00 17.943

4.00 0.225 1111.1 4.00 3.369 74.2 4.00 22.152

4.00 0.333 750.8 4.00 3.640 68.7 4.00 26.804

4.00 0.567 440.9 4.00 3.908 64.0 4.00 32.500

4.00 0.886 282.2 4.00 4.500 55.6 4.00 37.437

4.00 1.450 172.4 4.00 5.538 45.1 4.00 43.410

4.00 1.615 154.8 4.00 6.701 37.3 4.00 50.020

4.00 2.233 112.0 4.00 9.359 26.7 4.00 56.709

4.00 2.370 105.5 4.00 10.854 23.0 4.00 69.500

4.00 2.412 103.6 4.00 12.461 20.1 4.00 92.760

Length Mass metres Length Mass metres Length Mass

metres kg/m per/t metres kg/m per/t metres kg/m

4.00 0.100 2500.0 4.00 0.65 384.6 4.00 4.32

4.00 0.27 925.9 4.00 1.08 231.5 4.00 6.75

4.00 0.39 641.0 4.00 1.69 147.9 4.00 11.41

Length Mass metres Length Mass metres Length Mass

metres kg/m per/t metres kg/m per/t metres kg/m

6.500 0.180 854.7 6.500 0.900 170.9 6.500 1.082

6.500 0.240 641.0 6.500 0.900 170.9 6.500 0.988

6.500 0.250 615.4 6.500 0.520 295.9 6.500 1.450

6.500 0.500 307.7 6.500 0.940 163.7 6.500 2.330

6.500 0.330 466.2 6.500 2.000 76.9 6.500 0.988

6.500 0.560 274.7 6.500 1.150 133.8 6.500 1.960

6.500 0.420 366.3 6.500 3.000 51.3 6.500 3.000

6.500 0.740 207.9 6.500 0.660 233.1 6.500 2.480

6.500 0.900 170.9 6.500 0.817 188.3 6.500 5.277

6.500 0.900 170.9 6.500 1.200 128.2 6.500 3.760

6.500 0.520 295.9 6.500 1.560 98.6

6.500 0.940 163.7 6.500 2.240 68.7

Tensile Strength (Mpa) UNS Al Si Fe

Density. A96060 Min 0.3 0.100

Max 0.6 0.300
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mm x mm mm x mm mm x mm

Metric Size

6

10

12

32 x 1.6

10 x 1.2

10 x 1.6

12 x 1.6

16 x 1.6

19 x 1.2

19.04 x 1.65

60 x 2.0

20 x 1.6

20 x 3.0

150

160

Metric Size

mm

Metric Size

mm

Metric Size metres

per/t

80

90

100

110

120

130

140

200

6

8

10

35

36

39

All details are correct at time of printing No responsibility can be taken for incorrect data.

16

20

25

12

16

20 45

50

55

40

50

65

Metric Size

180

Metric Size

Metric Size Metric Size Metric Size

mm mm

mm mm

All details are correct at time of printing No responsibility can be taken for incorrect data.

25

27

31

32

33

40

42

17.6

65

5.0

4.4

3.670

75

fabrications. Heat sink, trucking and transport, furniture and office equipment.

Notes.

40 x 1.6

40 x 3.0

48 x 1.6

48 x 3.0

48 x 4.5

50 x 3.0

50 x 2.0

60 x 3.0

No responsibility can be taken for incorrect data.

All details are correct at time of printing

Architectural and Geometric Sections used for window frames, doors, fences frames and general 

80 x 2.0

80 x 3.0

88.9 x 5.33

100 x 3.050 x 1.6

BS
Rema

inder

Aluminium Alloy 6060 is a medium strength 

heat treatable alloy with good corrosion 

25 x 3.0

101.6 x 6.35

resistance and very good weldability. 

Commonly used for extrusions and sections. Can be anodized readily and has a very good response 

to being anodized. While it has good weathering capabilities it is not recommended for marine 

applications without further treatment.

Applications.

185 @ T5

2700 kg/m³

Characteristics.

Description.

50 x 6.0

25 x 1.6

150 x 3.0

32 x 3.0

50 x 4.0

6060 Aluminium.

Mg

0.350

0.600

ASTM DIN

metres

per/t

155.7

106.1

66.0

155.7

78.5

51.3

38.1 x 2.0

38.1 x 3.25

60 x 5.0

Specification: Grade 2011.     

Specification: Grade 2011.     

Specification: Grade 6060 T5.     

50.8 x 2.64 142.2

62.0

29.2

40.9

Equivalents. Chemical Analysis (%).

2.7

Aluminium - Squares.

Aluminium - Round Tubes.

metres

per/t

57.9

37.0

21.9

13.9

11.3

9.3

7.7

6.7

5.8

nk, ing sport,  equip



Mass Length metres Size Mass Length

kg/m m per/t mm x mm x mm kg/m m

0.190 6.500 809.7 40 x 40 x 1.6 0.666 6.500

0.230 6.500 668.9 40 x 40 x 2.5 1.010 6.500

0.270 6.500 569.8 40 x 40 x 3.0 1.190 6.500

0.470 6.500 327.3 44 x 44 x 2.5 2.000 6.500

0.565 6.500 272.3 50 x 50 x 1.6 0.837 6.500

0.370 6.500 415.8 50 x 50 x 2.0 1.040 6.500

0.410 6.500 375.2 50 x 50 x 2.5 1.280 6.500

0.710 6.500 216.7 50 x 50 x 3.0 1.520 6.500

0.650 6.500 236.7 75 x 75 x 3.0 2.341 6.500

0.940 6.500 163.7 100 x100 x 3.0 3.150 6.500

0.610 6.500 252.2

0.780 6.500 197.2

0.962 6.500 159.9 100 x100 x 6.35 5.860 6.500

1.200 6.500 128.2 75 x 75 x 6.35 7.000 6.500

Aluminium - Rectangular Section Tubes.

Mass Length metres Size Mass Length

kg/m m per/t mm x mm x mm kg/m m

0.472 6.500 325.9 80 x 40 x1.6 1.013 6.500

0.285 6.500 539.8 80 x 40 x 3.0 1.850 6.500

0.880 6.500 174.8 80 x 50 x 3.0 2.010 6.500

0.830 6.500 185.4 100 x 25 x 2.5 1.620 6.500

0.339 6.500 453.8 100 x 40 x 3.0 2.170 6.500

0.949 6.500 162.1 100 x 50 x 1.6 1.273 6.500

1.120 6.500 137.4 100 x 50 x 3.0 2.340 6.500

1.360 6.500 113.1 125 x 25 x 3.0 3.300 6.500

1.520 6.500 101.2 125 x 40 x 3.0 2.580 6.500

1.690 6.500 91.0 125 x 50 x 3.0 2.740 6.500

0.478 6.500 321.9 150 x 50 x 3.0 3.150 6.500

2.080 6.500 74.0 200 x 50 x 3.0 4.120 6.500

1.600 6.500 96.2 250 x 50 x 3.0 4.760 6.500

Mass Length metres Size Mass Length

kg/m m per/t mm x mm x mm kg/m m

0.120 6.500 1282.1 25 x 40 x 3.0 0.800 6.500

0.140 6.500 1098.9 32 x 16 x 1.6 0.310 6.500

0.140 6.500 1098.9 32 x 25 x 3.0 0.620 6.500

0.320 6.500 480.8 40 x 20 x 2.0 0.410 6.500

0.160 6.500 961.5 40 x 20 x 3.0 0.600 6.500

0.200 6.500 769.2 40 x 25 x 3.0 0.680 6.500

0.320 6.500 480.8 40 x 40 x 3.0 0.760 6.500

0.210 6.500 732.6 50 x 25 x 3.0 0.760 6.500

0.250 6.500 615.4 50 x 50 x 3.0 1.170 6.500

0.440 6.500 349.7 60 x 32 x 3.0 0.960 6.500

0.350 6.500 439.6 80 x 25 x 3.0 1.010 6.500

0.270 6.500 569.8 80 x 40 x 4.0 1.650 6.500

0.410 6.500 375.2 100 x 25 x 3.0 1.170 6.500

0.310 6.500 496.3 100 x 40 x 3.0 1.410 6.500

0.560 6.500 274.7 100 x 50 x 3.0 1.570 6.500
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152.3

93.2

131.5

109.1

98.0

226.2

202.4

202.4

131.5

160.3

192.3

496.3

248.1

375.2

256.4

25 x 12 x 3.0

25 x 20 x 1.6

25 x 20 x 2.5

25 x 25 x 1.6

25 x 25 x 3.0

16 x 16 x 1.6

16 x 16 x 3.0

20 x 16 x 1.6

20 x 20 x 1.6

20 x 20 x 3.0

10 x 10 x 1.6

10 x 12 x 1.6

12 x 12 x 1.6

12 x 20 x 2.5

16 x 12 x 1.6

Specification: Grade 6060 T5.     

Specification: Grade 6060 T5.     

Specification: Grade 6060 T5.     

mm x mm x mm

Size metres

per/t

Aluminium - Channels.

80 x 25 x 3.0

151.9

83.2

76.5

95.0

70.9

120.9

65.7

32.3

50 x 40 x 3.0

60 x 40 x 3.0

60 x 50 x 3.0

70 x 40 x 1.6

75 x 50 x 3.0

46.6

59.6

56.1

48.8

37.3

40 x 20 x 3.0

40 x 25 x 2.5

50 x 10 x 1.1

50 x 25 x 2.5

50 x 25 x 3.0

38 x 38 x 3.0

Size

mm x mm x mm

38 x 25 x 1.6

40 x 10 x 1.1

32 x 32 x 2.0

32 x 32 x 3.0

38 x 38 x 1.6

38 x 38 x 2.0

38 x 38 x 2.5

20 x 20 x 2.5

20 x 20 x 3.0

25 x 25 x 1.2

25 x 25 x 1.6

25 x 25 x 3.0

Size

mm x mm x mm

12 x 12 x 1.6

16 x 16 x 1.6

20 x 20 x 1.6

101.2

65.7

48.8

metres

per/t

26.3

22.0

Aluminium Square Tube - Radius Corners.

76.9

183.8

147.9

120.2

metres

per/t

231.0

152.3

129.3



Size Grade Finish Length-mm Mass kg/ln

39.00 T6 Mill Finish 3600 12.085

42.00 T6 Mill Finish 3600 14.634

45.00 T6 Mill Finish 3600 15.458

50.00 T6 Mill Finish 3600 19.084

55.00 T6 Mill Finish 1800 11.547

60.00 T6 Mill Finish 1800 13.741

65.00 T6 Mill Finish 1800 16.126

70.00 T6 Mill Finish 1800 18.704

75.00 T6 Mill Finish 1800 22.345

80.00 T6 Mill Finish 1500 21.127

90.00 T6 Mill Finish 1500 26.786

100.00 T6 Mill Finish 1500 31.809

110.00 T6 Mill Finish 1500 40.541

130.00 T6 Mill Finish 1500 55.556

140.00 T6 Mill Finish 1500 65.217

150.00 T6 Mill Finish 1500 75.000

160.00 T6 Mill Finish 1500 83.333

210.00 T6 Mill Finish 1500 146.540

Size t Mass kg/sh Mass kg/sh Mass kg/sh

mm mm 304 2B 304 No4 PVC 316 2B

1219 x 2438 0.55 n/a 13.366 n/a

1219 x 2438 0.70 n/a 17.011 n/a

1219 x 2438 0.90 21.871 21.871 n/a

1219 x 2438 1.20 29.162 29.162 29.16

1219 x 2438 1.50 36.452 36.452 35.86

1219 x 2438 2.00 48.603 n/a 48.60

1500 x 3000 2.00 74.745 n/a 74.75

1219 x 2438 2.50 61.697 n/a n/a

1219 x 2438 3.00 72.904 n/a n/a

1500 x 3000 3.00 112.095 n/a n/a

1500 x 3000 5.00 186.750 n/a n/a

1500 x 3000 6.00 224.100 n/a n/a
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Details courtesy of local suppliers.

of chlorine and hygienic surfaces.

Not a stocked item at all locations.

Grade 316

Grade 316 is a member of the 18/8 

chromium nickel group of austenitic

stainless steels for use in high areas

Machining - Excellent.

Some items may come from a mill rolling.

Welding (Argon) - Poor.

Specifications indicated - Stainless Steel Sheets & Plates.     

Specification- Aluminium Round Machining Rod - Alloy 2011.     

Alloys uses and notes.

for high speed machining.

Forming - Poor.

Grade 2011

Corrosion resistance - Poor.

A strong alloy specially developed

Not all sizes available ex stock.

Used for parts produced on

repetition machines.

Anodising - Poor.

steel with excellent strength, toughness,

Details courtesy of Capral Aluminium.

fabrication features and weld ability.

This is an austenitic, corrosion resistant

Alloys and Uses.

Grade 304 

Aluminium Round - Machining Rods.

Stainless Steel Sheets - T304, T304 2B & 316 2B.


