STONE SPIDER

Hydraulic crawler drill

Weight
Turning superstructure
Speedmax

Rock drill
Model

Drill rods

Borehole size
Percussion Pressuremax
Percussion Powermax
Torquemax

Flushing

Weight

Feeding device
Model

Feed length
Travel lengthmax
Startermax
Cylinder feed
Drill clamps
Hose reel

Feed beam zoom
Side tilt angle (x)
Vertical tilt angle (y)

Boom

Type

Length (Reach)
Working area

STONE
POWER

14 500 kg (31 967 lbs)
350°
3,0 km/h

Montabert HC95 /
HC109

T38 / T45
45-89 mm
200 /140 bar
21 /19 kw
430-880 Nm
Air / Water

185 / 170 kg
(408 / 375 Ibs)

CF4900
5500 mm
4 050 mm
49 m
Standard
Standard
Standard
1300 mm
+180°
125°

Articulated boom
5,5m (16.4 pi)
130 m?2 (1 399 pi?)

Boom swing
Rotator
Horizontal drilling

Undercarriage
Track type
Track width

Ground clearancemin

Track oscillation
Tramming force

Turnable Superstructure lock

Engine

Tilt anglemax

Number of cylinders

Engine power

Fuel tank volume
Eco system

Pump
Pump

Compressor
Model

Capacity at 7 barg
Pressure
Filters

+40°
360°
Left and Right

Bergo 6
310 mm
300 mm
+12°
120kN
Standard

Cummins B6.7

EU Stage V

30°

6

234 HP@2500 rpm
175 kW

500 |

Standard — DOC, DPF

3LS

Gardner Denver/
Tempest 12
1,1-7,3 m3/min
3-14 bar

1 cyclone

1 paper

1 safety

Solution Mécanique Diésel
418-836-0101
www.mecanique-diesel.ca

Dust collector

Filter type
Number of filters

Hydraulic system
Driving, boom, drilling
Filters

Cooling capacity Tamb
Hydraulic oil tank volume
Shank lubricator

Control system

Remote control
Anti-jamming automation
Voltage

Options

Electric fuel pump
Water flushing kit

L5 navigation system

Supplementary fuel-
operated heater

Lubrication system

Drill steel grinder
GPS-level
GNSS-compass

Stonepower
DC16-600

AFA 611
16

LS controlled

2 pressure
2 return

< +50°
300 |
Stonepower

HBC Radiomatic
PLVC controlled
24Vpc

Stonepower
Carlson

Webasto

SKF Multilube or
Lincoln

Dynaset
Transtronic
Transtronic

SOLUTION
Mecanique Diesel




StonePower Spider

@ 5500
@ 14 000

5800

6600

2950

7500

4020




