STONE TERMITE

Hydraulic crawler drill

Weight
Speedmax

Rock drill
Model
Drill rods

Borehole size
Percussion Pressuremax
Percussion Powermax
Torquemax

Flushing

Weight

Feeding device
Model

Feed length
Travel lengthmax
Startermax

Chain feeding
Drill clamps

Feed beam zoom
Side tilt angle
Vertical tilt angle

Boom

Type

Length (Reach)
Working area

STONE
POWER

6 150 kg (13 558 Ibs)
3,0 km/h

Montabert HC25 +

H25/R28/R32
/R38/T38

32-64 mm
150 / 140bar
8 kW

401Nm

Air / Water

71 kg (157 Ibs)

CF4000
5000 mm
3300 mm
4,3/3,7m
Standard
Standard
1300 mm
+180°
125°

Articulated boom
4,5 m (13.1 pi)
41 m? (441.32 pi?)

Boom swing
Rotator
Horizontal drilling

Undercarriage
Track type

Track width
Ground clearance
Track oscillation

Engine

Tilt angle
Number of cylinders
Engine power

Fuel tank volume
Eco system

Pump
Pump

Compressor
Model
Air capacity

Capacity at 7 barg
Working Pressuremax
Filters

270°
360°
Left and Right

ITR

300 mm
300 mm
+12°

Cummins B4.5 130
EU Stage V

30°

4

154 HP@2000 rpm
115 kW

90|

Standard

HAWE V60N-130
1LS

VMC
Pack smart V75B
0,65-2,1 m3/min

1,1-7,3 m3 / min
8 bar

1 cyclone

1 paper

1 safety
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Dust collector StonePower

DC9-300
Filter type AFA 311
Number of filters 9

Hydraulic system

Driving, boom, drilling LS controlled

Filters 1 pressure
1 return

Cooling capacity Tamb < +50°

Hydraulic oil tank

volume 150 |

Shank lubricator StonePower

Control system

Remote control HBC

Anti-jamming

automation PLVC controlled
Voltage 24V
Options

Electric fuel pump
Automatic feed angle

adjusting system StonePower

Water flushing kit StonePower

Supplementary fuel-

operated heater Webasto

Lubrication system SKF Multilube or
Lincoln P203

Drill steel grinder Dynaset
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