
GARANZIA DI QUALITÀ 
LAVORAZIONE DEL PRODOTTO A MANO

COLORI PESI E MISURE sono da conside-
rarsi prettamente indicativi.

Pesi e misure potranno subire variazioni 
di circa 1% +/- sulle misure indicate nei 
cataloghi dovute ad usura stampi o mo-
difiche delle caratteristiche tecniche, rela-
tive alle materie prime che compongono 
l’impasto.

La garanzia riguarda soltanto i prodot-
ti ceramici, qualora vengano riscontrati 
difetti estetici, dimensionali o funzionali, 
causati da errori di produzione verificati e 
confermati con il nostro staff tecnico e di 
post vendita.
La garanzia decorre dalla data di acquisto 
del cliente finale, dimostrata con regolari 
documenti fiscali.

WARRANTY
HANDMADE PRODUCTION

COLORS, SIZES AND WEIGHT are indica-
tive only. 

Weight and dimensions indicated could 
undergo a variation of about 1% on the 
measurements indicated in the catalogs 
due to the wear of the molds or to small 
variations of raw materials technical cha-
racteristics on the mixture.

The warranty is just for the ceramic pro-
ducts, on which have been found esthe-
tical, dimensional and functional defects, 
caused by a wrong production, verified 
and confirmed by our technical staff for 
the after sales assistance. The warran-
ty begins from the purchase date of the 
product by the final client, demonstrated 
with regular fiscal document. 

OLYMPIA CERAMICA:
UN’INDUSTRIA 
ITALIANA PER
UN MERCATO 
MONDIALE
OLYMPIA CERAMICA, con uno stabili-
mento che sorge su un’area di 40.000 
mq., produce sanitari per stanze da ba-
gno fin dal 1979. La produzione ha uno 
standard qualitativo, valido per tutti i mo-
delli, molto elevato.
Le materie prime sono le più selezionate 
offerte dal mercato.
I prodotti in vitreous-china (wc, bidet, la-
vabi, colonne) o fine fire-clay (lavatoi e 
piatti doccia), sono cotti in forno alla tem-
peratura di 1280° C.
Gli smalti sono particolarmente curati, re-
sistenti e brillanti e i colori sono omoge-
nei e costanti nel tempo. I prodotti sono 
ergonomicamente e funzionalmente va-
lidi, conformi ai più elevati standard di 
qualità vigenti negli oltre 40 Paesi in cui 
OLYMPIA è presente sul mercato.

OLYMPIA CERAMICA: 
AN ITALIAN 
BRAND FOR A 
WORLDWIDE
MARKET
OLYMPIA CERAMICA S.R.L. is a Company 
that produces porcelain for sanitary use 
since 1979. The production has a quali-
tative standard, valid for all models, very 
elevated. The products in vitreous-china 
(wc, bidet, washbasin, pedestal) or fine 
fire-clay (sinks & shower trays) are fired 
in an oven a the temperature of 1280° de-
grees. The enamels are particulary good, 
strong and shining and the colours are 
very homogeneous and costant. OLYM-
PIA CERAMICA S.R.L. produces many dif-
ferent ranges and many solutions for the 
bathroom to satisfy the needs of the 40 
countries in which Olympia is present on 
the market. The factory of OLYMPIA CE-
RAMICA S.R.L. is in a site of 40.000 sqm, 
in Corchiano (VT) Italy. The worker have 
an excellent level of specialization.

OLY-CER - 
PORCELLANA 
SANITARIA PER 
SANITARI
Miscela di argilla bianca, caolino, quarzo 
e feldspato accuratamente selezionati, i 
migliori reperibili sul mercato. La miscela 
viene lavorata fino ad assumere la consi-
stenza di massa ceramica atta a formare 
il corpo del manufatto. Il manufatto vie-
ne smaltato a crudo e sottoposto a mo-
nocottura in forni fino a raggiungere una 
temperatura di 1250°C. Dopo la cottu-
ra la massa ceramica si presenta bianca 
compatta, con un assorbimento inferiore 
a 0,5%, inattaccabile dagli acidi e dagli 
alcali, secondo le vigenti normative UNI. 
Nel corso della fase produttiva tutti i sa-
nitari Olympia sono sottoposti a control-
li sulla lavorazione degli impasti e degli 
smalti, sulla regolarità di formatura, sulla 
funzionalità e sulla robustezza (con prove 
di carico fino a 150 kg. per i lavabi e fino 
a 400 kg. per vasi e bidet). Lo SMALTO 
OLY-SMALT è costituito da caolino, quar-
zo, feldspato, silicato di zirconio e ossido 
di stagno. Durante la fase di monocottura 
fa unico corpo con il supporto ceramico 
del singolo apparecchio sanitario. Se co-
lorato, contiene ossidi metallici e pigmen-
ti. OLY-CLAY - Gres fine porcellanato (fine 
fire-clay) per lavabi arredo e piatti doccia.
Miscela di chamotte, argilla bianca, cao-
lino, quarzo e feldspato accuratamente 
selezionati, i migliori reperibili sul merca-
to. La miscela viene lavorata fino ad as-
sumere la consistenza di massa ceramica 
atta a formare il corpo del manufatto. Il 
manufatto viene ingobbiato poi smalta-
to a crudo e sottoposto a monocottura 
in forni fino a raggiungere una tempera-
tura di 1250°C. Dopo la cottura la massa 
ceramica si presenta a grana media fine, 
con un assorbimento inferiore al 9%. L’IN-
GOBBIO ha gli stessi componenti usati 
per la massa ceramica. Lo SMALTO OLY-
SMALT è lo stesso usato per la porcellana 
sanitaria e la Garanzia di 10 anni.

OLY-CER – 
VITREOUS CHINA
FOR SANITARY
WARES
It’s a mixture composed by white clay, 
kaolin, quartz and feldspar, accurately se-
lected between the best available in the 
market. The mixture is treated until it will 
assume a ceramic mass consistence that 
is needed to shape the final product. The 
item is raw glazed and then exposed to a 
firing in a special kiln, reaching 1250 Cel-
sius degrees. Once the firing is comple-
ted, the ceramic mass presents itself whi-
te and compact, with an absorption lower 
than 0.5%, acid and alkali proof, following 
the UNI normative in effect. During the 
production process all the Olympia sani-
tary wares use to be exposed to different 
texts for mixture and glaze making , for 
the uniformity of formation, for the fun-
ctionality and for robustness (weighting 
loading test arriving until 150 kg for the 
washbasin and until 400 kg for the Wc 
and bidet). 
The OLY-SMALT GLAZE is composed of 
kaolin, quartz, feldspar, zirconium silicate 
and tin oxide. Throughout of the firing, 
the glaze use to be incorporated on the 
product; if it is colored it contains metallic 
oxides and pigments. OLY-CLAY - Refined 
fire-clay for washbasins and shower trays.
It is composed by a mixture of chamot-
te, white clay, kaolin, quartz and feldspar. 
The mixture is treated until it will assume 
a ceramic mass consistence that is nee-
ded to shape the final product. The item 
is engobed, then is glazed and only suc-
cessively exposed to a firing in a special 
kiln, reaching 1250 Celsius degrees. Once 
the firing is completed, the ceramic mass 
appears white and compact, with an ab-
sorption lower than 9%. The ENGOBE is 
made of the same components used for 
the ceramic mass. The glaze OLY-SMALT 
is the same used for sanitary wares and 
Warranty 10 years.


