FGCA

EQUIPMENT
System Current Ratings - Three Phase

All circuit breakers provided by end user, that are connected to the inputs and outputs need to have
a trip curve which is at least 10 times the rated current for .3 seconds, this is to prevent the breakers
from tripping during startup of the unit or the loads, attached to the units. Some manufacturers refer
to these breakers as “High Inrush” breakers.

utilit M ilit M
o | o, | oo | | ou | | | | e | 2t | o
Amps Amps Amps Amps

208Y/120 |  14.6 jggig?g g:z 208Y/120 |  48.6 jggig?g 2128
208Y/120 | 8.3 208Y/120 | 27.8

. 480v/277 | 6.3 480Y;2;7) Z'g o agovie77 | 21 480Y;277 21728
208 14.6 jggi/i?? 3.6 208 10 ‘Z‘Zg/;ig 12

90 | 83 | s w0 | 2 1
osvnzo | 219 e ee 20820 | 584 i as
208Y/120 | 125 208Y/120 | 33.3
T e e
208 219 isovi217 | 54 208 584 jggi/g?) 145
208Y/120 | 125 :

480 95 isovier7| 54 480 253 igggig ijg
osvnz0 | 292 ey osvnz0 | 778 e e
208Y/120 | 16.7 208Y/120 | 445

i, 480Y/277 | 126 :ﬁgiﬁ;; 17627 oo ABOYI2TT | 33T o277 | 193
208 292 Fisovierr | 7.2 208 78 igggig ig:g
208Y/120 | 16.7 :

480 126 eovizr | 72 480 334 igggig ig.g
osvizo | 39 e ovnz0 | or3 e et
208Y/120 | 22.2 208Y/120 | 55.6

oo 4BOYI2TT | 189 N7 | 96 200 4BOYI2TT | 421 N7 | 241
208 | el es 208 | 973 |0l s

90 | 189 |l ss w0 | w1 i e

DSPM..

DIGITAL SIGNAL POWER MANUFACTURER

m— WWW.DSPManufacturing.com

070-0021-00B



Utility Max Utility Max
|
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g Amps g Amps g Amps g Amps
208Y/120 66.7 208Y/120 222.3
. 208Y/120 389.1
208Y/120 116.7 480Y/277 28.9 480Y/277 96.3
480Y/277 50.6 208Y/120 66.7 480Y/277 168.6 208Y/120 222.3
24.0 480Y/277 28.9 80.0 480Y/277 96.3
208 116.7 208Y/120 66.7 208 389.1 208Y/120 222.3
480Y/277 28.9 480Y/277 96.3
480 50.6 208Y/120 66.7 480 168.6 208Y/120 222.3
480Y/277 28.9 480Y/277 96.3
208Y/120 145.9 208Y/120 83.4 208Y/120 486.3 208Y/120 217.9
480Y/277 36.1 480Y/277 120.4
480Y/277 63.2 208Y/120 83.4 480Y/277 210.7 208Y/120 277.9
30.0 480Y/277 36.1 100.0 480Y/277 120.4
' 208Y/120 83.4 ' 208Y/120 277.9
. 208 486.3
208 1459 480Y/277 36.1 480Y/277 120.4
480 63.2 208Y/120 83.4 480 210.7 208Y/120 277.9
480Y/277 36.1 480Y/277 120.4
208Y/120 194.5 208Y/120 111.2 208Y/120 607.9 208Y/120 347.4
480Y/277 48.2 480Y/277 150.5
480Y/277 84.3 208Y/120 111.2 480Y/277 263.4 208Y/120 347.4
40.0 480Y/277 48.2 125.0 480Y/277 150.5
208 1945 208Y/120 111.2 208 607.9 208Y/120 347.4
480Y/277 48.2 480Y/277 150.5
480 84.3 208Y/120 111.2 480 263.4 208Y/120 347.4
480Y/277 48.2 480Y/277 150.5
208Y/120 291.8 208Y/120 166.7
480Y/277 72.3
480Y/277 126.4 208Y/120 166.7
60.0 480Y/277 72.3
208 2018 208Y/120 166.7
480Y/277 72.3
480 126.4 208Y/120 166.7
480Y/277 72.3
For more information and pricing contact:
Thad Everson Frank Horner
(608)999-0039 (608)692-9236
teverson@facilitygatewy.com fhorner@facilitygateway.com
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