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501 STANDARD MOTOR CATALOG

NEW!

Close-coupled pump, three phase, totally enclosed, foot mounted,
washdown features
25 thru 75 Hp

Features:

Locked DE bearing
Neoprene gaskets

Lip and V-Ring seal on DE

NEMA Premium?® efficiency

Oversized, double sealed ball bearings

300 series stainless steel hardware
and shaft extension

Rugged cast iron construction

Water pumps commercial
and industrial

Applications:

Food processing
Wet environment

White epoxy, corrosion resistant finish

Hp RPM NEMA Enclosure Catalog I..ist Disc. ’_‘C” Aprx. FuII.Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt. (Ib)  Efficiency Amps (@)
25 3600 284IM TEFC JMEWDM4107T 8,492 WDW 28.44 446 91.7 230/460 30 1
1800 284IM TEFC JMEWDM4103T 8,197 WDW 28.44 437 93.6 230/460 30 1
30 3600 286IM TEFC JMEWDM4108T 10,043 WDW 28.44 459 91.7 230/460 34 1,30
1800 286JM TEFC JMEWDM4104T 9,318 WDW 28.44 460 93.6 230/460 36 1
40 3600 324IM TEFC JMEWDM4109T 13,592 WDW 30.53 587 92.4 230/460 47 1
1800 324IM TEFC JMEWDM4110T 12,078 WDW 30.53 600 94.1 230/460 46 1,30
<0 3600 326IM TEFC JMEWDM4114T 14,160 WDW 30.53 635 93 230/460 55 1
1800 326JM TEFC JMEWDM4115T 13,876 WDW 30.53 700 94.5 230/460 57 1
60 3600  364TCZ TEFC JMEWDM4310T 21,161 WDW 33.11 999 93.6 230/460 66.1
1800  364TCzZ TEFC JMEWDM4314T 20,094 WDW 33.11 961 95 230/460 70
75 3600  365TCZ TEFC JMEWDM4313T 22,622 WDW 33.11 1005 94.5 230/460 80.7
1800  365TCZ TEFC JMEWDM4316T 21,649 WDW 33.11 965 95.4 230/460 86

(a) See notes on inside back flap.

Cast iron frame

Red catalog number indicates NEW product.

Washdown lead connection kits
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Features:

Heat shrink sealed closed-end
connector kit (WD5603A01SP)

Applications:
Food processing
Wet environment

Heat shrink connector kit bulk - Conveyors
quantity (WD5603A05SP) - Packaging
Wirenut kit (WD5600A01SP) . Pumps and
Provides extra protections wastewater

against moisture ingress

Heat shrink connector kit Wirenut Kit

WD5603A01SP* WD5600A01SP

e - R v
WD5603A01SP Includes 6 connectors 18 SvC #18 - #10 AWG 1
WD5603A05SP Includes 50 connectors 73 SvC #18 - #10 AWG 3
WD5600A01SP Includes 6 wirenuts 43 SvC #22 - #8 AWG 1

*WD5603A01SP is provided as standard for Food Safe stainless encapsulated motors

For more information visit baldor.abb.com



EXPLOSION PROOF MOTORS

Explosion proof motors
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Baldor-Reliance® explosion proof motors are certified for use in hazardous locations or potentially hazardous environments
where concentrations of combustible gases, vapors and or dust may be present. These motors meet UL and CSA standards for
use in Division based hazardous locations per NFPA70 National Electric Code and C22.1, the Canadian Electric Code.

1/4 - 250 Horsepower

Key features:

Uncompromised safety

UL Certification markings

Premium efficient
electrical designs

Product line

General Purpose XP

Severe Duty XP

Drill Rig Motors

Division 1 Certifications

Class I, Group C& D & ClassII, Group F & G S - -

Class I, Group D & ClassII, Group F & G S - -
Class & Group

ClassI, GroupC&D & ClasslII, GroupE, F& G - S -

Class I, Group C& D - - S
Electrical features

_Reli ® i i

Efficiency Baldor-Reliance ’ motors mleet or exceed all efficiency requirements for US, S S s

Canada and Mexico regulations
Service factor 1.15 service factor continuous (1 Hp and larger) S S S

40°C ambient - -
Ambient

40°C ambient, suitable for 55°C ambient at 1.0 service factor - S S
Inverter Motor nameplate includes variable torque and constant torque speed ranges s s s

(1 Hp and larger)
Mechanical features

Steel band frame - cast iron endplates S - S
Frame

Cast iron frame - cast iron endplates S S S

Steel fan cover S - S
Fan cover

Cast iron fan cover S S S
UL drains UL listed breather drain - S S
S = Standard

For more information visit baldor.abb.com

Large Motors Severe duty General purpose General purpose Information

and Generators

Washdown duty
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HVAC Pump

Farm duty

Single phase

Three phase




SJ0}eIdUdY pue aseyd aaJyL aseyd a|buts
JVAH dwng jooud uoiso|dx3g Ainp umopysem s1010|n 9b6ue] Kinp aianss asodind |esauan asodind |esauan uollewou|

Ainp wiey

112

Explosion proof, general purpose, single phase

1/4 thru 5 Hp

501 STANDARD MOTOR CATALOG

NEW!

Features:

Robust steel frame designs

IP54 ingress protection

1.15 service factor on 143T frame and larger

Auto thermal overload (<1 Hp), normally

closed thermostats (21 Hp)
Threaded lead inlet

Low noise vibration dampening bases

Applications:

Customer specified
Division 1 hazardous
areas

Pumps, fans and
conveyors

Fixed speed operation

XP

| i isc. “cr . I I
Hp RPM e Number P ode  Phce  Sym  Dim We.b) Eficiency votge "0
Foot mounted
48 XL040242A @ T3C 911 XP1 12.84 27 55 115/208-230 2.5 2
1/4 1800 56 XL050242A @ T3C 869 XP1 13.22 29 62 115/208-230 2 2
56 XL050245A ® T3C 1,082 XP1 13.22 29 62 115/208-230 2 2
3600 48 XL040322A @ T3C 807 XP1 12.84 28 55 115/230 3 2
48 XL040342A @ T3C 1,174 XP1 12.84 29 60 115/208-230 3 2
173 1800 56 XL050342A @ T3C 1,118 XP1 13.22 29 60 115/208-230 3 2
1200 56 XL050362A @ T4 1,582 XP1 15.15 50 59 115/230 3.6 2
3600 56 XL050522A @ T3C 1,060 XP1 14,22 50 60 115/230 47 2
48 XL040542A @ T3C 1,291 XP1 13.84 36 64 115/208-230 3.7 2
1/2 1800 56 XL050542A ® T3C 1,232 XP1 14.22 36 64 115/208-230 3.7 2
56 XL050545A ® T3C 1,444 XP1 14.22 36 64 115/208-230 3.7 2
1200 56 XL050562A @ T3C 1,823 XP1 15.15 50 59 115/230 4 2
3600 56 XL050722A @ T4 1,195 XP1 15.15 50 66 115/230 4.6 2
34 1800 56 XL050742A @ T4 1,447 XP1 15.15 53 70 115/230 5.6 2
56 XL050745A ® T4 1,660 XP1 15.17 53 70 115/230 5.6 2
1200 56 XL050762 @ T3C 2,108 XP1 17.40 63 62 115/208-230 59
3600 56 XL05122A ® T4 1,291 XP1 15.15 50 66 115/230 6 2
1 1800 56 XL05142A @ T2C 1,648 XP1 15.15 53 67 115/230 6.2 2
1437 XL14142T @ T3C 1,614 XP1 15.21 48 72 115/230 6.1
1200 184 XL18162 @ T3C 3,611 XP1 16.92 82 67 115/208-230 7.4
112 3600 1437 XL141522T @ T3C 1,871 XP1 16.09 42 70 115/208-230 8
1800 184 XL181542 @ T3C 3,353 XP1 16.92 93 70 115/230 8.2
5 3600 1457 XL14222T @ T3C 2,312 XP1 17.47 67 75.5 115/208-230 10.5
1800 1821 XL18242T @ T3C 3,397 XP1 17.42 93 75 115/230 11
3 3600 184T XL18322T @ T3C 3,530 XP1 17.42 91 76 115/230 14.5
1800 215 XL21342 @ T3C 5,363 XP1 19.90 161 77 115/230 16.5
5 1800 215 XL21542 @ T3C 6,822 XP1 18.77 166 84 230 19.7
C-Face, foot mounted
1/3 1800 56C CXL050342A @ T3C 1,362 XP1 13.22 29 60 115/208-230 3 2
12 3600 56C CXL050522A @ T3C 1,195 XP1 14.22 30 60 115/230 4.7 2
1800 56C CXL050542A @ T3C 1,363 XP1 14.22 36 64 115/208-230 3.7 2
3/4 1800 56C CXL050742A @ T4 1,522 XP1 15.15 48 70 115/230 5.6 2
3600 56C CXL05122A @ T4 1,357 XP1 15.15 50 66 115/230 6 2
! 1800 56C CXL05142A @ T2C 1,727 XP1 15.17 48 67 115/230 6.5 2
112 3600 143TC CXL141522T @ T3C 2,126 XP1 16.10 42 70 115/208-230 8
1800 184C CXL181542 @ T3C 3,450 XP1 18.43 93 70 115/230 9.2
5 3600 143TC CXL14222T @ T3C 2,430 XP1 17.48 73 75.5 115/208-230 10.5
1800 182TC CXL18242T @ T3C 3,560 XP1 18.86 93 75 115/230 11

(a) See notes on inside back flap.

@ = Class I, Group D, Class II, Group F & G

Red catalog number indicates NEW product.
® = Class I, Group C & D, Class II, Group F & G

Caution: Explosion-proof motors have a tight fit between mating parts to ensure the integrity of the explosion-proof enclosure. This can lead to an accumulation of
moisture inside the motors due to condensation. If internal condensation buildup is a concern for your XP motor application, select a motor that includes UL listed
breather drain, such as the single phase Drill Rig Duty motor. These explosion-proof motors are not suitable for use with adjustable speed drives.

Please see the table at the end of this section for a list of inverter capable motors.

NEW!

For more information visit baldor.abb.com
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NEW!
s
Explosion proof, general purpose, single phase ‘é
XP . . upn 0o
Hp RPM F’:-::Ae ;:::L:g CG':; Tce:.]'i P:iI:: 2;:: niﬁn. w:.\ IZIrl):) EFf:IcI-:::: Voltage F““AL:I:: "M(S =
C-Face, foot mounted (continued)
3 3600 184TC CXL18322T @ T3C 3,601 XP1 18.86 91 76 115/230 14.5 § @
1800 215C CXL21342 @ T2C 5,525 XP1 20.69 161 77 115/230 16.5 gﬁ
5 1800 215C CXL21542 @ T2C 7,033 XP1 19.56 111 84 230 19.7 o %
C-Face, footless g o
1/4 1800 56C VXL050242A @ T3C 1,205 XP1 13.22 29 62 115/208-230 2 2 § &
3600 56C VXL050322A @ T3C 917 XP1 13.22 30 59.9 115/230 3 2
1/3 1800 56C VXL050342A @ T3C 1,232 XP1 13.22 29 60 115/208-230 3 2 o
1200 56C VXL050362A @ T4 1,650 XP1 15.15 42 59 115/230 3.6 2 § &
3600 56C VXL050522A @ T3C 1,187 XP1 14.22 42 60 115/230 4.7 2 ‘g_%
1/2 1800 56C VXL050542A @ T3C 1,360 XP1 14.22 36 64 115/208-230 3.7 2 ® Y
1200 56C VXL050562A @ T3C 1,892 XP1 15.15 50 59 115/230 4 2 g -E
34 3600 56C VXL050722A @ T4 1,270 XP1 15.15 40 66 115/230 4.6 2 O
1800 56C VXL050742A @ T4 1,515 XP1 15.15 48 70 115/230 5.6 2
1 3600 56C VXL05122A @ T4 1,360 XP1 15.17 50 66 115/230 6 2 -
1800 56C VXL05142A @ T2C 1,721 XP1 15.17 48 67 115/230 6.2 2 g
112 3600 56C VXL051522 @ T3C 1,958 XP1 16.03 42 70 115/208-230 8 g
1800 56C VXL051542A @ T2C 2,271 XP1 17.40 73 75 115/230 8 2 3
2 1800 184C VXL18242 @ T3C 3,613 XP1 18.43 93 75 115/230 11 i

(a) See notes on inside back flap.

@ = Class I, Group D, Class II, Group F & G

® = Class I, Group C & D, Class II, Group F & G

Red catalog number indicates NEW product.

Caution: Explosion-proof motors have a tight fit between mating parts to ensure the integrity of the explosion-proof enclosure. This can lead to an accumulation of
moisture inside the motors due to condensation. If internal condensation buildup is a concern for your XP motor application, select a motor that includes UL listed
breather drain, such as the single phase Drill Rig Duty motor. These explosion-proof motors are not suitable for use with adjustable speed drives.

Please see the table at the end of this section for a list of inverter capable motors.

Large Motors
and Generators

Washdown duty
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HVAC Pump

Farm duty

NEW!

For more information visit baldor.abb.com
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501 STANDARD MOTOR CATALOG

NEW!

Explosion proof, general purpose, foot mounted, three phase,
230/460 and 575 volts
1/4 thru 60 Hp

Features:
Robust steel and cast iron frame designs
IP54 ingress protection
1.15 service factor on 1 Hp and larger
Inverter Duty on 1 Hp and larger

Auto thermal overload (<1 Hp), normally
closed thermostats (=1 Hp)

Threaded lead inlet
Low noise vibration dampening bases

Applications:
Customer specified
Division 1 hazardous
areas
Pumps, fans and
conveyors
Fixed and variable
speed operation

XP

Hp RPM r':::',ﬁ :::II::?- CG':; t:;: p:ilcs: :;:: Di:1. Wt‘.\ lz::) EI:'-lflilclule".:;I Voltage Fu"AI;::: NOt(:;
230/460V

1/4 1800 48 XM040242A ® T3C 947 XPM  12.85 25 63 208-230/460 07 2,38

" 1800 56 XM050342A @ T3C 1,138 XPM  13.22 27 67 208-230/460 08 2,38

1200 56 XM050362A ® T4 1,633 XPM  14.30 34 70 208-230/460 08 2,38

3600 56 XM050522A ® T3C 1,304 XPM  13.22 27 68 208-230/460 11 2,38

" 1500 48 XM040542A ® T3C 1,184 XPM  12.85 30 74 208-230/460 1 2,38

56 XM050542A ® T3C 1,184 XPM  13.22 29 74 208-230/460 1 2,38

1200 56 XM050562A ® T4 1,724 XPM  14.30 39 70 208-230/460 12 2,38

3600 56 XM050722A ® T3C 1,359 XPM  13.22 29 75 208-230/460 13 2,38

" 1800 56 XM050742A ® T3C 1,363 XPM  14.22 33 73 208-230/460 15 2,38

00 56 XM050762A ® T4 1,831 XPM  15.17 43 77 208-230/460 14 2,38

1437 XM140762TA ® T4 1,831 XPM  15.23 47 77 208-230/460 14 2,38

3600 56 XM05122 @ T3C 2,202 XPM  14.22 41 77 230/460 14 19

56 XM05142 @ T3C 2,370 XPM  14.30 50 85.5 230/460 15 19

) 1800 1437 XM14142T ® T3C 2,370 XPM  14.34 50 85.5 230/460 1.5 19

182 XM18142 ® T3C 2,501 XPM  15.23 51 85.5 230/460 1.5 19

100 56 XM05162 @ T3C 2971 XPM  15.17 49 82.5 230/460 1.8 19

1457 XM14162T ® T3¢ 2971 XPM  15.21 46 82.5 230/460 1.8 19

3600 1437 XM141522T ® T3C 2,328 XPM  14.34 47 84 230/460 19 19

” 1800 56 XM051542 ® T3C 2,406 XPM  15.17 46 86.5 230/460 2.2 19

145T XM141542T ® T3C 2,406 XPM  15.21 46 86.5 230/460 2.2 19

1200 182T XM181562T @ T3C 3,568 XPM 1893 102 87.5 230/460 24 19

3600 1437 XM14222T ® T3C 2,720 XPM  15.21 46 85.5 230/460 25 19

X 1500 56 XM05242 ® T3C 2,468 XPM  16.04 53 86.5 230/460 2.7 19

145T XM14242T ® T3C 2,468 XPM  16.09 59 86.5 230/460 2.7 19

1200 184T XM18262T @ T3C 3,870 XPM  19.74 100 88.5 230/460 3.5 19

3600 182T XM18322T ® T3C 3,285 XPM  17.42 80 86.5 230/460 3.7 19

3 1800 182T XM18342T ® T3C 2,630 XPM 1893 102 89.5 230/460 42 19

1200 213T XM21362T ® T3C 4,374 XPM  19.32 139 89.5 230/460 46 19

3600 184T XM18522T ® T3C 3,852 XPM 1893 91 89.5 230/460 5.6 19

5 1500 184T XM18542T @ T3C 3122 XPM  19.74 118 89.5 230/460 6.8 19

184T  XM18542T-CI @ T3C 3,481 XPM  17.50 151 90.2 230/460 6.5 19

1200 215T XM21562T ® T3C 3,481 XPM  20.82 184 89.5 230/460 7.2 19

3600 2137 XM21722T ® T3C 4,854 XPM  18.19 125 89.5 230/460 8.7 19

7172 1800 213T XM21742T ® T3C 4443 XPM  19.32 161 91.7 230/460 9.4 19

1200 254T XM25762T @ T3C 3,959 XPM  25.50 374 91 230/460 11 19

3600 215T XM21122T ® T3C 5592 XPM  20.06 122 90.2 230/460 11.6 19

10 1800 215T XM21142T ® T3C 4,662 XPM  20.82 189 91.7 230/460 12 19

1200 256T XM25162T @ T3C 5447 XPM  25.50 400 91 230/460 15 19

(a) See notes on inside back flap.
@ = Class I, Group D, Class II, Group F & G

Cast iron frame

Red catalog number indicates NEW product.
For inverter capabilities see table at end of this section.

Caution: Explosion-proof motors have a tight fit between mating parts to ensure the integrity of the explosion-proof enclosure. This can lead to an accumulation of
moisture inside the motors due to condensation. If internal condensation buildup is a concern for your XP motor application, select a motor that includes UL listed
breather drain, such as Drill Rig Duty or Severe Duty explosion proof motors.

NEW!

For more information visit baldor.abb.com
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NEW!
s
Explosion proof, general purpose, foot mounted, three phase, 230/460 and 575 volts ‘é
Hp RPM NEMA Catalog Cfs? Temp I.-ist Disc. '-’C" Aprx. FuII-Load Voltage FullLoad Notes "E
Frame Number Grp Code Price Sym. Dim. Wt. (Ib) Efficiency Amps (a)
230/460V (continued)
3600 2547 XM251522T @ T3C 5,271 XPM 25.50 349 91 230/460 17.2 19 § @
15 1800 2547 XM251542T @ T3C 6,177 XPM 25.50 373 92.4 230/460 18.1 19 gﬁ
1200 2841 XM281562T @ T3C 10,837 XPM 28.61 478 91.7 230/460 21 19 o %
3600 2567 XM25222T @ T3C 6,760 XPM 25.50 390 91 230/460 22 19 g é’
20 1800 256T XM25242T1 (@) T3C 8,003 XPM 25.50 335 93 230/460 24 19 § (7
1200 286T XM28262T @ T3C 11,127 XPM 28.61 539 91.7 230/460 26 19
3600 284TS XM282522T1 @ T3C 8,996 XPM 27.24 507 91.7 230/460 28 19 o
25 1800 2841 XM282542T1 @ T3C 9,709 XPM 28.61 537 93.6 230/460 31 19 § o
1200 3247 XM322562T @ T3C 13,913 XPM 32.00 737 93 230/460 32 19 g_%
3600 286TS XM28322T @ T3C 10,573 XPM 27.24 528 91.7 230/460 34 19 TY
30 1800 286T XM28342T @ T3C 11,836 XPM 28.61 554 93.6 230/460 38 19 2 .El:
1200 3267 XM32362T @ T3C 15,349 XPM 32.00 766 93 230/460 39 19 3
3600 324TS XM32422T1 @ T3C 14,104 XPM 30.50 630 92.4 230/460 45 19
40 1800 3247 XM32442T @ T3C 15,862 XPM 32.00 713 94.1 230/460 48 19
1200 364T XM36462T @ T3C 17,789 XPM 33.48 915 94.1 230/460 49.8 ‘E
3600 326TS XM32522T1 @ T3C 18,059 XPM 30.50 745 93 230/460 56 19 g
50 1800 326T XM32542T1 @ T3C 18,413 XPM 32.00 764 94.5 230/460 58 19 %
1200 365T XM36562T @ T3C 20,078 XPM 33.48 918 94.1 230/460 61.7 @
60 1800 364T XM36642T @ T3C 20,597 XPM 33.48 972 95 230/460 70
575V
1/2 1800 56 XM050542-5 @ T3C 1,184 XPM 14.28 34 78.5 575 0.7 4 g
3/4 1800 56 XM050742-5 @ T3C 1,363 XPM 14.28 37 76 575 0.9 g E
3600 56 XM05122-5 @ T3C 2,202 XPM 14.30 33 77 575 11 % g
1 1800 56 XM05142-5 &) T3C 2,370 XPM 14.30 50 85.5 575 1.2 gg
1437 XM14142T-5 @ T3C 2,370 XPM 14.34 50 85.5 575 1.2 =5
112 3600 143T XM1415227-5 @ T3C 2,328 XPM 14.34 45 84 575 1.6
1800 1457 XM141542T7-5 @ T3C 2,406 XPM 15.21 46 86.5 575 1.8 >
5 3600 1457 XM14222T1-5 @ T3C 2,720 XPM 15.21 55 85.5 575 2 é
1800 1457 XM14242T-5 @ T3C 2,468 XPM 15.21 48 86.5 575 2.3 §
3 1800 1821 XM18342T-5 @ T3C 2,630 XPM 18.93 102 89.5 575 3.3 §
5 3600 184T XM18522T-5 @ T3C 3,852 XPM 17.42 85 88.5 575 4.7 &
1800 184T XM18542T-5 @ T3C 3,122 XPM 19.74 97 89.5 575 5.3 3
71/2 1800 213T XM21742T1-5 ® T3C 3,959 XPM 19.32 161 91.7 575 7.6

(a) See notes on inside back flap.
@ = Class I, Group D, Class II, Group F & G
For inverter capabilities see table at end of this section.
Cast iron frame
Red catalog number indicates NEW product.
Caution: Explosion-proof motors have a tight fit between mating parts to ensure the integrity of the explosion-proof enclosure. This can lead to an accumulation of
moisture inside the motors due to condensation. If internal condensation buildup is a concern for your XP motor application, select a motor that includes UL listed
breather drain, such as Drill Rig Duty or Severe Duty explosion proof motors.

“
[}
o
2
<3
c

2
n

o
Q
3

In]

HVAC Pump

Farm duty

NEW!

For more information visit baldor.abb.com
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501 STANDARD MOTOR CATALOG

NEW!

Explosion proof, general purpose, C-Face, three phase,
230/460 and 575 volts
1/4 thru 40 Hp

Features:
Robust steel and cast iron frame designs
IP54 ingress protection
1.15 service factor on 1 Hp and larger
Inverter Duty on 1 Hp and larger

Auto thermal overload (<1 Hp), normally
closed thermostats (=1 Hp)

Threaded lead inlet

Applications:
Customer specified
Division 1 hazardous
areas
Pumps, blowers,
valves, gearboxes
Fixed and variable
speed operation

XP . . upn

O e I S g el o s
230/460V, C-Face, foot mounted

1/3 1800 56C CXM050342 ® T3C 1,230 XPM 14.30 37 80 2307460 0.55 19

3600 56C CXM050522A ® T3C 1,396 XPM 13.22 27 68 208-230/460 11 2,38

1/2 1800 56C CXM050542A ® T3C 1,276 XPM 13.22 30 74 208-230/460 1 2,38

56C CXM050542 ® T3C 1,276 XPM 14.30 33 82.5 230/460 0.8 19

3600 56C CXM050722A ® T3C 1,451 XPM 13.22 29 75 208-230/460 1.3 2,38

3/4 1800 56C CXM050742A ® T3C 1,456 XPM 14.22 35 73 208-230/460 15 2,38

56C CXM050742 @ T3C 1,456 XPM 14.30 45 84 230/460 1.1 19

3600 56C CXM05122 ® T3C 2,294 XPM 14.22 41 82.5 230/460 1.4 19

1 1800 56C CXM05142 ® T3C 2,462 XPM 14.30 50 85.5 230/460 1.5 19

143TC CXM14142T ® T3C 2,475 XPM 14.33 50 85.5 230/460 1.5 19

3600 143TC CXM141522T ® T3C 2,434 XPM 14.33 47 84 230/460 1.9 19

11/2 1800 56C CXM051542 ® T3C 2,498 XPM 15.17 50 86.5 230/460 2.2 19

145TC CXM141542T ® T3C 2,511 XPM 15.21 50 86.5 230/460 2.2 19

3600 143TC CXM14222T ® T3C 2,826 XPM 15.21 55 85.5 230/460 2.5 19

2 1800 56C CXM05242 ® T3C 2,561 XPM 15.17 59 86.5 230/460 29 19

145TC CXM14242T1 @ T3C 2,574 XPM 16.09 58 86.5 230/460 3 19

3 3600 182TC CXM18322T ® T3C 3,390 XPM 17.49 80 86.5 230/460 3.7 19

1800 182TC CXM18342T ® T3C 3,148 XPM 18.86 102 89.5 230/460 4.2 19

s 3600 184TC CXM18522T ® T3C 4,370 XPM 18.86 93 88.5 230/460 5.9 19

1800 184TC CXM18542T ® T3C 3,641 XPM 20.36 118 89.5 230/460 6.8 19

712 3600 213TC CXM21722T ® T3C 5,004 XPM 20.36 149 89.5 230/460 9 19

1800 213TC CXM21742T ® T3C 4,520 XPM 21.81 163 91.7 230/460 9.5 19

10 3600 215TC CXM21122T ® T3C 5,223 XPM 21.81 165 90.2 230/460 11.2 19

1800 215TC CXM21142T ® T3C 6,009 XPM 21.56 189 91.7 230/460 12 19

15 3600 254TC CXM251522T @ T3C 6,322 XPM 26.00 341 91 230/460 17.5 19

1800 254TC CXM251542T ® T3C 7,227 XPM 26.00 373 92.4 230/460 18.1 19

20 3600 256TC CXM25222T1 ©) T3C 7,810 XPM 26.00 390 91 230/460 23 19

1800 256TC CXM25242T ® T3C 9,053 XPM 26.00 335 93 230/460 24 19

25 1800 284TC CXM282542T ® T3C 11,064 XPM 28.61 506 93.6 230/460 31 19

30 1800 286TC CXM28342T ® T3C 13,191 XPM 28.61 535 93.6 230/460 36 19

40 1800 324T1C CXM32442T7 ® T3C 17,465 XPM 32.00 720 94.1 230/460 48 19

230/460V, C-Face, footless

1/4 1800 56C VXM050242A ® T3C 1,039 XPM 13.22 25 63 208-230/460 0.65 2,38

1/3 1800 56C VXM050342A ® T3C 1,230 XPM 13.22 28 67 208-230/460 0.8 2,38

3600 56C VXM050522A ® T3C 1,396 XPM 13.22 27 68 208-230/460 11 2,38

1/2 1800 56C VXM050542A ©) T3C 1,276 XPM 13.22 30 74 208-230/460 1 2,38

1200 56C VXM050562A ® T4 1,816 XPM 14.30 40 70 208-230/460 1.2 2,38

(a) See notes on inside back flap.
@ = Class I, Group D, Class II, Group F & G

Cast iron frame

Red catalog number indicates NEW product.

For inverter capabilities see table at end of this section.

Caution: Explosion-proof motors have a tight fit between mating parts to ensure the integrity of the explosion-proof enclosure. This can lead to an accumulation of
moisture inside the motors due to condensation. If internal condensation buildup is a concern for your XP motor application, select a motor that includes UL listed
breather drain, such as Drill Rig Duty or Severe Duty explosion proof motors.

NEW!

For more information visit baldor.abb.com
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c
2
o]
Explosion proof, general purpose, C-Face, three phase, 230/460 and 575 volts E
XP 5
NEMA Catalog Temp List Disc. “cr Aprx. Full Load Full Load Notes =
Hp RPM Frame Number f;l:; Code Price Sym. Dim. Wt.(Ib) Efficiency Voltage Amps (@) -

230/460V, C-Face, footless (continued)

3600 56C VXM050722A @ T3C 1,451 XPM 13.22 29 75 208-230/460 1.3 2,38 § a
3/4 1800 56C VXM050742A @ T3C 1,456 XPM 14.22 35 73 208-230/460 1.5 2,38 gﬁ
1200 56C VXM050762A @ T4 1,923 XPM 15.15 47 77 208-230/460 1.4 2,38 2 g
3600 56C VXM05122 @ T3C 2,294 XPM 14.22 41 82.5 230/460 1.4 19 g E’
1 1800 56C VXM05142 @ T3C 2,462 XPM 14.30 50 85.5 230/460 1.5 19 § [
143TC VXM14142T @ T3C 2,475 XPM 14.33 50 85.5 230/460 1.5 19
1200 56C VXM05162 @ T3C 3,063 XPM 15.12 49 82.5 230/460 1.8 19 o
3600 143TC VXM141522T @ T3C 2,434 XPM 14.33 47 84 230/460 1.9 19 § o
112 1800 56C VXM051542 @ T3C 2,498 XPM 15.12 50 86.5 230/460 2.2 19 i%
145TC VXM141542T @ T3C 2,511 XPM 15.21 50 86.5 230/460 2.2 19 T 9
1200 145TC VXM141562T @ T2C 4,087 XPM 18.42 102 87.5 230/460 24 19 g E
3600 143TC VXM14222T @ T3C 2,826 XPM 15.21 55 85.5 230/460 2.5 19 (Y}
2 1800 56C VXM05242 @ T3C 2,561 XPM 17.42 64 86.5 230/460 2.7 19
145TC VXM14242T @ T3C 2,574 XPM 17.47 64 86.5 230/460 2.7 19
3 3600 182TC VXM18322T @ T3C 3,804 XPM 17.49 80 86.5 230/460 3.7 19 _‘g
1800 182TC VXM18342T @ T3C 3,148 XPM 18.86 102 89.5 230/460 4.2 19 )
s 3600 184TC VXM18522T @ T3C 4,370 XPM 18.86 91 88.5 230/460 5.6 19 %
1800 184TC VXM18542T @ T3C 3,641 XPM 20.36 118 89.5 230/460 6.8 19 @)
712 3600 213TC VXM21722T @ T3C 5,004 XPM 19.19 149 89.5 230/460 9 19
1800 213TC VXM21742T @ T3C 4,520 XPM 20.32 163 91.7 230/460 9.5 19
10 1800 215TC VXM21142T @ T3C 6,009 XPM 21.82 189 91.7 230/460 12 19 4 g
575V, C-Face, footless % E
1/2 1800 56C VXM050542-5 @ T3C 1,276 XPM 14.30 37 78.5 575 0.7 E g
3/4 1800 56C  VXM050742-5 @ T3C 1,456 XPM 14.30 37 76 575 1.2 gg
1 1800 56C VXM05142-5 @ T3C 2,462 XPM 14.30 50 85.5 575 1.2 -G
143TC  VXM141421-5 @ T3C 2,475 XPM 14.33 50 85.5 575 1.2
11/2 1800 145TC  VXM141542T-5 @ T3C 2,511 XPM 15.21 50 86.5 575 1.8 >
2 1800 145TC  VXM14242T-5 @ T3C 2,574 XPM 16.09 64 88.5 575 2.16 =
3 1800 182TC  VXM18342T-5 @ T3C 3,148 XPM 18.86 102 89.5 575 3.3 §
5 1800 184TC  VXM18542T1-5 @ T3C 3,641 XPM 20.36 118 89.5 575 5.3 §
7172 1800 213TC  VXM21742T-5 @ T3C 4,520 XPM 20.32 163 91.7 575 7.6 §

(a) See notes on inside back flap.

@ = Class I, Group D, Class II, Group F & G

For inverter capabilities see table at end of this section.

Red catalog number indicates NEW product.

Caution: Explosion-proof motors have a tight fit between mating parts to ensure the integrity of the explosion-proof enclosure. This can lead to an accumulation of
moisture inside the motors due to condensation. If internal condensation buildup is a concern for your XP motor application, select a motor that includes UL listed
breather drain, such as Drill Rig Duty or Severe Duty explosion proof motors.
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HVAC Pump

Farm duty

NEW!

For more information visit baldor.abb.com



