44 501 STANDARD MOTOR CATALOG

NEW!

XT severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts,
foot mounted
1 thru 300 Hp

uolyew.ou|

- g Features: Applications:
a 3 Robust cast iron frame construction - Chemical, oil & gas
"';_g Compatible with ABB Ability™ smart - Pulp & paper, forest
@ E: sensor products

® Laser etched nameplate - Metals & foundries

o Multi-color leads, for ease of - Cement, aggregate &
_;; % connections (320T frame and below) above ground mining
e Suitable for inverter use per NEMA - Food processing
%E MG1 Part 31.4.4.2 - Power generation
o § Division 2, Class |, Groups A, B, C, D - Water & wastewater

markings on nameplate treatment

Sealed bearings on 143T-256T frames

o
§
o
o
g
| i isc. “c” . I I
Hp RPM F':::: If::b:gr Prl-ilcs: g;f: Di:1. Wt‘.\ 'z:l):() El;lflicile'::: Voltage ™ AI:\:: "M(:;
B 230/460 volts & 460 volts
g—% 3600 143T XT3012T 1,173 XT™M 12.54 53 84 208-230/460 1.4 1
) ; 1 1800 143T XT3014T 1,151 XT™M 12.54 58 87.5 208-230/460 1.5 1
5 ) 1200 145T XT3016T 1,288 XT™M 12.54 56 82.5 208-230/460 1.7 1
§ 3 3600 1437 XT30152T 1,243 XTM 12.54 58 85.5 208-230/460 2 1
v 1.5 1800 1457 XT30154T 1,296 XTM 12.54 63 88.5 208-230/460 21 1
1200 182T XT30156T 1,500 XT™M 15.23 99 87.5 208-230/460 2.5 1
5 3600 143T XT3022T 1,305 XT™M 12.54 64 86.5 208-230/460 2.5 1
@ 2 1800 145T XT3024T 1,335 XT™M 12.54 65 88.5 208-230/460 2.8 1
g' 1200 1827 XT3026T 1,664 XT™M 15.23 113 88.5 208-230/460 3.2 1
§. 3600 145T XT3032T-140 * 1,477 XTM 12.54 64 86.5 208-230/460 3.6 1
< 3 1827 XT3032T 1,497 XTM 15.23 99 88.5 208-230/460 3.4 1
= 1800 182T XT3034T 1,447 XT™M 15.23 105 89.5 208-230/460 4.1 1
1200 2137 XT3036T 1971 XT™M 18.47 194 90.2 208-230/460 4.5 1
_%1 3600 184T XT3052T 1,704 XT™M 15.23 115 90.2 208-230/460 5.7 1
§ 5 1800 1841 XT3054T 1,598 XT™M 15.23 115 89.5 208-230/460 6.5 1
g' 1200 215T XT3056T 2,513 XTM 18.47 203 89.5 208-230/460 8 1
'g 3600 1841 XT3072T1-180 * 2,025 XTM 15.23 123 89.5 208-230/460 8.4 1
9 75 2137 XT3072T 2,298 XT™M 18.47 171 91 208-230/460 8.6 1
1800 213T XT3074T 2,236 XT™M 18.47 203 91.7 208-230/460 9.5 1
1200 254T XT3076T 3,803 XT™M 23.19 302 91 230/460 10.5 1,30
3600 215T XT3102T 2,674 XT™M 18.47 198 91 208-230/460 119 1
ps 10 1800 215T XT3104T 2,657 XTM 18.47 231 92.4 208-230/460 12.5 1
_g 1200 256T XT3106T 4,617 XTM 23.19 322 91 230/460 14.1 1,30
3600 2157 XT3152T-210 * 3,303 XT™M 18.47 225 91 208-230/460 16.9 1
15 254T XT3152T 3,829 XTM 23.19 239 91 230/460 17.5 1,30
1800 254T XT3154T 3,835 XT™M 23.19 268 92.4 230/460 17.6 1,30
1200 284T XT3156T 6,542 XT™M 27.76 391 91.7 230/460 21 1,30
3600 256T XT3202T 4,729 XTM 23.19 229 91 230/460 23 1,30
E 20 1800 256T XT3204T 4,591 XTM 23.19 322 93 230/460 24 1,30
}", 1200 286T XT3206T 7,863 XT™M 27.76 437 91.7 230/460 27 1,30
3600 254T XT3252T-250 * 5,358 XTM 23.19 299 91.7 230/460 27 1,30
25 284TS XT3252TS 5,989 XT™M 26.39 396 91.7 230/460 28 1,30
1800 284T XT3254T 5,657 XT™M 27.76 437 93.6 230/460 30 1,30
1200 3241 XT3256T 8,985 XTM 30.28 605 93 230/460 32 1,30
&  *Not Division 2
3 (a) See notes on inside back flap.
= Cast iron frame
< Red catalog number indicates NEW product.

NEW!

For more information visit baldor.abb.com



SEVERE DUTY MOTORS 45

NEW!
c
2
XT severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, foot mounted ‘é
NEMA Catalo List Disc. “c" Aprx. Full Load Full Load Notes o
Hp RPM Frame Numbegr Price Sym. Dim. Wt. IzII:) Efficiency Voltage Amps (@) E
230/460 volts & 460 volts (continued)
3600 286TS XT3302TS 6,930 XTM 26.39 444 91.7 230/460 34 1,30 °
30 1800 286T XT3304T 6,709 XT™M 27.76 460 93.6 230/460 38 1,30 3 ]
1200 326T XT3306T 10,307 XT™M 30.28 630 93 230/460 39 1,30 gg
3600 324TS XT3402TS 9,015 XTM 28.78 587 93 230/460 45 1,30 %‘3’
40 1800 3247 XT3404T 8,682 XT™M 30.28 600 94.1 230/460 48 1,30 52
1200 364T XT3406T 13,790 XT™M 33.48 908 94.1 230/460 49.8 1 § [
3600 326TS XT3502TS 11,165 XT™M 28.78 575 93 230/460 56 1,30
50 1800 326T XT3504T 10,787 XTM 30.28 700 94.5 230/460 57 1,30 @
1200 365T XT3506T 16,259 XT™M 33.48 908 94.1 230/460 61.7 1 é ]
3600 364TS XT3602TS 16,190 XT™M 31.35 999 93.6 230/460 65.1 1 58
60 1800 364T XT3604T 14,997 XT™M 33.48 947 95 230/460 70 1 %‘ ;‘;
1200 4041 XT3606T 19,431 XTM 38.19 1,322 94.5 230/460 69.3 1 z) g
3600 365TS XT3752TS 18,909 XT™M 31.35 1,005 93.6 230/460 81.8 1 3 =
75 1800 365T XT3754T 17,759 XT™M 33.48 965 95.4 230/460 86 1
1200 405T XT3756T 22,809 XTM 38.19 1,322 94.5 230/460 87 1
3600 405TS XT31002TS 25,325 XTM 35.19 1,327 94.1 230/460 110 1 2
100 1800 405T XT31004T 24,665 XT™M 38.19 1,375 95.4 230/460 114 1 3
1200 4441 XT31006T-4 33,682 XT™M 44.97 1,800 95 460 115 1 g
3600 444TS XT31252TS 32,401 XTM 41.22 1,539 95 230/460 138 1 é
125 1800 445T XT31254T1-4 31,111 XT™M 4497 1,669 95.4 460 144 1
1200 445T XT31256T-4 38,671 XT™M 44.97 1,913 95 460 144 1
3600 445TS XT31502T7S-4 39,811 XT™M 41.22 2,017 95 460 165 1 "
150 1800 4457 XT31504T-4 36,729 XTM 44,97 1,826 95.8 460 169 1 g §
1200 4477 XT31506T-4 44,473 XT™M 48.22 2,571 95.8 460 175 1 ° g
3600 447TS XT32002T7S-4 46,272 XT™M 44.72 2,330 96.2 460 213 1 % 5
200 1800 4477 XT32004T-4 44,483 XT™M 48.22 2,676 96.2 460 222 1 gg
1200 449T XT32006T-4 54,419 XTM  53.22 2,789 95.8 460 225 1 B
3600 449TS XT32502T7S-4 69,764 XT™M 49.72 2,595 95.8 460 269 1
250 1800 4477 XT32504T-4 56,369 XT™M 53.22 2,888 96.2 460 276 1 -
1200 4497 XT32506T-4 74,775 XTM 53.22 3,125 95.8 460 286 1 é
300 3600 449TS XT33002TS-4 80,766 XTM 49.72 2,595 95.8 460 324 1 §
1800 449T XT33004T-4 66,235 XT™M 53.47 3,130 96.2 460 334 1 -8
575 volts o
3600 1437 XT3012T-5 1,173 XTM 12.54 53 84 575 1.4 1 ;
1 1800 1437 XT3014T-5 1,151 XT™M 12.54 58 87.5 575 1.5 1
1200 1457 XT3016T-5 1,288 XT™M 12.54 56 82.5 575 1.7 1 =
3600 1437 XT30152T-5 1,243 XT™M 12.54 58 85.5 575 2 1 <]
1.5 1800 1457 XT30154T-5 1,296 XTM 12.54 63 88.5 575 21 1 g‘
1200 182T XT30156T-5 1,500 XT™M 15.23 99 87.5 575 2.5 1 %
3600 1437 XT3022T-5 1,305 XT™M 12.54 64 86.5 575 2.5 1 %_
2 1800 1457 XT3024T-5 1,335 XT™M 12.54 65 88.5 575 2.8 1 f
1200 182T XT3026T-5 1,664 XTM 15.23 113 88.5 575 3.2 1
3600 182T XT3032T-5 1,497 XT™M 15.23 99 88.5 575 3.4 1
3 1800 182T XT3034T-5 1,447 XT™M 15.23 105 89.5 575 4.1 1
1200 2137 XT3036T-5 1,971 XTM 18.47 194 90.2 575 4.5 1 g-
3600 184T XT3052T-5 1,704 XTM 15.23 115 90.2 575 5.7 1 I
5 1800 184T XT3054T1-5 1,598 XT™M 15.23 115 89.5 575 6.5 1
1200 2157 XT3056T-5 2,513 XT™M 18.47 203 89.5 575 8 1
3600 2137 XT3072T-5 2,298 XTM 18.47 171 91 575 8.6 1
7.5 1800 2137 XT3074T-5 2,236 XT™M 18.47 203 91.7 575 9.5 1
1200 2547 XT3076T-5 3,803 XT™M 23.19 302 91 575 10.5 1
3600 2157 XT3102T-5 2,674 XT™M 18.47 198 91 575 119 1 ';t’
10 1800 2157 XT3104T-5 2,657 XTM 18.47 231 92.4 575 12.5 1 ;
1200 256T XT3106T-5 4,617 XT™M 23.19 322 91 575 14.1 1
3600 2547 XT3152T-5 3,829 XT™M 23.19 239 91 575 17.5 1
15 1800 254T XT3154T-5 3,835 XT™M 23.19 268 92.4 575 17.6 1
1200 2841 XT3156T-5 6,542 XTM 27.76 391 91.7 575 21 1

(a) See notes on inside back flap.
Cast iron frame
Red catalog number indicates NEW product.

Farm duty

NEW!

For more information visit baldor.abb.com
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501 STANDARD MOTOR CATALOG

NEW!

XT severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, foot mounted

Hp RPM NEMA Catalog I..ist Disc. '.’C" Aprx. FuII.Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt. (Ib) Efficiency Amps (@)
575 volts (continued)
3600 256T XT3202T-5 4,729 XTM 23.19 229 91 575 23 1
20 1800 256T XT3204T-5 4,591 XTM 23.19 322 93 575 24 1
1200 286T XT3206T-5 7,863 XTM 27.76 437 91.7 575 27 1
3600 284TS XT3252TS-5 5,989 XTM 26.39 396 91.7 575 28 1
25 1800 2847 XT3254T-5 5,657 XTM 27.76 437 93.6 575 30 1
1200 3247 XT3256T-5 8,985 XTM 30.28 605 93 575 32 1
3600 286TS XT3302TS-5 6,930 XTM 26.39 444 91.7 575 34 1
30 1800 286T XT3304T-5 6,709 XTM 27.76 460 93.6 575 38 1
1200 326T XT3306T-5 10,307 XTM 30.28 630 93 575 39 1
3600 324TS XT3402TS-5 9,015 XTM 28.78 587 93 575 45 1
40 1800 3247 XT3404T-5 8,682 XTM 30.28 600 94.1 575 48 1
1200 364T XT3406T-5 13,790 XTM 33.48 908 94.1 575 49.8 1
3600 326TS XT3502TS-5 11,165 XTM 28.78 575 93 575 56 1
50 1800 326T XT3504T-5 10,787 XTM 30.28 700 94.5 575 57 1
1200 365T XT3506T-5 16,259 XTM 33.48 908 94.1 575 61.7 1
3600 364TS XT3602TS-5 16,190 XTM 31.35 999 93.6 575 65.1 1
60 1800 364T XT3604T-5 14,997 XTM 33.48 947 95 575 70 1
1200 4041 XT3606T-5 19,431 XTM 38.19 1,322 94.5 575 69.3 1
3600 365TS XT3752TS-5 18,909 XTM 31.35 1,005 93.6 575 81.8 1
75 1800 365T XT3754T1-5 17,759 XTM 33.48 965 95.4 575 86 1
1200 405T XT3756T-5 22,809 XTM 38.19 1,322 94.5 575 87 1
3600 405TS XT31002TS-5 25,325 XTM 35.19 1,327 94.1 575 110 1
100 1800 405T XT31004T-5 24,665 XTM 38.19 1,375 95.4 575 114 1
1200 4441 XT31006T-5 33,681 XTM 44.97 1,800 95 575 115 1
3600 444TS XT31252TS-5 32,401 XTM 41.22 1,539 95 575 138 1
125 1800 445T XT31254T-5 31,111 XTM 44.97 1,669 95.4 575 144 1
1200 4457 XT31256T-5 38,671 XTM 44.97 1913 95 575 144 1
3600 445TS XT31502TS-5 39,810 XTM 41.22 2,017 95 575 165 1
150 1800 445T XT31504T-5 36,728 XTM 44.97 1,826 95.8 575 169 1
1200 447T XT31506T-5 44,472 XTM 48.22 2,571 95.8 575 175 1
3600 447TS XT32002TS-5 46,272 XTM 44.72 2,330 96.2 575 213 1
200 1800 4477 XT32004T-5 44,483 XTM 48.22 2,676 96.2 575 222 1
1200 4497 XT32006T-5 54,419 XTM 53.22 2,789 95.8 575 225 1
3600 449TS XT32502TS-5 69,764 XTM 49.72 2,595 95.8 575 269 1
250 1800 4477 XT32504T-5 56,369 XTM 53.22 2,888 96.2 575 276 1
1200 4497 XT32506T-5 74,775 XTM 53.22 3,125 95.8 575 286 1
300 3600 449TS XT33002TS-5 80,766 XTM 49.72 2,595 95.8 575 324 1
1800 4497 XT33004T-5 66,234 XTM 53.47 3,130 96.2 575 334 1
(a) See notes on inside back flap.
Cast iron frame
Red catalog number indicates NEW product.
NEW!

For more information visit baldor.abb.com



SEVERE DUTY MOTORS 47

NEW!

XT severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts,
C-Face
1 thru 300 Hp

Information

Features: Applications: § 9
Robust cast iron frame construction - Chemical, oil & gas g.g
Compatible with ABB Ability™ smart - Pulp & paper, forest ® %
sensor products 25
Laser etched nameplate - Metals & foundries ©
Multi-color leads, for ease of - Cement, aggregate & @
connections (320T frame and below) above ground mining §_ §
Suitable for inverter use per NEMA - Food processing :_3.'5.
MG1 Part 31.4.4.2 . Power generation 5 ¢

_ Division 2, Class I, Groups A, B, C, D . Water & wastewater $ a
\ markings on nameplate treatment

Sealed bearings on 143T-256T frames

) 2
3
o
4
a
NEMA Catalo List Disc. “cr Aprx. Full Load Full Load Notes
Hp RPM Frame Numbe?- Price Sym. Dim. Wt. le) Efficiency Voltage Amps (©)]
C-Face, foot mounted " ?
3600 143TC CXT3012T 1,223 XTM 12.54 53 84 208-230/460 1.4 1 59
1 1800 143TC CXT3014T 1,201 XTM 12.54 58 87.5 208-230/460 iS5 1 o g
1200 145TC CXT3016T 1,338 XTM 12.54 56 82.5 208-230/460 1.7 1 % S
3600 143TC CXT30152T 1,296 XTM 12.54 58 85.5 208-230/460 2 1 gg
1.5 1800 145TC CXT30154T 1,362 XTM 12.54 63 88.5 208-230/460 2.1 1 -G
1200 182TC CXT30156T 1,565 XTM 15.98 99 87.5 208-230/460 2.5 1
3600 1437C CXT3022T 1,358 XTM 12.54 64 86.5 208-230/460 2.5 1 .
2 1800 145TC CXT3024T 1,388 XTM 12.54 65 88.5 208-230/460 2.8 1 é
1200 182TC CXT3026T 1,743 XTM 15.98 113 88.5 208-230/460 3.2 1 S
3600 145TC CXT3032T-140 * 1,530 XTM 12.54 64 86.5 208-230/460 3.6 1 _§
3 182TC CXT3032T 1,576 XTM 15.98 99 88.5 208-230/460 3.4 1 <
1800 182TC CXT3034T 1,526 XTM 15.98 105 89.5 208-230/460 4.1 1 g
1200 213TC CXT3036T 2,069 XTM 19.20 194 90.2 208-230/460 4.5 1
3600 184T1C CXT3052T 1,782 XTM 15.98 105 90.2 208-230/460 5.7 1 -
5 1800 184T1C CXT3054T 1,677 XTM 15.98 115 89.5 208-230/460 6.5 1 2
1200 215TC CXT3056T 2,611 XTM 19.20 203 89.5 208-230/460 8 1 a
3600 184TC CXT3072T-180 * 2,103 XTM 15.98 123 89.5 208-230/460 8.4 1 .é
75 213TC CXT3072T 2,410 XTM 19.20 171 91 208-230/460 8.6 1 o
’ 1800 213TC CXT3074T 2,348 XTM 19.20 203 91.7 208-230/460 9.8 1 u%
1200 254TC CXT3076T 3,948 XTM 23.76 302 91 230/460 10.5 1,30
3600 215TC CXT3102T 2,786 XTM 19.20 198 91 208-230/460 119 1
10 1800 215TC CXT3104T 2,769 XTM 19.20 231 92.4 208-230/460 12.5 1
1200 256TC CXT3106T 4,762 XTM 23.76 322 91 230/460 14.1 1,30 o
3600 215TC CXT3152T-210 * 3,415 XTM 19.20 225 91 208-230/460 16.9 1 g
15 254TC CXT3152T 3,974 XTM 23.80 253 91 230/460 17.5 1,30 a
1800 254TC CXT3154T 3,979 XTM 23.80 268 92.4 230/460 17.6 1,30
1200 284TC CXT3156T 6,766 XTM 27.76 437 91.7 230/460 21 1,30
3600 256TC CXT3202T 4,874 XTM 23.80 229 91 230/460 23 1,30
20 1800 256TC CXT3204T 4,736 XTM 23.80 322 93 230/460 24 1,30
1200 286TC CXT3206T 8,086 XTM 27.76 437 91.7 230/460 27 1,30
3600 254TC CXT3252T-250 * 5,503 XTM 23.80 299 91.7 230/460 29 1,30 g
25 284TSC CXT3252TS 6,213 XTM 26.19 396 91.7 230/460 28 1,30 =
1800 284TC CXT3254T 5,880 XTM 27.76 437 93.6 230/460 30 1,30
1200 324TC CXT3256T 9,281 XTM 30.28 605 93 230/460 32 1,30
3600 286TSC CXT3302TS 7,154 XTM 26.19 444 91.7 230/460 34 1,30
30 1800 286TC CXT3304T 6,933 XTM 27.76 460 93.6 230/460 38 1,30
1200 326TC CXT3306T 10,603 XTM 30.28 630 93 230/460 39 1,30 2
* Not Division 2 3
(a) See notes on inside back flap. §
Cast iron frame £

Red catalog number indicates NEW product. NEW!

For more information visit baldor.abb.com
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XT severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, C-Face

501 STANDARD MOTOR CATALOG

NEW!

Hp RPM NEMA Catalog List Disc. “cr Aprx. Full Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt. (Ib) Efficiency Amps (©)]
C-Face, foot mounted (continued)
3600 324TSC CXT3402TS 9,311 XTM 28.78 587 93 230/460 45 1,30
40 1800 324TC CXT3404T 8,978 XTM 30.28 600 94.1 230/460 48 1,30
1200 364TC CXT3406T 14,731 XTM 33.48 908 94.1 230/460 49.8 1
3600 326TSC CXT3502TS 11,461 XTM 28.78 635 93 230/460 56 1,30
50 1800 326TC CXT3504T 11,083 XTM 30.28 700 94.5 230/460 57 1,30
1200 365TC CXT3506T 17,200 XTM 33.48 908 94.1 230/460 61.7 1
60 3600 364TSC CXT3602TS 17,130 XTM 31.35 999 93.6 230/460 65.1 1
1800 364TC CXT3604T 15,937 XTM 33.48 947 95 230/460 70 1
75 3600 365TSC CXT3752TS 19,849 XTM 31.35 1005 93.6 230/460 81.8 1
1800 365TC CXT3754T 18,700 XTM 33.48 965 95.4 230/460 86 1
100 3600 405TSC CXT31002TS 26,502 XTM 35.20 1327 94.1 230/460 110 1
1800 405TC CXT31004T-4 25,843 XTM 38.19 1375 95.4 460 115 1
125 1800 445TC CXT31254T-4 33,219 XTM 44.97 1669 95.4 460 144 1
150 1800 445TC CXT31504T-4 38,215 XTM 44.97 1826 95.8 460 169 1
200 1800 4477C CXT32004T-4 46,591 XTM 48.47 2676 96.2 460 222 1
250 1800 4477C CXT32504T-4 58,476 XTM 53.22 2888 96.2 460 276 1
300 1800 449TC CXT33004T-4 68,342 XTM 53.47 3027 96.2 460 334 1
C-Face, foot mounted, 575 volts
3600 143TC CXT3012T-5 1,223 XTM 12.54 53 84 575 1.4 1
1 1800 143TC CXT3014T-5 1,201 XTM 12.54 58 87.5 575 1.5 1
1200 145TC CXT3016T-5 1,338 XTM 12.54 56 82.5 575 1.7 1
3600 143TC CXT30152T-5 1,296 XTM 12.54 58 85.5 575 2 1
1.5 1800 145TC CXT30154T-5 1,362 XTM 12.54 63 88.5 575 2.1 1
1200 182TC CXT30156T-5 1,565 XTM 15.98 99 87.5 575 2.5 1
3600 143TC CXT3022T-5 1,358 XTM 12.54 64 86.5 575 2.5 1
2 1800 145TC CXT3024T-5 1,388 XTM 12.54 65 88.5 575 2.8 1
1200 182TC CXT3026T-5 1,743 XTM 15.98 113 88.5 575 3.2 1
3600 182TC CXT3032T-5 1,576 XTM 15.98 99 88.5 575 3.4 1
3 1800 182TC CXT3034T-5 1,526 XTM 15.98 105 89.5 575 4.1 1
1200 213TC CXT3036T-5 2,069 XTM 19.2 194 90.2 575 4.5 1
3600 184TC CXT3052T-5 1,782 XTM 15.98 105 90.2 575 5.7 1
5 1800 184TC CXT3054T-5 1,677 XTM 15.98 115 89.5 575 6.5 1
1200 215TC CXT3056T-5 2,611 XTM 19.2 203 89.5 575 8 1
3600 213TC CXT3072T-5 2,410 XTM 19.2 171 91 575 8.6 1
7.5 1800 213TC CXT3074T-5 2,348 XTM 19.2 203 91.7 575 9.8 1
1200 254TC CXT3076T-5 3,948 XTM 23.76 302 91 575 10.5 1
3600 215TC CXT3102T-5 2,786 XTM 19.2 198 91 575 119 1
10 1800 215TC CXT3104T-5 2,769 XTM 19.2 231 92.4 575 12.5 1
1200 256TC CXT3106T-5 4,762 XTM 23.76 322 91 575 14.1 1
3600 254TC CXT3152T-5 3,974 XTM 23.8 253 91 575 175 1
15 1800 254TC CXT3154T-5 3,979 XTM 23.8 268 92.4 575 17.6 1
1200 284TC CXT3156T-5 6,766 XTM 27.76 437 91.7 575 21 1
3600 256TC CXT3202T-5 4,874 XTM 23.8 229 91 575 23 1
20 1800 256TC CXT3204T-5 4,736 XTM 23.8 322 93 575 24 1
1200 286TC CXT3206T-5 8,086 XTM 27.76 437 91.7 575 27 1
3600 284TSC CXT3252TS-5 6,213 XTM 26.19 396 91.7 575 28 1
25 1800 284TC CXT3254T-5 5,880 XTM 27.76 437 93.6 575 30 1
1200 324TC CXT3256T-5 9,281 XTM 30.28 605 93 575 32 1
3600 286TSC CXT3302TS-5 7,154 XTM 26.19 444 91.7 575 34 1
30 1800 286TC CXT3304T-5 6,933 XTM 27.76 460 93.6 575 38 1
1200 326TC CXT3306T-5 10,603 XTM 30.28 630 93 575 39 1
3600 324TSC CXT3402TS-5 9,311 XTM 28.78 587 93 575 45 1
40 1800 324TC CXT3404T-5 8,978 XTM 30.28 600 94.1 575 48 1
1200 364TC CXT3406T-5 14,731 XTM 33.48 908 94.1 575 49.8 1
3600 326TSC CXT3502TS-5 11,461 XTM 28.78 635 93 575 56 1
50 1800 326TC CXT3504T-5 11,083 XTM 30.28 700 94.5 575 57 1
1200 365TC CXT3506T-5 17,200 XTM 33.48 908 94.1 575 61.7 1
60 3600 364TSC CXT3602TS-5 17,130 XTM 31.35 999 93.6 575 65.1 1
1800 364TC CXT3604T-5 15,937 XTM 33.48 947 95 575 70 1
75 3600 365TSC CXT3752TS-5 19,849 XTM 31.35 1005 93.6 575 81.8 1
1800 365TC CXT3754T-5 18,700 XTM 33.48 965 95.4 575 86 1
(a) See notes on inside back flap.
Cast iron frame
Red catalog number indicates NEW product. N EW'

For more information visit baldor.abb.com



SEVERE DUTY MOTORS 49

NEW!
c
.2
XT severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, C-Face ‘é
NEMA Catalo List Disc. “c" Aprx. Full Load Full Load Notes o
Hp RPM Frame Numbe?' Price Sym. Dim. Wt. lZII)) Efficiency Voltage Amps @) E
C-Face, foot mounted, 575 volts (continued)
100 3600 405TSC CXT31002TS-5 26,502 XTM 35.2 1327 94.1 575 110 1 o
1800 405TC CXT31004T-5 25,843 XTM 38.19 1375 95.4 575 115 1 2o
125 1800 445TC CXT31254T-5 33,219 XTM 44.97 1669 95.4 575 144 1 g ﬁ
150 1800 445TC CXT31504T-5 38,215 XTM 44.97 1826 95.8 575 169 1 a %
200 1800 447TC CXT32004T-5 46,590 XTM 48.47 2676 96.2 575 222 1 g §w
250 1800 4477C CXT32504T-5 58,476 XTM 53.22 2888 96.2 575 276 1 Sa
300 1800 449TC CXT33004T-5 68,342 XTM 53.47 3027 96.2 575 334 1 ©
C-Face, footless
3600 143TC VXT3012T 1,223 XTM 12.54 53 84 208-230/460 1.4 1 § °
1 1800 143TC VXT3014T 1,201 XTM 12.54 58 87.5 208-230/460 1.5 1 =
1200 145TC VXT3016T 1,338 XTM 12.54 56 82.5 208-230/460 1.7 1 2%
3600 143TC VXT30152T 1,296 XTM 12.54 58 85.5 208-230/460 2 1 g g
1.5 1800 145TC VXT30154T 1,362 XTM 12.54 63 88.5 208-230/460 2.1 1 S =
1200 182TC VXT30156T 1,565 XTM 15.98 99 87.5 208-230/460 2.5 1 ©
3600 143TC VXT3022T 1,358 XTM 12.54 64 86.5 208-230/460 2.5 1
2 1800 145TC VXT3024T 1,388 XTM 12.54 65 88.5 208-230/460 2.8 1
1200 182TC VXT3026T 1,743 XTM 15.98 115 88.5 208-230/460 3.5 1 'E'
3600 145TC VXT3032T-140 * 1,530 XTM 12.54 64 86.5 208-230/460 3.6 1 ;
3 182TC VXT3032T 1,576 XTM 15.98 99 88.5 208-230/460 3.4 1 g
1800 182TC VXT3034T 1,526 XTM 15.98 105 89.5 208-230/460 4.1 1 &
1200 213TC VXT3036T 2,082 XTM 19.25 171 90.2 208-230/460 4.5 1
3600 184TC VXT3052T 1,782 XTM 15.98 115 90.2 208-230/460 5.7 1
5 1800 184TC VXT3054T 1,677 XTM 15.98 115 89.5 208-230/460 6.5 1 "
1200 215TC VXT3056T 2,624 XTM 19.25 203 89.5 208-230/460 8 1 g §
3600 184TC VXT3072T-180 * 2,103 XTM 15.98 123 89.5 208-230/460 8.4 1 '26' g
75 213TC VXT3072T 2,410 XTM 19.25 171 91 208-230/460 8.6 1 o o
' 1800 213TC VXT3074T 2,348 XTM 19.25 203 91.7 208-230/460 9.5 1 gg
1200 254TC VXT3076T 3,948 XTM 23.76 302 91 230/460 10.5 1,30 =5
3600 215TC VXT3102T 2,786 XTM 19.25 198 91 208-230/460 11.9 1
10 1800 215TC VXT3104T 2,769 XTM 19.25 231 92.4 208-230/460 12.5 1 -
1200 256TC VXT3106T 4,762 XTM 23.76 322 91 230/460 14.1 1,30 §
3600 215TC VXT3152T-210 * 3,415 XTM 19.25 225 91 208-230/460 16.9 1 §
15 254TC VXT3152T 3,974 XTM 23.76 239 91 230/460 17.5 1,30 s
1800 254TC VXT3154T 3,979 XTM 23.76 268 92.4 230/460 17.6 1,30 <
1200 284TC VXT3156T 6,766 XTM 27.76 437 91.7 230/460 21 1,30 g
3600 256TC VXT3202T 4,874 XTM 23.80 310 91 230/460 23 1,30
20 1800 256TC VXT3204T 4,736 XTM 23.80 322 93 230/460 24 1,30
1200 286TC VXT3206T 8,086 XTM 27.76 437 91.7 230/460 27 1,30 §
3600 254TC VXT3252T-250 * 5,503 XTM 23.76 299 91.7 230/460 27 1,30 ‘g‘.
25 284TSC VXT3252TS 6,213 XTM 26.39 396 91.7 230/460 28 1,30 o
1800 284TC VXT3254T 5,880 XTM 27.76 437 93.6 230/460 30 1,30 8
1200 324TC VXT3256T 9,281 XTM 30.28 605 93 230/460 32 1,30 e
30 3600 286TSC VXT3302TS 7,154 XTM 26.39 396 91.7 230/460 34 1,30 ""
1800 286TC VXT3304T 6,933 XTM 27.76 460 93.6 230/460 36 1,30
C-Face, footless, 575 volts
3600 143TC VXT3012T-5 1,223 XTM 12.54 53 84 575 1.4 1
1 1800 143TC VXT3014T-5 1,201 XTM 12.54 58 87.5 575 1.5 1 %
1200 145TC VXT3016T-5 1,338 XTM 12.54 56 82.5 575 1.7 1 &
3600 143TC VXT30152T-5 1,296 XTM 12.54 58 85.5 575 2 1
1.5 1800 145TC VXT30154T-5 1,362 XTM 12.54 63 88.5 575 2.1 1
1200 182TC VXT30156T-5 1,565 XTM 15.98 99 87.5 575 2.5 1
3600 143TC VXT3022T-5 1,358 XTM 12.54 64 86.5 575 2.5 1
2 1800 145TC VXT3024T-5 1,388 XTM 12.54 65 88.5 575 2.8 1
1200 182TC VXT3026T-5 1,743 XTM 15.98 115 88.5 575 3.5 1 g
3600 182TC VXT3032T-5 1,576 XTM 15.98 99 88.5 575 3.4 1 ;
3 1800 182TC VXT3034T-5 1,526 XTM 15.98 105 89.5 575 4.1 1
1200 213TC VXT3036T-5 2,082 XTM 19.25 171 90.2 575 4.5 1
3600 184TC VXT3052T-5 1,782 XTM 15.98 115 90.2 575 5.7 1
5 1800 184TC VXT3054T-5 1,677 XTM 15.98 115 89.5 575 6.5 1
1200 215TC VXT3056T-5 2,624 XTM 19.25 203 89.5 575 8 1 >
* Not Division 2 3
(a) See notes on inside back flap. §
Cast iron frame £

Red catalog number indicates NEW product. NEW!

For more information visit baldor.abb.com
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XT severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, C-Face

501 STANDARD MOTOR CATALOG

NEW!

Hp RPM NEMA Catalog List Disc. “c" Aprx. Full Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt. (Ib) Efficiency Amps (©)]
C-Face, footless, 575 volts (continued)
3600 213TC VXT3072T-5 2,410 XTM 19.25 171 91 575 8.6 1
7.5 1800 213TC VXT3074T-5 2,348 XTM 19.25 203 91.7 575 9.5 1
1200 254TC VXT3076T-5 3,948 XTM 23.76 302 91 575 10.5 1
3600 215TC VXT3102T-5 2,787 XTM 19.25 198 91 575 11.9 1
10 1800 215TC VXT3104T-5 2,769 XTM 19.25 231 92.4 575 12.5 1
1200 256TC VXT3106T-5 4,762 XTM 23.76 322 91 575 14.1 1
3600 254TC VXT3152T-5 3,974 XTM 23.76 239 91 575 17.5 1
15 1800 254TC VXT3154T-5 3,979 XTM 23.76 268 92.4 575 17.6 1
1200 284TC VXT3156T-5 6,766 XTM 27.76 437 91.7 575 21 1
3600 256TC VXT3202T-5 4,874 XTM 23.8 310 91 575 23 1
20 1800 256TC VXT3204T-5 4,736 XTM 23.8 322 93 575 24 1
1200 286TC VXT3206T-5 8,086 XTM 27.76 437 91.7 575 27 1
3600 284TSC VXT3252TS-5 6,213 XTM 26.39 396 91.7 575 28 1
25 1800 284TC VXT3254T-5 5,880 XTM 27.76 437 93.6 575 30 1
1200 324TC VXT3256T-5 9,281 XTM 30.28 605 93 575 32 1
30 3600 286TSC VXT3302TS-5 7,154 XTM 26.39 396 91.7 575 34 1
1800 286TC VXT3304T-5 6,933 XTM 27.76 460 93.6 575 36 1
(a) See notes on inside back flap.
Cast iron frame
Red catalog number indicates NEW product.
NEW!

For more information visit baldor.abb.com



SEVERE DUTY MOTORS 51

XEX severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts,
foot mounted
1 thru 900 Hp

Information

| pss5 || pes |

Features: Applications: § 9
Robust cast iron construction - Chemical, oil & gas g.g
Regreasable bearings all frames - Pulp & paper, forest ® %,
IP55 on 143T-L449T frames, IP66 on 5000 products % 5
frames - Metals & foundries ©
304 stainless steel nameplates - Cement, aggregate & @
Inverter ready nameplate above ground mining ay
Division 2, Class |, Groups A, B, C, D - Food processing ‘_g-'g-
markings on nameplate - Power generation % g
Division 2, Class Il, Groups F & G, T4 on - Water & wastewater § =
5000 frames treatment

Insulated NDE bearing on 5000 frames

12}
_g
2
NEMA Catalo List Disc. “c" Aprx. Full Load Full Load Notes g
Hp RPM Frame Numbegr Price Sym. Dim. Wt. IZII)) Efficiency Voltage Amps (@) E
230/460 volts & 460 volts
3600 1437 ECP3580T 1,493 SDM 12.95 59 84 230/460 1.4 1
1437 ECP3580T-4 1,493 SDM 12.95 59 84 460 1.4 1 " ?
143T ECP3581T 1,641 SDM 12.88 64 87.5 230/460 1.5 1,30 § %
1 1800 1437 ECP3581T-4 1,641 SDM 12.88 61 87.5 460 1.5 1 ‘23 E
143T ENCP3581T-4 1,709 SDM 11.36 56 87.5 460 1.5 1,60 vg
1200 145T ECP3582T 1,812 SDM 12.88 68 82.5 230/460 1.7 1,30 E, b
1457 ECP3582T-4 1,812 SDM 12.88 69 82.5 460 1.7 1 «
900 1827 ECP3687T-4 2,545 SDM 15.93 103 78.5 460 2 1
3600 1437 ECP3583T 1,698 SDM 12.95 67 85.5 230/460 2 1,30 >
143T ECP3583T-4 1,698 SDM 12.95 67 85.5 460 2 1 3
1800 1457 ECP3584T 1,671 SDM 12.88 69 88.5 230/460 2.1 1,30 §
11/2 145T ECP3584T-4 1,671 SDM 12.88 72 88.5 460 2.1 1 8
1200 182T ECP3667T 2,120 SDM 15.93 108 87.5 230/460 2.5 1,3 <
1827 ECP3667T-4 2,120 SDM 15.93 108 87.5 460 2.5 1 g
900 184T ECP3668T-4 3,167 SDM 15.93 110 80 460 3.2 1
3600 1457 ECP3586T 1,776 SDM 12.95 74 86.5 230/460 2.5 1,30 o
145T ECP3586T-4 1,776 SDM 12.95 74 86.5 460 2.5 1 2
1800 1457 ECP3587T 1,745 SDM 12.88 75 88.5 230/460 2.8 1,30 'g'.
2 145T ECP3587T-4 1,745 SDM 12.88 73 88.5 460 2.8 1 o
1200 184T ECP3664T 2,147 SDM 15.93 122 88.5 230/460 3.2 1 §
1841 ECP3664T-4 2,147 SDM 15.93 120 88.5 460 3.2 1 e
900 213T ECP3772T-4 3,994 SDM 19.50 179 85.5 460 3.8 1 u
3600 1827 ECP3660T 2,100 SDM 15.93 104 88.5 230/460 3.4 1,30
182T ECP3660T-4 2,100 SDM 15.93 106 88.5 460 3.4 1
1800 1827 ECP3661T 2,207 SDM 15.93 110 89.5 230/460 4.1 1,30 o
3 182T ECP3661T-4 2,207 SDM 15.93 112 89.5 460 4.1 1 =
1200 213T ECP3764T 3,098 SDM 19.50 185 90.2 230/460 4.5 1,30 =
213T ECP3764T-4 3,098 SDM 19.50 209 89.5 460 4.5 1
900 215T ECP3775T-4 4,330 SDM 19.50 203 85.5 460 5.2 1
3600 1841 ECP3663T 2,584 SDM 15.93 114 90.2 230/460 5.7 1,30
184T ECP3663T-4 2,584 SDM 15.93 111 89.5 460 5.7 1
1800 1841 ECP3665T 2,246 SDM 15.93 118 89.5 230/460 6.5 1,30
5 184T ECP3665T-4 2,246 SDM 15.93 119 89.5 460 6.6 1 2
1200 215T ECP3768T 3,140 SDM 19.50 212 90.2 230/460 7.3 1,30 ;
215T ECP3768T-4 3,140 SDM 19.50 227 90.2 460 7.3 1
900 2547 ECP2280T-4 6,892 SDM 24.78 327 87.5 460 8.6 1
3600 213T ECP3769T 3,372 SDM 19.50 169 91 230/460 8.6 1
213T ECP3769T-4 3,372 SDM 19.50 173 91.7 460 8.6 1
1800 213T ECP3770T 2,828 SDM 19.50 170 91.7 230/460 9.5 1 -
71/2 213T ECP3770T-4 2,828 SDM 19.50 170 91.7 460 9.5 1 =
1200 254T ECP2276T 4,492 SDM 24.78 335 91 230/460 10.7 1,30 z
254T ECP2276T-4 4,492 SDM 24.78 337 91 460 10.7 1 5
900 256T ECP2401T-4 7,881 SDM 24.78 347 86.5 460 12.1 =
(a) See notes on inside back flap. Cast iron frame

For more information visit baldor.abb.com
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501 STANDARD MOTOR CATALOG

XEX severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, foot mounted

Hp RPM NEMA Catalog List Disc. “c" Aprx. Full Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt.(Ib) Efficiency Amps (@)
230/460 volts & 460 volts (continued)
3600 2157 ECP3771T 3,590 SDM 19.50 203 92.4 230/460 11 1
2157 ECP3771T-4 3,590 SDM 19.50 215 92.4 460 11 1
1800 2157 ECP3774T 3,386 SDM 19.50 231 92.4 230/460 12.5 1
10 2157 ECP3774T-4 3,386 SDM 19.50 211 92.4 460 12.5 1
1200 256T ECP2332T 5,836 SDM 24.78 348 91 230/460 14.2 1,30
256T ECP2332T-4 5,836 SDM 24.78 347 91 460 14.2 1
900 284T ECP2402T-4 9,194 SDM 2793 468 89.5 460 14.6 1
3600 2547 ECP2294T 4,593 SDM 24.78 300 91.7 230/460 17.2 1,30
2547 ECP2394T-4 4,593 SDM 24.78 297 91.7 460 17.2 1
1800 2547 ECP2333T 4,315 SDM 24.78 314 92.4 230/460 18.1 1,30
15 2547 ECP2333T-4 4,315 SDM 24.78 294 92.4 460 18.1 1
1200 2847 ECP4100T 6,691 SDM 2793 449 91.7 230/460 21 1,30
284T ECP4100T-4 6,691 SDM 2793 448 91.7 460 21 1
900 286T ECP2395T-4 12,271 SDM 27.93 479 89.5 460 23 1
3600 256T ECP4106T 5,357 SDM 24.78 324 91.7 230/460 22 1,30
256T ECP4106T-4 5,357 SDM 24.78 328 91.7 460 22 1
1800 256T ECP2334T 4,627 SDM 24.78 334 93 230/460 24 1,30
20 256T ECP2334T-4 4,627 SDM 24.78 333 93 460 24 1
1200 286T ECP4102T 9,091 SDM 2793 437 91.7 230/460 27 1
286T ECP4102T-4 9,091 SDM 27.93 437 91.7 460 27 1
900 3247 ECP4112T-4 13,989 SDM 30.66 600 90.2 460 30 1
3600 284TS ECP4107T 6,438 SDM 26.62 396 91.7 230/460 28 1,30
284TS ECP4107T-4 6,438 SDM 26.62 410 91.7 460 28 1
1800 284T ECP4103T 6,055 SDM 2793 431 93.6 230/460 30 1,30
25 2847 ECP4103T-4 6,055 SDM 2793 435 93.6 460 30 1
1200 3247 ECP4111T 9,500 SDM 30.28 604 93 230/460 32 1,30
3241 ECP4111T-4 9,500 SDM 30.28 608 93 460 32 1
900 326T ECP4124T-4 17,469 SDM 30.66 598 90.2 460 37 1
3600 286TS ECP4108T 7,848 SDM 26.62 440 91.7 230/460 34 1
286TS ECP4108T-4 7,848 SDM 26.62 424 91.7 460 34 1
1800 286T ECP4104T 7,189 SDM 2793 475 93.6 230/460 38 1,30
30 286T ECP4104T-4 7,189 SDM 27.93 470 93.6 460 38 1
1200 326T ECP4117T 12,246 SDM 30.28 621 93 230/460 39 1,30
326T ECP4117T-4 12,246 SDM 30.28 633 93 460 39 1
900 364T ECP4113T-4 18,472 SDM 33.44 813 92.4 460 39.3 1
3600 324TS ECP4109T 10,781 SDM 29.15 552 93 230/460 45 1
324TS ECP4109T-4 10,781 SDM 29.15 566 93 460 46 1
1800 3247 ECP4110T 9,406 SDM 30.28 618 94.1 230/460 48 1,30
40 32417 ECP4110T-4 9,406 SDM 30.28 626 94.1 460 48 1
1200 364T ECP4308T 14,967 SDM 33.49 918 94.1 230/460 49.4 1
364T ECP4308T-4 14,967 SDM 33.49 889 94.1 460 49.4 1
900 365T ECP4315T-4 21,240 SDM 33.44 813 93 460 52 1
3600 326TS ECP4114T 11,298 SDM 29.15 619 93 230/460 56 1,30
326TS ECP4114T-4 11,298 SDM 29.15 610 93 460 56 1
1800 326T ECP4115T 11,040 SDM 30.28 641 94.5 230/460 58 1,30
50 326T ECP4115T-4 11,040 SDM 30.28 668 94.5 460 58 1
1200 365T ECP4312T 17,722 SDM 33.49 928 94.1 230/460 61.7 1
365T ECP4312T-4 17,722 SDM 33.49 920 94.1 460 61.7 1
900 405T ECP4417T-4 26,174 SDM 38.20 1216 93 460 63 1
3600 364TS ECP4310T 15,938 SDM 31.37 929 95 230/460 65.1 1
364TS ECP4310T-4 15,938 SDM 31.37 882 95 460 65.1 1
1800 364T ECP4314T 15,761 SDM 33.49 933 95 230/460 68 1
60 364T ECP4314T-4 15,761 SDM 33.49 941 95 460 68 1
4041 ECP4403T 22,207 SDM 38.20 1281 95 230/460 69 1
1200 4041 ECP4403T-4 22,207 SDM 38.20 1331 95 460 69 1
4041 ECP4403TR-4 23,329 SDM 38.20 1375 94.5 460 67.3 1,5
900 405T ECP4418T-4 30,696 SDM 38.20 1216 93 460 76 1
3600 365TS ECP4313T 18,257 SDM 31.37 1004 93.6 230/460 80.7 1
365TS ECP4313T-4 18,257 SDM 31.37 990 93.6 460 80.7 1
365T ECP4316T 18,134 SDM 33.49 958 95.4 230/460 85.9 1
1800 365T ECP4316T-4 18,134 SDM 33.49 962 95.4 460 84.9 1
75 365T ECP4316TR-4 19,116 SDM 33.44 965 95.4 460 85.9 1,5
405T ECP4404T 27,026 SDM 38.20 1275 94.5 230/460 86.9 1
1200 405T ECP4404T-4 27,026 SDM 38.20 1334 94.5 460 86.9 1
405T ECP4404TR-4 28,148 SDM 38.20 1334 94.5 460 86.9 1,5
900 444T ECP4419T-4 37,898 SDM 44.75 1815 94.5 460 89.3 1

(a) See notes on inside back flap.

Cast iron frame

For more information visit baldor.abb.com
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NEW!
5
XEX severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, foot mounted ‘é
NEMA Catalo List Disc. “c" Aprx. Full Load Full Load Notes o
Hp RPM Frame Numbegr Price Sym. Dim. Wt. IZII)) Efficiency Voltage Amps (@) E
230/460 volts & 460 volts (continued)
3600 405TS ECP4402T 23,038 SDM 35.04 1283 94.1 230/460 110 1 o
405TS ECP4402T-4 23,038 SDM 35.04 1272 94.1 460 110 1 20
405T ECP4400T-4 22,695 SDM 38.20 1296 95.4 460 112 1 g _::'3
100 1800 405T ECP4400TR-4 23,818 SDM 38.20 1326 95.4 460 112 L5 a g-
405TS ECP4400TS-4 22,695 SDM 35.04 1304 95.4 460 112 1 g §
1200 4441 ECP4409T-4 29,726 SDM 44.75 1871 95 460 119 1 Sh
4447 ECP4409TR-4 31,656 SDM 44.75 1871 95 460 119 1,5 ©
900 4457 ECP4420T-4 44,236 SDM 44.75 1905 93.6 460 125 1
3600 444TS ECP4412T 27,071 SDM 41.08 1957 95 230/460 138 1 § "
444TS ECP4412T-4 27,071 SDM 41.08 1901 95 460 137 1 gu
1800 4447 ECP4410T-4 26,831 SDM 44.75 1950 95.4 460 144 1 o
125 44417 ECP4410TR-4 28,761 SDM 44.75 1950 95.4 460 144 15 ®Y
1200 445T ECP4411T-4 33,582 SDM 44.75 2146 95 460 146 1 g .E
4457 ECP4411TR-4 35,512 SDM 44.75 2146 95 460 146 1,5 o
900 4477 ECP4421T-4 48,448 SDM 48.24 2330 95 460 149 1
3600 445TS ECP4413T-4 31,737 SDM 40.83 2017 95 460 164 1
1800 4457 ECP4406T-4 31,432 SDM 44.75 2190 95.8 460 169 1 'E
150 4457 ECP4406TR-4 33,362 SDM 44.75 2190 95.8 460 169 1,5 K
1200 4477 ECP44156T-4 37,862 SDM 48.24 2546 95.8 460 170 1 g
447T ECP44156TR-4 39,791 SDM 48.24 2585 95.8 460 170 1,5 &
900 4497 ECP4422T-4 55,666 SDM 53.24 3051 95 460 188 1 B
3600 447TS ECP4416T-4 37,579 SDM 44.48 2436 96.2 460 213 1
447T ECP4407T-4 37,812 SDM 48.24 2545 96.2 460 222 1
1800 4477 ECP4407TR-4 39,739 SDM 48.24 2621 96.2 460 222 1,5 n g
200 447TS ECP4407TS-4 37,812 SDM 44.48 2573 96.2 460 222 1 o=
1200 4497 ECP44206T-4 49,596 SDM 53.24 3104 95.8 460 225 1 § §
4497 ECP44206TR-4 51,523 SDM 53.24 3091 95.8 460 225 1,5 28
900 4497 ECP4423T-4 70,655 SDM 53.24 3179 95 460 248 1 LE T
3600 449TS ECP44252T-4 57,466 SDM 49.48 2633 95.8 460 269 1 =
1800 4497 ECP4408T-4 47,983 SDM 53.24 2981 96.2 460 276 1
4497 ECP4408TR-4 49,910 SDM 53.24 2995 96.2 460 276 1,5 >
250 4497 ECP44256T-4 69,188 SDM 53.24 3090 96.2 460 283 N B
1200 4497 ECP44256TR-4 71,115 SDM 53.24 3093 95.8 460 287 1,5 §
5008L ECP502506-PP 52,434 ISD 60.17 3682 95.8 460 296 i
900 L449T ECP49258T-4 85,552 SDM 60.13 3430 95 460 288 1,99 &
3600 449TS ECP44302T-4 83,987 SDM 49.48 2789 96.2 460 318 1 g
5008S ECP503002-PP 51,123 ISD 60.17 3791 95.8 460 327
4497 ECP44304T-4 66,134 SDM 53.24 3061 96.2 460 334 N .
1800 4497 ECP44304TR-4 68,063 SDM 53.24 3048 96.2 460 334 1,5 2
300 5008S ECP503004-PP 48,412 I1SD 60.17 3902 96.2 460 330 s
1200 L449T ECP49306T-4 100,809 SDM 60.13 3125 95.8 460 340 1,99 ’é
5010L ECP503006-PP 61,525 1SD 67.05 4277 95.8 460 356 o
900 L449T ECP49308T-4 91,261 SDM 60.13 4089 95 460 378 14,99 u%
5010L ECP503008-PP 72,641 ISD 67.05 4564 95 460 369
3600 449TS ECP44352T-4 87,854 SDM 49.48 2965 95.8 460 370 1
5008S ECP503502-PP 56,605 ISD 60.17 4012 95.8 460 380
350 1800 L449T ECP49354T-4 102,998 SDM 60.21 3543 96.2 460 384 1,99 o
5008L ECP503504-PP 53,604 1SD 60.17 3902 96.2 460 397 e
1200 5010L ECP503506-PP 66,656 ISD 67.05 4607 95.8 460 416 &
900 5012L ECP503508-PP 80,076 ISD 74.00 5291 95.0 460 437
3600 L449TS ECP44402T-4 117,940 SDM 56.72 3700 96.2 460 420 1
5010S ECP504002-PP 62,199 1SD 67.05 4431 95.8 460 439
400 1800 L449T ECP49404T-4 106,057 SDM 60.34 3682 96.2 460 435 1,99
5008L ECP504004-PP 58,901 ISD 60.17 4299 96.2 460 462
1200 5012L ECP504006-PP 73,399 1SD 74.00 5005 95.8 460 476 9
900 5012L ECP504008-PP 85,950 ISD 74.00 5667 95 460 480 ;
3600 5010S ECP504502-PP 68,711 1SD 67.05 4431 95.8 460 490
1800 L449T ECP49454T-4 109,031 SDM 60.34 3720 96.2 460 460 1,99
450 5010L ECP504504-PP 65,068 ISD 67.05 4564 96.2 460 511
1200 5012L ECP504506-PP 77,821 I1SD 74.00 5445 95.8 460 534
900 5012L ECP504508-PP 89,115 ISD 74.00 5886 95 460 560 -
3600 5010S ECP505002-PP 75,156 1SD 67.05 4431 95.8 460 542 5
500 1800 5010L ECP505004-PP 72,615 ISD 67.05 4564 96.2 460 561 z
1200 5012L ECP505006-PP 80,796 ISD 74.00 5754 95.8 460 606 5
900 5012L ECP505008-PP 94,612 1SD 74.00 5886 95 460 610 *
(a) See notes on inside back flap. Cast iron frame  Red catalog number indicates NEW product.

For more information visit baldor.abb.com
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54 501 STANDARD MOTOR CATALOG

NEW!

XEX severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, foot mounted

Hp RPM NEMA Catalog List Disc. “c" Aprx. Full Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt.(Ib) Efficiency Amps (@)
230/460 volts & 460 volts (continued)
3600 5010S ECP506002-PP 80,316 ISD 67.05 4652 95.8 460 660
600 1800 5012L ECP506004-PP 76,057 ISD 74.00 5225 96.2 460 676
1200 5012L ECP506006-PP 85,320 ISD 74.00 5887 95.8 460 720
3600 5010S ECP506502-PP 89,551 ISD 67.05 4785 95.8 460 696
650 1800 5012L ECP506504-PP 82,445 ISD 74.00 5203 96.2 460 731
1200 5012L ECP506506-PP 90,097 ISD 74.00 5887 95.8 460 769
700 1800 5012L ECP507004-PP 87,556 ISD 74.00 5688 96.2 460 765
1200 5012L ECP507006-PP 95,053 ISD 74.00 5887 95.8 460 824
750 1800 5012L ECP507504-PP 92,459 ISD 74.00 5688 96.2 460 831
800 1800 5012L ECP508004-PP 96,342 ISD 74.00 5931 96.2 460 925
900 1800 5012L ECP509004-PP 100,195 ISD 74.00 6283 96.2 460 1020
575 Volt
1 3600 1437 ECP3580T-5 1,493 SDM 12.88 61 84 575 1.1 1
1800 143T ECP3581T-5 1,641 SDM 12.88 65 87.5 575 1.2 1
11/2 1800 1457 ECP3584T-5 1,671 SDM 12.88 71 88.5 575 1.7 1
2 1800 1457 ECP3587T-5 1,745 SDM 12.88 75 86.5 575 2.3 1
3600 1827 ECP3660T-5 2,100 SDM 15.93 107 88.5 575 2.7 1
3 1800 1821 ECP3661T-5 2,207 SDM 15.93 113 89.5 575 3.3 1
1200 2137 ECP3764T-5 3,098 SDM 19.50 211 90.2 575 3.6 1
3600 1841 ECP3663T-5 2,584 SDM 15.93 111 89.5 575 4.6 1
5 1800 184T ECP3665T-5 2,246 SDM 15.93 118 89.5 575 5.3 1
1200 2157 ECP3768T-5 3,140 SDM 19.50 196 90.2 575 5.8 1
3600 213T ECP3769T-5 3,372 SDM 19.50 169 91.7 575 6.9 1
7172 1800 213T ECP3770T-5 2,828 SDM 19.50 170 91.7 575 7.5 1
1200 2547 ECP2276T-5 4,492 SDM 24.78 333 91.7 575 8.7 1
3600 215T ECP3771T-5 3,590 SDM 19.50 182 92.4 575 8.9 1
10 1800 215T ECP3774T-5 3,386 SDM 19.50 231 92.4 575 10 1
1200 256T ECP2332T-5 5,836 SDM 24.78 347 91 575 11.5 1
3600 254T ECP2394T-5 4,593 SDM 24.78 239 91.7 575 13.8 1
15 1800 254T ECP2333T-5 4,315 SDM 24.78 297 92.4 575 14.6 1
1200 284T ECP4100T-5 6,691 SDM 2793 446 93 575 15.9 1
3600 256T ECP4106T-5 5,357 SDM 24.78 310 91.7 575 17.9 1
20 1800 256T ECP2334T-5 4,627 SDM 24.78 325 93 575 19.2 1
1200 286T ECP4102T-5 9,091 SDM 2793 478 93 575 20.6 1
25 1800 284T ECP4103T-5 6,055 SDM 27.93 424 93.6 575 24 1
1200 3247 ECP4111T-5 9,500 SDM 30.28 612 93 575 25.7 1
30 1800 286T ECP4104T-5 7,189 SDM 27.93 467 93.6 575 29 1
1200 326T ECP4117T-5 12,246 SDM 30.28 630 93 575 30 1
40 1800 3247 ECP4110T-5 9,406 SDM 30.28 623 94.1 575 37 1
1200 364T ECP4308T-5 15,262 SDM 33.49 910 94.1 575 40 1
50 1800 326T ECP4115T-5 11,040 SDM 30.28 652 94.5 575 45 1
60 1800 364T ECP4314T-5 15,761 SDM 33.49 936 95 575 54.4 1
3600 365TS ECP4313T-5 18,257 SDM 31.35 1005 93.6 575 66 1
75 1800 365T ECP4316T-5 18,134 SDM 33.49 966 95.4 575 68.7 1
1200 405T ECP4404T-5 27,026 SDM 38.19 1322 94.5 575 70 1
100 1800 405T ECP4400T-5 22,695 SDM 38.04 1305 95.4 575 89.6 1
125 1800 4441 ECP4410T-5 26,831 SDM 44.75 2054 95.4 575 115 1
1200 445T ECP4411T-5 33,582 SDM 44.97 1913 95 575 116 1
150 1800 4457 ECP4406T-5 31,432 SDM 44,75 2175 95.8 575 135 1
200 1800 4477 ECP4407T-5 37,812 SDM 48.24 2570 96.2 575 178 1
250 1800 449T ECP4408T-5 47,983 SDM 53.47 3027 96.2 575 219 1
300 1800 4497 ECP44304T-5 66,134 SDM 53.47 3150 96.2 575 267 1
350 1800 L449T ECP49354T-5 102,998 SDM 60.47 3680 96.2 575 309 1
400 1800 L449T ECP49404T-5 106,057 SDM 60.47 3702 96.2 575 356 1
(a) See notes on inside back flap.
Cast iron frame
Red catalog number indicates NEW product.
NEW!

For more information visit baldor.abb.com
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XEX severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, 5
H
C-Face £
1 thru 200 Hp £
Features: Applications:
Robust cast iron construction - Chemical, oil & gas § o
. n
Regreasable bearings all frames - Pulp & paper, forest products g_g
304 stainless steel nameplates - Metals & foundries %‘;
Inverter ready nameplate - Cement, aggregate & above g g
Division 2, Class |, Groups A, B, C, D ground mining o
markings on nameplate - Food processing o
Locked bearing to allow mounting - Power generation § ]
in any configuration . Water & wastewater i-g
treatment © 9
2=
3 =
NEMA Catalo! List Disc. “c Aprx. Full Load Full Load Notes
Hp RPM Frame Numbe?' Price Sym. Dim. Wt.lzlb) Efficiency Voltage Amps (@)
C-Face, Foot Mounted >
1800 143TC CECP3581T 1,727 SDM 13.38 67 87.5 230/460 1.5 1 3
1 143TC CECP3581T-5 1,727 SDM 13.38 60 85.5 575 1.2 1 g
1200 145TC CECP3582T 1,903 SDM 13.38 75 82.5 230/460 1.7 1 g
1800 145TC CECP3584T 1,762 SDM 13.38 72 88.5 230/460 21 1
11/2 145TC CECP3584T-5 1,762 SDM 13.38 72 88.5 575 1.7 1
1200 182TC CECP3667T 2,212 SDM 16.68 99 87.5 230/460 2.5 1 "
1800 145TC CECP3587T 1,833 SDM 13.38 76 88.5 230/460 2.8 1 g §
2 145TC CECP3587T-5 1,833 SDM 13.38 76 88.5 575 2.3 1 ° g
1200 184TC CECP3664T 2,235 SDM 16.68 113 88.5 230/460 3.2 1 % 5
3600 182TC CECP3660T 2,257 SDM 16.68 112 88.5 230/460 3.4 1,30 gg
3 1800 182TC CECP3661T 2,366 SDM 16.68 114 89.5 230/460 4.1 1 = =
182TC CECP3661T-5 2,366 SDM 16.68 114 89.5 575 3.2 1
1200 213TC CECP3764T 3,257 SDM 20.24 187 90.2 230/460 4.5 1,30 .
3600 184T1C CECP3663T 2,741 SDM 16.68 121 90.2 230/460 5.7 1,30 §
5 1800 184TC CECP3665T 2,403 SDM 16.68 130 89.5 230/460 6.5 1 §
184TC CECP3665T-5 2,403 SDM 16.68 130 90.2 575 5.2 1 '8
1200 215TC CECP3768T 3,298 SDM 20.24 226 90.2 230/460 7.3 1,30 §
3600 213TC CECP3769T 3,686 SDM 20.24 173 89.5 230/460 8.6 1 ;
712 1800 213TC CECP3770T 3,144 SDM 20.24 170 91.7 230/460 9.5 1
213TC CECP3770T-5 3,144 SDM 20.24 170 91.7 575 7.5 1 o
1200 254TC CECP2276T 4,808 SDM 25.28 305 91 230/460 10.7 1,30 §
3600 215TC CECP3771T 3,901 SDM 20.24 203 92.4 230/460 11 1,30 g‘
10 1800 215TC CECP3774T 3,700 SDM 20.24 231 92.4 230/460 12.5 1 ~§
215TC CECP3774T-5 3,700 SDM 20.24 231 91.7 575 9.8 1 °
1200 256TC CECP2332T 6,151 SDM 25.28 323 91 230/460 14.2 1,30 o
3600 254TC CECP2294T 5,509 SDM 25.28 307 91.7 230/460 17.2 1,30
254TC CECP2333T 5,256 SDM 25.28 297 92.4 230/460 18.1 1,30
15 1800 254TC CECP2333T-4 5,256 SDM 25.28 296 92.4 460 18.1 1
254TC CECP2333T-5 5,256 SDM 25.28 296 92.4 575 14.6 1 g-
1200 284TC CECP4100T 7,633 SDM 27.93 435 91.7 230/460 21 1,30 I
3600 256TC CECP4106T 6,273 SDM 25.28 333 91 230/460 22 1,30
256TC CECP2334T 5,571 SDM 25.28 339 93 230/460 24 1,30
20 1800 256TC CECP2334T-4 5,571 SDM 25.28 336 93 460 24 1
256TC CECP2334T-5 5,571 SDM 25.28 336 93 575 19.2 1
1200 286TC CECP4102T 10,034 SDM 27.93 460 91.7 230/460 26 1
3600 284TSC CECP4107T 7,652 SDM 26.56 396 91.7 230/460 28 1,30 2
284TC CECP4103T-4 7,362 SDM 27.93 440 93.6 460 30 1 ;
25 1800 286TC CECP4103T 7,362 SDM 27.93 449 93.6 230/460 30 1,30
286TC CECP4103T-5 7,362 SDM 27.93 449 93.6 575 24 1
1200 324TC CECP4111T 10,808 SDM 30.28 626 93 230/460 32 1,30
3600 286TSC CECP4108T 9,063 SDM 26.56 454 91.7 230/460 34 1
286TC CECP4104T 8,497 SDM 27.93 478 93.6 230/460 36 1730] B=;
30 1800 286TC CECP4104T-4 8,497 SDM 27.93 475 93.6 460 36 1 3
286TC CECP4104T-5 8,497 SDM 27.93 475 93.6 575 28 1 g
1200 326TC CECP4117T 13,554 SDM 30.28 640 93 230/460 39 1,30 w
(a) See notes on inside back flap. Cast iron frame Red catalog number indicates NEW product.

For more information visit baldor.abb.com



aseyd a|buts
asodind |esauan

aseyd aaJyL

asodind |esauan

S103}RJI3UIH pue
si010|N 9bJen

uolyew.ou|

A1np auanss

JVAH dwing jooud uoiso|dx3g Ainp umopysem

Ainp wiey

56

501 STANDARD MOTOR CATALOG

XEX severe duty, three phase, totally enclosed, 230/460 volts, 460 and 575 volts, C-Face

Hp RPM NEMA Catalog I..ist Disc. ‘_’C" Aprx. FuII.Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt. (Ib) Efficiency Amps (@)

C-Face, Foot Mounted (continued)
3600 324TSC CECP4109T 12,183 SDM 28.78 571 92.4 230/460 45 1
40 1800 324TC CECP4110T 10,847 SDM 30.28 628 94.1 230/460 48 1,30
1200 364TC CECP4308T 16,493 SDM 33.44 908 94.1 230/460 49.4 1
3600 326TSC CECP4114T 12,699 SDM 28.78 639 93 230/460 56 1,30
50 1800 326TC CECP4115T 12,482 SDM 30.28 656 94.5 230/460 58 1,30
1200 365TC CECP4312T 19,248 SDM 33.44 908 94.1 230/460 61.7 1
3600 364TSC CECP4310T 17,464 SDM 31.31 874 95 230/460 65.1 1
60 364TC CECP4314T 17,287 SDM 33.44 880 95 230/460 68 1
1800 364TC CECP4314T-4 16,631 SDM 33.48 961 95 460 70 1
364TC CECP4314T-5 16,631 SDM 33.48 961 95 575 55 1
75 3600 365TSC CECP4313T 19,783 SDM 31.31 899 94.5 230/460 80.7 1
1800 365TC CECP4316T 19,660 SDM 33.44 905 95.4 230/460 85.9 1
100 3600 405TSC CECP4402T-4 24,946 SDM 35.31 1327 95 460 110 1
1800 405TC CECP4400T-4 25,036 SDM 38.20 1388 95.4 460 112 1
125 1800 444TC CECP4410T-4 30,072 SDM 44.75 2002 95.4 460 144 1
150 1800 445TC CECP4406T-4 34,673 SDM 44,75 2138 95.8 460 169 1
200 1800 447TC CECP4407T-4 41,710 SDM 48.24 2455 96.2 460 222 1

C-Face, Footless

3600 56C VECP3580-4 1,573 SDM 14.50 60 84 460 1.4 1
56C VECP3581 1,720 SDM 14.50 66 87.5 230/460 1.5 1
1 1800 56C VECP3581-4 1,720 SDM 14.50 66 87.5 460 1.5 1
143TC VECP3581T 1,720 SDM 14.57 67 87.5 230/460 1.5 1
143TC VECP3581T-4 1,720 SDM 14.57 66 87.5 460 1.5 1
1200 145TC VECP3582T 1,894 SDM 14.57 69 82.5 230/460 1.7 1
3600 143TC VECP3583T-4 1,775 SDM 14.57 67 85.5 460 2 1
1172 1800 145TC VECP3584T 1,748 SDM 14.57 71 88.5 230/460 2.1 1
145TC VECP3584T-4 1,748 SDM 14.57 70 88.5 460 2.1 1
1200 182TC VECP3667T 2,249 SDM 16.98 103 87.5 230/460 2.5 1
3600 145TC VECP3586T-4 1,858 SDM 14.57 74 86.5 460 2.5 1
) 1800 145TC VECP3587T 1,820 SDM 14.57 75 88.5 230/460 2.8 1
145TC VECP3587T-4 1,820 SDM 14.57 75 88.5 460 2.8 1
1200 184TC VECP3664T 2,281 SDM 16.98 114 88.5 230/460 3.2 1
3600 182TC VECP3660T-4 2,230 SDM 16.98 103 88.5 460 3.4 1
3 1800 182TC VECP3661T 2,337 SDM 16.98 112 89.5 230/460 4.1 1
182TC VECP3661T-4 2,337 SDM 16.98 105 89.5 460 4.1 1
1200 213TC VECP3764T 3,364 SDM 21.36 165 90.2 230/460 4.5 1,30
3600 184TC VECP3663T-4 2,715 SDM 16.98 108 89.5 460 5.7 1
5 1800 184TC VECP3665T 2,378 SDM 16.98 119 89.5 230/460 6.5 1
184TC VECP3665T-4 2,378 SDM 16.98 119 89.5 460 6.6 1
1200 215TC VECP3768T 3,403 SDM 21.36 225 90.2 230/460 7.3 1,30
3600 213TC VECP3769T-4 3,636 SDM 21.36 173 91.7 460 8.6 1
712 1800 213TC VECP3770T 3,090 SDM 21.36 170 91.7 230/460 9.5 1
213TC VECP3770T-4 3,090 SDM 21.36 170 91.7 460 9.5 1
1200 254TC VECP2276T 5,332 SDM 27.40 338 91 230/460 10.7 1,30
3600 215TC VECP3771T-4 3,851 SDM 21.36 203 92.4 460 11 1
10 1800 215TC VECP3774T 3,650 SDM 21.36 231 92.4 230/460 12.5 1
215TC VECP3774T-4 3,650 SDM 21.36 231 92.4 460 12.5 1
1200 256TC VECP2332T 6,674 SDM 27.40 348 91 230/460 14.2 1,30
1800 254TC VECP2333T 5,154 SDM 27.40 314 92.4 230/460 18.1 1,30
15 254TC VECP2333T-4 5,154 SDM 27.40 303 92.4 460 18.1 1
1200 284TC VECP4100T 7,869 SDM 30.68 503 91.7 230/460 21 1,30
1800 256TC VECP2334T 5,464 SDM 27.40 338 93 230/460 24 1,30
20 256TC VECP2334T-4 5,464 SDM 27.40 365 93 460 24 1
1200 286TC VECP4102T 10,270 SDM 30.68 528 91.7 230/460 27 1
25 1800 284TC VECP4103T 7,234 SDM 30.68 483 93.6 230/460 31 1,30
1200 324TC VECP4111T 10,809 SDM 33.03 636 93 230/460 32 1,30

(a) See notes on inside back flap.
Cast iron frame
Red catalog number indicates NEW product.
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