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20 501 STANDARD MOTOR CATALOG

General purpose, single phase, ODP, foot mounted
1/6 thru 10 Hp

Features: Applications:
Low noise vibration dampening base - Air handling
Dynamically balanced rotor to increase bearing life - Material handling
Superior switch design provides optimized torque - Machine tools
profiles . Conveyors
Robust heavy gauge steel design - Pumps
Optimized airflow design providing higher . Fans

horsepower in a smaller package

Hp RPM NEMA Catalog I..ist Disc. ‘-’C" Aprx. FuII-Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt. (Ib) Efficiency Amps (O]
16 1800 48 L1200 494 GO1 9.13 18 49 115/230 1.9 30
1200 48 L1201 757 GO1 9.38 23 47 115/230 2.3 30
1800 48 EL11203 678 GO1 9.76 19 68.5 115/230 1.3 15
1/a 48 EL11203M 723 GO1 9.76 19 68.5 115/230 1.3 15
1200 48 EL11204 809 GO1 9.76 25 64 115/230 1.5 15
56 EL11300 841 GO1 10.13 25 64 115/230 1.5 15
3600 48 EL11205 716 GO1 9.76 24 70.5 115/230 1.5 15
48 EL11206 729 GO1 9.76 27 72.4 115/230 1.7 15
1800 48 EL11206M 774 GO1 9.76 27 72.4 115/230 1.7 15
1/3 56 EL11301 729 GO1 10.13 27 72.4 115/230 1.7 15
56 EL11301M 774 GO1 10.13 27 72.4 115/230 1.7 15
1200 48 EL11207 863 GO1 9.76 27 68 115/230 19 15
56 EL11302 863 GO1 10.13 30 68 115/230 19 15
3600 48 EL11208 762 GO1 9.76 24 72.4 115/230 2.5 15
56 EL11303 762 GO1 10.13 24 72.4 115/230 2.5 15
48 EL11209 818 GO1 10.63 32 76.2 115/230 2.4 15
1/2 1800 48 EL11209M 863 GO1 10.63 32 76.2 115/230 2.2 15
56H EL11304 818 GO1 11.00 32 76.2 115/230 2.4 15
56 EL11304A 863 GO1 11.00 32 76.2 115/230 2.3 15
1200 56H EL11305 1,296 GO1 11.75 46 76.2 115/230 2.2 15
3600 56H EL11306 797 GO1 11.00 39 76.2 115/230 3.3 15
56 EL11306A 841 GO1 11.00 39 76.2 115/230 33 15
34 56H EL11307 975 GO1 12.07 39 81.8 115/230 3.5 15
1800 56 EL11307A 1,019 GO1 12.07 39 81.8 115/230 3.4 15
56 EL11307M 1,019 GO1 12.07 39 81.8 115/230 3.4 15
1200 56H EL11308 1,459 GO1 12.62 47 80.2 115/230 3.1 15
3600 56H EL11309 935 GO1 12.07 43 82 115/230 3.9 15
56 EL11309A 978 GO1 12.07 43 82 115/230 3.9 15
1 56H EL11318 1,123 GO1 11.75 44 82.6 115/230 4.2 15
1800 56H EL11318M 1,166 GO1 11.75 44 82.6 115/230 4.5 15
1437 L1318T 995 GO1 12.12 43 67 115/230 6.2 30
1437 L1318TM 1,037 GO1 12.12 42 67 115/230 6.2 2
56H EL11313 1,062 GO1 12.62 52 82 115/230 5.9 15
3600 56H EL11313A 1,107 GO1 12.62 52 82 115/230 5.9 15
143T L1313T 942 GO1 11.12 36 70 115/230 8.9 30
56H EL11319 1,337 GO1 14.00 59 83.8 115/230 6.2 15
1172 56H EL11319M 1,446 GO1 14.00 59 83.8 115/230 6.2 15
1800 145T EL1319T 1,485 GO1 13.00 50 85.5 115/208-230 6.3 1,65
145T L1319T 1,060 GO1 12.12 42 68 115/230 9 30
1457 L1321T 1,273 GO1 13.00 49 70 115/230 10.5 30
145T L1321TM 1,382 GO1 13.00 48 70 115/208-230 10.5

(a) See notes on inside back flap.
Red catalog number indicates NEW product.

For more information visit baldor.abb.com



GENERAL PURPOSE SINGLE PHASE MOTORS 21

c
o
General purpose, single phase, ODP, foot mounted ‘é
w M g D e v M M
56H EL11317 1,174 GO1 14.00 66 82.9 115/230 7.8 15
3600 56H EL11317A 1,219 GO1 14.00 66 82.9 115/230 7.8 15 ]
145T L1320T 1,342 GO1 12.12 46 71 115/230 11.5 30, 65 § §
2 145T L1322T 1,298 GO1 13.00 49 75.5 115/208-230 10.2 65 2 =
1800 145T L1322TM 1,413 GO1 13.00 45 78.5 115/230 9.2 65 g é’
1827 EL1405T 1,797 GO1 15.87 65 82.5 115/230 8.8 1, 65 Sh
1827 L1405T 1,332 GO1 15.00 66 71 115/230 12 30 °
3600 1827 EL1406T 1,892 GO1 15.00 70 81 115/230 12.3 65 @
1827 L1406T 1,526 GO1 15.00 65 78 115/230 14 30 g §
3 1847 EL1408T 1,880 GO1 16.50 81 85.5 208-230 11.2 1, 65 o
1800 1841 L1408T 1,442 GO1 15.00 76 78 115/230 16 30, 65 ® Y
1847 L1408TM 1,696 GO1 15.00 74 78 115/230 16 g 'E
3600 1847 EL1409T 2,246 GO1 15.00 79 81.5 230 20 65 &
1847 L1409T 1,816 GO1 15.00 79 75 230 23 30
1847 EL1410T 2,147 GO1 18.00 97 86.5 230 19.1 1, 65 >
5 1841 Li410T 1,517 GO1 16.50 81 82.5 230 23 1,30, 65 3
1800 1847 L1410TM 2,063 GO1 16.50 85 82.5 230 23 1,30 §
1847 L1430T 1,564 GO1 16.55 78 84 230 20.6 1,30, 65 o
1847 L1430TM 2,063 GO1 16.55 82 80 230 24 1,30, 65
2137 L1508T 2,251 GO1 16.32 108 77 230 27
712 3600 213T L1509T 2,806 GO1 18.37 94 82.5 230 30 1,30, 65 n g
1800 215T L1510T 2,442 GO1 17.45 134 85.5 230 31 30, 65 g E
10 3600 215T L1511T 3,539 GO1 17.45 131 83 230 46 1,30 % g
1800 215T L1512T 3,563 GO1 17.45 132 85.5 230 39 65 gg
(a) See notes on inside back flap. -8

HVAC Pump Explosion proof Washdown duty

Farm duty

For more information visit baldor.abb.com



22 501 STANDARD MOTOR CATALOG

General purpose, single phase, ODP, C-Face
1/6 thru 5 Hp
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o Features: Applications:
2 % Locked DE bearing to allow mounting in any - Gear reducers
‘E_i_» configuration** - Material handling
&:;-_5 Low noise vibration dampening base - Machine tools
o § Dynamically balanced rotor to increase bearing life . Conveyors
Superior switch design provides optimized torque - Pumps
profiles . Fans

Robust heavy gauge steel design
Optimized airflow design providing higher
horsepower in a smaller package
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Hp RPM NEMA Catalog I._ist Disc. ’.’C" Aprx. FuII.Load Voltage Full Load Notes
® Frame Number Price Sym. Dim. Wt. (Ib) Efficiency Amps (a)
§ C-Face, foot mounted
o 13 1800 56C CEL11301 779 GO1 10.74 27 72.4 115/230 1.7 15
< 12 3600 56C CEL11303 812 GO1 10.74 24 72.4 115/230 2.5 15
1800 56C CEL11304 868 GO1 11.62 32 76.2 115/230 2.4 15
o 3/4 1800 56C CEL11307 1,024 GO1 12.06 39 81.8 115/230 3.5 15
30 1 1800 56C CEL11310 1,172 GO1 12.06 44 82.6 115/230 4.2 15
@ é 3 1800 184TC CL1408TM 1,792 GO1 14.99 80 78 115/230 16
fi § 5 1800 184TC CL1410TM 2,160 GO1 16.49 88 82.5 230 23 1,30
g' g C-Face, footless, drip cover
« 1/6 1800 56C KL1200 530 GO1 11.22 19 49 115/230 1.9 30
1/4 1800 56C KEL11203 728 GO1 11.85 22 68.5 115/230 1.3 15
5 3600 56C KEL11205 766 GO1 11.85 24 70.5 115/230 1.5 15
% 13 56C KEL11205A 810 GO1 12.66 24 70.5 115/230 1.5 15
g 1800 56C VEL11301 779 GO1 11.85 27 72.4 115/230 1.7 15
g_ 56C VEL11301A 823 GO1 11.85 27 72.4 115/230 1.7 15
E' 3600 56C VEL11303 812 GO1 11.85 24 72.4 115/230 2.5 15
56C VEL11303A 823 GO1 11.85 24 72.4 115/230 2.5 15
m 1/2 1800 56C VEL11304 868 GO1 12.73 32 76.2 115/230 2.4 15
'% 56C VEL11304A 912 GO1 12.51 32 76.2 115/230 2.3 15
g. 1200 56C VEL11305 1,345 GO1 13.24 42 76.2 115/230 2.2 15
;‘ 3600 56C VEL11306 846 GO1 14.04 39 76.2 115/230 3.3 15
S 56C VEL11306A 891 GO1 14.04 39 76.2 115/230 3.3 15
™ 34 1800 56C VEL11307 1,024 GO1 13.22 44 81.8 115/230 3.5 15
56C VEL11307A 1,069 GO1 12.75 39 81.8 115/230 3.4 15
1200 56C VEL11308 1,508 GO1 14.12 47 80.2 115/230 3.1 15
pe 3600 56C VEL11309 985 GO1 12.06 43 82 115/230 3.9 15
_g 1 56C VEL11309A 1,029 GO1 12.06 43 82 115/230 3.9 15
1800 56C VEL11318 1,172 GO1 13.24 44 82.6 115/230 4.2 15
56C VEL11318A 1,217 GO1 12.75 44 82.6 115/230 4.2 15
3600 56C VEL11313 1,113 GO1 14.10 52 82 115/230 5.9 15, 30
112 56C VEL11313A 1,158 GO1 14.10 52 82 115/230 5.9 15
- 1800 56C VEL11319 1,386 GO1 15.50 59 83.8 115/230 6.2 15
s 145TC VL1321T 1,311 GO1 14.17 48 70 115/230 10.5 30
Q 56C VEL11317 1,223 GO1 15.47 66 82.9 115/230 7.8 15
2 3600 56C VEL11317A 1,268 GO1 15.47 66 82.9 115/230 7.8 15
1800 1457C VL1322T 1,335 GO1 14.18 49 75.5 115/230 10.2 65
3 3600 182TC VL1406T 1,622 GO1 15.18 61 75.5 115/230 13.6 30, 65
by 1800 184TC VL1408T 1,642 GO1 16.55 78 78 115/230 16 30, 65
3 (a) See notes on inside back flap.
2 Red catalog number indicates NEW product.
& **ODP motors retain IP rating when mounted in horizontal position only.

For more information visit baldor.abb.com



