GENERAL PURPOSE SINGLE PHASE MOTORS 17

General purpose, single phase, TEFC, foot mounted
1/12 thru 15 Hp
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Features: Applications: o
Low noise vibration dampening base - Air handling § §
Dynamically balanced rotor to increase bearing life - Material handling ‘3-_';5,.
Superior switch design provides optimized torque - Machine tools g o
profiles - Conveyors &
Robust heavy gauge steel design - Pumps
Fans § 9
24
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Hp RPM F':':::: :::LZ? P:ilcs: :;f:: Di|(1:1. WtA. |2Irl):) EFfll'liltl:lle-::: Voltage Fu"::a:: NOt(:; ©
1/12 1800 42 L3351 525 GE1 9.56 15 44 115/230 1 3,30
18 3600 42 L3352 537 GE1 9.56 15 45 115/230 1.3 3,30 g‘
1800 42 L3353 547 GE1 9.56 16 47 115/230 1.6 3,30 3
3600 42 L3354 563 GE1 9.56 16 52 115/230 1.6 3,30 E’
16 1800 42 L3355 596 GE1 9.56 18 51 115/230 1.8 3,30 @
48 L3400 594 GE1 10.72 18 49 115/230 1.9 3,30
1200 48 L3401 837 GE1 10.72 23 47 115/230 2.3 3,30
3600 42 L3356 603 GE1 9.56 18 57 115/230 2 3,30 o g
48 EL3403 744 GE1 11.35 24 74 115/230 1.3 1, 13,65 % g
1/a 1800 48 L3403 609 GE1 10.72 20 55 115/230 2.5 3,30 gg
48 L3403M 698 GE1 10.72 11 55 115/230 2.5 3,30 E, T
1200 48 L3404 891 GE1 11.34 25 48 115/230 3.2 3,30 o
56 L3500 935 GE1 12.25 30 52.5 115/230 2.6 3,30
3600 48 L3405 555 GE1 10.72 21 55 115/208-230 3 3 g‘
48 L3406 647 GE1 10.72 22 60 115/230 3 3,30 '2
48 L3406M 734 GE1 10.72 22 60 115/230 3 3,30 g
13 1800 56 EL3501 822 GE1 11.97 27 77 115/230 1.6 1,13, 65 %
56 L3501 626 GE1 11.34 22 60 115/230 3 3,30 g
56 L3501M 734 GE1 11.34 22 60 115/230 3 3,30
1200 48 L3407 980 GE1 11.34 27 54 115/230 3.7 3,30 5
56 L3502 980 GE1 11.97 28 54 115/230 3.7 3,30 g
48 L3408 627 GE1 10.73 22 66 115/230 3.5 3,30 =
3600 56 EL3503 807 GE1 11.97 23 68 115/230 2.5 12, 65 'g
56 L3503 627 GE1 11.35 23 66 115/230 3.5 3,30 E-
48 L3409 718 GE1 11.34 26 68 115/230 3.7 3,30 .
12 48 L3409M 863 GE1 11.34 26 68 115/230 3.7 3,30
1800 56 EL3504 970 GE1 11.97 30 78.5 115/230 2.3 1,12, 65
56 L3504 734 GE1 11.35 27 68 115/230 3.7 3,30 Q
56 L3504A 878 GE1 11.97 27 68 115/230 3.7 3,30 5
56 L3504M 863 GE1 11.97 27 68 115/230 3.7 3,30
1200 56/56H L3505 1,388 GE1 12.91 43 62.5 115/230 3.9 3,30, 36
3600 56 EL3506 907 GE1 11.97 29 72 115/230 39 12, 65
56 L3506 706 GE1 11.97 28 66 115/230 4.8 3,30
56 EL3507 1,179 GE1 13.25 44 82.5 115/208-230 3.2 1,12,65 0
34 1800 56 L3507 845 GE1 12.47 33 72 115/230 4.2 30, 65 %
56 L3507A 1,059 GE1 12.47 35 74 115/230 4.1 30, 65
56 L3507M 1,013 GE1 12.47 33 74 115/230 4.1 30, 65
1200 56/56H L3508 1,607 GE1 12.93 44 73.5 115/230 3.9 2,30, 36,65
1437 L3508T 1,581 GE1 13.29 46 73.5 115/230 3.9 2, 30, 65
(a) See notes on inside back flap. %’
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only) 'g
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For more information visit baldor.abb.com
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=
§ General purpose, single phase, TEFC, foot mounted
2
S Hp RPM F':-::Ae rf::::::? Pll:ilcs: 2:::: Di:m. w:.\ 'gl):) EFlecI-t::: Voltage Fu"AI;::: NOt(:
56/56H EL3509 1,047 GE1 12.93 38 74 115/208-230 4.7 12, 65
. g 3600 56/56H L3509 818 GE1 12.93 37 68 115/230 5.9 3,30,36
‘a 5 56/56H L3509M 925 GE1 12.93 40 66 115/230 6 3,36
_‘; = 56/56H L3510A 1,191 GE1 12091 40 67 115/230 6.5 3,30, 36
8,5’-'3 1 56/56H L3510M 1,149 GE1 12.93 38 67 115/230 6.5 3,30,36
W % 1800 56/56H EL3510 1,355 GE1 13.81 45 82.5 115/230 4.3 1,36, 65
56/56H L3510 958 GE1 12.93 41 68 115/230 6.4 3,30,36
o 143T L3510T 978 GE1 13.29 39 68 115/230 6.4 3,30
g % 143T L3510TM 1,149 GE1 13.31 40 67 115/230 6.5 3,30
s 56/56H L3513 1,097 GE1 12.93 41 70 115/230 8 3,30, 36
%g 3600 56/56H L3513M 1,255 GE1 12,91 46 70 115/230 7.5 2,3,36
® § 143T L3513T 1,075 GE1 13.31 43 70 115/230 8 3,30
o 56/56H L3514 1,107 GE1 13.81 49 80 115/230 6.2 30, 36, 65
56/56H L3514A 1,411 GE1 13.81 48 75.5 115/230 8 2, 36, 65
" 11/2 56/56H L3514M 1,298 GE1 13.81 51 75.5 115/208-230 8 2, 36, 65
% 1800 56/56H EL3514 1,543 GE1 15.18 58 84 115/230 6.3 1,36, 65
g 1457 EL3514T 1,543 GE1 15.55 58 84 115/230 6.3 1, 65
Er 1457 L3514T 1,123 GE1 13.30 44 78.5 115/208-230 7 65
1457 L3514TM 1,298 GE1 14.17 49 75.5 115/208-230 8 2,65
1200 184T L3613T 2,934 GE1 16.56 77 73 115/230 8.2 1, 30, 65
2= 56/56H L3515 1,400 GE1 13.79 52 74 115/230 11.5 1,3,30,36
2,'3 3600 56/56H L3515M 1,466 GE1 13.79 52 74 115/230 11.5 2,3,36
% ; 1457 L3515T 1411 GE1 14.19 52 74 115/230 11.5 1,3,30
§ gf 1457 EL3515T 1,810 GE1 14.18 65 77 115/208-230 8.3 1,65
3 @ 2 56HZ L3516TM 1,848 GE1 13.31 46 82.5 208-230 8.1 1,57
1457 L3516T 1,793 GE1 14.17 51 78.5 115/230 8.8 1,65
s 1800 18217 L3605T 1,602 GE1 16.56 68 75.5 115/230 11.5 3,30
5.5’_ 182T L3605TM 1,955 GE1 16.56 73 75 115/230 11 2,3
g‘ 1827 EL3605T 2,109 GE1 16.56 66 82.5 115/230 8.8 1, 65
§ 1827 EL3606T 1,969 GE1 16.56 79 82 115/230 124 2,65
g: 3600 1827 L3606T 1,655 GE1 16.56 74 76 115/230 14.5 1,3,30
= 3 1841 EL3609T 2,462 GE1 18.06 89 85.5 230 11.8 1,65
1800 1841 L3609T 1,885 GE1 16.56 80 78 115/230 14 2,20,30,65
.%1 1841 L3609TM 2,040 GE1 16.54 79 78 115/230 14.5 2,20
g 1841 EL3608T 2,714 GE1 18.06 91 85 230 19.4 2,20, 65
S 3600 184T L3608T 2,276 GE1 18.06 88 83 230 19.5 2,20, 65
g 184T L3608TM 2,348 GE1 18.05 89 83 230 19.5 2,20
s 5 1841 EL3612T 2,936 GE1 18.06 97 86.5 230 19.1 2,20, 65
1800 184T L3612TM 1,327 GE1 18.05 100 80 230 23 2,20
213T L3708T 2,251 GE1 19.02 116 84 230 20.5 1, 30, 65
- 213T L3708TM 2,643 GE1 19.02 135 82 230 21.5 2,65
5 712 3600 213T L3709T 2,931 GE1 17.89 123 83 230 33 2,30, 65
© 1800 215T L3710T 2,972 GE1 19.02 134 86.5 230 29 2,20, 30,65
10 3600 2157 L3711T 3,593 GE1 19.02 148 82 230 40 2,20, 65
1800 215T L3712T 3,647 GE1 20.52 158 86.5 230 38 2,20, 65
5 1800 254T L1177T 10,387 GE1 23.28 323 86.5 230 60 2,20, 65
256T L3912T 9,328 GE1 24.56 303 86.5 208-230 58
E (a) See notes on inside back flap.
0 Cast iron frame
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)
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GENERAL PURPOSE SINGLE PHASE MOTORS 19

General purpose, single phase, TEFC, C-Face
1/6 thru 10 Hp
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Features: Applications: o
Locked DE bearing to allow mounting in any - Gear reducers é §
configuration - Material handling 25
Low noise vibration dampening base . Machine tools g é’,
— Dynamically balanced rotor to increase bearing life . Conveyors § [
Superior switch design provides optimized torque - Pumps
profiles - Fans

Robust heavy gauge steel design

General purpose
Three phase

Hp RPM NEMA Catalog List Disc. “c” Aprx. Full Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt. (Ib) Efficiency Amps (@)
C-Face, foot mounted
1/4 1800 56C CL3403 644 GE1 11.35 20 55 115/230 2.5 3
13 3600 56C CL3405 642 GE1 11.35 21 55 115/208-230 3 3 >
1800 56C CL3501 672 GE1 11.35 23 60 115/230 3 3,30 2
12 3600 56C CL3503 673 GE1 11.35 23 66 115/230 3.5 3,30 g
1800 56C CL3504 785 GE1 11.35 28 68 115/230 3.7 3,30 z
34 3600 56C CL3506 749 GE1 11.97 29 66 115/230 4.8 3,30 @
1800 56C CL3507 937 GE1 12.47 34 72 115/230 4.2 30, 65
1 3600 56C CL3509 866 GE1 12.25 36 68 115/230 5.9 3,30
1800 56C CL3510 1,057 GE1 13.25 40 68 115/230 6.4 3,30 n g
1172 3600 56C CL3513 1,121 GE1 13.25 46 70 115/230 7.5 3,30 .g E
1800 56C CL3514 1,255 GE1 14.12 51 80 115/230 6.2 30,65 = ¢
3600 56C CL3515 1,446 GE1 14.12 50 74 115/230 11.5 1,3,30 “é,ﬁ
2 145TC CL3515T 1,457 GE1 14.19 53 74 115/230 11.5 1,330 S8
1800 145TC CL3516TM 1,862 GE1 14.16 53 82.5 208-230 79 1 ©
3 1800 184TC CL3619TM 2,422 GE1 16.54 81 81.5 230 13.2 2,20
5 3600 184TC CL3608TM 2,625 GE1 18.05 92 83 230 19.5 2,20 g‘
1800 184TC CL3612TM 2,539 GE1 18.05 102 80 230 23 2,20 'g
75 3600 213TC CL3709T 3,343 GE1 18.63 126 83 230 33 2,20, 65 g
1800 215TC CL3710T 3,384 GE1 19.75 127 86.5 230 29  2,20,30,65 O
10 3600 215TC CL3711T 4,265 GE1 19.75 167 82 230 40 2,20 §
1800 215T7C CL3712T 4,316 GE1 21.25 171 86.5 230 38 2,20
C-Face, footless
16 1800 56C KL3400 626 GE1 11.35 19 49 115/230 1.9 3,30 "8'
1200 56C KL3401 876 GE1 11.35 24 47 115/230 2.3 3,30 =
1/4 1800 56C KL3403 644 GE1 11.35 20 55 115/230 2.5 3,30 5
13 3600 56C KL3405 594 GE1 11.35 24 55 115/208-230 3 3 §
1800 56C VL3501 659 GE1 11.35 22 60 115/230 3 3,30 g
3600 56C VL3503 667 GE1 11.35 23 66 115/230 3.5 3,30 “
1/2 1800 56C VL3504 771 GE1 11.35 27 68 110/220 3.7 3,30
1200 56C VL3505 1,426 GE1 13.25 43 62.5 115/230 3.9 3,30
3600 56C VL3506 741 GE1 11.97 29 66 115/230 4.8 3,30 o
34 56C VL3506A 818 GE1 11.97 28 66 115/230 4.8 3 g
1800 56C VL3507 883 GE1 12.47 33 72 115/230 4.2 1,30,65 &
1200 56C VL3508 1,640 GE1 13.25 44 73.5 115/230 3.9 2,30, 65
3600 56C VL3509 853 GE1 12.25 36 68 115/230 5.9 3,30
1 56C VL3509A 932 GE1 13.25 4 66 110/220 6 3
1800 56C VL3510 1,011 GE1 13.25 40 68 115/230 6.4 3,30
143TC VL3510T 1,011 GE1 13.29 44 68 115/230 6.4 3,30
3600 56C VL3513 1,108 GE1 13.25 40 70 115/230 8 3,30 ':>,;’
112 1437C VL3513T 1,177 GE1 13.31 41 70 115/230 8 3,30 T
1800 56C VL3514 1,146 GE1 14.12 48 80 115/230 6.2 30, 65
1457C VL3514T 1,159 GE1 14.17 50 80 115/230 6.2 30, 65
3600 56C VL3515 1,419 GE1 14.12 50 74 115/208-230 11.5 1,3
2 1457C VL3515T 1,446 GE1 14.19 51 74 115/230 11.5 1,3,30
1800 182TC VL3605T 2,048 GE1 16.55 66 75.5 115/230 11.5 3,30 2
3 3600 1827C VL3606T 2,286 GE1 16.55 73 76 115/230 14.5 1,3,30 3
1800 184TC VL3609T 2,419 GE1 16.55 79 78 115/230 14 2,20, 30,65 g
(18

(a) See notes on inside back flap. Red catalog number indicates NEW product.
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)
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