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501 STANDARD MOTOR CATALOG

General purpose, three phase, open drip proof, foot mounted
1/4 thru 450 Hp

Features:
Suitable for inverter use per NEMA MG1
Part 31.4.4.2 unless note 38 is indicated
60 Hz designs with 50 Hz information on
2,4,6 pole 1-125 Hp ratings
Designed for longevity with a 3 year
warranty on premium efficient Super-E®
motors

Optimized airflow design providing higher

horsepower in a smaller package

Applications:
Fans
Pumps
Blowers
Conveyors
Compressors
Industrial machines

Other general purpose
applications

Hp RPM NEMA Catalog I..ist Disc. ’.’C" Aprx. Fu_II_Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt. (Ib) Efficiency Amps (@)
230/460 volts

1800 48 EM30003 703 GO3 9.62 21 69.5 230/460 0.5 13, 15, 30, 38
1/4 1200 48 EM30004 777 GO3 9.13 24 67.5 230/460 0.7 13, 15, 30, 38
56 EM31101 777 GO3 10.25 24 67.5 230/460 0.7 13, 15, 30, 38
3600 48 EM30006 738 GO3 9.62 22 69.5 230/460 0.6 13, 15, 30, 38
1800 48 EM30007 743 GO3 9.13 24 73.4 230/460 0.7 13, 15, 30, 38
1/3 56 EM31104 743 GO3 10.25 24 73.4 230/460 0.7 13, 15, 30, 38
1200 48 EM30008 813 GO3 9.75 27 71.4 230/460 0.9 13, 15, 30, 38
56 EM31105 813 GO3 10.88 27 71.4 230/460 0.9 13, 15, 30, 38
3600 48 EM30009 794 GO3 9.62 24 73.4 230/460 0.8 12, 15, 30, 38
56 EM31107 794 GO3 10.25 24 73.4 230/460 0.8 12,15, 30, 38
48 EM30010 818 GO3 11.12 31 78.2 230/460 0.8 12, 15, 30, 38
12 1800 56 EM31108 818 GO3 11.75 31 78.2 230/460 0.8 12, 15, 30, 38
56 EM31108A 929 GO3 11.75 31 78.2 230/460 0.8 12, 15, 30, 38
1200 48 EM30011 894 GO3 10.63 34 75.3 230/460 1 12, 15, 30, 38
56 EM31109 894 GO3 11.75 34 75.3 230/460 1 12, 15, 30, 38

900 56 M3160 1,359 GO3 12.07 38 70 230/460 1.3
3600 48 EM30012 790 GO3 9.13 22 76.8 230/460 1.2 12,15, 30, 38
56 EM31111 790 GO3 10.25 24 76.8 230/460 1.2 12, 15, 30, 38
34 1800 56 EM31112 901 GO3 11.07 32 81.1 230/460 1 12, 15, 30
56 EM31112A 1,011 GO3 11.07 32 81.1 208-230/460 1 12,15
1200 56 EM31153 1,100 GO3 12.07 39 81.7 230/460 1.3 1,15, 30
1437 M3153T 965 GO3 12.32 33 77 230/460 1.5 30, 38
3600 56 EM31115 810 GO3 10.88 27 77 230/460 1.6 12, 15, 30, 38
56 EM31116 948 GO3 11.07 29 83.5 230/460 1.5 1,15, 30
1800 56 EM31116A 993 GO3 11.07 29 85.5 230/460 1.5 1,15, 30
1 1437 EM3116T 1,039 GO3 11.12 34 85.5 230/460 1.5 1,30
1200 56H EM31156 1,386 GO3 11.75 41 82.5 230/460 1.8 1,15, 30
1457 EM3156T 1,197 GO3 11.62 36 82.5 230/460 1.8 1,30
900 1821 EM3216T 1,963 GO3 15.00 65 75.5 230/460 2.1 1,30
3600 56 EM31120 837 GO3 11.07 34 84 230/460 2 1,15, 30
1437 EM3120T 1,008 GO3 11.12 33 84 230/460 2 1,30
56 EM31154 1,039 GO3 12.07 36 86.5 230/460 2.2 1,15, 30
112 1800 56 EM31154A 1,149 GO3 12.07 41 86.5 230/460 2.2 1,15, 30
1457 EM3154T 1,087 GO3 11.62 37 86.5 230/460 2.2 1,30
1200 56H EM31159 1,334 GO3 14.00 54 84 230/460 2.6 1,15, 30
1827 EM3207T 1,401 GO3 15.00 66 86.5 230/460 2.5 1,30
900 1841 EM3220T 2,384 GO3 16.50 82 78.5 230/460 3 1,30

(a) See notes on inside back flap.
Red catalog number indicates NEW product.

For more information visit baldor.abb.com
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General purpose, three phase, open drip proof, foot mounted ‘é
NEMA Catalog List Disc. “cr Aprx. Full Load Full Load Notes &

Hp RPM Frame Number Price Sym. Dim. Wt. (Ib) Efficiency Voltage Amps (O] =

230/460 volts (continued)

3600 56 EM31155 942 GO3 12.07 43 85.5 230/460 2.6 1,15, 30 § o
1437 EM3155T 1,182 GO3 11.62 41 85.5 230/460 2.5 1,30 o
145T EM3157TA 1,442 GO3 12.13 44 86.5 230/460 29 1,30 32 s
2 1800 56H EM31157 1,090 GO3 12.63 45 86.5 230/460 3 1,1530 © %,
1457 EM3157T 1,164 GO3 12.12 40 86.5 230/460 2.9 1,30 % 5
1200 184T EM3215T 1,433 GO3 16.50 79 87.5 230/460 3.4 1,30 @
900 213T EM3303T 2,944 GO3 17.45 111 86.5 230/460 3.5 1,30 ©
3600 56H EM31158 1,056 GO3 11.75 50 85.5 230/460 3.8 1, 15,30 § v
1457 EM3158T 1,197 GO3 13.00 46 85.5 230/460 3.8 1,30 58
3 1800 1827 EM3211T 1,255 GO3 15.00 69 89.5 230/460 4.2 1,30 %’ §'
182T EM3211TA 1,545 GO3 15.00 65 89.5 230/460 4.4 1,30 Q=
1200 213T EM3305T 1,823 GO3 16.32 119 88.5 230/460 4.5 1,30 & =
3600 1827 EM3212T 1,307 GO3 13.62 61 86.5 230/460 6 1,30
1800 184T EM3218T 1,375 GO3 16.50 84 89.5 230/460 6.6 1,30 .
5 1841 EM3218TA 1,680 GO3 16.50 84 89.5 230/460 6.6 1,30 s
1200 215T EM3309T 2,389 GO3 17.45 139 89.5 230/460 7.4 1,30 3
900 254T EM2504T 4,741 GO3 23.19 240 88.5 230/460 7.6 1,30 E’
3600 184T EM3219T 2,073 GO3 15.00 74 88.5 230/460 8.6 1,30 @
712 1800 213T EM3311T 2,019 GO3 16.32 115 91 230/460 9.7 1,30
1200 254T EM2506T 2,864 GO3 23.19 239 90.2 230/460 11 1,30
900 256T EM2508T 5,933 GO3 23.19 260 89.5 230/460 11.7 1,30 0 g
3600 2137 EM3312T 2,371 GO3 16.32 121 89.5 230/460 12 1,30 g E
10 1800 215T EM3313T 2,444 GO3 17.45 128 91.7 230/460 12.5 1,30 E g
1200 256T EM2511T 3,726 GO3 23.19 255 91.7 230/460 14.3 1,30 gg
3600 2157 EM3314T 3,367 GO3 16.32 124 90.2 230/460 17.5 1,30 =5
15 1800 2547 EM2513T 3,460 GO3 21.69 211 93 230/460 17.7 1,30
254T EM2513T-CI 3,710 GO3 20.63 238 93 230/460 17.8 1,30 >
1200 284T EM2524T 5,024 GO3 23.81 278 91.7 230/460 20.5 1,30 3
3600 2541 EM2514T 3,955 GO3 21.69 191 91 230/460 23.5 1,30 §
256T EM2515T 4,276 GO3 21.69 225 93 230/460 23.5 1,30 §
20 1800 256T EM2515T-12 4,846 GO3 21.69 225 93 230/460 23.5 1, 25,30 4
256T EM2515T-CI 4,662 GO3 22.38 281 93 230/460 24 1,30 2
1200 286T EM2528T 6,114 GO3 23.81 302 92.4 230/460 27 1,30
3600 256T EM2516T 4,749 GO3 21.69 222 91.7 230/460 28 1,30 §
284T EM2531T 5,213 GO3 25.06 331 93.6 230/460 30 1,30 a
25 1800 284T EM2531T-12 6,117 GO3 25.06 307 93.6 230/460 30 1, 25,30 E
284T EM2531T-CI 5,683 GO3 23.44 382 93.6 230/460 31 1,30 é_
1200 3247 EM2532T 7,385 GO3 27.69 411 93 230/460 34 1,30 B
3600 284TS EM2534T 5,605 GO3 22.44 308 91.7 230/460 35 1,30
286T EM2535T 5,701 GO3 25.06 335 94.1 230/460 35 1,30
30 1800 286T EM2535T-12 6,605 GO3 25.06 339 94.1 230/460 35 1, 25,30
286T EM2535T-CI 6,213 GO3 24.94 240 94.1 230/460 35 1,30 g'
1200 326T EM2536T 7,703 GO3 28.69 380 93.6 230/460 38 1,30 s
3600 286TS EM2538T 7,221 GO3 22.44 329 92.4 230/460 46 1,30
286TS EM2538T-CI 7,871 GO3 23.57 402 92.4 230/460 46 1,30
3247 EM2539T 7,436 GO3 27.19 396 94.1 230/460 49 1,30
40 1800 3247 EM2539T-12 8,838 GO3 27.19 397 94.1 230/460 47 1, 25,30
3247 EM2539T-CI 8,107 GO3 26.13 538 94.1 230/460 46 1,30 Y
1200 364T EM2540T 10,418 GO3 29.81 598 94.1 230/460 51 1,30 %
364T EM2540T-CI 10,973 GO3 29.70 801 94.1 230/460 49.4 1,30
(a) See notes on inside back flap.
Cast iron frame
2k
3
°
£
iy
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3 General purpose, three phase, open drip proof, foot mounted

[

~+

° NEMA Catalog List Disc. “cr Aprx. Full Load Full Load Notes
o]

s He RPM Frame Number Price Sym. Dim. Wt.(Ib) Efficiency Voltage Amps (a)

230/460 volts (continued)

[} 324TS EM2542T 7,864 GO3 25.69 394 93 230/460 56 1,30
%’ % 3600 324TS EM2542T-CI 8,918 GO3 24.62 548 93 230/460 56 1,30
% 8 326T EM2543T 8,205 GO3 27.69 467 94.5 230/460 57 1,30
%g 50 1800 326T EM2543T-12 9,607 GO3 27.69 468 94.5 230/460 61 1, 25,30
o § 3267 EM2543T-CI 8,946 GO3 27.63 570 94.5 230/460 57 1,30
® 326TS EM2543TS-12 9,607 GO3 26.19 469 94.5 230/460 61 1, 25,30
o 1200 365T EM2544T 12,582 GO3 33.72 762 94.1 230/460 62 1,30
e o 365T EM2544T-CI 13,285 GO3 29.70 722 94.1 230/460 60.3 1,30
ﬁ 3 3600 326TS EM2546T 9,951 GO3 25.19 458 93.6 230/460 68 1,30
oo 364T EM2547T 10,331 GO3 30.69 615 95 230/460 68 1,30
g .§ 1800 364T EM2547T-12 12,534 GO3 30.69 620 95 230/460 68 1, 25,30
@ 60 364T EM2547T-CI 11,260 GO3 29.70 745 95 230/460 69.5 1,30
364TS EM2547TS-12 12,534 GO3 28.56 613 95 230/460 68 1, 25,30
1200 4041 EM2548T 15,500 GO3 34.47 888 94.5 230/460 76 1,30
g 40417 EM2548T-4CI 16,865 GO3 34.00 1009 95 460 70.4 1
s 3600 364TS EM2549T 13,051 GO3 25.81 502 93.6 230/460 82 1,30
o 365T EM2551T 12,681 GO3 33.72 744 95 230/460 87 1,30
< 75 1800 365T EM2551T-12 14,884 GO3 33.72 758 95 230/460 85 1,25
365T EM2551T-CI 13,819 GO3 29.70 762 95 230/460 86.5 1,30
365TS EM2551TS-12 14,884 GO3 31.59 749 95 230/460 85 1,25
% 5 1200 405T EM2552T-4 18,777 GO3 34.00 1067 95 460 86.9 1,25
o é 3600 365TS EM2550T 13,952 GO3 27.81 562 93.6 230/460 110 1,30
,3 g 4041 EM2555T 14,752 GO3 34.47 930 95.4 230/460 118 1,30
g, § 4041 EM2555T-12 17,952 GO3 36.97 946 95.4 230/460 118 1,25
a Y 100 1800 4041 EM2555T-4 14,752 GO3 36.97 896 95.4 460 115 1,25
4041 EM2555T-CI 16,080 GO3 34.00 1038 95.4 230/460 115 1,30
s 404TS EM2555TS-12 17,952 GO3 33.97 941 95.4 230/460 118 1,25
&::_ 1200 4447 EM2583T-4 20,667 GO3 39.56 1455 95 460 116 1,25
o 3600 404TS EM2554T-4 17,509 GO3 31.85 894 94.1 460 143 1,25
§ 404TS EM2554T-4CI 20,891 GO3 31.00 997 95 460 143 1
,‘% 125 405T EM2559T-4 18,099 GO3 34.47 955 95.4 460 143 1,25
= 1800 405T EM2559T-4CI 19,724 GO3 34.00 1118 95.4 460 141 1
405TS EM2559TS-4 18,099 GO3 34.97 1238 95.4 460 143 1,25
_%1 1200 4457 EM2557T-4 22,321 GO3 39.71 1513 95 460 146 1,25
§ 3600 405TS EM2556T-4 21,599 GO3 31.85 980 94.1 460 166 1,25
9 150 1800 44471 EM2558T-4 20,103 GO3 39.71 1528 96.2 460 170 1,25
° 444TS EM2558TS-4 20,103 GO3 35.96 1519 96.2 460 170 1
§ 1200 4457 EM2560T-4 26,286 GO3 39.71 1572 95.4 460 175 1,25
3600 444TS EM2562T-4 24,476 GO3 35.88 1364 95.4 460 221 1,25
200 1800 4457 EM2563T-4 25,122 GO3 39.56 1625 95.8 460 222 1,25
1200 4477 EM2564T-4 34,554 GO3 43.06 1827 95.4 460 232 1,25
o 250 3600 445TS EM2565T-4 28,713 GO3 35.81 1539 95.4 460 274 1,25
% 1800 4477 EM25254T-4 28,171 GO3 43.06 2036 96.2 460 275 1,25
300 3600 445TS EM2568T-4 44,878 GO3 35.88 1539 95.8 460 324 1,25
1800 4497 EM25694T-4 42,960 GO3 48.06 2151 95.8 460 331 1,25
350 3600 449TS EM2571T-4 51,360 GO3 44.31 1899 95.4 460 380 1,25
1800 4497 EM2572T-4 50,744 GO3 48.12 2694 96.2 460 382 1,25
T 400 3600 449TS EM25402T-4 60,255 GO3 44.31 2083 96.2 460 431 1,25
s 1800 4497 EM25404T-4 55,073 GO3 48.12 2799 96.2 460 437 1,25
o 450 3600 449TS EM25452T-4 66,351 GO3 44.31 2284 96.2 460 494 1,25
1800 4497 EM25454T-4 62,284 GO3 48.12 2888 96.2 460 507 1,25
(a) See notes on inside back flap.
Cast iron frame
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General purpose, three phase, open drip proof, foot mounted ‘é
- - ugn o
o M Gmlg U e A et v M e €
200 volts
1 1800 1437 EM3116T-8 1,171 GO3 11.12 34 85.5 200 3.5 1,68 ]
11/2 1800 145T EM3154T-8 1,223 GO3 11.62 37 86.5 200 51 1,68 g §
2 1800 1457 EM3157T-8 1,311 GO3 12.12 40 86.5 200 6.5 1,68 256
3 3600 1457 EM3158T-8 1,197 GO3 13.00 51 85.5 200 8.5 1,68 g %
1800 1827 EM3211T-8 1,413 GO3 15.00 71 89.5 200 9.7 1,68 Sk
s 3600 1827 EM3212T-8 1,307 GO3 15.00 69 90.2 200 12.8 1,68 ©
1800 1841 EM3218T-8 1,548 GO3 16.50 84 89.5 200 15.3 1,68
712 3600 1841 EM3219T-8 2,073 GO3 15.00 77 88.5 200 20 1,68 g g
1800 213T EM3311T-8 2,274 GO3 16.32 114 91 200 22.2 1,68 SpS
10 3600 213T EM3312T-8 2,371 GO3 16.32 121 89.5 200 27.3 1,68 %‘ §‘
1800 215T EM3313T-8 2,753 GO3 17.45 129 91.7 200 29.5 1,68 g =
15 3600 215T EM3314T-8 3,367 GO3 17.45 131 91.7 200 40 1,68 [ =
1800 2541 EM2513T-8 3,898 GO3 21.69 209 93 200 40.7 1,68
20 3600 254T EM2514T-8 3,955 GO3 21.69 190 91 200 53 1,24, 69
1800 2567 EM2515T-8 4,276 GO3 21.69 227 93 200 54.3 1,24, 69 ‘E‘
25 3600 256T EM2516T-8 4,749 GO3 21.69 220 91.7 200 65 1,24, 69 g
1800 284T EM2531T-8 5,213 GO3 25.06 333 93.6 200 70 1,24, 69 o
30 3600 284TS EM2534T-8 5,605 GO3 22.44 320 93.6 200 78 1,24, 69 &
1800 286T EM2535T-8 5,701 GO3 25.06 278 94.1 200 81 1,24, 69
3600 286TS EM2538T-8 7,221 GO3 22.44 362 92.4 200 105 1,24, 69
40 286TS M2538T-8 6,068 GO3 23.56 259 91.7 200 104 16, 24, 69 0 g
1800 3247 EM2539T-8 7,436 GO3 27.19 434 94.1 200 109 1,24, 69 % E
50 3600 324TS EM2542T-8 7,864 GO3 25.69 375 93 200 129 1,24, 69 E %
1800 326T EM2543T-8 8,205 GO3 27.69 467 94.5 200 132 1,24, 69 gg
60 1800 3641 EM2547T-8 10,331 GO3 30.69 623 95 200 160 1,24,69 - §
75 1800 365T EM2551T-8 12,681 GO3 29.70 783 95 200 199 1,24, 69
575 volts >
1/3 1800 56 EM31104-5 743 GO3 9.51 24 73.4 575 0.5 15, 38 §
1/2 1800 56 EM31108-5 818 GO3 11.01 31 78.2 575 0.7 15, 38 §
3/4 1800 56 EM31112-5 901 GO3 11.07 33 81.5 575 0.9 15 §
1 1800 56 EM31116-5 948 GO3 11.07 38 85.5 575 1.2 15 §
1437 EM3116T-5 1,039 GO3 11.12 34 85.5 575 1.2 1
11/2 1800 145T EM3154T-5 1,087 GO3 11.62 37 86.5 575 1.8 1
2 1800 145T EM3157T-5 1,164 GO3 12.12 39 86.5 575 2.3 1 §
3 1800 1827 EM3211T-5 1,255 GO3 15.00 69 89.5 575 3.4 1 s
s 3600 1827 EM3212T1-5 1,307 GO3 15.00 76 90.2 575 4.5 1 é
1800 184T EM3218T-5 1,375 GO3 16.50 82 89.5 575 5.3 1 %_
71 3600 1841 EM3219T-5 2,073 GO3 16.50 92 90.2 575 6.7 1
1800 213T EM3311T-5 2,019 GO3 16.32 114 91 575 7.8 1
10 1800 215T EM3313T-5 2,444 GO3 17.45 123 91.7 575 10 1
15 1800 254T EM2513T-5 3,460 GO3 21.69 273 93 575 14.1 1
20 1800 256T EM2515T-5 4,276 GO3 21.69 227 93 575 18.9 1 g-
25 1800 284T EM2531T-5 5,213 GO3 25.06 312 93.6 575 24.5 1 =
30 1800 286T EM2535T-5 5,701 GO3 25.06 333 94.1 575 28 1
40 1800 3247 EM2539T-5 7,436 GO3 27.19 397 94.1 575 40 1
50 1800 326T EM2543T-5 8,205 GO3 27.69 465 94.5 575 46 1
60 1800 364T EM2547T-5 10,331 GO3 30.69 430 95 575 56 1
75 1800 365T EM2551T-5 12,681 GO3 33.72 740 95 575 68 1 .
100 1800 4041 EM2555T-5 14,752 GO3 36.97 943 95.4 575 93 1 £
125 1800 405T EM2559T-5 18,099 GO3 34.47 960 95.4 575 114 1 T
150 1800 4441 EM2558T-5 20,103 GO3 39.56 1535 96.2 575 136 1
(a) See notes on inside back flap.
Cast iron frame
Red catalog number indicates NEW product. =
Custom induction motors available up to 30,000 Hp. 5
Contact your sales representative for additional information. z
]
(18
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General purpose, three phase, open drip proof, C-Face, foot mounted
1/3 thru 125 Hp

£
=4
)
©
3
[
=)
o
=

o Features: Applications:
B % Locked DE bearing to allow mounting in any - Fans
B configuration** . Pumps
%g Suitable for inverter use per NEMA MG1 Part . Blowers
o § 31.4.4.2 unless note 38 is indicated . Conveyors
60 Hz designs with 50 Hz information on . Compressors
. g 2’4’§ pole 1-125 Hp ra.lting.s Industrial machines
%3 Des1gne.d for Ior.mg.eVIty with a®3 year warranty Other general purpose
25 on premium efficient Super-E® motors applications
§.§ Optimized airflow design providing higher
?a horsepower in a smaller package
o
NEMA Catalo List Disc. “c" Aprx. Full Load Full Load Notes
® Hp RPM Frame Numbe?- Price Sym. Dim. Wt Izll:) Efficiency Voltage Amps (a)
§ 1/3 1800 56C CEM31104 789 GO3 10.10 24 73.4 230/460 0.7 15, 30, 38
% 12 3600 56C CEM31107 840 GO3 10.10 20 73.4 230/460 0.8 15, 30, 38
< 1800 56C CEM31108 865 GO3 11.60 31 78.2 230/460 0.8 15, 30, 38
3/4 1800 56C CEM31112 947 GO3 11.06 35 81.1 230/460 1 15,30
3600 56C CEM31115 1,018 GO3 11.06 37 78.5 230/460 1.45 15
% E 1 1800 143TC CEM3116T 1,233 GO3 11.62 35 85.5 230/460 1.5 1,30
Q i 1200 145TC CEM3156T 1,260 GO3 12.13 41 82.5 230/460 1.8 1
;3 g 3600 143TC CEM3120T 1,070 GO3 11.63 34 84 230/460 2 1
% § 11/2 1800 145TC CEM3154T 1,286 GO3 11.62 31 86.5 230/460 2.2 1,30
i 1200 182TC CEM3207T 1,520 GO3 15.00 68 86.5 230/460 2.5 1
3600 56C CEM31155 1,153 GO3 12.06 43 85.5 230/460 2.6 15, 30
s 2 1800 145TC CEM3157T 1,373 GO3 12.12 41 86.5 230/460 2.9 1,30
&:,_ 1200 184T1C CEM3215T 1,551 GO3 16.5 82 87.5 230/460 3.4 1
& 3600 145TC CEM3158T 1,260 GO3 13.00 46 85.5 230/460 3.8 1,30
§ 3 1800 182TC CEM3211T 1,531 GO3 15.00 71 89.5 230/460 4.2 1,30
< 1200 213TC CEM3305T 2,090 GO3 17.06 131 88.5 230/460 4.5 1
= 3600 182TC CEM3212T 1,426 GO3 13.62 64 86.5 230/460 6 1,30
" 5 1800 184T1C CEM3218T 1,666 GO3 16.50 87 89.5 230/460 6.6 1,30
35 1200 215TC CEM3309T 2,656 GO3 18.19 141 89.5 230/460 7.4 1
§ 3600 184TC CEM3219T 2,192 GO3 15.00 77 88.5 230/460 8.6 1,30
§' 71/2 1800 213TC CEM3311T 2,541 GO3 17.06 118 91 230/460 9.7 1,30
g 1200 254TC CEM2506T 3,399 GO3 23.19 248 90.2 230/460 11 1
S 3600 213TC CEM3312T 2,638 GO3 17.06 121 89.5 230/460 12 1,30
10 1800 215TC CEM3313T 3,020 GO3 18.19 133 91.7 230/460 12.5 1,30
1200 256TC CEM2511T 4,262 GO3 23.19 255 91.7 230/460 14.3 1,30
3600 215TC CEM3314T 3,634 GO3 17.06 128 90.2 230/460 17.5 1,30
g 15 1800 254TC CEM2513T 4,433 GO3 21.69 213 93 230/460 17.7 1,30
T 1200 284TC CEM2524T 5,984 GO3 23.81 300 91.7 230/460 20.5 1,30
3600 254TC CEM2514T 4,490 GO3 21.69 194 91 230/460 23.5 1,30
20 1800 256TC CEM2515T 4,812 GO3 21.69 231 93 230/460 23.5 1,30
1200 286TC CEM2528T 7,074 GO3 25.06 369 92.4 230/460 27 1,30
3600 256TC CEM2516T 5,284 GO3 21.69 219 91.7 230/460 28 1,30
T 25 1800 284TC CEM2531T 6,173 GO3 25.06 336 93.6 230/460 30 1,30
ZE 1200 324TC CEM2532T 8,717 GO3 27.69 383 93 230/460 34 1,30
3600 284TSC CEM2534T 6,565 GO3 22.44 320 91.7 230/460 35 1,30
30 1800 286TC CEM2535T 6,661 GO3 25.06 378 94.1 230/460 35 1,30
1200 326TC CEM2536T 9,035 GO3 28.69 482 93.6 230/460 39 1,30
(a) See notes on inside back flap.
o Custom induction motors available up to 30,000 Hp.
3 **ODP motors retain IP rating when mounted in horizontal position only.
o Contact your sales representative for additional information.
&  Red catalog number indicates NEW product.

For more information visit baldor.abb.com
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General purpose, three phase, open drip proof, C-Face, foot mounted ‘é

- - YIrlid o

Hp RPM F’::m ::-t:llaoegr P:ilcs: g::: Di:1. w:.\ |erl):) EFF:I‘L:::: Voltage Fu“:;:: Not:; =

m 3600 286TSC CEM2538T 8,181 GO3 22.44 330 92.4 230/460 46 1,30

1800 324TC CEM2539T 8,769 GO3 27.19 378 94.1 230/460 49 1,30 o o
50 3600 324TSC CEM2542T 9,197 GO3 25.68 375 93 230/460 56 1 g-&‘g
1800 326TC CEM2543T 9,537 GO3 27.69 494 94.5 230/460 57 1,30 3o
60 3600 326TSC CEM2546T 11,283 GO3 25.19 472 93.6 230/460 68 1 g %
1800 364TC CEM2547T 11,868 GO3 30.69 632 95 230/460 68 1,30 Sa

75 3600 364TSC CEM2549T 14,588 GO3 25.81 475 93.6 230/460 82 1 &

1800 365TC CEM2551T 14,217 GO3 33.72 457 95 230/460 87 1,30 o
100 3600 365TSC CEM2550T 15,489 GO3 37.81 574 93.6 230/460 110 1 é o
1800 404TC CEM2555T 16,526 GO3 36.97 945 95.4 230/460 118 1,30 58
125 3600 404TSC CEM2554T-4 19,282 GO3 31.85 894 94.1 460 143 1,25 g §
1800 405TC CEM2559T-4 19,872 GO3 34.47 955 95.4 460 143 1,25 % _E

0]

(a) See notes on inside back flap.

Custom induction motors available up to 30,000 Hp.

**0ODP motors retain IP rating when mounted in horizontal position only.
Contact your sales representative for additional information.

Red catalog number indicates NEW product.
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HVAC Pump Explosion proof Washdown duty Large Motors
and Generators

Farm duty

For more information visit baldor.abb.com



40 501 STANDARD MOTOR CATALOG

General purpose, three phase, open drip proof, C-Face, footless

3
3,
o
3 1/4thru30Hp
~+
:
Features: Applications:
0 g Footless design reduces weight and improves safety - Fans
a 3 Locked DE bearing to allow mounting in any - Pumps
-§_-§ configuration** . Blowers
§ -§ Suitable for inverter use per NEMA MG1 Part 31.4.4.2 - Conveyors
o unless note 38 is indicated - Compressors
60 Hz designs with 50 Hz information on 2,4,6 pole - Industrial machines
4 g 1-12? Hp ratings ' . - Other general
ﬁ 3 Desgned for. I?ngev1ty w1tr a 3 year warranty on purp.ose.
-g_}; premium efficient Super-E® motors applications
b3 Optimized airflow design providing higher
° ﬁ horsepower in a smaller package
NEMA Catalo List Disc. “cr Aprx. Full Load Full Load Notes
w Hp RPM Frame Numbe?- Price Sym. Dim. Wt. IZIb) Efficiency Voltage Amps (©)
3 1/4 1800 56C KEM30003 749 GO3 11.35 21 69.5 230/460 0.5 15, 30, 38
g 13 3600 56C KEM30006 784 GO3 11.22 22 69.5 230/460 0.6 15, 30, 38
é 1800 56C VEM31104 789 GO3 11.22 24 73.4 230/460 0.7 15, 30, 38
3600 56C VEM31107 840 GO3 11.22 24 73.4 230/460 0.8 15, 30, 38
1/2 1800 56C VEM31108 865 GO3 12.72 31 78.2 230/460 0.8 15, 30, 38
) 1200 56C VEM31109 940 GO3 13.35 34 75.3 230/460 1 15, 30, 38
2 E 3600 56C VEM31111 837 GO3 11.22 25 76.8 230/460 1.2 15, 30, 38
g% 34 1800 56C VEM31112 947 GO3 12.23 32 81.1 230/460 1 15, 30
g g 1200 56C VEM31153 1,146 GO3 13.23 39 81.7 230/460 1.3 15, 30
§ 3 143TC VM3153T 998 GO3 13.41 32 77 230/460 1.5 30, 38
n 3600 56C VEM31115 856 GO3 11.84 27 77 230/460 16 15, 30, 38
1 1800 56C VEM31116 995 GO3 12.23 37 83.5 230/460 1.5 15, 30
s 143TC VEM3116T 1,233 GO3 12.25 38 85.5 230/460 1.5 1,30
5':’_ 1200 143TC VEM3156T 1,260 GO3 13.25 39 82.5 230/460 1.8 1,30
8‘ 56C VEM31120 883 GO3 12.23 34 84 230/460 2 15, 30
§ 3600 143TC VEM3120T 1,070 GO3 12.25 34 84 230/460 2 1,30
,% 11/2 1800 56C VEM31154 1,085 GO3 13.23 35 86.5 230/460 2.2 15, 30
= 145TC VEM3154T 1,286 GO3 13.25 37 86.5 230/460 2.2 1,30
1200 145TC VEM3159T 1,464 GO3 15.92 68 86.5 230/460 2.5 1,30
%" 3600 56C VEM31155 1,153 GO3 13.23 43 85.5 230/460 2.6 15, 30
° 143TC VEM3155T 1,245 GO3 13.25 43 86.5 230/460 2.5 1,30
% 2 1800 56C VEM31157 1,136 GO3 14.12 48 86.5 230/460 3 15, 30
f,’ 145TC VEM3157T 1,220 GO3 13.25 43 86.5 230/460 2.9 1,30
§ 1200 184T1C VEM3215T 1,551 GO3 18.03 82 87.5 230/460 3.4 1,30
- 3600 56C VEM31158 1,102 GO3 13.24 50 85.5 230/460 3.8 15, 30
145TC VEM3158T 1,260 GO3 14.18 50 85.5 230/460 3.7 1,30
3 1800 145TC VEM3161T 1,307 GO3 15.92 74 89.5 230/460 4.2 1,30
= 182TC VEM3211T 1,531 GO3 16.54 74 89.5 230/460 4.2 1,30
5 1200 213TC VEM3305T 2,090 GO3 17.94 137 88.5 230/460 4.5 1,30
© 3600 182TC VEM3212T 1,426 GO3 16.54 64 86.5 230/460 6 1,30
5 1800 184TC VEM3218T 1,666 GO3 18.03 92 89.5 230/460 6.6 1,30
1200 215TC VEM3309T 2,656 GO3 19.07 141 89.5 230/460 74 1,30
712 3600 184TC VEM3219T 2,192 GO3 16.54 77 88.5 230/460 8.6 1,30
1800 213TC VEM3311T 2,541 GO3 17.94 120 91 230/460 9.7 1,30
T 10 3600 213TC VEM3312T 2,638 GO3 17.94 121 89.5 230/460 12 1,30
:E 1800 215TC VEM3313T 3,020 GO3 19.07 132 91.7 230/460 12.5 1,30
15 3600 215TC VEM3314T 3,634 GO3 17.94 131 90.2 230/460 175 1,30
1800 254TC VEM2513T 4,433 GO3 22.25 234 93 230/460 17.7 1,30
2 3600 254TC VEM2514T 4,490 GO3 22.25 185 91 230/460 23.5 1,30
1800 256TC VEM2515T 4,812 GO3 22.25 220 93 230/460 23.5 1,30
T 25 3600 254TC VEM2516T 5,284 GO3 22.00 233 91.7 230/460 28 1,30
g 1800 284TC VEM2531T 6,173 GO3 25.50 377 93.6 230/460 30 1,30
e 30 3600 284TSC VEM2534T 6,565 GO3 25.10 320 91.7 230/460 35 1,30
< (a) See notes on inside back flap. **ODP motors retain IP rating when mounted in horizontal position only.
Custom induction motors available up to 30,000 Hp. Contact your sales representative for additional information.

For more information visit baldor.abb.com



