GENERAL PURPOSE THREE PHASE MOTORS 23

General purpose, three phase, totally enclosed, foot mounted
1/8 thru 400 Hp
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Features: Applications: o
60 Hz designs with 50 Hz information on - Fans é §
2,4,6 pole 1-125 Hp ratings - Pumps ‘g_ﬁ
2,4,6,8 pole . Blowers g §'ﬁ
Suitable for inverter use per NEMA MG1 . Conveyors § &
Part 31.4.4.2 unless note 38 is indicated . Compressors
Simple F1to F2 conversion on cast iron frames . Industrial machines § o
Designed for longevity with a 3 year warranty . Other general purpose g_::%
on premium efficient Super-E® motors applications %‘ §
o =
3\
| i isc. uc . n ] 3
Hp RPM Fh:::‘e\ Enclosure rf::b:gr P:ilcs: :;:: Di:1. Wt‘.\ lz:l):() El;lflicile':ac: Voltage " AI:::: NOt(;; g
230/460 volts 8
1/8 1800 42 TEFC M3353 619 GE3 9.56 16 44 230/460 0.5 30, 38
16 1800 42 TEFC M3355 701 GE3 9.56 17 62 230/460 0.6 13, 30, 38
1200 48 TEFC M3452 723 GE3 10.73 17 57.5 230/460 0.6 13, 30, 38 o
48 TEFC M3454 512 GE3 10.73 19 64 230/460 0.7 13, 30, 38 § %
1800 48 TENV NM3454 537 GE3 9.62 20 68 230/460 0.5 1,13,30,38 ‘z:’ E
56 TENV NM3454 /35 863 GE3 11.06 28 80 230/460 0.4 1,30, 48 gg
1/4 48 TEFC M3455 805 GE3 10.73 18 68 230/460 0.7 13, 30, 38 E’ ;e
1200 48 TENV NM3455 741 GE3 9.62 19 68 230/460 0.7 30, 38 ©
56 TEFC M3531 797 GE3 11.35 23 68 230/460 0.7 13, 30, 38
900 56 TEFC M3532 1,161 GE3 12.23 28 57.5 208-230/460 0.8 13 g’
3600 48 TENV M3457 520 GE3 9.62 20 72 230/460 0.7 13, 30, 38 'g
48 TEFC M3458 624 GE3 10.73 21 68 230/460 0.8 13, 30, 38 %
13 1800 56 TEFC M3534 560 GE3 11.35 21 68 230/460 0.8 13, 30, 38 %
56 TENV NM3534 601 GE3 10.25 23 70 230/460 0.7 1,13,30,38 ;
1200 56 TEFC M3535 896 GE3 11.35 22 70 230/460 0.9 13, 30, 38
900 56 TEFC M3536 1,265 GE3 12.23 29 59.5  208-230/460 1 13 -
3600 48 TEFC M3460 603 GE3 10.73 19 68 230/460 1 12, 30, 38 §
56 TEFC M3537 603 GE3 11.35 19 68 230/460 1 12, 30, 38 g—
48 TEFC M3461 731 GE3 10.73 22 74 230/460 1 12, 30, 38 .g
56 TEFC EM3538 965 GE3 12.23 29 82.5 230/460 0.8 1,30 —g_
1800 56 TEFC M3538 570 GE3 11.35 23 74 230/460 1 12, 30, 38 f]
1/2 56 TEFC M3538 /35 825 GE3 12.23 25 72 208-230/460 1.1 1,48
56 TENV NM3538 697 GE3 10.88 25 75.5 230/460 09 1,12,30,38
56 TENV NM3538 /35 841 GE3 11.06 27 80 230/460 0.8 1, 30, 48
1200 56 TEFC M3539 965 GE3 11.35 24 72 230/460 1.2 30, 38 g-
56 TENV NM3539 1,060 GE3 12.06 40 78.5 230/460 1 30 =
900 56H TEFC M3560 1,419 GE3 1291 38 70 208-230/460 1.3 36
3600 48 TEFC M3463 664 GE3 10.73 21 74 230/460 1.3 12, 30, 38
56 TEFC M3541 664 GE3 11.35 21 74 230/460 1.3 12, 30, 38
48 TEFC M3464 790 GE3 10.73 25 75.5 208-230/460 1.5 12,38
34 1800 56 TEFC M3542 685 GE3 11.35 25 75.5 208-230/460 1.5 12,38 o
56 TENV NM3542 749 GE3 11.06 29 78.5 230/460 1.4 1,12,30 §
1200 56 TEFC M3543 985 GE3 12.84 32 77  208-230/460 1.5 38 I
143T TEFC M3543T 985 GE3 13.41 33 77  208-230/460 1.5 38
900 1457 TEFC M3562T 1,805 GE3 14.19 51 72 208-230/460 1.6 1,30
(a) See notes on inside back flap.
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)
For larger Hp motors, please refer to the “Large Motors and Generators” section of the catalog. g‘
£
iy

For more information visit baldor.abb.com



24 501 STANDARD MOTOR CATALOG
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3 General purpose, three phase, totally enclosed, foot mounted
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3 NEMA Catalog List Disc. “cr Aprx. Full Load Full Load Notes
o

5 e RPM  frame Enclosure Number Price Sym. Dim. Wt (Ib) Efficiency Voltage " 1ps (@)

230/460 volts (continued)

o) 3600 56 TEFC EM3545 1,056 GE3 12.25 37 77 230/460 1.4 1,12, 30

%’ % 56 TEFC EM3546 1,079 GE3 12.23 35 85.5 230/460 1.5 1,30

"% S 56 TENV ENM3546 1,215 GE3 12.06 39 85.5 230/460 1.5 1,30

g'g 1800 1437 TEFC EM3546T 1,079 GE3 12.31 35 85.5 230/460 1.5 1,30

% '§ 1 1437 TEFC EM3581T 1,503 GE3 12.53 51 85.5 230/460 1.5 1,30

® 1437 TENV ENM3546T 1,215 GE3 12.12 39 85.5 230/460 1.5 1,30

56 TEFC EM3556 1,393 GE3 13.23 42 82.5 230/460 1.8 1,30

> o 1200 1457 TEFC EM3556T 1,393 GE3 13.31 42 82.5 230/460 1.8 1,30

Sa 1457 TEFC EM3582T 1,685 GE3 12.53 56 82.5 230/460 1.7 1,30

£ 900 1827 TEFC EM3617T 2,294 GE3 16.54 65 75.5 230/460 2.3 1,30

%g 56 TEFC EM3550 1,195 GE3 12.25 35 84 230/460 1.9 1,30

273 3600 143T TEFC EM3550T 1,195 GE3 12.31 36 84 230/460 1.9 1,30

o 143T TEFC EM3583T 1,591 GE3 12.53 52 84 230/460 1.9 1,30

56 TEFC EM3554 1,199 GE3 13.23 40 86.5 230/460 2.2 1,30

w11 1800 1457 TEFC EM3554T 1,199 GE3 13.31 41 86.5 230/460 2.2 1,30

% 1457 TEFC EM3584T 1,559 GE3 12.53 57 86.5 230/460 2.3 1,30

o 1457 TENV ENM3554T 1,350 GE3 13.00 50 86.5 230/460 21 1,30

% 1200 1827 TEFC EM3607T 1,629 GE3 16.55 73 87.5 230/460 2.4 1,30

s 1821 TEFC EM3667T 2,004 GE3 15.24 93 87.5 230/460 2.5 1,30

900 184T TEFC EM3618T 2,717 GE3 18.04 82 78.5 230/460 3 1,30

56 TEFC EM3555 1,309 GE3 13.25 42 85.5 230/460 2.5 1,30

% 5 3600 1457 TEFC EM3555T 1,309 GE3 13.29 43 85.5 230/460 2.5 1,30

o % 1457 TEFC EM3586T 1,670 GE3 12.55 59 85.5 230/460 2.5 1,30

,3 § 56 TEFC EM3558 1,268 GE3 13.23 46 86.5 230/460 2.9 1,30

2 2 1800 145T TEFC EM3558T 1,268 GE3 13.31 45 86.5 230/460 29 1,30

3 @ 1457 TEFC EM3587T 1,635 GE3 12.53 58 86.5 230/460 2.9 1,30

1200 184T TEFC EM3614T 1,708 GE3 18.05 93 88.5 230/460 3.5 1,30

s 1841 TEFC EM3664T 2,037 GE3 15.24 109 88.5 230/460 3.2 1,30

o 900 213T TEFC EM3702T 3,440 GE3 17.89 110 84 230/460 3.5 1,30

g 56H TEFC EM3559 1,434 GE3 13.79 50 86.5 230/460 3.6 1,30

§ 3600 145T TEFC EM3559T 1,434 GE3 14.17 49 86.5 230/460 3.6 1,30

o 1827 TEFC EM3610T 1,452 GE3 15.14 50 86.5 230/460 3.6 1,30

< 1827 TEFC EM3660T 1,805 GE3 15.24 84 86.5 230/460 3.8 1,30

3 1800 1827 TEFC EM3611T 1,301 GE3 16.55 73 89.5 230/460 4.2 1,30

m 182T TEFC EM3661T 1,856 GE3 15.24 97 89.5 230/460 4.1 1,30

'% 1200 213T TEFC EM3704T 2,221 GE3 19.02 134 89.5 230/460 4.6 1,30

g. 213T TEFC EM3764T 2,538 GE3 18.45 173 89.5 230/460 4.5 1,30

_g 900 215T TEFC EM3705T 3,759 GE3 19.01 111 86.5 230/460 5.2 1,30

§ 3600 184T TEFC EM3613T 1,610 GE3 16.55 75 88.5 230/460 5.9 1,30

=+ 184T TEFC EM3663T 2,221 GE3 15.24 99 88.5 230/460 5.8 1,30

1800 1841 TEFC EM3615T 1,344 GE3 18.05 93 89.5 230/460 6.7 1,30

5 184T TEFC EM3665T 1,899 GE3 15.24 107 89.5 230/460 6.6 1,30

- 1200 215T TEFC EM3708T 2,510 GE3 19.77 154 89.5 230/460 7.3 1,30

c 215T TEFC EM3768T 2,944 GE3 18.45 195 89.5 230/460 7.4 1,30

% 900 254T TEFC EM2280T 5,982 GE3 23.28 256 86.5 230/460 7.9 1,30

184T TEFC EM3616T 2,124 GE3 18.05 98 89.5 230/460 8.4 1,30

3600 213T TEFC EM3709T 2,412 GE3 17.89 116 89.5 230/460 9 1,30

213T TEFC EM3769T 2,570 GE3 18.45 165 89.5 230/460 9 1,30

71/2 1800 213T TEFC EM3710T 1,938 GE3 19.02 128 91.7 230/460 9.4 1,30

213T TEFC EM3770T 2,477 GE3 18.45 170 91.7 230/460 9.5 1,30

E 1200 2547 TEFC EM2276T 4,197 GE3 23.28 278 91 230/460 11 1,30

:rbs 900 256T TEFC EM2401T 6,597 GE3 23.28 320 86.5 230/460 12.2 1,30

3600 215T TEFC EM3711T 2,445 GE3 17.89 120 90.2 230/460 11.8 1,30

215T TEFC EM3771T 3,013 GE3 18.45 182 90.2 230/460 11.8 1,30

10 1800 215T TEFC EM3714T 2,188 GE3 20.52 162 91.7 230/460 12 1,30

215T TEFC EM3774T 2,778 GE3 18.45 191 91.7 230/460 12.2 1,30

o 1200 256T TEFC EM2332T 4,790 GE3 23.28 290 91 230/460 14.1 1,30

3 900 284T TEFC EM2402T 7,659 GE3 27.76 391 89.5 230/460 14.6 1,30
E: (a) See notes on inside back flap. Cast iron frame

*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)
For larger Hp motors, please refer to the “Large Motors and Generators” section of the catalog.

For more information visit baldor.abb.com



GENERAL PURPOSE THREE PHASE MOTORS 25
General purpose, three phase, totally enclosed, foot mounted
NEMA Catalo List Disc. “cr Aprx. Full Load Full Load Notes
Hp RPM  frame Enclosure Numbe?' Price Sym. Dim. Wt ':u:) Efficiency Voltage ) s (@)
230/460 volts (continued)
3600 2157 TEFC EM3713T 3,450 GE3 20.52 172 91 230/460 17 1,30
2547 TEFC EM2394T 4,150 GE3 23.28 241 91 230/460 17.5 1,30
15 1800 2547 TEFC EM2333T 3,371 GE3 23.28 270 92.4 230/460 18.1 1,30
1200 284T TEFC EM4100T 6,389 GE3 27.76 391 91.7 230/460 21 1,30
900 286T TEFC EM2395T 10,651 GE3 27.76 455 89.5 230/460 23 1,30
3600 256T TEFC EM4106T 4,555 GE3 23.28 262 91 230/460 23 1,30
1800 256T TEFC EM2334T-12 5,174 GE3 23.28 291 93 230/460 23 1,30
20 256T TEFC EM2334T 4,087 GE3 23.28 289 93 230/460 24 1,30
1200 286T TEFC EM4102T 8,507 GE3 27.76 399 91.7 230/460 27 1,30
900 3247 TEFC EM4112T 12,111 GE3 30.28 534 90.2 230/460 35 1,30
3600 256T TEFC EM4118T 5,312 GE3 23.28 305 91.7 230/460 29 1,30
284TS TEFC EM4107T 5,943 GE3 24.70 327 91.7 230/460 29 1,30
25 1800 2841 TEFC EM4103T 5,345 GE3 27.76 388 93.6 230/460 30 1,30
2841 TEFC EM4103T-12 6,926 GE3 27.56 402 93.6 230/460 30 1, 25,30
1200 3247 TEFC EM4111T 9,625 GE3 30.39 445 93 230/460 32 1,30
900 326T TEFC EM4116T 14,958 GE3 30.28 578 90.2 230/460 37 1,30
3600 286TS TEFC EM4108T 7,061 GE3 24.70 347 91.7 230/460 34 1,30
1800 286T TEFC EM4104T 6,340 GE3 27.76 430 93.6 230/460 38 1,30
30 286T TEFC EM4104T-12 8,047 GE3 27.76 425 93.6 230/460 36 1,25
1200 326T TEFC EM4117T 11,120 GE3 30.28 604 93 230/460 39 1,30
900 364T TEFC EM4338T 16,635 GE3 33.44 813 92.4 230/460 39.3 1,30
3600 324TS TEFC EM4109T 9,677 GE3 28.78 551 92.4 230/460 46 1,30
1800 3247 TEFC EM4110T 8,291 GE3 30.28 570 94.1 230/460 48 1,30
40 3247 TEFC EM4110T-12 10,743 GE3 30.28 601 94.1 230/460 48 1, 25,30
1200 364T TEFC EM4308T 13,855 GE3 33.48 899 94.1 230/460 49.4 1,30
900 364T TEFC EM4348T 20,633 GE3 33.48 875 93 230/460 52 1,30
3600 326TS TEFC EM4114T 10,586 GE3 28.78 575 93 230/460 56 1,30
326T TEFC EM4115T 9,058 GE3 30.28 650 94.5 230/460 58 1,30
50 1800 326T TEFC EM4115T-12 11,609 GE3 30.28 652 94.5 230/460 58 1,25
326TS TEFC EM4115TS 10,208 GE3 28.78 639 94.5 230/460 58 1,30
1200 365T TEFC EM4312T 16,742 GE3 33.48 902 94.1 230/460 61.7 1,30
900 405T TEFC EM4458T 25,336 GE3 38.20 1216 93 230/460 63 1,30
3600 364TS TEFC EM4310T 14,873 GE3 31.36 810 95 230/460 65.1 1
364T TEFC EM4314T 13,071 GE3 33.48 912 95 230/460 67.8 1,30
60 1800 364T TEFC EM4314T-12 16,890 GE3 33.48 850 95 230/460 68 1,25
364TS TEFC EM4314TS 14,687 GE3 31.36 907 95 230/460 68 1,30
1200 4041 TEFC EM4403T 20,322 GE3 38.04 1187 95 230/460 69 1
900 405T TEFC EM4468T 29,260 GE3 38.20 1216 93 230/460 76 1
3600 365TS TEFC EM4313T 17,302 GE3 31.36 980 94.5 230/460 80.7 1
365T TEFC EM4316T 15,284 GE3 33.48 955 95.4 230/460 84.9 1,30
75 1800 365T TEFC EM4316T-12 19,750 GE3 33.48 955 95.4 230/460 85.9 1,25
365TS TEFC EM4316TS 17,173 GE3 31.36 946 95.4 230/460 85.9 1
1200 405T TEFC EM4404T 23,664 GE3 38.04 1229 94.5 230/460 86.8 1
3600 405TS TEFC EM4402T-4 22,121 GE3 35.04 1187 95 460 110 1,25
405T TEFC EM4400T 18,927 GE3 38.04 1203 95.4 230/460 112 1
100 1800 405T TEFC EM4400T-12 24,527 GE3 38.04 1211 95.4 230/460 112 1,25
405TS TEFC EM4400TS 21,328 GE3 35.04 1206 95.4 230/460 112 1
1200 4441 TEFC EM4409T-4 28,561 GE3 44.75 1828 95 460 119 1
3600 444TS TEFC EM4412T-4 27,343 GE3 40.83 1901 95 460 137 1
4441 TEFC EM4410T-4 23,541 GE3 44.75 1969 95.4 460 144 1,25
125 1800 444TS TEFC EM4410TS-4 26,401 GE3 41.08 2001 95.4 460 144 1
44417 TEFC EM4410TR-4 28,423 GE3 44.75 1988 95.4 460 144 1,5
1200 445T TEFC EM4411T-4 33,600 GE3 44.75 2073 95 460 146 1,25
3600 445TS TEFC EM4413T-4 32,173 GE3 41.08 1995 95 460 164 1
445T TEFC EM4406T-4 26,951 GE3 44.75 1826 95.8 460 169 1,25
150 1800 445TS TEFC EM4406TS-4 30,369 GE3 41.08 2071 95.8 460 169 1
445T TEFC EM4406TR-4 32,392 GE3 44.75 1826 95.8 460 169 1,5,25
1200 4477 TEFC EM44156T-4 38,486 GE3 48.24 2571 95.8 460 170 1,25

(a) See notes on inside back flap.
Cast iron frame

*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)
For larger Hp motors, please refer to the “Large Motors and Generators” section of the catalog.

For more information visit baldor.abb.com
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3 General purpose, three phase, totally enclosed, foot mounted

[
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3 NEMA Catalog List Disc. “cr Aprx. Full Load Full Load Notes
o

= Hp RPM Frame Enclosure Number Price Sym. Dim. Wt. (Ib) Efficiency Voltage Amps (@)

230/460 volts (continued)

o 3600 447TS TEFC EM4416T-4 38,558 GE3 44.48 2355 95.4 460 216 1
%’ % 4477 TEFC EM4407T-4 38,069 GE3 48.24 2497 96.2 460 223 1,25
“% 2 200 1800 447TS TEFC EM44077S-4 38,069 GE3 44.48 2487 96.2 460 223 1
'g_ 'g 447T TEFC EM4407TR-4 40,091 GE3 48.24 2531 96.2 460 223 1,5
% '§ 1200 449T TEFC EM44206T-4 47,483 GE3 53.24 3017 95.8 460 225 1
o 3600 449TS TEFC EM44252T-4 60,041 GE3 49.48 2595 95.8 460 268 1
447T TEFC EM4408T-4 49,922 GE3 53.22 2888 96.2 460 276 1,25
) 250 1800 4477 TEFC EM4408TR-4 51,944 GE3 53.22 2888 96.2 460 276 il,s
= % 447TS TEFC EM4408TS-4 49,922 GE3 59.47 2888 96.2 460 276 1,25
ﬁ 2 1200 449T TEFC EM44256T-4 69,422 GE3 53.22 3125 95.8 460 285 1,25
= 3600 449TS TEFC EM44302T-4 87,107 GE3 49.47 2595 95.8 460 324 1
§ '§ 300 1800 4497 TEFC EM44304T-4 68,590 GE3 53.24 2888 96.2 460 327 1
o 449TS TEFC  EM44304TS-4 68,590 GE3 49.47 2888 96.2 460 327 1
1200 44917 TEFC EM44306T-4 82,360 GE3 60.21 3683 95.8 460 340 1
3600 449TS TEFC EM44352T-4 104,553 GE3 49.47 2855 96.2 460 375 1
g 350 1800 4497 TEFC EM44354T-4 82,564 GE3 53.24 3027 96.2 460 392 1
] 449TS TEFC  EM44354TS-4 82,564 GE3 49.47 3027 96.2 460 392 1
; 400 3600 449TS TEFC EM44402T-4 122,319 GE3 49.47 3149 95.8 460 424
E* 1800 4497 TEFC EM44404T-4 102,800 GE3 60.21 3680 96.2 460 436
200 volts
1 1800 143T TEFC EM3546T-8 1,215 GE3 12.31 35 85.5 200 3.5 1,68
2 11/2 1800 145T TEFC EM3554T-8 1,350 GE3 13.31 43 86.5 200 5 1,68
g 3 2 1800 1457 TEFC EM3558T-8 1,428 GE3 13.31 46 86.5 200 6.7 1,68
o ; 3600 1821 TEFC EM3660T-8 1,805 GE3 15.24 82 86.5 200 8.8 1,68
5 ) 3 1800 1827 TEFC EM3661T-8 1,856 GE3 15.24 96 89.5 200 9.5 1,68
§' 3 1827 TEFC EM3611T-8 1,466 GE3 16.55 72 89.5 200 9.7 1,68
v 3600 1841 TEFC EM3663T-8 2,221 GE3 15.24 99 88.5 200 13.3 1,68
5 1800 184T TEFC EM3665T-8 1,899 GE3 15.24 108 89.5 200 15.1 1,68
5 184T TEFC EM3615T-8 1,513 GE3 18.04 93 89.5 200 15.2 1,68
@ 3600 213T TEFC EM3769T-8 2,570 GE3 18.45 155 89.5 200 21 1,68
é‘ 7172 1800 213T TEFC EM3770T-8 2,477 GE3 18.45 170 91.7 200 21.4 1,68
5 213T TEFC EM3710T-8 2,183 GE3 19.01 127 91.7 200 21.6 1,68
5% 3600 215T TEFC EM3771T-8 3,013 GE3 18.45 182 90.2 200 26.8 1,68
= 10 1800 215T TEFC EM3774T-8 2,778 GE3 18.45 189 91.7 200 28 1,68
215T TEFC EM3714T1-8 2,465 GE3 19.78 165 91 200 28.9 1,68
_%" 15 3600 254T TEFC EM2394T-8 4,150 GE3 23.28 240 91 200 40 1,68
° 1800 2547 TEFC EM2333T-8 3,797 GE3 23.28 255 92.4 200 4.4 1,30, 68
g' 20 3600 256T TEFC EM4106T-8 4,555 GE3 23.28 242 91 200 52 1,24, 69
o 1800 256T TEFC EM2334T-8 4,604 GE3 23.28 292 93 200 55.2 1, 24,30,69
§ 25 3600 284TS TEFC EM4107T-8 5,943 GE3 24.70 305 91.7 200 65 1,24, 69
- 1800 284T TEFC EM4103T-8 6,022 GE3 27.76 382 93.6 200 68.4 1,24, 69
30 3600 286TS TEFC EM4108T-8 7,061 GE3 24.70 324 91.7 200 76 1,24, 69
1800 286T TEFC EM4104T-8 7,143 GE3 27.76 413 93.6 200 84 1,24, 69
o 40 1800 3247 TEFC EM4110T-8 9,342 GE3 30.28 576 94.1 200 111 1,24, 69
5 50 1800 326T TEFC EM4115T-8 10,208 GE3 30.28 621 94.5 200 131 1,24, 69
T 575 volts
1/3 1800 56 TEFC M3534-5 560 GE3 11.35 20 68 575 0.6 1,13, 38
3600 56 TEFC M3537-5 603 GE3 11.35 19 68 575 0.8 1,12, 38
1/2 1800 56 TEFC M3538-5 641 GE3 11.35 22 74 575 0.8 1,12, 38
1200 56 TEFC M3539-5 965 GE3 11.35 23 72 575 1 1,12, 38
T 3600 56 TEFC M3541-5 664 GE3 11.35 21 74 575 1 1,12, 38
;E 34 1800 56 TEFC M3542-5 685 GE3 11.35 26 75.5 575 1.2 1,12, 38
1200 56H TEFC M3543-5 985 GE3 12.84 33 77 575 1.2 38
143T TEFC M3543T-5 985 GE3 13.41 34 77 575 1.2 1,38
3600 56 TEFC EM3545-5 1,056 GE3 11.97 27 77 575 1.2 12
1800 56 TEFC EM3546-5 1,079 GE3 12.23 38 85.5 575 1.2 1
= 1 1437 TEFC EM3546T-5 1,079 GE3 12.31 34 85.5 575 1.2 1
g 1200 56H TEFC EM3556-5 1,393 GE3 12.91 41 82.5 575 1.4
o 145T TEFC EM3556T-5 1,393 GE3 13.31 40 82.5 575 1.4 1
< (a) See notes on inside back flap. Cast iron frame

*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)

For larger Hp motors, please refer to the “Large Motors and Generators” section of the catalog.
For more information visit baldor.abb.com
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c
o
General purpose, three phase, totally enclosed, foot mounted ‘é
NEMA Catalo List Disc. “cr Aprx. Full Load Full Load Notes 2
Hp RPM Frame Enclosure Numbe?' Price Sym. Dim. Wt. Izlb) Efficiency Voltage Amps (@) =
575 volts (continued)
3600 1437 TEFC EM3550T-5 1,195 GE3 12.29 36 84 575 1.5 1 @
112 1800 1457 TEFC EM3554-5 1,199 GE3 13.23 41 86.5 575 1.8 1 g §
1457 TEFC EM3554T-5 1,199 GE3 13.31 42 86.5 575 1.8 1 g_-g_
1200 1827 TEFC EM3607T-5 1,629 GE3 16.55 73 87.5 575 1.9 1 3 %
3600 56H TEFC EM3555-5 1,309 GE3 12.91 41 85.5 575 2 % 5
1457 TEFC EM3555T-5 1,309 GE3 13.29 43 85.5 575 2 1 (U}
2 1800 56H TEFC EM3558-5 1,268 GE3 12.91 45 86.5 575 2.3 1
1457 TEFC EM3558T-5 1,268 GE3 13.31 46 86.5 575 2.3 1 &
1200 184T TEFC EM3614T-5 1,708 GE3 18.05 90 88.5 575 2.8 g z
56H TEFC EM3559-5 1,434 GE3 13.79 50 86.5 575 2.9 1 AT
3600 1457 TEFC EM3559T-5 1,434 GE3 14.17 60 86.5 575 2.9 1 e §
3 1827 TEFC EM3610T-5 1,452 GE3 15.16 56 86.5 575 2.9 1 g =
1800 1827 TEFC EM3611T-5 1,301 GE3 16.55 73 89.5 575 3.3 1 ©
1827 TEFC EM3661T-5 1,856 GE3 15.24 97 89.5 575 3.3 1
1200 213T TEFC EM3704T-5 2,221 GE3 19.01 129 89.5 575 3.7 1 -
3600 184T TEFC EM3613T-5 1,610 GE3 16.54 75 88.5 575 4.7 1 g
5 1800 1841 TEFC EM3615T-5 1,344 GE3 18.05 89 89.5 575 5.3 1 o
184T TEFC EM3665T-5 1,899 GE3 15.24 108 89.5 575 5.3 1 %
1200 2157 TEFC EM3708T-5 2,510 GE3 19.76 154 89.5 575 5.8 1 v
184T TEFC EM3616T-5 2,124 GE3 18.05 98 89.5 575 6.8 1
712 3600 213T TEFC EM3709T-5 2,412 GE3 17.89 115 89.5 575 7 1
1800 213T TEFC EM3710T-5 1,938 GE3 19.02 123 91.7 575 7.6 1 n g
213T TEFC EM3770T-5 2,477 GE3 18.45 170 91.7 575 7.5 1 g E
3600 2157 TEFC EM3711T-5 2,445 GE3 17.89 119 90.2 575 9.5 1 =
10 1800 2157 TEFC EM3714T-5 2,188 GE3 20.52 165 91.7 575 9.6 1 %3
215T TEFC EM3774T-5 2,778 GE3 18.45 185 91.7 575 9.8 1 82
2157 TEFC EM3713T-5 3,450 GE3 20.52 169 91 575 13.6 1 °
15 3600 2547 TEFC EM2394T-5 4,150 GE3 23.28 245 91 575 14.1 1
1800 2547 TEFC EM2333T-5 3,371 GE3 23.28 258 92.4 575 14.6 1 g’
20 3600 256T TEFC EM4106T-5 4,555 GE3 23.28 252 91 575 18.2 1 2
1800 256T TEFC EM2334T-5 4,087 GE3 23.28 290 93 575 19.2 1 g
25 3600 284TS TEFC EM4107T-5 5,943 GE3 24.70 335 91.7 575 22 1 %
1800 284T TEFC EM4103T-5 5,345 GE3 27.76 380 93.6 575 24 1 ;
3600 286TS TEFC EM4108T-5 7,061 GE3 24.70 331 91.7 575 26.5 1
30 1800 286T TEFC EM4104T-5 6,340 GE3 27.76 408 93.6 575 29 1 o
40 3600 324TS TEFC EM4109T-5 9,677 GE3 28.78 522 92.4 575 37 1 g
1800 3247 TEFC EM4110T-5 8,291 GE3 30.28 575 94.1 575 39 1 [
50 3600 326TS TEFC EM4114T-5 10,586 GE3 28.78 574 93 575 45 1 ,§
1800 326T TEFC EM4115T-5 9,058 GE3 30.28 623 94.5 575 46 1 9
60 1800 364T TEFC EM4314T-5 13,071 GE3 33.48 919 95 575 54.4 1 u%
75 1800 365T TEFC EM4316T-5 15,284 GE3 33.48 958 95.4 575 68.7 1
100 1800 405T TEFC EM4400T-5 18,927 GE3 38.04 1208 95.4 575 89.6 1
125 1800 4447 TEFC EM4410T-5 23,429 GE3 44.75 1669 95.4 575 115 1
4447 TEFC EM4410T-5E 26,401 GE3 44.62 1626 95.8 575 111 1, 56, 100 a
150 1800 4457 TEFC EM4406T-5 26,951 GE3 44.75 2151 95.8 575 135 1 5
445T TEFC EM4406T-5E 26,951 GE3 44.62 1770 96.2 575 132 1, 56, 100
(a) See notes on inside back flap.
Cast iron frame
Red catalog number indicates NEW product.
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)
For larger Hp motors, please refer to the “Large Motors and Generators” section of the catalog. .
g
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General purpose, three phase, totally enclosed, C-Face, foot mounted
1/4 thru 100 Hp

£
=4
)
©
3
[
=)
o
=

o Features: Applications:
B % Locked DE bearing to allow mounting in any - Fans
",% o configuration - Pumps
T
%5 60 Hz designs with 50 Hz information on . Blowers
o § 2,4,6 pole 1-125 Hp ratings . Conveyors
Suitable for inverter use per NEMA MG1 . Compressors
—|§ P.art 31.4.4.2 unless not('e 38 lsmd1ctated Industrial machines
>
3 3 Simple F1to F2 conversion on cast iron frames Other general purpose
§.'°_ Designed for longevity with a 3 year warranty applications
2 .§ on premium efficient Super-E° motors
NEMA Catalog List Disc. “c" Aprx. Full Load Full Load Notes
Hp RPM Frame Enclosure Number Price Sym. Dim. Wt. (Ib) Efficiency Voltage Amps (©)]
¢ 230/460 volts
3 14 1800 56C TENV CNM3454/35 863 GE3 11.06 31 80 230/460 0.4 1,30, 48
o 1200 56C TENV CNM3531 1,097 GE3 11.06 31 68 208-230/460 0.5 13
< 13 3600 56C TENV CNM3457 634 GE3 10.25 21 72 208-230/460 0.7 30, 38
1800 56C TEFC CM3534 552 GE3 11.35 21 68 230/460 0.8 13,30,38
3600 56C TEFC CM3537 645 GE3 11.35 20 68 230/460 1 12,30,38
g - 1800 56C TEFC CM3538 611 GE3 11.35 23 74 230/460 1 12,30,38
;‘3 1/2 56C TENV CNM3538/35 883 GE3 11.06 28 80 230/460 0.8 1,30, 48
% ; 1200 56C TEFC CM3539 1,008 GE3 11.35 23 72 230/460 1.2 12,30,38
§ g. 56C TENV CNM3539 1,077 GE3 12.06 40 78.5 230/460 1 30
3 a 3600 56C TEFC CM3541 705 GE3 11.35 22 74 230/460 1.3 12,30,38
34 1800 56C TEFC CM3542 649 GE3 11.35 26 75.5 208-230/460 1.5 12,38
56C TENV CNM3542 792 GE3 11.06 31 78.5 230/460 14 30
5 1200 56C TEFC CM3543 1,028 GE3 12.85 23 77 208-230/460 1.5 30, 38
% 3600 56C TEFC CEM3545 1,102 GE3 12.25 33 77 230/460 14 1,12,30
g 56C TEFC CEM3546 1,261 GE3 12.23 36 85.5 230/460 14 1,30
g_ 1800 56C TENV CENM3546 1,261 GE3 11.06 38 85.5 230/460 1.5 30
Ev 1 143TC TEFC CEM3546T 1,135 GE3 13.29 36 85.5 230/460 1.5 1,30
143TC TEFC CEM3581T 1,610 GE3 13.03 54 85.5 230/460 1.5 1,30
m 1200 56C TEFC CEM3556 1,439 GE3 13.23 41 82.5 230/460 1.8 30
35 143TC TEFC CEM3556T 1,456 GE3 13.29 43 82.5 230/460 1.8 1,30
g' 56C TEFC CEM3550 1,242 GE3 13.25 37 84 230/460 1.9 1,30
S 3600 143TC TEFC CEM3550T 1,258 GE3 13.29 40 84 230/460 1.9 1,30
'g 112 143TC TEFC CEM3583T 1,698 GE3 13.05 55 85.5 230/460 2 1,30
S 1800 145TC TEFC CEM3554T 1,255 GE3 13.29 42 86.5 230/460 2.2 1,30
145TC TEFC CEM3584T 1,666 GE3 13.03 60 86.5 230/460 2.3 1,30
1200 182TC TEFC CEM3607T 1,747 GE3 16.55 77 87.5 230/460 2.4 1,30
56C TEFC CEM3555 1,355 GE3 13.25 46 85.5 230/460 2.5 1,30
= 3600 145TC TEFC CEM3555T 1,372 GE3 13.29 44 85.5 230/460 2.5 1,30
_g 145TC TEFC CEM3586T 1,777 GE3 13.03 60 85.5 230/460 2.5 1,30
) 56C TEFC CEM3558 1,474 GE3 13.23 46 86.5 230/460 2.9 1,30
1800 145TC TEFC CEM3558T 1,324 GE3 14.17 46 86.5 230/460 29 1,30
145TC TEFC CEM3587T 1,742 GE3 13.03 62 86.5 230/460 29 1,30
1200 184TC TEFC CEM3614T 1,826 GE3 18.05 97 88.5 230/460 3.5 1,30
184TC TEFC CEM3664T 2,200 GE3 16.00 115 88.5 230/460 3.2 1,30
E 56C TEFC CEM3559 1,480 GE3 14.12 50 86.5 230/460 3.6 1,30
:rps 3600 145TC TEFC CEM3559T 1,497 GE3 14.17 52 86.5 230/460 3.6 1,30
182TC TEFC CEM3610T 1,571 GE3 15.18 50 86.5 230/460 3.6 1,30
3 182TC TEFC CEM3660T 1,968 GE3 16.00 90 86.5 230/460 3.8 1,30
1800 182TC TEFC CEM3611T 1,406 GE3 16.55 75 89.5 230/460 4.2 1,30
182TC TEFC CEM3661T 2,019 GE3 16.00 104 89.5 230/460 4.1 1,30
E 1200 213TC TEFC CEM3704T 2,450 GE3 19.76 141 89.5 230/460 4.6 1,30
3 213TC TEFC CEM3764T 2,860 GE3 19.20 173 89.5 230/460 4.5 1,30
Er (a) See notes on inside back flap.

Cast iron frame
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)

For more information visit baldor.abb.com
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c

o

General purpose, three phase, totally enclosed, C-Face, foot mounted ‘é
NEMA Catalog List Disc. “c” Aprx. Full Load Full Load Notes S

Hp RPM Frame Enclosure Number Price Sym. Dim. Wt.(Ib) Efficiency Voltage Amps (@) =

230/460 volts (continued)

3600 184TC TEFC CEM3613T 1,729 GE3 16.55 78 88.5 230/460 5.9 1,30 @
184TC TEFC CEM3663T 2,384 GE3 16.00 99 88.5 230/460 5.8 1,30 g §
5 1800 184TC TEFC CEM3615T 1,449 GE3 18.05 93 89.5 230/460 6.7 1,30 2 <
184TC TEFC CEM3665T 2,062 GE3 16.00 114 89.5 230/460 6.6 1,30 @ %
1200 215TC TEFC CEM3708T 2,738 GE3 20.51 161 89.5 230/460 73 1,30 % 5
215TC TEFC CEM3768T 3,267 GE3 19.20 190 89.5 230/460 7.4 1,30 (Y}
184TC TEFC CEM3616T 2,243 GE3 18.05 101 89.5 230/460 8.4 1,30
3600 213TC TEFC CEM3709T 2,641 GE3 18.63 120 89.5 230/460 9 1,30 § o
71/2 213TC TEFC CEM3769T 2,893 GE3 19.20 155 89.5 230/460 9 1,30 o4
1800 213TC TEFC CEM3710T 2,142 GE3 19.76 134 91.7 230/460 9.4 1,30 §. '§_
213TC TEFC CEM3770T 2,799 GE3 19.20 170 91.7 230/460 9.5 1,30 g 0
3600 215TC TEFC CEM3711T 2,674 GE3 18.63 121 90.2 230/460 11.8 1,30 § =
10 215TC TEFC CEM3771T 3,336 GE3 19.20 182 90.2 230/460 11.8 1,30
1800 215TC TEFC CEM3714T 2,391 GE3 21.26 165 91.7 230/460 12 1,30
215TC TEFC CEM3774T 3,101 GE3 19.20 195 91.7 230/460 12.2 1,30 -
3600 215TC TEFC CEM3713T 3,679 GE3 21.26 182 91 230/460 17 1,30 g
15 254TC TEFC CEM2394T 5,110 GE3 23.78 250 91 230/460 17.5 1,30 o
1800 254TC TEFC CEM2333T 4,222 GE3 23.78 269 92.4 230/460 18.1 1,30 %
20 3600 256TC TEFC CEM4106T 5,515 GE3 23.78 265 91 230/460 23 1,30 o
1800 256TC TEFC CEM2334T 5,564 GE3 23.78 298 93 230/460 24 1,30
25 3600  284TSC TEFC CEM4107T 7,217 GE3 24.71 346 91.7 230/460 29 1,30 "
1800 284TC TEFC CEM4103T 7,296 GE3 27.76 400 93.6 230/460 30 1,30 s
30 3600  286TSC TEFC CEM4108T 8,335 GE3 26.39 389 91.7 230/460 33 1,30 g g
1800 286TC TEFC CEM4104T 8,418 GE3 27.76 425 93.6 230/460 38 1,30 % <
40 3600  324TSC TEFC CEM4109T 11,148 GE3 28.78 600 92.4 230/460 46 1,30 gg
1800 324TC TEFC CEM4110T 10,812 GE3 30.28 590 94.1 230/460 48 1,30 - S
50 3600  326TSC TEFC CEM4114T 12,057 GE3 28.78 591 93 230/460 56 1,30
1800 326TC TEFC CEM4115T 11,678 GE3 30.28 585 94.5 230/460 58 1,30 .
60 3600  364TSC TEFC CEM4310T 16,472 GE3 31.31 830 93.6 230/460 67.3 1 é
1800 364TC TEFC CEM4314T 16,286 GE3 33.44 915 95 230/460 68 1,30 §
75 3600  365TSC TEFC CEM4313T 18,900 GE3 31.31 905 93.6 230/460 83.4 1 8
1800 365TC TEFC CEM4316T 18,772 GE3 33.44 907 95.4 230/460 84.9 1,30 §
100 1800 405TC TEFC CEM4400T 23,327 GE3 38.32 1360 95.4 230/460 112 1 2
200 volts
1/2 1800 56C TEFC CM3538-8 779 GE3 11.35 23 74 200 2.2 12,38 5
1 1800 56C TEFC CEM3546-8 1,261 GE3 12.23 38 85.5 200 3.5 1 o
575 volts 2
1/3 1800 56C TEFC CM3534-5 552 GE3 11.35 21 68 575 0.6 13,38 ’g
1/2 1800 56C TEFC CM3538-5 611 GE3 11.35 23 74 575 0.8 12,38 g_
3/4 1800 56C TEFC CM3542-5 649 GE3 11.35 26 75.5 575 1.2 12,38 w
56C TEFC CEM3546-5 1,261 GE3 12.23 38 85.5 575 1.2 1
1 1800 143TC TEFC CEM3546T-5 1,135 GE3 13.29 37 85.5 575 1.2 1
143TC TEFC CEM3581T-5 1,610 GE3 13.03 54 85.5 575 1.2 1
3600 143TC TEFC CEM3583T-5 1,698 GE3 13.03 54 84 575 1.5 1 g‘
112 56C TEFC CEM3554-5 1,396 GE3 13.23 41 86.5 575 1.8 1 &
1800 145TC TEFC CEM3554T-5 1,255 GE3 13.29 42 86.5 575 1.8 1
145TC TEFC CEM3584T-5 1,666 GE3 13.03 63 86.5 575 1.8 1
3600 145TC TEFC CEM3586T-5 1,777 GE3 13.05 60 86.5 575 2 1
5 56C TEFC CEM3558-5 1,474 GE3 13.23 45 86.5 575 2.3 1
1800 145TC TEFC CEM3558T-5 1,324 GE3 13.29 47 86.5 575 2.3 1 o
145TC TEFC CEM3587T-5 1,742 GE3 13.03 61 86.5 575 2.3 1 g
145TC TEFC CEM3559T-5 1,497 GE3 14.17 52 86.5 575 2.9 1 x
3600 182TC TEFC CEM3610T-5 1,571 GE3 16.53 58 86.5 575 2.9 1
3 182TC TEFC CEM3660T-5 1,968 GE3 16.00 89 86.5 575 3 1
1800 182TC TEFC CEM3611T-5 1,406 GE3 16.55 75 89.5 575 3.3 1
182TC TEFC CEM3661T-5 2,019 GE3 16.00 102 89.5 575 3.3 1 o
(a) See notes on inside back flap. é
Cast iron frame £
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only) E

For more information visit baldor.abb.com
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=
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o

3 General purpose, three phase, totally enclosed, C-Face, foot mounted

[

~+

° NEMA Catalog List Disc. “c” Aprx. Full Load Full Load Notes
o]

b Hp RPM Frame Enclosure Number Price Sym. Dim. Wt.(Ib) Efficiency Voltage Amps (@)

575 volts (continued)

o) 3600 184TC TEFC CEM3613T-5 1,729 GE3 16.55 78 88.5 575 4.7 1

%’ % 5 184TC TEFC CEM3663T-5 2,384 GE3 16.00 99 88.5 575 4.7 1
"‘% 8 1800 184TC TEFC CEM3615T-5 1,449 GE3 18.05 93 89.5 575 5.3 1
'g.'g 184TC TEFC CEM3665T-5 2,062 GE3 16.00 113 89.5 575 5,3 1
% '§ 3600 213TC TEFC CEM3769T-5 2,893 GE3 19.20 179 89.5 575 7.4 1
® 71/2 1800 213TC TEFC CEM3710T-5 2,142 GE3 19.76 129 91.7 575 7.6 1
213TC TEFC CEM3770T-5 2,799 GE3 19.20 170 91.7 575 75 1

. @ 3600 215TC TEFC CEM3711T1-5 2,674 GE3 18.63 123 90.2 575 9.5 1
e 5 10 2157C TEFC CEM3771T-5 3,336 GE3 19.20 182 90.2 575 9.3 1
E v 1800 215TC TEFC CEM3714T-5 2,391 GE3 21.26 165 91.7 575 9.6 1
gg 215TC TEFC CEM3774T-5 3,101 GE3 19.20 231 91.7 575 9.8 1
o § 15 3600 215TC TEFC CEM3713T-5 3,679 GE3 21.26 169 91 575 13.6 1
“’ 1800 254TC TEFC CEM2333T-5 4,222 GE3 23.78 263 92.4 575 14.6 1
20 3600 256TC TEFC CEM4106T-5 5,515 GE3 23.80 280 91 575 18 1

1800 256TC TEFC CEM2334T-5 5,564 GE3 23.78 289 93 575 19.2 1

25 1800 284TC TEFC CEM4103T-5 7,296 GE3 27.76 401 93.6 575 24 1

30 1800 286TC TEFC CEM4104T-5 8,418 GE3 27.76 449 93.6 575 31 1

[
)
<
(0]
=
(]
o
=
-
<

(a) See notes on inside back flap.
Cast iron frame
Red catalog number indicates NEW product.
Custom induction motors available up to 30,000 Hp.
Contact your sales representative for additional information.
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)
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General purpose, three phase, totally enclosed, C-Face, footless
1/4 thru 30 Hp

Information

Features: Applications: o
Footless design reduces weight and improves - Fans é §
safety . Pumps 35
Locked DE bearing to allow mounting in any . Blowers g %
configuration - Conveyors § a
60 Hz designs with 50 Hz information on 2,4,6 . Compressors

pole 1-125 Hp ratings

Suitable for inverter use per NEMA MG1

Part 31.4.4.2 unless note 38 is indicated
Designed for longevity with a 3 year warranty
on premium efficient Super-E® motors

Industrial machines

Other general purpose
applications

Three phase

(]
w
o
Q
—
=)
Q
o
e
7]
c
()

(U]

Hp RPM NEMA Enclosure Catalog I..ist Disc. ‘.’C” Aprx. FuII.Load Voltage Full Load Notes
Frame Number Price Sym. Dim. Wt.(Ib) Efficiency Amps (@) .E‘
230/460 volts b
56C TENV KENM3454 845 GE3 11.06 26 80 230/460 0.4 30 E’
14 1800 56C TEFC KM3454 542 GE3 11.35 19 64 230/460 0.7 12, 30, 38 &
56C TENV KNM3454 573 GE3 10.25 18 64 208-230/460 0.7 2,20, 30, 38
1200 56C TEFC VM3531 828 GE3 11.35 20 68 230/460 0.7 13, 30, 38
3600 56C TENV KM3457 553 GE3 10.25 20 72 230/460 0.7 13, 30, 38 o g
56C TENV KNM3457 /35 891 GE3 11.07 29 78.5 230/460 0.5 1,13, 30, 48 g E
56C TENV KENM3534 932 GE3 11.06 33 80 230/460 0.6 1,30,48 = ¢
1/3 1800 56C TENV KNM3534 634 GE3 10.25 23 70 208-230/460 0.7 2, 30,38 %3
56C TEFC VM3534 586 GE3 11.35 21 68 230/460 0.8 13,30,38 & g
1200 56C TENV KENM3535 1,370 GE3 11.06 35 81.5 230/460 0.6 1,30, 48
56C TEFC VM3535 930 GE3 11.35 22 70 230/460 0.9 13, 30, 38 -
3600 56C TEFC VM3537 636 GE3 11.35 20 68 230/460 1 12, 30, 38 é
56C TENV VNM3537 894 GE3 11.06 32 77 230/460 0.8 1,12, 48 c
56C TEFC VEM3538 1,016 GE3 12.23 31 82.5 230/460 0.8 1,12, 30, 48 %
1/2 1800 56C TENV VENM3538 1,056 GE3 11.06 32 84 230/460 0.9 30 %
56C TEFC VM3538 598 GE3 11.35 23 74 230/460 1 12,30,38 2
56C TENV VNM3538 731 GE3 10.25 22 74 208-230/460 1 2,20, 30, 38
1200 56C TEFC VM3539 998 GE3 11.35 24 72 230/460 1.2 12,30,38
3600 56C TEFC VM3541 695 GE3 11.35 21 74 230/460 1.3 12, 30, 38 g
56C TENV VNM3541 955 GE3 11.06 36 84 208-230/460 1 12, 30, 48 =
56C TEFC VEM3542 1,079 GE3 12.23 35 84 230/460 1.1 1,12,30 %
34 1800 56C TENV VENM3542 1,153 GE3 11.06 33 84 230/460 1.1 1,30, 48 —§_
56C TEFC VM3542 636 GE3 11.35 26 75.5 208-230/460 1.5 12,30,38 W
56C TENV VNM3542 741 GE3 11.75 31 75 230/460 1.3 12, 30, 38
1200 56C TEFC VM3543 1,021 GE3 12.85 32 77 208-230/460 1.5 30, 38
143TC TEFC VM3543T 1,021 GE3 13.41 33 77 208-230/460 1.5 30, 38
3600 56C TEFC VEM3545 1,102 GE3 12.24 32 77 230/460 1.4 1,12,30 g'
56C TEFC VEM3546 1,120 GE3 12.23 36 85.5 230/460 1.5 1,30 2
56C TEFC VEM3581 1,610 GE3 12.47 52 85.5 230/460 1.5 1,30
56C TENV VENM3546 1,261 GE3 11.06 38 85.5 230/460 1.5 1,30
1 1800 143TC TEFC VEM3546T 1,135 GE3 12.29 36 85.5 230/460 1.5 1,30
143TC TEFC VEM3581T 1,610 GE3 13.03 54 85.5 230/460 1.5 1,30
143TC TENV VENM3546T 1,278 GE3 12.12 40 85.5 230/460 1.5 1,30, 48
143TC TENV VENM3581T 1,610 GE3 11.36 56 85.5 230/460 1.5 1,30, 48 g
1200 56C TEFC VEM3556 1,439 GE3 13.23 43 82.5 230/460 1.8 1,30 T
145TC TEFC VEM3556T 1,456 GE3 13.29 41 82.5 230/460 1.8 1,30
3600 56C TEFC VEM3550 1,242 GE3 12.24 35 84 230/460 1.9 1,30
143TC TEFC VEM3550T 1,258 GE3 12.29 38 84 230/460 1.9 30
56C TEFC VEM3554 1,240 GE3 13.23 42 86.5 230/460 2.2 1,30
11/2 1800 145TC TEFC VEM3554T 1,255 GE3 13.29 41 86.5 230/460 2.2 1,30 %’
145TC TEFC VEM3584T 1,666 GE3 13.03 60 86.5 230/460 2.3 1,30 z
1200 56C TEFC VEM3557 1,487 GE3 15.62 72 87.5 230/460 2.4 1,30 E
145TC TEFC VEM3557T 1,503 GE3 15.68 72 87.5 230/460 2.4 1,30
(a) See notes on inside back flap. Cast iron frame *IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)

For more information visit baldor.abb.com
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3
=
§ General purpose, three phase, totally enclosed, C-Face, footless
=
o NEMA Catalo List Disc. “cr Aprx. Full Load Full Load Notes
S Hp RPM Frame Enclosure Numbe?- Price Sym. Dim. Wt. IZII)) Efficiency Voltage Amps (@)
230/460 volts (continued)
() 3600 56C TEFC VEM3555 1,355 GE3 13.24 43 85.5 230/460 2.5 1
%' % 143TC TEFC VEM3555T 1,372 GE3 12.29 41 85.5 230/460 2.5 1
"‘% 2 56C TEFC VEM3558 1,309 GE3 13.23 46 86.5 230/460 29 1,30
= 2 2 1800 145TC TEFC VEM3558T 1,324 GE3 12.29 47 86.5 230/460 29 1,30
% '§ 145TC TEFC VEM3587T 1,742 GE3 13.03 59 86.5 230/460 29 1,30
o 1200 184TC TEFC VEM3614T 1,826 GE3 18.05 91 88.5 230/460 3.3 1,30
184TC TEFC VEM3664T 2,200 GE3 15.98 113 88.5 230/460 3.2 1,30
o 56C TEFC VEM3559 1,480 GE3 14.10 50 86.5 230/460 3.6 1,30
= % 3600 145TC TEFC VEM3559T 1,497 GE3 14.17 50 86.5 230/460 3.6 1,30
ﬁ 2 182TC TEFC VEM3610T 1,571 GE3 15.18 50 86.5 230/460 3.6 1,30
= 2 3 56C TEFC VEM3561 1,429 GE3 15.62 70 89.5 230/460 4.2 1,30
§ '§ 1800 145TC TEFC VEM3561T 1,446 GE3 15.68 70 89.5 230/460 4.2 1,30
o 182TC TEFC VEM3611T 1,406 GE3 16.55 73 89.5 230/460 4.2 1,30
182TC TEFC VEM3661T 2,019 GE3 16.00 98 89.5 230/460 4.1 1,30
1200 213TC TEFC VEM3704T 2,450 GE3 19.76 132 89.5 230/460 4.6 1,30
g 3600 184TC TEFC VEM3613T 1,729 GE3 16.55 75 88.5 230/460 59 1,30
o 184TC TEFC VEM3663T 2,384 GE3 15.98 99 88.5 230/460 6.3 1,30
; 5 1800 184T1C TEFC VEM3615T 1,449 GE3 18.05 88 89.5 230/460 6.7 1,30
& 184TC TEFC VEM3665T 2,062 GE3 16.00 109 89.5 230/460 6.6 1,30
1200 215TC TEFC VEM3708T 2,738 GE3 21.26 149 90.2 230/460 7.4 8,30
3600 184TC TEFC VEM3616T 2,243 GE3 18.05 96 89.5 230/460 8.1 1,30
- " » 213TC TEFC VEM3709T 2,641 GE3 18.56 96 89.5 230/460 8.1 1,30
g 3 1800 213TC TEFC VEM3710T 2,412 GE3 19.76 129 91.7 230/460 9.4 1,30
g ; 213TC TEFC VEM3770T 2,799 GE3 19.20 170 91.7 230/460 9.5 1,30
5 ) 3600 215TC TEFC VEM3711T 2,674 GE3 18.63 125 90.2 230/460 121 1,30
§ 3 10 1800 215TC TEFC VEM3714T 2,694 GE3 21.26 165 91.7 230/460 12 1,30
@ 215TC TEFC VEM3774T 3,101 GE3 19.20 197 91.7 230/460 12.2 1,30
1200 256TC TEFC VEM2332T 5,750 GE3 23.80 322 91 230/460 14.1 1,30
5 3600 215TC TEFC VEM3713T 3,679 GE3 20.51 170 91 230/460 17 1,30
3 15 254TC TEFC VEM2394T 5,110 GE3 20.32 225 91 230/460 16.9 1,30
§' 1800 254TC TEFC VEM2333T 4,757 GE3 23.80 268 92.4 230/460 18.1 1,30
g. 2 3600 256TC TEFC VEM4106T 5,515 GE3 23.80 229 91 230/460 23 1,30
s 1800 256TC TEFC VEM2334T 5,564 GE3 23.80 303 93 230/460 24 1,30
= 25 3600  284TSC TEFC VEM4107T 7,217 GE3 22.40 283 91.7 230/460 29 1,30
1800 284TC TEFC VEM4103T 7,296 GE3 27.76 425 93.6 230/460 30 1,30
_%1 30 3600 286TSC TEFC VEM4108T 8,335 GE3 22.40 299 91.7 230/460 68 1,30
§ 1800 286TC TEFC VEM4104T 8,418 GE3 27.76 286 93.6 230/460 38 1,30
g 575 volts
T 1/3 1800 56C TEFC VM3534-5 586 GE3 11.35 21 68 575 0.6 13,38
§ 3600 56C TEFC VM3537-5 636 GE3 11.35 19 68 575 0.8 12,38
1/2 1800 56C TEFC VEM3538-5 1,016 GE3 12.23 32 82.5 575 .6 12
56C TEFC VM3538-5 672 GE3 11.35 22 74 575 0.8 12, 38
3600 56C TEFC VM3541-5 695 GE3 11.35 21 74 575 1 12,38
) 3/4 1800 56C TEFC VEM3542-5 1,079 GE3 12.23 33 84 575 9 12
_g 56C TEFC VM3542-5 715 GE3 11.35 26 75.5 575 1.2 12,38
3600 56C TEFC VEM3545-5 1,102 GE3 11.97 27 77 575 1.2 1,12
1 56C TEFC VEM3546-5 1,120 GE3 12.23 35 85.5 575 1.2 1
1800 143TC TEFC VEM3546T-5 1,135 GE3 12.29 36 85.5 575 1.2 1
143TC TEFC VEM3581T-5 1,610 GE3 13.03 53 85.5 575 1.2 1
3600 56C TEFC VEM3550-5 1,242 GE3 12.23 38 84 575 1.5 1
E 143TC TEFC VEM3550T-5 1,258 GE3 12.29 35 84 575 1.5 1
()-’, 11/2 56C TEFC VEM3554-5 1,240 GE3 14.10 50 88.5 575 1.7 1
1800 145TC TEFC VEM3554T-5 1,255 GE3 13.29 41 86.5 575 1.8 1
145TC TEFC VEM3584T-5 1,666 GE3 13.03 58 86.5 575 1.8 1
3600 56C TEFC VEM3555-5 1,355 GE3 13.23 41 85.5 575 2 1
) 56C TEFC VEM3558-5 1,309 GE3 13.23 45 86.5 575 2.3 1
o 1800 145TC TEFC VEM3558T-5 1,324 GE3 13.29 46 86.5 575 2.3 1
g 145TC TEFC VEM3587T-5 1,742 GE3 13.03 60 86.5 575 2.3 1
E: (a) See notes on inside back flap. Cast iron frame

Red catalog number indicates NEW product.
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)

For more information visit baldor.abb.com
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General purpose, three phase, totally enclosed, C-Face, footless ‘é
NEMA Catalog List Disc. “c" Aprx. Full Load Full Load Notes &

Hp RPM Frame Enclosure Number Price Sym. Dim. Wt. (Ib) Efficiency Voltage Amps (O] =

575 volts (continued)

3600 56C TEFC VEM3559-5 1,480 GE3 14.10 50 86.5 575 2.9 1 ]
182TC TEFC VEM3610T-5 1,571 GE3 15.18 53 86.5 575 2.9 1 2 §
3 1 182TC TEFC VEM3611T-5 1,406 GE3 16.55 71 89.5 575 3.3 1 'g_-&
800 182TC TEFC VEM3661T-5 2,019 GE3 16.00 98 89.5 575 3.3 1 ® %
3600 184TC TEFC VEM3613T-5 1,729 GE3 16.55 74 88.5 575 4.7 1 % &
5 1800 184TC TEFC VEM3615T-5 1,449 GE3 18.05 88 89.5 575 5.3 1 ©
184TC TEFC VEM3665T-5 2,062 GE3 16.00 110 89.5 575 5.3 1
3600 213TC TEFC VEM3709T-5 2,641 GE3 19.28 101 89.5 575 6.8 1 § ©
71/2 1800 213TC TEFC VEM3710T-5 2,412 GE3 19.76 123 91.7 575 7.6 1 g_&‘ﬁ
213TC TEFC VEM3770T-5 2,799 GE3 19.20 170 91.7 575 7.5 1
3600 215TC TEFC VEM3711T-5 2,674 GE3 18.63 118 90.2 575 9.5 1 g _{_’
10 1800 215TC TEFC VEM3714T-5 2,694 GE3 21.26 165 91.7 575 9.6 1 § [
215TC TEFC VEM3774T-5 3,101 GE3 19.20 231 91.7 575 9.8 1
3600 215TC TEFC VEM3713T-5 3,679 GE3 21.26 169 91 575 13.6 1
1 1800 254TC TEFC VEM2333T-5 4,757 GE3 23.80 266 92.4 575 14.6 1
20 1800 256TC TEFC VEM2334T-5 5,564 GE3 23.80 296 93 575 19.2 1

(a) See notes on inside back flap.
Cast iron frame
Custom induction motors available up to 30,000 Hp.
Contact your sales representative for additional information.
*IP54 when Drain Fitting Kit #HA5027A03 is installed in the weep holes (48 thru 256T frame motors only)
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HVAC Pump Explosion proof Washdown duty Large Motors
and Generators

Farm duty

For more information visit baldor.abb.com



