Severe Duty Motors
Premium Efficient IEEE 841 Severe Duty Motors
& Lincoln Encapsulated Multiguard® Motors

Tech Information

Single Phase
ODP Motors

Single Phase
TEFC Motors

e |EEE-841 motors available — b-year warranty
e 3-year warranty on premium efficient models
e Dual voltage designs
* 1.15 or 1.25 service factors

o o e Epoxy painted ratings

82 e Cast iron and steel frame construction

‘},E ¢ Internal corrosion protection

é’ S * Inverter rated
e Shaft seals where applicable
e UL and CSA recognized

o P

@ 2

£s

£ ib Applications:

Used in severe duty environments that you may find in foundries, pulp, paper mills,
waste management facilities, above ground mines, refineries or other applications
that demand corrosion protection for long motor life and dependability.
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Severe Duty Motors

o'

IEEE 841 Premium Efficient Motors S
General Specifications: g
Designed for harsh environments that you may find §
in refineries, above-ground mines, foundries, paper and pulp mills, S
cement plants or other severe duty applications.
Features: ow
e |Inpro* shaft seals e Tested to IEEE45 USCG Marine Duty, %“(3%
e Inverter rated insulation system API RP14F for offshore platforms 5T
e Re-greasable bearings e Division 2 CSA certification for g @
e Epoxy paint hazardous locations, Class 1 Groups A,
e Test data supplied with each motor B, C, D, temperature Code T2B
¢ [P 56 enclosure protection e 5-year warranty

Three Phase - Totally Enclosed - Rigid Base

SIOJO|N D431
aseyd o|buis

SYN % App. F L. “c
RPM NEMA Catalog S List Wagt. Amps @ | % FL. | Service | Dim.
HP 60 Hz | Frame Number L2 Price | Model Number (Ibs) | Voltage 460V Eff. Factor | (Inches) | ® Notes
1 1800 143T 811541.00 | C/A| 974 |[143THTN9026 55 460 15 85.5 1.15 10.43 | C, US, 12
1 1200 145T 811646.00 Vv | 1,298 | 145THTN9076 60 460 1.7 80.0 1.15 1143 |C, US, 12 o S
112 | 3600 143T 811542.00 | C/A| 1,207 | 145THTN9005 58 460 2.0 86.5 1.15 10.43 | C, US, 12 % 1)
112 | 1800 145T 811643.00 | C/A | 1,213 | 145TTTN16627 68 460 2.3 86.5 1.15 1143 |C, US, 12 § ZQ
11/2 | 1200 182T 811647.00 V| 1,662 |182THTS9076 100 460 22 875 1.15 12.71 | C, US, 12 § o
2 3600 145T 811544.00 v 1,267 | 145THTN9001 68 460 2.5 85.5 1.15 143 |[C,US, 12 @ @
2 1800 145T 811644.00 | C/A | 1,249 | 145TTTN16626 72 460 3.0 86.5 1.15 1143 |[C, US, 12
2 1200 184T 811648.00 V | 2,052 |184THTS9076 12 460 3.0 88.5 1.15 13.71 [C, US, 12
3 3600 182T 811546.00 | C/A | 1,835 | 182THTS19005 105 460 3.8 875 1.15 12.71 |C, US, 12 — 4
3 1800 182T 811547.00 N 1,556 | 182THTS19041 100 460 4.0 90.2 1.15 12.71 |C, US, 12 E g
3 1200 213T 811649.00 v | 2,528 |184THTS9076 176 460 4.4 89.5 1.15 1822 |C, US, 12 =z r_DU
5 3600 184T 811548.00 v 1,971 | 184THFS19010 142 460 5.9 89.5 1.15 16.19 | C, US % &3{
5 1800 184T 811549.00 v 1,816 | 184THFS19045 130 460 6.2 90.2 1.15 16.19 | C, US » @
5 1200 215T 811650.00 v | 3,102 [215THFS9076 202 460 6.9 89.5 1.15 19.72 |C, US
712 | 3600 213T 811550.00 | C/A | 2,327 |213THTS19008 200 460 8.9 91.7 1.15 1718 | C, US, 12
712 | 1800 213T 811551.00 V| 2,203 |213THFS19044 200 460 9.6 91.7 1.15 19.72 |C, US _
71/2 | 1200 254T 811651.00 \V | 3,724 |254THFNA9076 326 460 9.9 91.0 1.15 2352 |C, US g
10 3600 215T 811552.00 v | 2,720 |215THFS19011 218 460 1.2 91.7 1.15 21.00 |C, US g (:[}
10 1800 215T 811553.00 v | 2,668 |215THFS19051 225 460 125 917 1.15 19.72 | C, US g 5
10 1200 256T 811652.00 \V | 4,548 |256THFNA9076 405 460 13.1 91.0 1.15 2527 |C,US E
15 3600 254T 811554.00 V | 3,372 |254THFNA19014 345 460 175 917 1.15 2352 |C,US
15 1800 2547 811555.00 v | 3,205 |254THFNA19052 350 460 18.8 92.4 1.15 2352 |C, US
15 1200 2847 811653.00 v | 6,038 |284THFNA9076 479 460 20.4 91.7 1.15 2788 |C, US
20 3600 256T 811556.00 | C/A | 4,165 |256THFNA19004 &75 460 23.4 92.4 1.15 2527 |C, US %
20 1800 256T 811557.00 v | 3,986 |256THFNA19050 425 460 241 93.0 1.15 2527 |C, US §
20 1200 286T 811654.00 V 7356 | 286THFNA9076 550 460 26.8 91.7 1.15 2784 |C, US %
25 3600 284TS 811558.00 [ C/A | 5,170 |[284TSHFNA19009 481 460 28.1 93.6 1.15 25.27 | C, US =1
25 1800 284T 811559.00 V| 4,722 | 284THFNA19043 478 460 31.0 93.6 1.15 26.46 | C, US -
25 1200 324T 811655.00 Vv | 8732 |324THFS9076 675 460 325 93.0 1.15 28.87 | C, US
Shaded model numbers are cast iron frame Continued on next page i
°
Green items are Premium Efficient ¥ Note listing on inside back flap < g
Note - 12 - TENV Specifications are subject to change without notice % g'
C/A - Check Availability * o
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*Inpro is believed to be the trademark or trade name of INPRO/ 95
SEAL LLC and is not controlled by Regal Beloit Corporation.



Severe Duty Motors

¥ Note listing on inside back flap
Specifications are subject to change without notice

=
S
*é IEEE 841 Premium Efficient Motors
ke
= Three Phase - Totally Enclosed - Rigid Base
3
e SYN x5 App. FL i
RPM | NEMA Catalog o List Wgt. Amps @ [ % FEL. | Service | Dim.
HP | 60 Hz | Frame Number @ | Price | Model Number (lbs) | Voltage 460V Eff. Factor | (Inches) | ® Notes
g 1% 30 3600 286TS 811560.00 C/A| 6,348 | 286TSHFNA19002 500 460 33.8 93.6 1.15 2646 |C, US
= % 30 1800 286T 811561.00 v 5,753 | 286THFNA19051 525 460 36.5 941 1.15 2784 | C, US
% > 30 1200 326T 811656.00 \V | 10,270 | 326THFS9076 725 460 38.5 93.0 1.15 30.37 |C,US
f_CJ’ % 40 3600 324TS 811562.00 \ 8,429 | 324TSHFS19007 656 460 470 93.6 1.15 2737 |C, US
@ O 40 1800 3247 811563.00 v 7876 | 324THFS19045 700 460 475 941 1.15 28.90 |C, US
40 | 1200 364T 811657.00 \V | 12,806 | 364THFS19087 950 460 50.0 94.1 115 3150 |C,US
50 | 3600 | 326TS 811564.00 V| 10,862 | 326TSHFS19005 725 460 58.0 93.6 115 2890 |[C, US
0w 50 | 1800 326T 811565.00 V | 9430 |326THFS19057 775 460 60.0 94.5 115 30.37 |C, US
3 S 50 | 1200 365T 811658.00 v | 15,708 | 365THFS19086 942 460 615 94.5 115 32,50 |[C,US
& § 60 3600 364TS 811566.00 C/A | 13,064 | 364TSHFS19006 925 460 670 94.5 1.15 2938 |C, US
% (u'f 60 1800 364T 811567.00 C/A | 12,433 | 364THFS19047 1000 460 69.0 95.0 1.156 3150 [C, US
(,E) '-|'_J 60 1200 4047 811659.00 \ 17232 | 404THFS9086 1156 460 72.0 94.5 1.156 3562 |C, US
75 3600 365TS 811568.00 \ | 16,474 | 365TSHFS19005 1002 460 84.0 94.5 1156 30.38 |C, US
75 | 1800 365T 811569.00 V| 15,973 | 365THFS19052 1100 460 86.0 95.4 1.15 3250 [C,US
75 | 1200 405T 811660.00 \V | 20,190 | 405THFS9086 1280 460 90.0 95.0 1.15 3712 |C, US
% g 100 | 3600 | 405TS 811570.00 | C/A | 22,313 | 405TSHFS19006 1295 460 108.0 95.0 1.15 3410 |C, US
& § 100 | 1800 405T 811571.00 v | 19,481 | 405THFS19060 1330 460 113.0 95.4 1.15 3710 |C, US
Oa 100 | 1200 444T 811661.00 V| 29,922 | 444THFN19081 2100 460 142.0 94.1 1.15 43.27 |C, US
E 8 125 | 3600 444TS 811586.00 V| 25,402 | 444TSHFN19003 1682 460 142.0 95.0 115 39.64 |C,US
125 1800 4447 811587.00 \ | 23,651 | 444THFN19055 1725 460 141.0 95.4 1156 4125 |C,US
125 1200 445T 811662.00 C/A | 34,050 | 445THFN9086 2000 460 165.0 95.0 1.15 4335 |C, US
150 | 3600 445TS 811588.00 v | 30,613 | 445TSHFN19005 2187 460 165.0 95.8 115 39.37 |C, US
o g 150 1800 4457 811589.00 v | 26,222 | 445THFN19072 2070 460 172.0 95.8 1.15 43.19 |C, US
g g 150 | 1200 445T 811663.00 | C/A | 38,099 | 445THFN9087 2500 460 181.0 95.8 1.15 4335 |[C, US
) 200 | 3600 | 445TS 811590.00 v | 38,600 | 445TSHFN19006 2300 460 223.0 95.8 1.15 39.37 [C, US
= ﬁ 200 | 1800 445T 811591.00 v | 31,891 | 445THFN19074 2437 460 226.0 96.2 1.15 43.19 |C, US
== 200 | 1200 | 447/9T 811664.00 | C/A | 46,637 | 449THFS19092 2927 460 225.0 95.8 115 51.84 |[C, US
250 | 3600 | 447/9TS | 811592.00 | C/A | 48,680 |449TSHFS19008 2635 460 270.0 96.5 115 4794 |C, US
250 | 1800 447/9T 811593.00 C/A | 46,013 | 449THFS19344 2834 460 285.0 96.5 1.15 5169 |C, US
> 300 | 1800 447/9T 811594.00 C/A | 46,934 | 449THFS19345 3039 460 390.0 96.5 1.15 5184 |C, US
8 (%) 350 | 3600 | 447/9TS 811595.00 C/A | 72,360 | 449TSHFS19009 2888 460 380.0 96.2 1.15 4794 | C, US
§ % 350 | 1800 447/9T 811596.00 C/A | 59,661 | 449THFS19346 3082 460 450.0 96.2 1.15 5184 |C, US
o=
z

Shaded model numbers are cast iron frame

Green items are Premium Efficient
C/A - Check Availability
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Severe Duty Motors

_|
D
Premium Efficient Severe Duty - WATTSaver® e Plus S
g
E
General Specifications: 5
Designed specifically to meet severe duty environments that you
may find in applications such as chemical plants, foundries, pulp and
paper mills, waste management facilities and above ground mines. 8%’
o)=L
=9
9 =
Features: S &
w O

e Full cast iron construction

e |nverter rated insulation system
e Epoxy painted

e Shaft seals both ends

e |nternal corrosion protection

e |P 55 enclosure protection

e Division 2 CSA certification for hazardous locations, Class 1 Groups A, B, C, D, temperature Code T2B
® 3-year warranty

SIOJO|N D431
aseyd o|buis

Three Phase - TEFC - Rigid Base

SI010|A 40O
aseyd eaiy|

SYN % App. F L. NE
RPM NEMA Catalog S List Wat. Amps @ | % FEL. | Service | Dim.
HP | 60 Hz | Frame Number @ | Price | Model Number (lbs) Voltage 230V Eff. Factor | (Inches) | ¥ Notes

3 1800 1827 171623.60 \ 1,226 | C184T17FB1 112 | 208-230/460 78 90.2 1.25 16.60 |C, CN

3 1200 213T 171634.60 v | 1,730 | C213T11FW1 133 | 208-230/460 9.4 89.5 1.25 18.70 |C,CN
5 1800 184T 171630.60 N 1,269 | C184T17FB1 120 230/460 12.8 89.5 1.15 1730 |C,CN —
5 1200 215T 171635.60 ) 1,935 | C215T1MFW1 186 | 208-230/460 14.4 89.5 1.25 20.10 |C, CN E g
7 12| 3600 213T 171616.60 + 1,763 | C213T34FW1 155 | 208-230/460 18.0 91.0 1.25 18.70 |C,CN =z (_DU
7172 | 1800 213T 171622.60 \ 1,701 | C213T17FWA1 165 | 208-230/460 18.6 91.7 1.25 18.70 |C,CN g.. &3,_
7121 1200 2547 171636.60 V 2,516 | C254T11FW1 263 | 208-230/460 22.2 91.7 1.25 23.70 |C,CN » @

10 3600 216T 171617.60 V 2,091 | C215T34FW1 190 | 208-230/460 23.0 91.7 1.25 20.10 [C,CN

10 1800 215T 171631.60 V 2,028 | C215T17FB1 187 | 208-230/460 25.0 91.7 1.25 20.10 [C,CN
10 1200 256T 171637.60 V | 3,698 | C256T11FB1 312 | 208-230/460 29.0 91.7 1.25 2540 |C,CN _
15 3600 264T 171620.60 \ 2,842 | C254T34FW1 294 | 208-230/460 34.6 92.4 1.25 23.70 |C,CN %
15 1800 264T 171632.60 \ 2,749 | C254T17W1 294 | 208-230/460 36.0 92.4 1.25 23.70 |C,CN g %
15 1200 284T 171638.60 \ 4,870 | C284T1MFW1 346 | 208-230/460 40.6 92.4 1.25 26.80 |C,CN 8 5
20 3600 256T 171621.60 + 3,473 | C256T34FW1 330 | 208-230/460 46.0 92.4 1.25 2540 |C,CN E-

20 1800 256T 171633.60 v | 3,432 [C256T17FW1 335 | 208-230/460 49.0 93.0 115 2540 |C,CN

20 1200 286T 171639.60 V | 6,085 [C286T11FW1 405 | 208-230/460 54.0 92.4 1.25 2830 |C,CN

25 | 3600 | 284TS 171778.60 v | 4,239 | C284T34FB11 403 | 208-230/460 56.8 93.0 115 2488 |C,CN
25 1800 284T 171779.60 V 4,004 | C284T17FB14 405 | 208-230/460 59.0 93.6 1.15 26.26 |C,CN %
25 1200 3247 171780.60 v | 6,690 |C324T11FB16 566 | 208-230/460 66.0 93.6 1.15 2953 |C,CN §
30 3600 286TS 171781.60 \ 5,004 | C286T34FB10 435 | 208-230/460 670 93.0 1.15 26.46 |C,CN %
30 1800 286T 171782.60 N 4,665 | C286T17FB12 455 | 208-230/460 70.0 941 1.15 2783 |C,CN =
30 1200 326T 171783.60 N 7510 | C326T11FB12 636 230/460 770 93.6 1.15 31.02 [C,CN -

40 3600 324TS 171784.60 \ 6,242 | C324T34FB9 522 | 208-230/460 89.0 93.6 1.25 28.03 |C,CN

40 1800 3247 171785.60 v 6,197 | C324T17FB12 553 | 208-230/460 92.0 94.1 115 2953 |C,CN
40 1200 364T 171786.60 v | 10,295 | C364T11FB14 803 | 208-230/460 102.0 94.1 1.15 32.64 |C,CN g‘
Shaded model numbers are cast iron frame Continued on next page g g'
¥ Note listing on inside back flap © 5
Green items are Premium Efficient Specifications are subject to change without notice @ éU
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Severe Duty Motors

=
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*é Premium Efficient Severe Duty - WATTSaver® e Plus
ke
=
8
. Three Phase - TEFC - Rigid Base
SYN % App. F L. “c”
(O3 RPM NEMA Catalog S List Wgt. Amps % FL. | Service | Dim.
§ § HP | 60 Hz | Frame Number L) Price | Model Number (Ibs) Voltage @ 230V Eff. Factor | (Inches) | ¥ Notes
o § 50 | 3600 | 326TS 171787.60 V | 7580 |[C326T34FB10 578 | 208-230/460 11 94.5 1.25 29.563 | C,CN
%C;)) % 50 1800 326T 171788.60 v 7485 | C326T17FB13 612 | 208-230/460 17 94.5 1.15 3102 |C,CN
»n O 50 1200 365T 171789.60 \V | 12,356 | C365T11FB14 698 | 208-230/460 124 94.1 1.15 3362 (C,CN
60 3600 364TS 171790.60 \V | 11,245 | C364T34FW1 770 | 208-230/460 136 94.1 1.15 3051 [C,CN
60 1800 364T 171791.60 V| 10,645 | C364T17FB12 903 | 208-230/460 137 95.4 115 32.64 [C,CN
60 1200 404T 171792.60 V| 14,573 | C404T11FB11 1050 | 208-230/460 142 94.5 1.25 36.42 |C,CN
% g 75 3600 365TS 171793.60 \ | 13,774 | C365T34FB9 822 | 208-230/460 169 94.5 1.15 3150 |[C,CN
= g 75 1800 365T 171794.60 \ | 13,284 | C365T17FB11 1050 | 208-230/460 171 95.8 1.15 3362 |C,CN
%() 75 1200 405T 171795.60 \ | 15,360 | C405T11FB12 1020 | 208-230/460 176 95.0 1.15 3891 |C,CN
UE) E 100 | 3600 | 405TS 171796.60 V | 16,960 | C405T34FB11 1018 | 208-230/460 218 95.0 1.15 35.92 (C,CN
100 | 1800 405T 171797.60 V | 16,520 | C405T17FB10 1121 | 208-230/460 225 95.4 115 39.40 |C,CN
100 1200 4447 171798.60 \V | 21,867 | C444T11FB11 1480 460 121* 95.0 1.15 43.87 |C,CN
125 | 3600 444TS 171799.60 V| 20,251 | C444T34FB12 1405 460 132* 95.0 1.15 4110 |C,CN
o g 125 | 1800 4447 171800.60 V| 21,934 | C444T17FB12 1605 460 137* 95.4 115 4387 |C,CN
E\C“_s ° 125 | 1200 445T 171801.60 \V | 24,707 | C445T11FB9 1630 460 165* 95.4 1.15 4588 |C, CN
o) = 150 | 3600 445TS 171802.60 \ | 24,994 | CA45T34FB7 1560 460 161* 95.0 1.15 4588 |C,CN
g % 150 | 1800 445T 171803.60 \ | 25,094 | C445T17FB14 1670 460 163* 95.8 1.15 4588 |C,CN
= 150 | 1200 447T 171804.60 V| 27861 | C447T11FB7 2270 460 185* 95.8 1.15 49.00 |C,CN
200 | 3600 447TS 171805.60 \ | 28,786 | C447T34FB7 2135 460 216* 95.4 1.15 49.00 |C,CN
200 | 1800 447T 171806.60 V| 28,741 | C447T17FB11 2820 460 216* 96.2 1.15 49.00 (C,CN
200 | 1200 4497 171807.60 V | 36,493 | C449T11FB7 2590 460 241% 96.2 1.15 53.80 |C,CN

¥ Note listing on inside back flap
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Severe Duty Motors

oy
Premium Efficient Severe Duty - WATTSaver® e Plus S
g
o
Three Phase - TEFC - Rigid C Face °
SYN % App. F L. “c
RPM NEMA Catalog Ie} List Wat. Amps % FL. | Service | Dim. ow
HP 60 Hz | Frame Number ) Price | Model Number (Ibs) Voltage @ 230V Eff. Factor | (Inches) | ¥ Notes O 8
3 1800 182TC 171815.60 Vv 1,314 | 182T17WK1 125 | 208-230/460 7.8 90.2 1.15 15.89 [C, CN g @
3 1200 213TC 171816.60 V 1,854 | 213T11WK1 142 | 208-230/460 9.4 89.5 1.15 18.19 | C,CN S g
5 1800 1847C 171817.60 V 1,361 | 184T17WK1 131 208-230/460 12.8 89.5 1.15 16.80 [C,CN 5 3
5 1200 215TC 171818.60 V 2,074 | 215T11WK1 180 230/460 14.4 89.5 1.15 19.61 [C,CN
712 | 1800 | 213TC 171819.60 V| 1,823 |213T17WK1 155 230/460 18.6 91.7 115 18.19 | C,CN
71/2| 1200 254TC 171820.60 v 2,697 |254T11WK1 249 | 208-230/460 22.2 91.7 1.15 2319 |C,CN
10 1800 215TC 171821.60 v 2,174 | 215T17WK1 177 | 208-230/460 25.0 91.7 1.15 19.61 |C,CN a (5/)
10 1200 256TC 171822.60 v 3,857 [ 256T11WK1 300 | 208-230/460 29.0 91.7 1.15 2492 |C,CN O (%
15 1800 254TC 171823.60 \ 2,947 | 254T17WK1 284 2307460 36.0 92.4 1.15 2319 |C,CN § o
15 1200 284TC 171824.60 V 5,221 | 284T11TWK1 333 | 208-230/460 40.6 92.4 1.15 26.26 |C,CN § %
20 1800 | 256TC 171825.60 v | 3,680 |256T17WK1 325 230/460 49.0 93.0 115 24.92 |C,CN ¢
20 1200 286TC 171826.60 v 6,523 | 286T11WK1 423 | 208-230/460 54.0 924 1.15 2783 |C,CN
25 1800 284TC 171827.60 \ 4,292 | 284T17WK1 388 230/460 59.0 93.6 1.15 26.26 |C,CN
25 1200 | 324TC 171828.60 V| 7172 | 324T11WK1 578 | 208-230/460 66.0 93.6 115 2953 [C,CN o4
30 1800 286TC 171829.60 \ 5,000 |286T17WK1 436 230/460 70.0 94.1 1.15 2783 |C,CN % @
30 1200 326TC 171830.60 V 8,051 |326T11WK1 646 | 208-230/460 770 93.6 1.156 3102 [C,CN § '3\:_)
40 1800 324TC 171831.60 V 6,643 | 324T17WK1 532 230/460 92.0 941 1.156 2953 |C,CN § o
40 1200 364TC 171832.60 v | 11,036 | 364T11WK1 816 | 208-230/460 102 94.1 115 3264 |C,CN @ @
50 1800 326TC 171833.60 V 8,024 | 326T17WK1 592 230/460 17 945 1.15 31.02 |C,CN
50 1200 365TC 171834.60 v | 13,246 | 365T11WK1 712 | 208-230/460 124 94.1 1.15 33.62 |C,CN
60 1800 364TC 171835.60 V| 11,412 | 364T17WK1 670 230/460 137 95.4 1.15 32.64 |C,CN r_|n 5‘
60 1200 | 404TC 171836.60 \V | 15,622 [404T11WK1 1062 | 208-230/460 142 94.5 1.15 36.42 [C,CN 3@
75 1800 365TC 171837.60 V| 14,240 |365T17WK1 739 230/460 171 95.8 1.15 33.62 |C,CN k< (_DU
75 1200 405TC 171838.60 v | 16,466 |405T11WK1 1066 | 208-230/460 176 95.0 1.15 3791 |C,CN g- &3:_
100 1800 405TC 171839.60 V 17,710 | 405T17WK1 1076 230/460 225 95.4 1.15 3791 |C,CN » @
100 1200 444TC 171840.60 V| 23,441 |444T1IWK1 1492 460 121* 95.0 1.15 42.87 [C,CN

¥ Note listing on inside back flap
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Severe Duty Motors
Lincoln Severe Duty

Tech Information

General Specifications:

Cast iron designed motors that are designed
for use in pulp and paper mills, foundries, chemical plants
or any severe duty application.

Features:

e Meets Ford* EM1-1996 Spec.

e 460 volt - 3 lead designs

e Full cast iron construction

e Class F insulation

e Shielded ball bearing construction

Single Phase
ODP Motors

Single Phase
TEFC Motors

Three Phase - TEFC - Rigid Base

SYN x App. FL “c"
RPM NEMA V¥ Catalog Jel List Wgt. Amps % FEL. | Service | Dim.

o) HP | 60 Hz | Frame Number @ | Price | Model Number (Ibs) Voltage | @ 230V Eff. Factor | (Inches) | ¥ Notes
§ g 1 1800 143T LM32856 C/A| 946 |[CCS4B1T61 59 | 208-230/460 3.3 84.0 1.156 1417 | C, US
‘;‘I-) > 1 1200 1457 LM32857 | C/A| 1,179 | CCS6B1T61 57 | 208-230/460 3.6 82.5 1.15 1429 |C,US
_G,E’ % 2 1800 145T LM32862 V 1,064 | CCS4B2T61 64 | 208-230/460 6.0 86.5 1.25 1430 |C, US
FO 3 1800 1827 LM16644 C/A| 1,281 [CCS4B3T61T5 104 | 208-230/460 8.0 90.2 1.25 15.20 [C, US
5 1800 184T LM16650 | C/A | 1,400 |CCS4B5T61T5 138 | 208-230/460 | 12.4 90.2 1.15 16.20 | C, US
71/2 | 1800 213T LM32869 | C/A| 1,827 |CCS4B75T61 223 | 208-230/460 | 19.4 91.7 1.15 19.70 | C, US
°© O 10 1800 2157 LM16919 C/A'| 2,308 |CCS4B10T61 213 | 208-230/460 25.0 91.7 1.25 19.63 | C, US
29 15 1800 2547 LM32873 C/A| 2,891 |CCS4B15T61 322 | 208-230/460 375 92.4 1.15 2352 | C,US
o § 20 1800 256T LM32876 C/A'| 3,727 |CCS4B20T61 368 | 208-230/460 | 48.0 93.0 1.15 2530 |C,US
g &_) 25 1800 284T LM32879 C/A| 4,387 |CCS4B25T61Y 495 | 208-230/460 62.0 93.6 1.25 26.30 |C,US
E 30 | 1800 286T LM32882 | C/A| 5,183 | CCS4B30T61Y 519 | 208-230/460 | 73.0 94.1 1.15 2784 |C, US
40 | 1800 3247 LM32885 | C/A | 6,843 | CCS4B40T61Y 835 | 208-230/460 = 94.1 1.15 = C, US
50 | 1800 326T LM32887 | C/A| 7970 |CCS4B50T61Y 692 | 208-230/460 | 120 94.5 1.15 3040 |C, US
60 | 1800 364T LM32890 | C/A | 12,886 | CCS4B60T61Y 980 | 208-230/460 | — 95.0 1.16 — |C.US
§ 75 | 1800 365T LM32893 | C/A | 14,619 | CCS4B75T61Y 1018 | 208-230/460 | 172 95.4 1.15 3250 |C, US
e %’ 100 | 1800 405T LM32896 C/A'| 17681 | CCS4B100T61Y 1338 | 208-230/460 226 95.4 1.15 3710 | C, US
+,°_3 g 125 | 1800 4447 LM32899 C/A | 22,516 | CCS4B125T6AY 1874 460 * 95.4 1.15 — [C US
qé 150 | 1800 445T LM32902 C/A | 29,231 | CCS4AB150T6AY 2070 460 * 95.8 1.15 — |[C, US
a 200 | 1800 4497 LM32905 | C/A | 33,257 | CCS4B200T64Y 2305 460 224% 96.2 1.15 5180 |C, US
250 | 1800 4497 LM34101 C/A | 37616 | CCS4B250T64Y 2572 460 285* 96.5 1.15 51.80 |[C, US
300 | 1800 4497 LM14642 | C/A | 38,142 | CCS4B300T64Y 2572 460 341* 96.2 1.15 5180 |C, US
300 | 1800 4497 LM22909 C/A | 38,142 | CCS4B300T64 2572 460 341* 96.2 1.15 5184 |[C, US

Shaded model numbers are cast iron frame o ¥ Note listing on inside back flap
Specifications are subject to change without notice
Green items are Premium Efficient

¥ LM Numbers are Lincoln Models

C/A - Check Availability

*EL. Amps @ 460 volts
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*Ford is believed to be the trademark or trade name of Ford
Motor Company and is not controlled by Regal Beloit Corpora-
100 tion.




Severe Duty Motors

o'
Lincoln ODP-Encapsulated Multiguard® Motors =

-
General Specifications: 5
Multiguard motors utilize an ODP enclosure utilizing an impregnated and
encapsulated process to seal the winding endcoils from contamination.
This process protects the windings from moisture, vibration, and some = L
chemical actions. g%

g
Features: g %
e Encapsulated windings
e Durable steel frame construction
* NEMA® design B performance Lo
e 284T - 405T: Y-delta start on either voltage A3
o AAAT - 445T: Y-delta start and part-winding start 2 z
e 3-year warranty 2 g
e Made in the U.S.A. ¢ o
e NOT FOR USE WITH VFDs
e Contact sales office for 50HZ ratings as the frame sizes will change from 60HZ

Three Phase - Drip-Proof - Rigid Base

SI010|A 40O
aseyd eaiy|

SYN % App. F L. “c”

RPM | NEMA V Catalog i) List Wagt. Amps | %EFEL. | Service | Dim.
HP | 60 Hz Frame Number L) Price | Model Number (Ibs) Voltage @ 230V Eff. Factor | (Inches) | ¥ Notes
40 1800 3247 LM34365 V| 10,004 | MD4B40T61 431 230/460 101.0 94.1 1.0 26.01 |S, US
40 1800 324TS LM34366 C/A | 9,989 | MD4B40TS61 230/460 94.1 1.0 S, US H Sl
50 1800 3267 LM34368 V| 11,280 | MD4B50T61 488 230/460 132.0 94.5 1.0 2732 |S,US (_q g
60 1800 364T LM34370 C/A | 13,235 | MD4B60T61 660 230/460 141.0 94.5 1.0 28.40 |S,US c§> 3
75 1800 365T LM34371 V| 13,974 | MD4B75T61 644 230/460 1770 95.0 1.0 2940 |S,US § &
75 1200 405T LM34373 C/A | 19,855 | MD6B75T61 230/460 91.7 1.0 S, Us @
100 | 1800 4047 LM34375 C/A | 14,054 | MD4B100T61 887 230/460 246.0 954 1.0 3181 |[S, US
125 | 1800 405T LM34377 V| 15,375 | MD4B125T61 987 230/460 298.0 95.4 1.0 33.31 |S, US
125 | 1800 405TS LM34378 C/A | 15,375 | MD4B125TS61 972 230/460 298 95.4 1.0 30.68 |S, US =
150 | 1800 4447 LM34380 V| 18,029 | MD4B150T64PY 1253 460 171% 95.8 1.0 3743 |S, US k< §
200 | 1800 4457 LM34381 C/A | 22,002 | MD4B200T64PY 1422 460 228* 95.8 1.0 39.43 |S,US % §
250 | 1800 447T LM34382 C/A | 22,997 | MD4B250T64PY 1436 460 284* 95.8 1.0 42.93 |[S, US ) g

<
Green items are Premium Efficient Continued on next page

¥ LM Numbers are Lincoln Models

D - Iltem to be discontinued once inventory is depleted o ¥ Note listing on inside back flap
C/A - Check Availability Specifications are subject to change without notice

*EL. Amps @ 460 volts
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NEMA is a trademark of National Electrical Manufacturers @
Corporation. All Rights Reserved. 101



Severe Duty Motors

=

9]

"é Lincoln ODP-Encapsulated Multiguard® Motors

ke

= Three Phase - Drip-Proof - Rigid Base

8
SYN % App. F L. e
RPM NEMA V Catalog o List Wagt. Amps % FL. | Service | Dim.

HP | 60 Hz Frame Number @ Price | Model Number (lbs) Voltage @ 230V Eff. Factor | (Inches) | ¥ Notes
® 0 40 1800 324TC LM34389 C/A | 10,132 | MDBS40TC61 496 230/460 101 94.1 1.0 S, Us
= % 50 1800 326TC LM34390 C/A | 11,094 | MD4B50TC61 230/460 94.5 1.0 S, US
% > 60 1800 364TC LM34391 C/A | 14,399 | MD4S60TC61 230/460 95.0 1.0 S, US
‘_CJ’ % 60 1800 364TSC LM34392 C/A | 14,399 | MD4B60TSC61 654 230/460 141 95.0 1.0 26.27 | S, US
(2Re) 75 1800 365TC LM34393 C/A | 14,949 | MD4B75TC61 709 230/460 177 95.0 1.0 29.35 | S, US

75 1800 | 365TSC LM34394 C/A | 14,949 | MD4B75TSC61 729 230/460 177 95.0 1.0 2727 |S, US

100 | 1800 404TC LM34395 C/A | 15,284 | MD4B100TC61 881 230/460 246 95.4 1.0 32.16 | S, US
o0 100 | 1800 | 404TSC LM34396 C/A | 15,284 | MD4B100TSC61 897 230/460 246 95.4 1.0 29.16 | S, US
§ % 125 1800 405TC LM34397 C/A | 15,642 | MD4B125TC61 230/460 95.4 1.0 S, US
ﬂ;; S 125 | 1800 | 405TSC LM34398 C/A | 14,462 | MD4B125TSC61 988 230/460 298 95.4 1.0 3066 |S, US
z_g (u'f 150 1800 444TSC LM34399 C/A | 19,025 | MD4B150TSC64PY 460 95.8 1.0 S, US
n "',_J 200 1800 445TSC LM34400 C/A | 22,996 | MD4B200TSC64PY | 1435 460 222* 95.8 1.0 35.00 |S,US

Green items are Premium Efficient ¥ Note listing on inside back flap
¥ LM Numbers are Lincoln Models Specifications are subject to change without notice

D - Item to be discontinued once inventory is depleted
C/A - Check Availability
*FEL. Amps @ 460 volts

Three Phase
ODP Motors

Lincoln ODP-Encapsulated Multiguard® Motors
Three Phase - Drip-Proof - Double C Face/Double Shaft - With Base

o P
8 2
TS SYN % App. FL “c”
So RPM NEMA | ¥ Catalog | 2 List Wagt. Amps % EL. | Service | Dim.
= ﬁ HP | 60 Hz Frame Number L Price | Model Number (Ibs) Voltage @ 230V Eff. Factor | (Inches) | ¥ Notes
F e 40 1800 324TC LM34403 | C/A | 11,721 | MD4B40TCTMC61Y 462 230/460 101 94.1 1.0 30.88 |S, US
40 1800 | 324TSC | LM34404 | C/A | 11,107 | MD4B40TSCTSC61 230/460 101 94.1 1.0 2850 |S,US
50 1800 326TC LM34405 | C/A | 13,006 | MD4B50TCTMC61 230/460 94.5 1.0 S, Us
> 50 1800 | 326TSC | LM34406 | C/A | 13,006 | MD4B50TSCT61Y 230/460 94.5 1.0 S, US
S 2] 60 1800 364TC LM34407 | C/A | 15,701 | MD4B60TCTMCG1 230/460 95.0 1.0 S, US
§ % 60 1800 | 364TSC | LM34408 | C/A | 15,701 | MD4B60TSCTSC61 230/460 95.0 1.0 S, US
El;> > 75 1800 365TC LM34409 | C/A | 16,481 | MD4B75TCTMC61 230/460 95.0 1.0 S, US
£ 75 1800 | 365TSC | LM34410 | C/A | 16,481 | MD4B75TSCTSC61Y 732 230/460 177 95.0 1.0 3141 |S, US
100 | 1800 | 404TSC | LM34411 | C/A | 15416 | MD4B100TSCTSC61 230/460 246 95.4 1.0 34.00 |S,US
125 | 1800 | 405TSC | LM34412 | C/A | 15,877 | MD4B125TSCTSC61 230/460 95.4 1.0 S, US
150 | 1800 | 444TSC | LM34414 | C/A | 20,127 | MD4B150TSCTSC64PY | 1272 460 95.8 1.0 S, US
Green items are Premium Efficient ¥ Note listing on inside back flap
¥ LM Numbers are Lincoln Models Specifications are subject to change without notice

C/A - Check Availability
*FL. Amps @ 460 volts
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