Single Phase
ODP Motors Tech Information

Single Phase
TEFC Motors

(<]
(2]
©
=
[a
(<]
[0}
=
=
=

ODP Motors

Explosion Proof Severe Duty Inverter Duty Three Phase
Motors Motors Motors TEFC Motors

Automotive
Duty Motors

Three Phase ODP Motors

General Purpose - Drip-Proof -
208-230/460V & 460V Rigid Mount - 1/4 HP - 500 HP
- 200 HP

C Face motors — 1/4 HP

Inverterrated

Standard, EPAct and premium efficient ratings

Nameplated for 50 Hz operation

1-year warranty on standard efficient motors
2-year warranty on EPAct efficient motors
3-year warranty on premium efficient motors
Class B insulation systems, Class F 140 frame and higher
Shielded ball bearings for direct coupled applications

Ultimate e® Motors

contact your local sales office for belted load applications
e Rolled steel and cast iron designs
e UL recognized and CSA certified

Applications:

WATTSaver® e Premium efficient motors
Ultimate e Premium efficient motors

Premium|

see pages 50-52

o

For use where water and dust exposure is minimal. Ideally suited for use on pumps,
compressors, blowers, fans and other standard industrial applications.

LEESON Cast Iron

LEESON

WATTSaver e Motors Ultimate e Motors
Standard Features
3 HP - 250 HP 1.5 HP - 200 HP
N/C Thermostats N/A
3-Year Warranty 3-Year Warranty

IRIS Inverter Insulation System

Standard Insulation System

10:1 Constant Torque Operation

10:1 Constant Torque Operation

Ring Terminals on Leads

N/A

TEFC Enclosure

TEFC Enclosure

ODP Enclosure

ODP Enclosure

Chemical Resistant Paint

Enamel Paint

Cast Iron Conduit Box

Stamped Steel Conduit Box

Options
C-Face Kits C-Face Kits
D-Flange Kits N/A
Encoder Mounting Provisions N/A
Blower Kit Option N/A
F-2 Mounting by re-assembly F-2 Mounting by re-assembly
213-56T and 254-6T Frame Brake Kits N/A
Cast Iron Fan Guards N/A

SGR mounting provisions

SGR mounting provisions

NEMA and NEMA Premium are trademarks of National Electrical

Manufacturers Corporation. All Rights Reserved.
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Three Phase ODP Motors
N E 3 General Purpose - Standard, S
m EPAct and Premium Efficient Motors 3
3
S
Three Phase - Drip-Proof - Rigid Base Z
SYN % App. F L “c”
RPM | NEMA | V¥ Catalog S List Wagt. Amps @ | % FEL. | Service | Dim. owv
HP | 60 Hz | Frame Number @ | Price |Model Number (Ibs) Voltage 230 V. Eff. Factor | (Inches) | ®Notes % a
1/4 1800 S56 E100027.00 \ 438 | CAT17DH45 20 230/460 1.0 69.5 1.35 10.74 | S, MX < %
1/4 1800 48 LM34048 \ 453 | SPD4B0.25T61 19 230/460 1.0 69.5 1.35 10.34 | S, MX g- =
1/3 | 3600 48 E101447.00 N 449 | C4T34DB7 40 230/460 1.4 69.5 1.35 10561 | S, US i
1/3 | 1800 48 E100446.00 N 471 C4T17DB17 22 230/460 1.2 73.4 1.35 112 | S, MX
1/3 | 1800 S56 E103017.00 \ 477 | CAT17DH39 22 230/460 12 73.4 1.25 1149 |S, MX
1/3 | 1800 S56 LM34049 N 487 | SRD4B0.33T61 23 230/460 12 73.4 1.25 1.22 |S, MX S
1/3 | 1200 56 E110425.00 v 745 | C6T11DH2 23 230/460 1.6 714 115 10.37 | S, US m g
1/2 | 3600 S56 E101448.00 v 483 | CAT34DH7 30 230/460 1.8 73.4 1.25 10.89 | S, US O%
1/2 | 1800 56 LM34050 V 516 | SRD4B0.5T61 30 230/460 1.7 78.2 1.25 11.32 | S, MX g }j
1/2 | 1800 56 E119351.00 V 512 | C6T17DB113 23 | 208-230/460 2.0 78.2 1.25 987 |S,US g %
1/2 | 1200 56 E110027.00 \ 786 | C6T11DB22 21 230/460 2.2 75.3 115 10.87 | S, US
3/4 | 3600 Sb6 E101449.00 Y 492 | C4T34DH8 20 230/460 24 76.8 1.25 9.74 S, US
3/4 | 1800 Sb6 LM34051 V 528 | SRD4B0.75T61 30 230/460 2.6 81.1 1.25 1.32 | S, MX
3/4 | 1800 56 E116738.00 V 518 | C6T17DB95 27 | 208-230/460 24 815 1.25 10.87 | S, US 8 _5—"
3/4 | 1200 56 E110028.00 V 823 |C6T11DB23 36 230/460 2.8 817 115 1.87 |S, US o $
1 3600 56 116128.00 D 633 | C6T34DB30 27 230/460 2.8 80.0 1.25 10.18 |S, US § 9
1 3600 56 E110426.00 \V 501 C6T34DB1 21 230/460 3.2 770 1.25 9.87 |S,US g §
1 1800 56 LM34052 \ 616 | SRD4B1T61 30 230/460 3.0 83.5 1.15 11.72 |S, MX
1 1800 56HZ 115827.00 \ 489 | C6T17DB77 27 | 208-230/460 42 785 115 1119 |S,US, b
1 1800 56HZ E115827.00 N 634 | C6T17DB117 37 230/460 3.2 83.5 115 1219 |S, US, 5
1 1800 56 E116752.00 V m C6T17DB92 35 230/460 3.2 83.5 1.25 1212 |S, US r_|n 5!
1 1800 143T 121003.00 V m C143T17DB10 40 | 208-230/460 3.2 85.5 1.25 12.19 |S, US (-% g
1 1800 143T LM24871 V 587 | SSD4B1T61 35 230/460 3.2 85.5 115 11.99 | S, MX < b
1 1200 145T 121517.00 \ 828 | C145T11DB7 44 230/460 3.8 82.5 1.25 1269 |S, US g“ &3’_
112 | 3600 56 E116753.00 \ 704 | C6T34DB31 36 230/460 4.0 84.0 1.25 11.87 |S, US @ @
112 | 3600 143T 121514.00 \V 704 | C143T34DB4 39 230/460 4.0 84.0 1.25 12.19 |S, US
112 | 1800 56H LM34053 N 753 | SRD4B1.5T61 45 230/460 4.6 86.5 115 14.07 |S, MX, 6
112 1800 56HZ E115825.00 \V 742 C6T17DB114 42 230/460 4.8 86.5 115 13.19 |S, US, 5 =
112 1800 56 E116754.00 V 742 | C6T17DBI1 40 230/460 4.8 86.5 1.25 1287 | S, US =z §
112 1800 145T 121004.00 \V 742 C145T17DB32 44 | 208-230/460 4.8 86.5 1.25 1269 |S, US % §
112 1800 145T LM24875 \V 614 | SSD4B1.5T61 45 230/460 4.4 86.5 115 1299 | S, MX @ g
112| 1200 182T 131971.00 \V 975 | C182T11DB9 70 230/460 6.2 86.5 115 13.19 [ S, MX =
Green items are Premium Efficient Continued on next page
“E" prefix items comply with SMR 2015 » Note listing on inside back flap
¥ LM Numbers are Lincoln Models ) Specifications are subject to change without notice @
D - Item to be discontinued once inventory is depleted Zs
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Three Phase ODP Motors Ultimate e® Motors

=
)
*é General Purpose - Standard, see pages 50-52
kS EPAct and Premium Efficient Motors
=
5
®  Three Phase - Drip-Proof - Rigid Base
SYN % App. F L. “c”
o » RPM | NEMA V¥ Catalog ] List Wgt. Amps @ | % FL. | Service Dim.
_:C‘@ § HP | 60 Hz | Frame Number @ | Price |Model Number (Ibs) Voltage 230V. Eff. Factor | (Inches) | ¥ Notes
o § 2 3600 56H LM24877 D 686 | SRD2S2T61 25 230/460 6.2 80.0 115 10.44 | S, US, 6
% o 2 3600 56 E116755.00 \ 830 C6T34DB32 41 230/460 4.8 855 1.25 1287 |S, US
(/E) CD) 2 3600 145T 121515.00 \ 830 C145T34DB15 45 230/460 4.8 85.6 1.25 12.69 |S, US
2 1800 56H LM34054 C/A 856 | SRD4B2T61 46 230/460 6.0 86.5 1.15 13.44 | S, MX, 47
2 1800 56HZ 115826.00 v 562 C6T17DB78 36 230/460 6.2 78.5 1.15 163 |S US 5
2 1800 56HZ E115826.00 V 841 C6T17DB115 46 230/460 5.8 86.5 1.25 1369 |S, US, 5
2 g 2 1800 56H 111310.00 D 859 | A6T17DB124 39 230/460 5.8 78.7 115 13.34 | S, US, 6, 33
= ‘23 2 1800 56H E111310.00 |C/A| 859 |A6T17DB124 39 2307460 5.8 86.5 115 13.34 | S, US, 6, 33
%Q 2 1800 56H E116756.00 N 841 C6T17DB96 47 230/460 5.8 86.5 1.25 13.37 |S, US, 6
(/E) E 2 1800 145T 121005.00 N 841 C145T17DB33 48 208-230/460 5.8 86.5 1.25 1369 |S, US
2 1800 145T LM24169 N 680 | SSD4BT61 48 230/460 6.0 86.5 1.25 13.00 [S, MX
2 1200 184T 131972.00 V 991 C184T11DB9 81 230/460 6.8 875 115 14.19 | S, MX
3 3600 56H E113293.00 \ 862 C6T34DB37 44 230/460 72 86.5 115 12.87 |S, US, 6
o g 3 3600 1457 121516.00 \ 840 C145T734DB16 46 230/460 72 86.5 1.25 1269 |S, US
D;“j kS 3 3600 1457 LM32731 \ 765 SSD2B3T61 42 230/460 72 85.5 1.25 12.70 |S, US
© = 3 1800 56HZ 116595.00 V 671 C6T17DB90 47 208-230/460 8.6 82.5 115 13.13 |S, US, 5
_GE) % 3 1800 1827 131519.00 \ 860 |C182T17DB37 77 208-230/460 8.0 89.5 1.25 13.19 | S, MX
=O 3 1800 182T LM24222 \J 885 | SSD4B3T61 89 230/460 8.0 89.56 1.25 13.19 | S, MX
3 1200 213T 171574.60 V 1,286 | C213T11DB2 156 | 208-230/460 10.2 88.5 1.15 16.38 [C, CN
5 3600 184T 131986.00 V 921 C184T34DB11 86 230/460 12.0 86.5 115 156,19 | S, MX
o © 5 1800 184T 131520.00 N 969 C184T17DB44 95 230/460 12.6 89.5 1.25 1419 |S, MX
_(C‘@ % 5 1800 184T LM24202 \ 993 SSD4BT61 89 230/460 12.6 89.5 1.25 1419 |S, MX
E:I') > 5 1200 216T 171575.60 V 1,625 [C215T11DB6 188 | 208-230/460 15.7 90.2 1.15 16.38 [C, CN
EI_E) E) 71/2| 3600 184T 131988.00 \V 1,331 | C184T34DB12 106 230/460 176 88.5 115 16.19 | S, MX
== 71/2| 1800 213T 140470.00 M 1,216 | C213T17DB2 133 230/460 20.8 91.0 1.25 16.25 |S, MX
71/2| 1800 213T LM24194 \ 1,398 | SSD4B75T61 158 230/460 19.2 91.0 1.25 1854 |S, US
71/2| 1800 213T 170142.60 \V 1,290 | C213T17DB44 163 | 208-230/460 20.6 91.0 1.15 16.38 | C, CN
71/2| 1200 254T 170145.60 V 2,036 | C254T11DB43 291 | 208-230/460 23.4 91.7 1.15 20.94 |C,CN

Shaded model numbers are cast iron frame Continued on next page

Green items are Premium Efficient ¥ Note listing on inside back flap
“E” prefix items comply with SMR 2015 Specifications are subject to change without notice
¥ LM Numbers are Lincoln Models

D - Item to be discontinued once inventory is depleted
C/A - Check Availability
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Ultimate e® Motors Three Phase ODP Motors

o
see pages 50-52 General Purpose - Standard, =
EPAct and Premium Efficient Motors &
3
o
Three Phase - Drip-Proof - Rigid Base Z
SYN % App. F L “c”
RPM | NEMA | V¥ Catalog ] List Wgt. Amps @ | %FL. | Service | Dim. ow
HP | 60 Hz | Frame Number @ | Price |Model Number (Ibs) Voltage 230 V. Eff. Factor | (Inches) | ¥ Notes ==
10 3600 213T 140753.00 N 1,402 | C213T34DB4 160 230/460 234 89.5 115 1730 | S, MX g @
10 3600 213T LM32740 \ 1,482 | SSD2B10T61 162 230/460 24.0 89.5 1.25 1730 | S, US QS g
10 3600 213T 170143.60 \V 1,492 | C213T34DB45 163 | 208-230/460 23.6 91.0 1.15 16.38 | C, CN 8 3
10 1800 215T 140472.00 \V 1,437 | C215T17DB15 144 230/460 26.8 91.7 1.25 1725 | S, MX
10 1800 215T LM24193 N 1,662 | SSDB10T61 156 230/460 25.0 917 1.25 1854 | S, US
10 1800 215T 170144.60 V 1,622 | C215T17DB49 203 | 208-230/460 25.6 91.7 1.15 1787 |C,CN
10 1200 256T 170146.60 \ 2,537 | C256T11DB45 305 | 208-230/460 29.6 91.7 1.15 2260 [C,CN a (3/)
15 3600 215T 140754.00 V 1,864 | C215T34DB4 170 230/460 35.0 91.0 115 1865 | S, MX O (%
15 3600 215T LM32743 \ 1,980 | SSD2B15T61 170 230/460 35.0 90.2 1.25 1854 | S, MX § i
15 3600 215T 170064.60 \ 2,005 |C215T34DB3 178 | 208-230/460 34.6 91.0 1.15 1787 | C,CN § &
15 1800 254T 170065.60 \ 2,026 |C254T17DB9 289 | 208-230/460 370 93.0 1.15 2094 [C,CN @@
15 1800 254T LM24190 \ 2,330 | CCD4B15T61 300 230/460 370 93.0 1.25 2287 |C,US
15 1200 284T 170067.60 \ 3,341 | C284T11DB7 445 | 208-230/460 39.4 92.4 1.25 2354 [ C,CN
20 3600 2647 170032.60 V 2,517 | C254T34DB5 285 | 208-230/460 46.0 93.0 1.15 20.94 [C,CN (@] 5_|
20 1800 256T 170006.60 V 2,475 | C256T17DB5 334 | 208-230/460 51.0 93.0 115 2260 [C,CN % @
20 1800 256T LM24199 \ 2,687 | CCD4B20T61 350 230/460 48.0 93.0 1.25 2437 |C,US § g
20 1800 286T LM32746 \V 3,681 | SSD4B20T61 233 230/460 48.0 93.0 1.25 25.18 |S, US § o
20 1200 286T 170000.60 \ 4,125 | C286T11DB1 467 | 208-230/460 55.0 92.4 1.15 25.00 |C,CN S
25 3600 256T 170034.60 \ 3,124 | C256T34DB5 325 | 208-230/460 52.4 93.0 1.15 2260 [C,CN
25 1800 284T 170009.60 v 3,124 | C284T17DB7 414 | 208-230/460 59.6 93.6 1.156 2350 [C,CN
25 1800 284T LM29576 v 3,477 | CCD4B25T61Y 435 230/460 64.0 93.6 1.25 2494 | C,US r_|n ;
25 1800 284TS LM32748 C/A| 3,477 |CCD4B25TS61Y 435 230/460 64.0 93.6 1.25 23.57 |C, US ('q 3
25 1200 3247 170002.60 V 4,912 | C324T11DB5 670 | 208-230/460 670 93.0 1.15 26.02 [ C,CN Z (_DU
30 3600 | 284TS 170036.60 V 3,627 | C284734DB4 406 | 208-230/460 670 94.1 1.15 2217 |C,CN g- &3,_
30 3600 284T LM32687 C/A| 6,737 |SD2B30T61Y 365 230/460 670 91.7 1.25 23.00 |S,US » @
30 1800 286T 170013.60 V 3,386 | C286T17DB8 490 230/460 71.0 94.1 1.15 25.00 |[C,CN
30 1800 286T LM29577 V 4,030 |CCD4B30T61Y 491 230/460 74.0 94.1 1.25 26.81 |[C, US
30 1800 | 286TS LM32749 C/A| 4,030 |[CCD4B39TS61Y 423 230/460 73.0 941 1.25 2544 | C,US
30 1200 326T 170004.60 \ 5,123 | C326T11DB1 760 | 208-230/460 78.0 93.6 1.15 2752 |C,CN

Shaded model numbers are cast iron frame Continued on next page

Green items are Premium Efficient ¥ Note listing on inside back flap
¥ LM Numbers are Lincoln Models Specifications are subject to change without notice

C/A - Check Availability
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Three Phase ODP Motors Ultimate e® Motors

=
)
*é General Purpose - Standard, see pages 50-52
kS EPAct and Premium Efficient Motors
=
8
= Three Phase - Drip-Proof - Rigid Base
SYN % App. F L e
o » RPM | NEMA | V¥ Catalog o List Wgt. Amps @ | %FL. | Service | Dim.
_:C‘@ § HP | 60 Hz | Frame Number @ | Price |Model Number | (Ibs) Voltage 230V. Eff. Factor | (Inches) | ¥ Notes
o § 40 3600 | 286TS 170038.60 V 4,773 | C286T34DB3 451 208-230/460 91.0 93.6 1.15 2362 [C,CN
% o 40 3600 | 286TS LM13969 C/A | 8,108 |SD2B40TS61Y 389 230/460 90.0 93.6 1.25 23.25 [S,US
(,E) CD) 40 3600 286T LM32750 v 8,108 | SD2B40T61Y 389 230/460 90.0 92.4 1.25 2454 |S,US
40 1800 3247 170017.60 V 4,461 | C324T17DB8 591 208-230/460 96.0 94.1 1.15 26.02 [C,CN
40 1800 3247 LM13811 V 8,601 | SD4B40T61Y 469 230/460 104.0 94.1 1.25 25.82 |S,US
40 1800 | 324TS LM32751 C/A | 8,601 |SD4B40TS61Y 469 230/460 103.0 94.1 1.25 2432 |S,US
2 g 40 | 1200 364T 170147.60 v | 7304 |C364T11DB1 892 208-230/460 100.0 94.1 1.15 28.00 |C,CN
= g 50 | 3600 | 324TS 170040.60 V | 5,823 |C324T34DB3 558 208-230/460 112.0 94.1 1.15 2453 |C,CN
% O 50 | 3600 3247 LM32752 |C/A| 8,167 |SD2B50T61Y 469 230/460 110.0 93.0 1.25 25.82 | S, US
UE) E 50 1800 326T 170021.60 v 5,389 |C326T17DB5 660 208-230/460 118.0 94.5 1.15 2752 | C,CN
50 1800 326T LM13813 v 8,707 | SD4B50T61Y 522 230/460 131.0 95.0 1.25 2732 | S, US
50 1800 326TS LM32674 \ 8,707 | SD4B50T61Y 522 230/460 131.0 94.5 1.25 2582 | S, US
50 1200 365T 170148.60 \ 8,355 | C365T11DB1 918 208-230/460 128.0 94.5 1.15 3272 |C,CN
o g 60 | 3600 | 326TS 170042.60 V | 6,963 |[C326T34DB5 600 208-230/460 136.0 941 1.25 26.02 |C,CN
D;“j 3 60 | 3600 | 326TS LM13814 | C/A| 7932 |SD2B60TS61Y 522 230/460 136.0 94.5 1.25 2582 |S,US
© = 60 | 3600 326T LM32682 | C/A| 7932 |SDB60T61Y 522 230/460 136.0 93.6 1.25 2732 | S, US
g % 60 1800 364T 170025.60 V 5,934 | C364T17DB7 1115 208-230/460 139.0 94.1 1.15 3154 |C,CN
=< 60 1800 364T LM14813 V| 11,783 | SD4B60T61Y 712 230/460 140.0 95.0 1.25 2840 |S,US
60 1800 364TS LM32753 C/A| 11,783 | SD4B60TS61Y 712 230/460 140.0 95.0 1.25 26.27 | S, US
60 1200 4047 170149.60 V 9,249 | C404T11DB5 1226 208-230/460 159.0 94.5 1.25 32.76 |C,CN
o © 75 3600 364TS 170044.60 V 9,200 | C364T34DB3 1005 208-230/460 170.0 94.1 1.15 2941 |C,CN
_(CU\; % 75 3600 364TS LM14812 C/A | 12,809 | SD2B75TS61Y 712 230/460 164.0 94.5 1.25 29.77 |S, US
E:I-) > 75 | 3600 364T LM32754 | C/A | 12,809 | SD2B75T61Y 712 230/460 164.0 93.6 1.25 28.40 |S, US
E‘_E’ E) 75 1800 365T 170029.60 v | 7317 |C365T17DB5 1093 | 208-230/460 174.0 94.5 115 3154 |C,CN
= 75 1800 365T LM14815 C/A| 11,994 | SD4B75T61Y 763 230/460 176.0 95.0 1.25 29.40 |S, US
75 1800 | 365TS LM32755 V| 11,994 | SD4B75TS61Y 763 230/460 180.0 95.0 1.25 2727 |S, US
75 1200 405T 170150.60 V | 10,961 [C405T11DB6 1275 | 208-230/460 199.0 94.5 1.15 3425 |C,CN
. 100 | 3600 | 365TS 170151.60 \V | 10,400 | C365T34DB4 1078 | 208-230/460 226.0 94.5 1.15 29.10 [C,CN
g » 100 | 3600 365TS LM14814 C/A| 11,583 | SD2B100TS61Y 763 230/460 220.0 95.0 1.25 2727 | S, US
% % 100 | 3600 365T LM32756 C/A | 11,583 | SD2B100T61Y 763 230/460 220.0 93.6 1.25 29.40 |S,US
% S 100 | 1800 4047 170152.60 v | 10,011 | C404T17DB5 1183 208-230/460 225.0 95.4 1.15 3642 |C,CN
E 100 | 1800 405T LM13943 V| 13,209 | SD4B100T61Y 882 230/460 244.0 95.4 1.25 3331 |[S,US
100 | 1800 | 404TS LM32757 \V | 13,209 | SD4B100TS61Y 882 230/460 260.0 95.4 1.25 29.18 | S, US
100 | 1200 4447 170269.60 \V | 12,947 | C444T11DB4 2604 460 18 * 95.4 1.15 40.00 (C,CN
N Shaded model numbers are cast iron frame Continued on next page
?:: g Green items are Premium Efficient ¥ Note listing on inside back flap
52 ¥ LM Numbers are Lincoln Models Specifications are subject to change without notice
z 2 C/A - Check Availability
(%] *Amps at 460 volts

Explosion Proof
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Duty Motors



Ultimate e® Motors Three Phase ODP Motors

o
see pages 50-52 General Purpose - Standard, =
EPAct and Premium Efficient Motors &
3
o
Three Phase - Drip-Proof - Rigid Base Z
SYN =z App. F L. “c”
RPM | NEMA | V¥ Catalog | & List Wgt. Amps @ | % EL. | Service [ Dim. ow
HP | 60 Hz | Frame Number @ | Price | Model Number (Ibs) Voltage 230V. Eff. Factor | (Inches) | ¥ Notes ==
125 | 3600 | 404TS 170154.60 V| 12,023 | C404T34DB1 1585 230/460 284 945 1.15 2980 |[C,CN g @
125 | 3600 404TS LM13942 | C/A | 14,067 | SD2B125TS61Y 882 230/460 276 95.0 1.25 29.20 |S, US 9 g
125 | 3600 404T LM32758 | C/A | 14,067 | SD2B125T61Y 882 230/460 276 941 1.25 32.00 |S,US 8 3
125 | 1800 405T 170155.60 v | 12,670 | C405T17DB6 1292 | 208-230/460 280 95.4 1.15 3430 |C,CN
125 | 1800 | 405TS LM32759 | C/A | 13,360 | SD4B125TS61Y 958 230/460 306 95.4 1.25 30.70 S, US
125 | 1200 445T 170259.60 v | 16,830 | C445T11DB4 2200 460 148 * 95.8 1.25 40.00 |C,CN
150 | 3600 | 405TS | 171449.60 V| 14,833 | C405T34DB2 1173 460 169 * 94.5 1.15 3130 |C,CN a (3/’
150 | 1800 4447 171522.60 V| 14,962 | C444T17DB2 2150 460 164 * 95.8 1.15 40.00 |C,CN O (%
150 | 1800 4447 LM13817 \ 17117 | SD4B150T64Y 1277 460 170 * 95.8 1.25 3740 |S, US § g
150 | 1800 444TS LM32760 N 17117 | SD4B150TS64Y 277 460 170 * 95.8 1.25 3350 |S, US § &
150 | 1200 4457 171576.60 v | 18,055 | C445T11DB5 2153 460 178 * 95.8 1.15 40.00 |C,CN @@
200 | 3600 444TS 171573.60 V| 19,727 | C444T35DB1 1765 460 216 * 95.4 1.25 36.30 |C,CN
200 | 1800 4457 171523.60 \V 17255 | C445T17DB14 2037 460 220 * 95.8 1.15 40.00 |C,CN
200 | 1800 445T LM13820 V| 21,052 | SD4B200T64Y 1438 460 233 * 96.2 1.25 3940 |[S,US (@] 5_|
200 | 1800 | 445TS LM32761 | C/A | 21,052 | SD4B200TS64Y 1449 460 233 * 96.2 1.25 3550 |S, US % @
200 | 1200 447T 171577.60 V| 23,734 | C447T11DB1 2750 460 239 * 96.2 1.15 4850 |C,CN § g
200 | 1200 449T LM16239 V| 23,603 | SDB200T64Y 2112 460 255 * 95.8 115 4790 |S, US § o
250 | 3600 | 445TS LM13822 v | 30,730 | SD2B250TS64Y 1438 460 267 * 95.8 1.15 3550 |S, US S
250 | 1800 4457 171524.60 V| 19,368 | C445T17DB19 1940 460 284 * 95.8 1.15 40.00 |C,CN
250 | 1800 447T LM16235 | C/A | 29,261 | SD4B250T64Y 1745 460 284 * 95.8 115 4293 |S,US
300 | 3600 447TS LM13825 | C/A | 36,202 | SD2B300TS64Y 1745 460 316 * 96.2 115 39.00 |S, US r_|n ;
300 | 3600 447TS LM13764 | C/A | 28,669 | SD2P300TS64Y 1745 460 316 * 95.4 115 39.00 |S, US ('q 3
300 | 1800 4477 LM13826 V| 30,510 | SD4B300T64Y 1745 460 348 * 95.8 115 4290 |S,US = (_DU
300 | 1800 | 447TS LM32143 | C/A | 26,906 | SD4B300TS64Y 1775 460 348 * 95.8 115 39.00 |S, US g- &3;
300 | 1800 445T 171525.60 v | 22,219 | C445T17DB20 2345 460 329 * 95.8 1.15 40.00 |C,CN » @
350 | 3600 | 447TS LM13767 | 32,450 | SD2P350TS64Y 1745 460 369 * 95.4 115 39.00 |S,US
350 | 3600 | 449TS LM16237 | C/A | 43,027 | SD2B350TS64Y 2112 460 368 * 95.8 1.15 44.00 |S, US
350 | 1800 | 447TS LM34097 v | 33,191 | SD4B350TS64Y 460 405 * 95.8 1.00 39.00 |S,US _
350 | 1800 4477 171518.60 V| 24,522 | C447T17DB10 2041 460 392 * 95.8 1.15 40.00 |C,CN z g
400 | 3600 449TS LM13831 C/A | 47368 | SD2B400TS64Y 2112 460 430 * 95.8 115 44.00 |S,US <] %
400 | 1800 4497 LM13832 | C/A | 45,965 | SD4B400T64Y 2112 460 445 * 96.2 115 4790 |S, US g 5
400 | 1800 449TS LM22759 | C/A | 34,405 | SD4B400TS64Y 2112 460 460 * 95.8 1.15 44.00 |S,US E'-

¥ Note listing on inside back flap

Sl oslel MUmleEs s 2t ey el Specifications are subject to change without notice
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¥ LM Numbers are Lincoln Models %
D - Item to be discontinued once inventory is depleted <5
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Three Phase C Face Motors Ultimate e® Motors

C
S
*é Drip-Proof - General Purpose see pages 50-52
S
C
5
= Three Phase - Drip-Proof - C Face Less Base
SYN % App. E L. “c”
o » RPM | NEMA Catalog o List Wgt. Amps @ % FEL. | Service | Dim.
_:C‘@ § HP | 60 Hz | Frame Number @ | Price | Model Number (Ibs) Voltage 230 V. Eff. Factor | (Inches) | ¥ Notes
o § 13 1800 S56C E103014.00 \ 440 | C4T17DC55 20 230/460 1.0 69.5 1.35 10.74 | S, MX
% o 13 3600 S56C E100375.00 \ 456 C4T34DC45 19 230/460 1.4 69.5 1.35 11.04 | S, US
(/E) 8 13 1800 S56C 100048.00 D 374 C4T17DC1 17 230/460 1.6 64.3 1.35 9.49 S, MX
1/3 1800 S56C 102695.00 D 471 C4T17DC45 22 230/460 1.3 770 1.25 1149 | S, MX
1/3 1800 S56C E102695.00 \ 471 C4T17DC45 22 230/460 1.2 770 1.25 1149 |S, MX
1/2 | 3600 S56C E100056.00 M 492 | C4AT34DC46 19 230/460 1.8 73.4 1.25 1.04 |S, US
2 g 1/2 1800 56C E119352.00 V 531 C6T17DC97 29 230/460 2.0 78.2 1.25 9.87 S, US
i § 1/2 1200 56C E110434.00 \ 802 C6T11DC12 29 230/460 2.2 75.3 115 10.87 |S, US
%Q 3/4 | 3600 S56C E100378.00 \V 497 | C4T34DC3 20 230/460 24 79.0 1.25 9.74 S, US
(/E) E 3/4 1800 56C E114934.00 \V 539 C6T17DC68 29 230/460 2.4 815 1.25 10.87 |S, US
3/4 1200 143TC 120063.00 V 692 C143T11DC1 20 208-230/460 3.4 80.0 115 1212 | S, US
3/4 1200 56C E116728.00 \V 840 C6T11DC13 36 230/460 2.8 81.7 1.15 11.87 | S, US
1 3600 56C E110111.00 \ 508 C6T34DC7 22 230/460 3.2 770 1.25 9.87 S, Us
8 g 1 1800 143TC 121064.00 C/A 781 C143T17DC12 32 230/460 3.2 85.5 1.25 1212 |S, US
DL:? B 1 1800 56C E116740.00 v 781 C6T17DC80 32 230/460 3.2 85.5 1.25 1212 |S, US
© = 1 1200 145TC 122162.00 | C/A 834 | C145T11DC6 41 208-230/460 3.9 82.5 1.15 9.87 S, US
_GE) % 112 | 3600 143TC | G121668.00 D 646 | C143T34DC5 35 208-230/460 4.4 82.5 1.50 11.78 | S, US
=Oo 11/2 | 3600 143TC 122214.00 V 770 | C143T34DC10 41 208-230/460 4.4 84.0 115 10.19 |[S, US
112 | 3600 56C E110437.00 V 761 C4T34DC48 35 2307460 4.0 84.0 1.25 11.87 |S, US
112 1800 145TC 121063.00 C/A 815 C145T17DC30 36 230/460 4.8 86.5 1.25 13.12 |S, US
o © 112 1800 56C E116741.00 \ 815 C6T17DC81 36 230/460 4.8 86.5 1.25 12.87 |S, US
g2
L;_'g (2) Green items are Premium Efficient Continued on next page
E E ;‘)E"Itprefix itemfs confply with SMR 2015 . o v N_ote listing on ins_ide back ﬂap
- Item to be discontinued once inventory is depleted Specifications are subject to change without notice
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Ultimate e® Motors Three Phase C Face Motors

o
see pages 50-52 Drip-Proof - General Purpose =
g
3
o
Three Phase - Drip-Proof - C Face Less Base Z
SYN % App. F L. “c”
RPM | NEMA V Catalog ] List Wagt. Amps @ | % FEL. | Service Dim. ow
HP | 60 Hz | Frame Number 2 Price | Model Number (Ibs) Voltage 230 V. Eff. Factor | (Inches) | ¥ Notes % 8
2 3600 143TC 122164.00 V 845 | C143T34DC9 47 208-230/460 4.8 85.5 115 1269 |S, US =z @
2 3600 56C E113894.00 V 845 | C6T34DC104 41 230/460 4.8 85.5 1.25 1287 |S, US g.. g
2 1800 145TC 121071.00 V 930 | C145T17DC31 41 230/460 5.8 86.5 1.25 13.62 |[S, US 53
2 1800 56C 116742.00 D 917 | C6T17DC82 41 208-230/460 5.8 86.5 1.25 13.18 | S, US
2 1800 56C E116742.00 N 917 | C6T17DC82 41 230/460 5.8 86.5 1.25 13.37 |S, US
2 1200 184TC 132427.00 C/A 991 C182T11DC112 85 230/460 72 88.5 1.15 15.20 |[S, MX
3 3600 145TC LM32793 D 864 | SSD2P3TCN61 33 230/460 7.6 84.0 1.15 1199 |S,US a (3/)
3 3600 145TC 122163.00 \V 886 | C145T34DC17 49 208-230/460 7.2 85.5 1.15 1269 |S, US O (%
3 3600 56C E114420.00 N 878 | C6T34DC105 45 230/460 72 85.5 1.25 12.87 |S, US § g
3 1800 182TC | G131489.00 D 804 | C182T17DC28 57 230/460 8.4 86.5 1.15 1269 |S, MX g %
3 1800 182TC 131518.00 | C/A | 983 |[C182T17DC20 75 2307460 78 89.5 1.25 13.20 |S, MX
5 3600 182TC 132426.00 V 905 | C182T34DC111 67 230/460 12.4 86.5 115 13.20 | S ,MX
5 1800 184TC | G131490.00 D 845 | C184T17DC27 69 230/460 13.2 875 115 13.69 | S, MX
5 1800 184TC 131517.00 \ 1,156 | C184T17DC16 96 2307460 12.8 89.5 1.25 15.20 | S ,MX 8 =l
712 | 3600 184TC | G131780.00 D 1,206 | C184T34DC9 78 230/460 17.6 875 1.15 14.70 | S, MX ) é
71/2 | 3600 184TC 132425.00 V 1,362 | C184T34DC110 85 230/460 17.8 88.5 1.15 14.70 | S, MX § g
712 | 1800 213TC 140483.00 V 1,280 |C213T17DC7 132 230/460 20.6 91.0 1.25 16.25 | S, MX § o
10 3600 213TC | G140688.00 D 1,376 | C213734DC1 138 230/460 23.4 88.5 115 16.53 | S, MX S
10 3600 213TC 141228.00 M 1,499 |[C215T34DC69 145 230/460 24.2 90.2 115 18.03 | S, MX
10 1800 | 2157C | G140108.00 D 1,377 | C215T17DC8 132 230/460 28.0 89.5 115 16.75 | S, MX
10 1800 | 215T7C 140485.00 C/A | 1,446 |C213T17DC5 144 | 208-230/460 26.8 91.9 1.25 1725 | S, MX r_|n =
15 3600 | 215TC 141229.00 V 1,936 | C215T34DC70 148 230/460 36.5 91.0 115 19.28 | S, MX ("% @
15 1800 254TC | G151682.60 D 2,015 | C254T17DC7 265 | 208-230/460 376 91.0 1.15 2132 |C,CN k< (_DU
15 1800 254TC 171682.60 v 2,182 | C254T17DC8 280 | 208-230/460 370 93.0 1.15 2094 |C,CN g- &3:_
20 3600 | 254TC 171683.60 v 2,732 | C254T34DC4 280 | 208-230/460 46.6 91.0 1.15 2094 |C,CN » @
20 1800 256TC | G151684.60 D 2,462 | C256T17DC5 307 | 208-230/460 48.0 91.0 1.15 23.03 |C,CN
20 1800 256TC 171684.60 \ 2,723 | C256T17DC6 340 | 208-230/460 51.0 93.0 1.15 22.60 |C,CN
25 3600 | 256TC | G151685.60 D 2,818 | C256T34DC2 292 | 208-230/460 57.0 91.0 1.15 2260 |[C,CN —
25 3600 | 256TC 171685.60 V 3,350 | C256T34DC3 383 | 208-230/460 570 92.5 1.15 23.03 |C,CN z %
25 1800 | 284TC | G151686.60 D 3,001 | C284T17DC2 388 | 208-230/460 59.6 917 1.15 2354 |[C,CN [} %
25 1800 | 284TC 171686.60 V 3,406 | C284T17DC3 404 | 208-230/460 59.6 93.6 1.15 2354 |[C,CN 8 5
30 3600 |[284TSC | G151687.60 D | 3,287 | C284T34DC2 373 230/460 70.4 91.0 1.15 25.00 [C,CN E"
30 3600 |284TSC 171687.60 \ 3,692 | C284T34DC3 406 230/460 670 94.1 1.15 25.00 |C,CN

® Note listing on inside back flap

Shaded model numbers are cast iron frame Specifications are subject to change without notice g

Green items are Premium Efficient § @

“E" prefix items comply with SMR 2015 § g

¥ LM Numbers are Lincoln Models =t

D - Item to be discontinued once inventory is depleted =
C/A - Check Availability
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Three Phase C Face Motors Ultimate e® Motors

=
o
*é Drip-Proof - General Purpose see pages 50-52
S
=
5
= Three Phase - Drip-Proof - C Face With Base
SYN % App. F L. "
o » RPM | NEMA | V¥ Catalog QS List Wgt. Amps @ | %FL. | Service | Dim.
_:C‘@ § HP | 60Hz | Frame Number @ | Price | Model Number (Ibs) Voltage 230 V. Eff. Factor | (Inches) | ®Notes
o § 1/3 | 1800 | S56C LM24277 D 405 | SRDAS0.33TC61 15 230/460 2.2 670 1.35 9.80 |S, MX
% o 1/3 | 1800 | S56C | E103021.00 | C/A| 493 |CA4T17DK9 23 230/460 1.3 770 1.25 1149 | S, MX
(,E) CD) 1/2 | 3600 S56C E100600.00 V 523 | CAT34DK18 27 230/460 0.9 78.2 1.25 11.04 | S, US
1/2 1800 56C E119353.00 V 546 | C6T17DK40 26 230/460 1.0 78.2 1.25 9.87 S, US
3/4 | 3600 S56C E102971.00 V 527 | CAT34DK9 21 230/460 24 79.0 1.25 9.74 S, US
3/4 1800 S56C LM34055 \ 550 | SRD4B0.75TC61 29 230/460 1.3 81.1 1.25 1155 |S, MX
2 g 3/4 | 1800 56C E116762.00 | 552 | C6T17DK30 30 230/460 24 81.5 1.25 10.87 |S, US
= ‘23 1 3600 56C E116784.00 | C/A| 533 |C6T34DK16 23 230/460 3.2 770 115 9.87 |S,US
%Q 1 1800 S56C LM34056 V 802 | SRD4B1TC61 34 230/460 1.5 835 115 1219 |S, MX
uE) E 1 1800 56C E116763.00 | < 791 | C6T17DK33 33 230/460 3.4 85.5 1.25 1212 | S, US
1 1800 | 143TC 121935.00 | C/A | 727 |C143T17DK6 34 230/460 3.2 85.5 1.25 1212 |S, US
11/2| 3600 56C 116785.00 D 630 | C6T34DK17 28 208-230/460 4.2 815 1.15 10.84 |S, US
11/2| 3600 56C E116785.00 V 776 | C6T34DK20 35 230/460 4.0 84.0 1.25 187 |S,US
o g 11/2| 1800 56HC LM34057 V 835 | SRD4B1.5TC61 34 230/460 23 86.5 1.15 1350 |S,US, 6
D;“j B 11/2| 1800 56C E116764.00 | C/A| 817 |C6T17DK32 37 230/460 5.6 86.5 1.15 12.87 |S, US
o = 11/2| 1800 | 145TC | 121675.00 |C/A| 817 |C145T17DK22 37 | 208-230/460 5.6 86.5 125 13.12 |S, US
_GE) % 2 3600 56C E114218.00 | 858 | C6T34DK25 41 230/460 4.8 85.5 1.15 12.87 |S, US
=< 2 1800 | 56HC LM34058 V 933 | SRD4B2TC61 42 230/460 3.0 86.5 1.25 1344 |S,US, 6
2 1800 | 56HC | E116765.00 | + 925 | C6T17DK31 42 230/460 5.8 86.5 125 13.37 |S,US, 6
2 1800 | 145TC 121676.00 V 925 | C145T17DK21 42 230/460 5.8 86.5 1.25 1362 |S, US
o © 3 3600 145TC 121928.00 |C/A| 851 C145T34DK16 45 230/460 7.2 85.5 1.25 13.76 | S, US
_(C‘@ % 3 1800 1827C 132081.00 v 1001 | C182T17DK17 76 230/460 78 89.5 1.25 1420 |S, MX
L:I') > 5 3600 1827C 132242.00 v 921 C184T34DK20 92 230/460 12.2 86.5 1.15 15.19 | S, MX
E‘_E) E‘j 5 1800 184TC 132082.00 V 1,173 | C184T17DK26 97 230/460 12.8 89.5 1.25 165.20 |S, MX
= 7172 | 3600 184TC 132244.00 V 1,390 | C184T34DK21 106 230/460 176 88.5 1.15 16.19 | S, MX
712 | 1800 | 213TC 140767.00 | C/A| 1,290 |C213T17DK7 132 230/460 20.8 91.0 1.25 16.25 |S, MX
712 | 1800 213TC 170170.60 V 1,253 | C213T17DK15 165 | 208-230/460 19.8 91.0 1.15 16.38 | C,CN
=
§ %’ Shaded model numbers are cast iron frame Continued on next page
+f'_—") g Green items are Premium Efficient ¥ Note listing on inside back flap
qé “E" prefix items comply with SMR 2015 Specifications are subject to change without notice

¥ LM Numbers are Lincoln Models
D - Item to be discontinued once inventory is depleted
C/A - Check Availablity
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Ultimate e® Motors Three Phase C Face Motors

o
see pages 50-52 Drip-Proof - General Purpose =
=
:
o
Three Phase - Drip-Proof - C Face With Base z
SYN % App. F L. “c
RPM | NEMA V Catalog o List Wagt. Amps @ | % FL. | Service Dim. ow
HP | 60 Hz | Frame Number @ | Price | Model Number (Ibs) Voltage 230 V. Eff. Factor | (Inches) | ¥ Notes % -
10 3600 213TC 141111.00 V 1,642 | C213T34DK6 160 230/460 23.4 89.5 115 17.30 S, MX =z o
10 | 3600 | 213TC LM32778 C/A'| 1,623 |SSD2B10TC61 138 230/460 26.8 89.5 1.25 1725 | S, MX g. §
10 3600 213TC 170171.60 v 1,673 | C213T3DK7 195 | 208-230/460 276 89.5 1.15 16.38 | C,CN 59
10 1800 215TC 140768.00 V 1,463 | C215T17DK6 144 230/460 26.8 91.9 1.25 17.25 S, MX
10 1800 215TC LM32649 \V 1,687 | SSD4B10TC61 138 230/460 25.0 91.7 1.25 19.28 | S, MX
10 1800 | 215TC 170172.60 V| 1,638 [C215T17DK13 200 |208-230/460 | 25.6 91.7 1.15 1862 |C,CN
15 3600 215TC 170173.60 \V 2,311 | C215T34DK9 200 | 208-230/460 34.6 90.2 115 17.87 C,CN a (3/)
15 3600 215TC 141119.00 V 1,992 | C215T34DK3 170 230/460 35.0 91.0 115 1855 | S, MX O (%
15 1800 254TC 170175.60 V 2,339 | C254T17DK7 280 | 208-230/460 370 93.0 1.156 2094 |[C,CN § g
15 1800 254TC LM32781 C/A | 2,651 |CCD4B15TC61 326 230/460 370 93.6 1.25 23.31 C, Us § &
20 3600 | 254TC 170070.60 \V 2,794 | C254T34DK6 280 |208-230/460 46.6 91.0 115 2094 |[C,CN @0
20 1800 | 256TC 170071.60 V| 2,845 |C256T17DK6 340 | 208-230/460 51.0 93.0 1.15 2260 |[C,CN
20 1800 | 286TC LM32783 v | 3,934 |SSD4B20TC61 233 230/460 48.0 93.0 1.25 2919 |[S, US
25 | 3600 | 256TC 171688.60 V| 3,496 |C256T34DK6 383 | 208-230/460 57 92.5 1.15 23.03 |[C,CN o4
25 1800 | 284TC 170073.60 V| 3,594 |C284T17DK4 404 | 208-230/460 59.6 93.6 1.15 2354 |C,CN % g
25 1800 | 284TSC LM32785 V 3,811 | CCD4B25TSC61Y 447 230/460 62 93.6 1.25 2357 |C, US g g
25 1200 324TC LM14535 C/A| 6,123 | SD6EB25TC61Y 479 230/460 65 93.0 1.25 28.00 |S, US § o
30 3600 |284TSC LM17382 N 6,256 | SD2B30TSC61Y 3565 230/460 67 93.0 1.25 2178 | S, US GRS
30 1800 286TC 171377.60 V 4,115 | C286T17DK5 471 | 208-230/460 71 94.1 1156 25.00 |C,CN
30 1800 | 286TSC LM32786 C/A | 4,415 |CCD4B30TSC61Y 400 230/460 74 94.1 1.25 25.44 |C, US
40 | 3600 |286TSC LM17384 C/A| 8,176 | SD2B40TSC61Y 406 230/460 90 93.6 1.25 23.28 |S,US = <
40 1800 | 324TC 170378.60 V | 5215 |C324T17DK10 560 |208-230/460 96 94.1 1.15 26.02 |C,CN 3
40 1800 | 324TC LM13837 C/A| 8,892 | SD4B40TC61Y 479 230/460 103 94.1 125 2591 |[S, US = (_DU
50 | 3600 |324TSC LM13838 J | 8218 [SD2B50TSC61Y 479 230/460 110 94.1 125 2441 |S, US % &3;
50 1800 326TC 170379.60 V 6,177 | C326T17DK4 614 | 208-230/460 118 94.5 115 2752 C,CN » @
50 1800 326TC LM13839 N 8,896 | SD4B50TC61Y 479 230/460 130 94.5 1.25 2741 S, US
50 1800 | 326TSC LM32655 V 8,896 | SD4B50TSC61Y 532 230/460 131 94.5 1.25 25.91 S, US
60 3600 |326TSC LM13840 C/A| 7915 | SD2B60TSC61Y 535 230/460 136 93.6 1.25 25.91 S, US _
60 1800 364TC 171689.60 N 7752 | C364T17DK2 716 | 208-230/460 139 95.0 1.15 28.01 C,CN z g
60 1800 | 364TSC LM32787 V| 11,917 | SD4B60OTSC61Y 724 230/460 140 94.5 1.25 2835 |[S, US <] (:[;*
60 1800 | 364TC LM15570 C/A| 11,917 | SD4B60TCB1Y 724 230/460 140 95.0 1.25 2835 |[S, US 8 5
75 3600 |364TSC LM15569 v | 12,632 | SD2B75TSC61Y 724 230/460 164 95.0 1.25 26.27 |S,US E'-
75 1800 | 365TC 171690.60 v | 9,415 |C365T17BK2 766 | 208-230/460 172 95.0 1.15 3118 |C,CN
75 1800 | 365TSC LM32656 v | 11,877 | SD4B75TSC61Y 775 230/460 176 95.0 1.25 2727 |S, US
100 | 3600 |365TSC LM15572 C/A | 12,976 | SD2B100TSC61Y 775 230/460 110 95.4 1.25 2727 |S,US
100 | 1800 404TC 171691.60 V| 11,984 | C404T17DK2 1141 | 208-230/460 225 95.4 1.15 32.76 |C,CN %
100 | 1800 |404TSC LM32788 v | 12,818 | SD4B100TSC1Y 898 230/460 130 95.4 1.25 29.16 |S, US § §
125 | 3600 |404TSC LM17388 C/A | 16,616 | SD2B125TSCB1Y 898 230/460 138 95.0 1.25 29.16 |S, US § g
125 | 1800 | 405TSC LM32657 V| 13,382 | SD4B125TSC61Y 974 230/460 153 95.4 1.25 30.66 |S, US ¢ E.
125 | 1800 | 405TC LM17389 C/A | 13,382 | SD4B125TC61Y 974 230/460 153 95.4 1.25 33.66 |S, US
150 | 3600 |405TSC LM17390 C/A | 19,656 | SD2B150TSC61Y 974 230/460 169 94.1 1.25 30.66 |S, US
150 | 1800 | 444TSC LM32789 V| 17146 | SD4B150TSC64Y 1298 460 170 * 95.8 1.25 3350 |S,US
200 | 3600 |444TSC LM13795 C/A | 23,969 | SD2B200TSC64Y 1298 460 216 * 95.8 1.25 33.50 |S, US %n
200 | 1800 |445TSC LM32677 V| 21,097 | SD4B200TSC64Y 1470 460 233 * 96.2 1.25 35.50 |S, US § g
= O
Shaded model numbers are cast iron frame T ’ Npte listing on inside back f!ap 3 ?U
Specifications are subject to change without notice 3
Green items are Premium Efficient o,

¥ LM Numbers are Lincoln Models
*EL. Amps at 460V
C/A - Check Availability
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Ultimate e® Series General Purpose Motors
Drip-Proof - General Purpose

Tech Information

Features:

e Meets or exceeds NEMA® Premium efficiencies

e 182T - 215T Models are rolled steel frame - also available through
286T frame

¢ Class F insulation

Standard assembly F1, reversible to F2 by reassembly, 213T frame

and higher

UL Recognized, CSA Certified, CE Mark

Three year warranty

Single Phase
ODP Motors

Three Phase - Drip-Proof - Rigid Base

o »
25
T =
£ O
e =
(]
O
L
S0
n =

SYN % App. F L e
RPM | NEMA Catalog i) List Wagt. Amps | % FL. | Service | Dim.

HP | 60 Hz | Frame Number @ | Price |Model Number (Ibs) Voltage @ 230V | Eff. Factor | (Inches) | ¥ Notes
112 1200 182T 199685.00 \ 794 | C182T11DB10 70 230/460 4.4 86.5 1.15 13.72 | S, CN
0 © 2 1200 184T 199686.00 N 807 | C184T11DB10 82 230/460 5.8 875 1.15 14.72 | S,CN
:E _,g 3 1800 182T 199687.00 N 701 C182T17DB62 76 230/460 76 90.2 1.15 13.72 |S,CN
o s 3 1200 213T 199688.00 D 1,106 | C213T11DB12 135 230/460 8.8 875 1.15 1752 S, CN
‘ﬂé % 3 1200 2137 | B199688.00 | + | 1,106 |C213T11DB13 130 230/460 8.6 875 1.15 1752 | S, CN
=No) 5 3600 182T 199689.00 V 739 | C182T34DB8 68 230/460 124 875 1.15 13.72 | S, CN
5 1800 184T 199690.00 \ 789 | C184T17DB84 86 230/460 12.8 89.5 1.15 14.72 | S, CN
5 1200 215T 199691.00 D | 1,288 | C215T11DB10 195 230/460 14.0 89.5 115 1752 | S, CN
_ 5 1200 215T B199691.00 \V 1,288 [ C215T11DB11 193 230/460 14.0 89.5 1.15 1752 |S,CN
2 § 71/2| 3600 184T 199692.00 \ 909 | C184T34DB17 87 230/460 18.0 88.5 1.15 14.72 | S, CN
i § 71/2| 1800 213T 199693.00 D 1021 | C213T17DB49 128 230/460 19.0 91.7 1.15 17.52 S, CN
5'_'3 &_) 71/2| 1800 213T B199693.00 \ 1021 | C213T17DB50 128 230/460 19.3 91.7 1.15 17.52 S, CN
= E 71/2| 1200 254T B199694.00 \ 1,611 | C254T11DB47 230 230/460 20.2 90.2 1.15 22.64 |[S,CN
10 | 3600 213T 199695.00 D | 1,166 |C213T34DB48 125 230/460 23.0 89.5 1.15 1752 | S, CN
10 | 3600 2137 | B199695.00 | \ | 1,166 |C213734DB49 125 230/460 24.0 89.5 1.15 1752 | S, CN
10 | 1800 215T 199696.00 D | 1,205 |C215T17DB58 150 230/460 25.6 917 1.15 1752 | S, CN
%‘ 10 | 1800 2157 | B199696.00 | + | 1,205 |C215T17DB59 210 230/460 24.9 91.7 115 1752 | S, CN
e g 10 1200 256T 199697.00 D 2,008 | C256T11DB48 305 230/460 276 91.7 1.15 2422 |C,CN
f‘_—") o 10 1200 256T B199697.00 V 1,907 | C256T11DB49 285 230/460 255 91.7 1.15 2422 |S,CN
qé = 15 3600 215T 199698.00 D 1,708 | C215T34DB6 184 230/460 35.0 91.0 1.15 1752 |S,CN
- 15 3600 215T B199698.00 \V 1,708 | C215T34DB7 184 230/460 35.8 91.0 1.15 1752 |S, CN
15 | 1800 2547 199699.00 D | 1,954 [C254T17DB46 310 230/460 36.5 93.0 1.15 2264 |C,CN
15 1800 254T B199699.00 V 1,857 | C254T17DB47 285 230/460 36.8 93.0 1.15 2264 |S,CN
> 15 1200 284T B199700.00 V 2,513 | C284T11DB10 395 230/460 40.3 91.7 1.15 22.64 |[S,CN
Ao 20 | 3600 254T 199701.00 D | 1,968 |C254T34DB6 300 230/460 45.0 91.7 1.15 2264 |C,CN
o % 20 | 3600 2547 B199701.00 V| 1,869 |C254T34DB7 280 230/460 48.4 91.7 115 2264 |S,CN
% = 20 1800 256T 199702.00 D 2,065 | C256T17DB12 360 230/460 48.0 93.0 1.15 2422 |C,CN
@ 20 1800 256T B199702.00 N 1,963 | C256T17DB13 340 230/460 48.0 93.0 1.15 2422 |S,CN
20 1200 286T 199703.00 D 3,222 | C286T11DB7 457 230/460 54.0 92.4 1.156 2709 |[C,CN
20 1200 286T B199703.00 \V 3,061 | C286T11DB8A 425 230/460 52.0 92.4 1.15 2709 |S,CN

. Continued on next page
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Ultimate e® Series General Purpose Motors

o
Drip-Proof - General Purpose s
=
3
2
Three Phase - Drip-Proof - Rigid Base Z
SYN % App. F L. e
RPM | NEMA Catalog i) List Wgt. Amps | % FL. | Service | Dim. ow
HP | 60 Hz | Frame Number @ | Price | Model Number (Ibs) Voltage @230V | Eff. Factor | (Inches) | ®Notes o>
25 | 3600 256T 199704.00 D | 2,505 [C256T34DB10 315 230/460 55.0 91.7 1.15 2422 |C,CN g «c%
25 3600 256T B199704.00 \ 2,380 | C256T34DB11 295 230/460 59.4 91.7 1.15 2422 |S,CN =} }
25 1800 284T 199705.00 D 2,438 | C284T17DBM 424 230/460 62.0 93.6 1.15 25.71 C,CN 8 %
25 1800 284T B199705.00 N 2,315 | C284T17DB12 400 230/460 70.5 93.6 1.15 25.71 S, CN
25 1200 3247 199706.00 D 3,838 | C324T11DB7 695 230/460 68.0 93.0 1.15 2855 |[C,CN
25 1200 3247 B199706.00 Vv | 3,838 |C324T11DB8 230/460 65.0 93.0 1.15 2855 |[S,CN
30 | 3600 | 284TS 199707.00 D | 3,099 |C284T34DB9 396 230/460 66.5 91.7 1.15 2441 |C,CN H (3”
30 3600 284TS B199707.00 v 2,943 | C284T34DB10 370 230/460 71.0 91.7 115 24.41 S, CN g ‘%
30 1800 286T 199708.00 D | 2,812 |C286T17DB14 483 230/460 74.0 94.1 1.15 2709 |[C,CN § o
30 1800 286T B199708.00 \V 2,672 | C286T17DB15 460 230/460 71.9 941 1.15 2709 |S,CN § )
30 1200 326T 199709.00 D 4,498 | C326T11DB7 760 230/460 81.0 93.6 1.15 29.73 |C.CN 8 @
30 1200 326T B199709.00 \J 4,498 | C326T11DB8 230/460 75.0 93.6 1.15 29.73 |S,CN
40 3600 286TS 199710.00 D 3,730 | C286T34DB6 452 230/460 89.0 92.4 1.15 2579 |[C,CN
40 3600 286TS B199710.00 V 3,632 | C286T34DB7 425 230/460 93.2 92.4 1.15 2579 |[S,CN o=
40 1800 3247 199711.00 V 3,535 | C324T17DB12 615 230/460 95.0 94.5 1.15 2855 |[C,CN % g
40 1200 364T 199712.00 \ 5,774 | C364T11DB8 540 230/460 970 94.1 1.15 3169 |C,CN < %
50 | 3600 | 324TS 199713.00 V | 4,546 |(C324T34DB6 644 230/460 114.0 93.0 1.15 2705 |[C,CN % 3’:3_
50 1800 3267 199714.00 v | 4,212 [C326T17DB9 556 230/460 118.0 94.5 1.15 29.73 |C,CN @ o
50 1200 365T 199715.00 \ 6,647 | C365T11DB6 754 230/460 120.0 94.1 1.15 3327 |C,CN
60 3600 326TS 199716.00 \ 5,441 | C326T34DB8 556 230/460 134.0 93.6 1.15 2823 |[C,CN
60 1800 364T 199717.00 \ 5,007 | C364T17DB8 595 230/460 139.0 95.0 1.15 3169 |C,CN —
60 1200 404T 199718.00 \ 7998 | C404T11DB7 838 230/460 144.0 94.5 1.15 3720 |[C,CN ‘%E'. g
75 | 3600 | 364TS 199719.00 V 7187 | C364T34DB5 617 230/460 166.0 93.6 1.15 29.57 |C,CN 2 ‘_"U
75 1800 365T 199720.00 V| 5997 | C365T17DB8 805 230/460 174.0 95.0 1.15 33.27 |C,CN 9=
75 1200 405T 199721.00 \V 9,831 | C405T11DB8 1102 230/460 180.0 94.5 1.15 38.78 |[C,CN 8 3
100 | 3600 | 365TS 199722.00 v | 8,795 |C365T34DB7 760 230/460 222.0 93.6 1.15 3114 |C,CN
100 | 1800 4047 199723.00 \ 7819 | C404T17DB8 940 230/460 226.0 95.4 1.15 3720 |C,CN
100 | 1200 4447 199724.00 V| 12,204 | C444T11DB6 1190 230/460 232.0 95.0 1.15 4457 |C,CN _
125 | 3600 | 404TS 199725.00 V| 10,622 | C404T34DB5 866 460 138* 94.1 1.15 3545 |C,CN 2
125 | 1800 405T 199726.00 V 9,897 | C405T17DB8 1179 460 140* 95.4 1.15 38.78 |C,CN § %
125 1200 445T 199727.00 V| 16,015 | C445T11DB8 1666 460 145* 95.0 1.15 4457 |C,CN g 5
160 | 3600 | 405TS 199728.00 V| 12,312 | C405T34DB4 1058 460 164* 94.1 1.15 3645 |[C,CN E..
150 | 1800 4447 199729.00 \ | 13,287 | C444T17DB7 1274 460 168* 95.8 1.15 4457 |C,CN
150 1200 4477 199730.00 V | 16,468 | C447T11DB3 1815 460 172* 95.4 1.15 49.69 |C,CN
200 | 3600 | 444TS 199731.00 V| 19,152 | C444T34DB2 1146 460 2156* 95.0 1.15 40.83 |C,CN
200 | 1800 445T 199732.00 V | 16,672 | C445T17DB18 1843 460 220* 95.8 1.15 4457 |C,CN %
200 | 1200 4497 199733.00 v | 20,997 | C449T11DB1 2021 460 228* 95.4 1.15 4996 |C,.CN § §
= ®
Shaded model numbers are cast iron frame Continued on next page g g
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Ultimate e® Series General Purpose Motors

=
)
*é Drip-Proof - General Purpose
S
£
£
= Three Phase - Drip-Proof - C Face With Base
SYN 9 App. F L “c"
o » RPM NEMA Catalog Ie} List Wat. Amps | % FL. | Service Dim.
z § HP | 60 Hz | Frame Number @ | Price | Model Number (Ibs) Voltage @ 230V Eff. Factor | (Inches) | ¥ Notes
& § 3 1800 182TC 199735.00 V 812 | C182T17DK42 77 230/460 76 90.2 115 1445 |S,CN
% o 5 3600 | 182TC 199736.00 V 853 | C182T34DK18 128 230/460 12.4 875 115 1445 |S,CN
(,E) 8 5 1800 184TC 199737.00 V 955 | C184T17DK42 88 230/460 12.8 89.5 1.15 1546 |S,CN
712 | 3600 | 184TC 199738.00 V | 1,036 | C184T34DK26 145 230/460 18.0 88.5 1.15 15.46 |S, CN
712 | 1800 | 213TC 199739.00 D | 1,195 |C213T17DK45 162 230/460 19.0 91.7 115 18.10 |S, CN
712 | 1800 213TC B199739.00 v 1,195 | C213T17DK45 162 2307460 19.3 91.7 115 18.10 | S, CN
2 g 10 3600 213TC 199740.00 D 1,383 | C213T34DK47 162 230/460 23.0 89.5 115 18.10 |S,CN
i g 10 3600 213TC B199740.00 v 1,383 | C213T34DK47 140 230/460 24.0 89.5 115 18.10 |S, CN
%U 10 1800 215TC 199741.00 D 1,401 | C215T17DK45 223 230/460 25.6 91.7 115 18.10 |S,CN
UE) E 10 1800 215TC B199741.00 V 1,401 | C215T17DK45 205 2307460 24.9 91.7 1.15 1752 |S, CN
15 | 3600 | 215TC 199742.00 D | 1,955 |C215T34DK46 187 230/460 35.0 91.0 1.15 18.10 |S, CN
15 3600 215TC B199742.00 \V 1,955 | C215T34DK46 175 230/460 35.8 91.0 115 18.10 |S, CN
15 1800 254TC 199743.00 D | 2,279 | C254T17DK11 314 2307460 36.5 93.0 1.15 23.00 [C,CN
o g 15 1800 | 254TC | B199743.00 | | 2,165 |C254T17DK11 285 230/460 36.8 93.0 115 2314 |S,CN
2 3 20 3600 254TC 199744.00 D | 2,466 |C254T34DK8 305 230/460 45.0 91.7 1.15 23.00 [C,CN
C; = 20 3600 254TC B199744.00 \V | 2,344 | C254T34DK8 280 2307460 48.4 91.7 1.15 23.14 |S,CN
_GEJ % 20 1800 256TC 199745.00 D | 2,737 | C256T17DK7 365 230/460 48.0 93.0 1.15 2460 |C,CN
FO 20 1800 256TC B199745.00 V| 2,600 |C256T17DK7 340 230/460 48.0 93.0 1.15 2472 |S,CN
25 | 3600 | 256TC 199746.00 D | 2,893 |C256T34DK7 321 230/460 55.0 91.7 115 24.60 |C,CN
25 3600 256TC B199746.00 V 2,748 | C256T34DK7 295 230/460 59.4 91.7 115 24.72 |S,CN
o © 25 1800 | 284TC 199747.00 D | 3,182 |C284T17DK5 430 230/460 62.0 93.6 1.15 2571 |C,CN
_(C‘@ % 25 1800 | 284TC | B199747.00 | + | 3,023 |C284T17DK5 400 230/460 61.7 93.6 115 2571 [S,CN
E:I-) > 30 3600 | 284TSC 199748.00 D | 3,658 | C284T34DK3 401 230/460 66.5 91.7 1.15 2441 |C,CN
o ﬁ_) 30 3600 | 284TSC | B199748.00 v | 3,380 | C284T34DK3 370 230/460 71.0 91.7 1.15 2434 |S,CN
'_E E 30 1800 286TC 199749.00 D | 3,843 |C286T17DK6 438 230/460 74.0 94.1 1.15 2709 |[C,CN
30 1800 286TC B199749.00 V | 3,651 | C286T17DK6 460 230/460 74.0 94.1 1.15 2709 |S,CN
40 3600 | 286TSC 199750.00 D | 4,271 |C286T34DK3 456 230/460 89.0 92.4 1.15 25.79 |C,CN
- 40 3600 | 286TSC | B199750.00 | | 4,135 |C286T34DK3 XXXX 230/460 XXXX 92.4 115 xxxx | S, CN
g © 40 1800 324TC 199751.00 v | 4,475 | C324T17DK11 595 230/460 95 94.5 1.15 2855 |[C,CN
5 % 50 | 3600 | 324TSC | 199752.00 V | 5,197 |C324T34DK3 595 230/460 14 93.0 1.15 2705 |C,CN
g s 50 1800 | 326TC 199753.00 V | 5,147 |C326T17DK5 628 230/460 18 94.5 1.15 29.73 |C,CN
E 60 | 3600 | 326TSC | 199754.00 V | 6,228 | C326T34DK1 650 230/460 134 93.6 115 2823 [C,CN
60 1800 364TC 199755.00 V | 6,905 |C364T17DK5 849 2307460 139 95.0 1.15 3169 |C,CN
75 3600 | 364TSC 199756.00 v 8,189 | C364T34DK1 798 2307460 166 93.6 1.15 29.57 |C,CN
75 1800 365TC 199816.00 v 7275 | C365T17DK3 970 230/460 174 95.0 1.15 33.27 |C,CN
100 | 3600 | 365TSC 199758.00 v | 10,018 | C365T34DK1 915 230/460 222 93.6 1.15 3114 | C,CN
100 1800 404TC 199759.00 v | 9,844 | C404T17DK3 1239 2307460 226 95.4 1.15 3720 [C,CN

¥ Note listing on inside back flap
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Three Phase ODP Motors

o'
Compressor, Pump and Fan & Blower Duty S
-
General Specifications: 5
Motors designed for air compressor, pump, fan and
blower duty applications which require high breakdown
torque and rugged mechanical construction. =
i
Mechanical Features: S 3
38

e Double shielded ball bearings
¢ Designed for belted loads
¢ Class F Insulation

Three Phase - Drip-Proof - Rigid Base

]
Tz
)=
D
<3
o =
= o
(o7
=
wn @

% App. E L. e
RPM | NEMA V Catalog S List Wagt. Amps % EL. | Service Dim.
HP | 60 Hz | Frame Number @ | Price | Model Number (Ibs) Voltage @ 230V Eff. Factor | (Inches) | ¥ Notes
1 1800 143T 121003.00 V 711 | C143T17DB10 36 | 208-230/460 3.2 85.5 1.25 12.10 | S, US
1 1800 143T LM24871 V 587 | SSD4B1T6 35 230/460 3.2 85.5 1.25 12.00 |S, MX 8 _5'"
112 | 1800 145T 121004.00 v 742 | C145T17DB32 35 208-230/460 4.8 86.5 1.25 12.60 |S, US o $
112 | 1800 145T LM24875 \ 614 | SSD4B1.5T6 45 230/460 4.4 86.5 1.25 13.00 |S, MX % }
2 1800 145T 121005.00 \ 841 | C145T17DB33 37 208-230/460 5.8 86.5 1.25 13.60 |S, US g §
2 1800 145T LV124169 V 680 |SSD4B2T6 48 230/460 6.0 86.5 1.25 150 |S, MX
3 1800 182T 131519.00 V 860 |C182T17DB37 75 | 208-230/460 78 89.5 1.25 13.70 | S, MX
3 1800 182T LVI24222 V 885 | SSD4B3T61 75 230/460 8.0 89.5 1.25 13.20 |S, MX
5 1800 184T 131520.00 N 969 |C184T17DB44 86 230/460 12.8 89.5 1.25 14.70 |S, MX H 5'
5 1800 1847 LM24202 \ 993 | SSD4B5T61 91 230/460 12.6 89.5 1.25 1420 |S, MX 8 g
7172 | 1800 213T 140470.00 v | 1,216 | C213T17DB2 133 230/460 20.6 91.0 1.25 16.30 |S, MX c§> g
7172 | 1800 213T LM24194 v | 1,398 | SSD4B75T6 125 230/460 19.2 91.0 1.25 1850 |S, US 5 &
10 1800 2157 140472.00 V| 1,437 | C215T17DB15 144 230/460 26.8 917 1.25 1730 | S, MX a @
10 1800 2157 LM24193 v | 1,662 | SSD4B10T6 165 230/460 25.0 917 1.25 1850 |S, MX
20 1800 256T 170006.60 V | 2,475 | C256T17DB5 324 | 208-230/460 51.0 93.0 1.25 2260 |C,CN
20 1800 256T LVI24199 v | 2,687 | CCD4B20T6 350 230/460 48.0 93.0 1.25 2440 |C,US

¥ Note listing on inside back flap
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Three Phase ODP Motors
Resilient Base
General Purpose or Fan & Blower Service

Tech Information

General Specifications:

e Industrial quality resilient base

e Moderate starting torque

e Double shielded ball bearings

e Belt-Driven or fan-on-shaft applications
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Drip-Proof - Three Phase - Resilient Base

o &
@2 o
25 SYN % App. Over- F L. “c”
o s RPM | NEMA | Catalog o | List Wagt. load | Amps @ | Service | % FL. | Dim.
% &_) HP | 60 Hz | Frame Number @ | Price | Model Number (Ibs) Voltage Prot. 230V Factor Eff. | (Inches) | ®Notes
UC—) 'LI_J 1/3 | 3450 S56 101639.00 N 406 | A4T34DJ4 17 | 208-230/460 | Auto. 17 1.35 61.0 10.31 | S, US, 33
1/3 | 3450 S56 | E101639.00 | + 406 230/460 Auto. XXXX XXX 69.5 XX S, MX, 33
13 | 1725 S56 100210.00 V 443 | C4T17DJ3 18 230/460 None 1.6 1.35 64.3 10.31 | S, MX
13 | 1725 S56 | E100210.00 | -+ 485 | C4T17DJ25 19 230/460 None 12 1.35 73.4 12.31 | S, MX
P g 1/3 | 1725 S56 101520.00 M 538 | A4T17DJ18 19 230/460 Auto. 1.6 1.35 64.3 10.81 |S, MX, 33
Dcﬂj © 1/3 | 1725 S56 | E101520.00 | 559 | A4T17DJ26 17 230/460 Auto. 1.2 73.4 12.31 | S, MX, 33
8 E 1/2 | 3450 S56 101640.00 | C/A | 487 |[A4T34DJ3 18 | 208-230/460 | Auto. 2.4 1.25 69.0 10.31 | S, US, 33
Z @ 1/2 | 3450 S56 | E101640.00 | C/A| 574 230/460 Auto. 73.4
= 12 | 1725 S56 100145.00 V 508 | C4T17DJ1 22 230/460 None 2.0 1.25 68.0 10.81 | S, MX
1/2 | 1725 56 E119360.00 | 567 | C6T17DR40 23 230/460 None 2.0 1.25 78.2 10.82 |S, MX
12 | 1725 S56 100796.00 V 590 |A4T17DJ10 22 230/460 Auto. 2.0 1.25 68.0 131 |S, MX
o g 12 | 1725 56 E119879.00 | 614 | 56T17DRS70001A3 25 230/460 Auto. 2.0 1.25 78.2 1154 |S,US, 33
23 3/4 | 3450 S56 | E101773.00 | 510 | C4T34DJ8 20 230/460 None 2.4 1.25 79.0 10.81 |S, MX
L:I') = 3/4 | 3450 S56 | E101641.00 | 594 | AAT34DJ5 20 230/460 Auto. 2.4 1.25 79.0 131 |S,US, 33
F_E) E) 3/4 | 1725 S56 100146.00 V 562 | C4T17DJ2 25 230/460 None 2.8 1.25 75.0 1131 |S, MX
= 3/4 | 1725 56 E119361.00 | + 608 | C6T17DR41 26 230/460 None 24 1.25 81.1 1.82 |S, MX
3/4 | 1725 S56 100908.00 V 640 |A4T17DJ13 26 230/460 Auto. 2.8 125 75.0 1181 |S,US, 33
3/4 | 1725 56 E119880.00 | 640 |56T17DRS70002A3 29 | 208-230/460 | Auto. 2.8 125 81.1 12.04 |S, US, 33
= 1 3450 56 E114192.00 | 543 | C6T34DR35 24 230/460 None 3.2 125 77.0 10.82 |S, US
g o 1 3450 56 E113895.00 | C/A | 627 |A6T34DR44 25 230/460 Auto. 3.2 125 77.0 10.82 | S, US, 33
5 % 1 1725 56 110052.00 v 591 | C6T17DR1 23 | 208-230/460 | None 4.2 1.15 78.5 131 |S,US
% S 1 1725 56 E110052.00 | 765 | C6T17DR37 24 230/460 None 32 1.15 83.5 13.32 |S, US
E 1 1725 56H 111311.00 V 665 |ABT17DR11 27 | 208-230/460 | Auto. 4.2 1.15 78.5 131 |S,US, 33
1 1725 56H E111311.00 | + 780 | ABT17DR63 30 230/460 Auto. 32 1.15 83.5 13.82 | S, US, 33
112 | 3450 56H 114194.00 | C/A | 660 |[C6T34DR36 31 230/460 None 4.2 1.15 81.5 182 |S,US
11/2| 3450 56H | E114194.00 | C/A | 782 |C6T34DR3 31 230/460 None 4.0 1.15 84.0 12.82 |S, US
%" ” 11/2| 3450 56H 113896.00 \J 711 | A6T34DR31 29 230/460 Auto. 4.2 1.15 815 11.82 |S, US, 33
% § 11/2| 3450 56H | E113896.00 | 795 | U6T34DR43 32 230/460 Auto. 4.0 1.15 84.0 12.32 | S, US, 33
§ § 11/2| 1725 56H 110433.00 N 701 | C6T17DR4 32 230/460 None 5.6 1.156 78.5 11.81 |[S, US
o 11/2| 1725 56H | E110433.00 | 820 |C6T17DR38 33 230/460 None 4.8 1.15 86.5 13.82 |S, US
11/2| 1725 56H 113846.00 N 705 | A6T17DR25 29 230/460 Auto. 5.6 1.15 78.5 11.81 |S, US, 33
11/2| 1725 56H | E113846.00 | + 838 | AGT17DR47 32 230/460 Auto. 48 1.156 86.5 1432 | S, US, 33
o 2 3450 56H 114196.00 | C/A | 766 |C6T34DR37 36 | 208-230/460 | None 5.6 1.15 82.9 12.32 | S, US
8 2 3450 56H | E114196.00 | + 865 | C6T34DR38 37 230/460 None 4.8 1.15 85.5 13.82 |S, US
DC- g 2 3450 56H 113897.00 V 825 | ABT34DR32 39 | 208-230/460 | Auto. 5.6 1.15 82.9 12.32 | S, US, 33
.8 ° 2 3450 56H E113897.00 | 879 | ABT34DR42 42 230/460 Auto. 4.8 1.15 85.5 1432 |S, US, 33
% = 2 1725 56H 114197.00 V 739 | C6T17DR29 37 230/460 None 6.2 1.15 78.5 1231 |S, US
b 2 1725 56H E114197.00 | 902 |C6T17DR39 38 230/460 None 5.8 1.15 86.5 1432 |S, US
2 1725 56H 113847.00 V 825 | A6T17DR26 34 230/460 Auto. 6.2 1.15 78.5 12.31 |S, US, 33
2 1725 56H E113847.00 | 916 | A6T17DR48 36 230/460 Auto. 5.8 1.15 86.5 15.32 | S, US, 33
) 3 3450 | 56HZ | 113926.00 V 814 | U6T34DR33 40 230/460 Auto. 76 1.00 84.0 13.19 | S, US, 33
= % 3 1725 | 56HZ | 116593.00 V 886 | ABT17DR33 47 230/460 Auto. 8.6 1.15 82.5 14.19 | S, US, 33
g > Green items are Premium Efficient ¥ Note listing on inside back flap
2 %‘ “E” prefix items comply with SMR 2015 Specifications are subject to change without notice
(@)
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Three Phase ODP Motors
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F2 Conduit Box Mount Motors - General Purpose =
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Three Phase - ODP - Rigid Base
SYN % App. Over- F L. “c
RPM | NEMA Catalog Ie} List Wat. load | Amps @ | Service Dim. 8 %’
HP | 60 Hz | Frame Number ) Price | Model Number (Ibs) Voltage Prot. 230V Factor | (Inches) | ® Notes T Q
3 1800 1827 132232.00 V 873 | C182T17DB57 75 230/460 72 1.15 89.5 13.70 |S, MX g %
5 1800 184T 132233.00 C/A 969 | C184T17DB77 86 230/460 12.8 115 89.5 1470 |S, MX o &3:_
71/2| 1800 213T 140831.00 | C/A | 1,216 | C213T17DB14 133 230/460 20.6 115 91.0 16.30 |S, MX @ @
Green items are Premium Efficient ¥ Note listing on inside back flap
C/A - Check Availability Specifications are subject to change without notice

SIOJO|N D431
aseyd o|buis

Three Phase - Automatic Overload Protected Motors

General Specifications:

e General purpose

e Automatic reset protection

e Not for use with variable frequency inverters
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Three Phase - Drip-Proof - Rigid Base

|

m =

SYN % App. Over E L. “c ("% @

RPM | NEMA | Catalog S List Wagt. load [ Amps @ | Service | % FL. Dim. = @

HP | 60 Hz | Frame | Number @ | Price | Model Number | (Ibs) Voltage Prot. 230V | Factor | Eff. | (Inches) | ¥ Notes =

=+

3 1800 182T 132234.00 v | 1,036 | U182T17DB61 58 230/460 Auto 8.4 115 86.5 12.69 |S, MX 8 e

5 1800 1847 132235.00 | C/A | 1,163 | U184T17DB82 78 230/460 Auto 13.2 115 875 13.69 | S, MX

Green items are Premium Efficient ¥ Note listing on inside back flap
C/A - Check Availability Specifications are subject to change without notice
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