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BERRIDGE COLOR FINISHES

Berridge Manufacturing
Co.

STANDARD COLORS

% H PARCHMENT

53

% H BUCKSKIN

B AGED BRONZE ‘< HSHASTA WHITE X HFOREST GREEN - HPATINA GREEN % H SIERRA TAN

. '

*EMEDIUM BRONZE *ECHARCOAL GREY * HHEMLOCK GREEN 7k BRISTOL BLUE % H TERRA-COTTA

2 '-

% DARK BRONZE % HZINC GREY % HARTFORD GREEN % ROYAL BLUE % HCOLONIAL RED
‘
%l COPPER BROWN % MATTE BLACK % TEAL GREEN % H BURGUNDY Y B DEEP RED

METALLIC COLORS*

* Berridge Metallic Colors are premium finishes which require a nominal surcharge.

PREMIUM COLORS*

* These Berridge Premium Colors require a nominal surcharge.

’ 74

 ENATURAL WHITE AWARD BLUE *ECHAMPAGNE % HECOPPER-COTE™ 'l ANTIQUE
' o G B ‘ COPPER-COTE

Berridge Satin Finish
Galvalume® is pretreated to 77
remove mill oils, chemicals and

residue and coated on the back

side toinhibit corrosion. Thetop

side receives a clear plastic

strippable film.

X SATIN FINISH % M ZINC-COTE™ % B LEAD-COTE™ > HPREWEATHERED
o~ GALVALUME® GALVALUME®
CRRC B Complies with LEED® 2.2 requirements for roof slopes greater than 2:12 as of printing date i BN |
WGl g Y Complies with Energy Star requirements for roof slopes greater than 2:12 as of printing date ‘“""ﬂ PARTNER
MEMAER Standard material gauge: 24 ga. (0.60mm)

Due to limitations of the printing process, colors shown above may not be
preciserepresentations of actual Berridge colors. Request a Berridge
Color Guide or metal color samples by contacting Berridge.



