Fountain Delivery Checklist

enix
precast
ducts INVOICE#

3FET MINIMUM ACCESS ALL THE WAY TO AND AROUND THE FOUNTAIN

SOLID PATH TO FOUNTAIN SETUP AREA (No loose river rock to move through)

STEPS / STEEP SLOPES / ELEVATION CHANGE

DD%
DD%

Description:

|:| |:| OBSTACLES / OBSTRUCTIONS (A/C Unit, Narrow Path, Landscaping Elements)
Description:

|:| |:| SAND FOR BASIN, FOUNTAIN PAD, OR FOUNTAIN PAVER (Circle one)

Describe surface type:

ELECTRICAL PLUG WITHIN 12 FEET OF FOUNTAIN (6 feet on smaller fountains)

CUSTOMER GIVEN FOUNTAIN PACKET

ADD-ON RESALE ITEMS SUPPLIED (Circle any)

LIGHT-KIT, FOUNTAIN REMOTE, FOUNTAIN TIMER

FLOAT AUTO-LEVELER SUPPLIED (See diagrams below)
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1/2" PVC
24" TALL

CENTERED TO PEDESTAL ' 1/2" PVC
(OUTSIDE BASIN)

(1/2" PVC connection with a shutoff valve & city approved backflow prevention device.)

| understand and accept the policies stated on this checklist.

Signature:

Date:
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