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CIVIL AVIATION ADMINISTRATION OF CHINA (CAAC)

HEAZVF AT LE

MAINTENANCE ORGANIZATION CERTIFICATE

445 /No. F06400241

B4 B/ NAME OF ORGANIZATION :
Pratt & Whitney Air New Zealand Services - Christchurch Engine Centre
i b3k / BUSINESS ADDRESS

115 Orchard Road Christchurch 8544 New Zealand

SWE, BRSSP ERAMEHEE 145 MAER, w70 T A5 405 T
Upon finding that the organization complies with the requirements of CHINA CIVIL AVIATION
REGULATION(CCAR) Part 145, the above organization is adequate to accomplish maintenance

of the following ratings:

Powerplant Maintenance
Component Maintenance
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This certificate, unless cancelled, suspended, or revoked, shall continue in effect until:

2024-12-31

JAH$%# / FOR THE ADMINISTRATOR OF CAAC

A7 /SIGNATURE:
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HH 44/POSITION:

Deputy Director General of FSD
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LIMITATION OF MAINTENANCE ITEMS

PR % /LIMITATION:
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Location and items set forth on Maintenance Organization Certificate No. F06400241

is/are limited to the following:

LOCATION: Christchurch
Repair, Overhaul and Modification of following Powerplants:

V2500.

Inspection, Repair, Overhaul and Modification of the following Components:
Hydraulic Power (ATA-29): Limit to 2912 Hydraulic Filter, Main; 2932 Hydraulic Pressure Sensor.
Ice and Rain Protection (ATA-30): Limit to 3000 Ice/Rain Protection System.
Pneumatic (ATA-36): Limit to 3610 Pneumatic Distribution System; 3620 Pneumatic Indicating
System.
Powerplant (ATA-71): Limit to 7110 Engine Cowling System; 7120 Engine Mount Section; 7170
Engine Drains; 7197 Powerplant System Wiring.
Turbine/turboprop Engine (ATA-72): Limit to 7200 Engine (Turbine/Turboprop); 7220 Turbine
Engine Air Inlet Section; 7230 Turbine Engine Compressor Section; 7240 Turbine Engine
Combustion Section; 7250 Turbine Section; 7260 Turbine Engine Accessory Drive; 7261 Turbine
Engine Oil System; 7297 Turbine Engine System Wiring.

(To Be Continued)
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LIMITATION OF MAINTENANCE ITEMS
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Location and items set forth on Maintenance Organization Certificate No. F06400241

is/are limited to the following:

LOCATION: Christchurch (Continued)

Inspection, Repair, Overhaul and Modification of the following Components:
Engine Fuel and Control (ATA-73): Limit to 7310 Engine Fuel Distribution; 7311 Engine Fuel/Oil
Cooler; 7313 Fuel Injector Nozzle; 7314 Engine Fuel Pump; 7320 Fuel Controlling System; 7321 Fuel
Control/Turbine Engines; 7323 Turbine Governor; 7324 Fuel Divider; 7331 Fuel Flow Indicating;
7397 Engine Fuel System Wiring.
Ignition (ATA-74): Limit to 7412 Exciter; 7420 Ignition Harness (Distribution); 7421 Spark
Plug/Igniter; 7497 Ignition System Wiring.
Air (ATA-75): Limit to 7520 Engine Cooling System; 7530 Compressor Bleed Control; 7531
Compressor Bleed Governor; 7532 Compressor Bleed Valve; 7597 Engine Bleed Air System Wiring.
Engine Indicating (ATA-77): Limit to 7720 Engine Temperature Indicating System; 7722 Engine
EGT/TIT Indicating System; 7732 Engine Vibration Analyzer; 7797 Engine Indicating System
Wiring.

(To Be Continued)
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CIVIL AVIATION ADMINISTRATION OF CHINA (CAAC)
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LIMITATION OF MAINTENANCE ITEMS

PR %€ /LIMITATION:
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Location and items set forth on Maintenance Organization Certificate No. F06400241

is/are limited to the following:

LOCATION: Christchurch (Continued)
Inspection, Repair, Overhaul and Modification of the following Components:
Engine Oil (ATA-79): Limit to 7920 Engine Oil Distribution (Airframe Furnished); 7921 Engine Oil

Cooler; 7931 Engine Oil Pressure.
Starting (ATA-80): Limit to 8011 Engine Starter; 8012 Engine Start Valves/Controls.

Detail as listed in CAAC maintenance capability list.
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