
Hose
O.D.
(inch)

.50"

.63"

.75"

.91"
1.04"

Min.
Burst

Pressure
(psi)

1000
1000
1000
1000
1000

Min.
Bend

Radius
(inch)

3.0"
3.0"
5.0"
6.0"
7.0"

Vacuum
Service
(in/Hg)

28
28
28
18
18

Weight
Per
Foot
(lbs.)

.08

.12

.14

.19

.25

Hose
I.D.

(inch)

.25"

.38"

.50"

.62"

.75"

Part
Number

FBN-04
FBN-06
FBN-08
FBN-10
FBN-12

Max.
Oper.

Pressure
(psi)

250
250
250
250
250

Part
Number

2556-4
2556-6
2556-8
2556-10
2556-12

Hose
I.D.

(inch)

.25"

.38"

.50"

.62"

.75"

Hose
O.D.
(inch)

.50"

.62"

.75"

.91"
1.03"

Vacuum
Service
(in/Hg)

28
28
28
18
18

Weight
Per
Foot
(lbs.)

.08

.09

.17

.25

.22

2556 Extra Duty

Part
Number

1525-4
1525-6
1525-8
1525-10
1525-12

Hose
I.D.

(inch)

.25"

.38"

.50"

.62"

.75"

Hose
O.D.
(inch)

.50"

.63"

.75"

.91"
1.03"

Max.
Oper.

Pressure
(psi)

350
300
300
250
250

Min.
Burst

Pressure
(psi)

1400
1200
1200
1000
1000

Min.
Bend

Radius
(inch)

3.0"
3.0"
5.0"
6.0"
7.0"

Vacuum
Service
(in/Hg)

28
28
28
18
18

Weight
Per
Foot
(lbs.)

.06

.10

.13

.18

.20

1525 (647) Textile Coverd

Textile/Rubber Hose Specifications

Max.
Oper.

Pressure
(psi)

350
300
300
250
250

Min.
Burst

Pressure
(psi)

1400
1200
1200
1000
1000

Min.
Bend

Radius
(inch)

3.0"
4.0"
5.0"
6.0"
7.0"

      FC332 AQP
       (FBV Blue Cover or FBN Black Cover)

Construction: Synthetic rubber tube, textile
braid reinforcement, synthetic rubber cover.

Application: For gasoline, fuel and
lubrication oils, air and water. Not
recommended for hydraulic impulse or air
brake applications.

Opperating Temperature Range: -40 f to
+212 f (-40 c to 100 c).

Link to suitable hose end fittings

Construction: Synthetic rubber tube,
textile braid reinforcement, oil and mildew
resistant textile braid cover.
Application: For gasoline, fuel and
lubrication oils, air and water. Not
recommended for hydraulic impulse or air
brake applications.
Opperating Temperature Range: -40 f to
+212 f (-40 c to 100 c).

Link to suitable hose end fittings

Construction: AQP elastomer tube, textile
braid reinforcement, blue AQP elastomer cover.

Application: For gasoline, fuel and
lubrication oils, air and water. Not
recommended for hydraulic impulse or air
brake applications.

Opperating Temperature Range: -40 f
to +300 f (-40 c to 150 c).

Link to suitable hose end fittings

BATBATBATBATBAT     Inc.   7630 Matoaka Road., Sarasota, FL. 34243       (941) 355-0005   fax (941) 355-4683
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Internet Hose Pricing Specials
Below we have listed pricing on the popular hose types, and sizes, we normally stock. Pricing
benefits purchasing in longer bulk lengths.

Textile/Rubber Hose Information
Textile hose incorporates a synthetic rubber inner, one layer of textile braid reinforcement, and synthetic
outer layer. We supply textile hose in two main types. Our Mocal "Moquip" brand, SAE 100 R6, is suited
to most oil plumbing applications with a suggested temperature rating of 250f degrees and a working
pressure of 300 psi. Hose (R6) is designed for use with factory swaged fittings, worm drive or Oetkier
clamps. The other popular hose type is Aeroquip "socketless", push-on", "pushfit", "push-lok" and other
clones. Fittings are simply pushed into the hose, with the hose reinforcing braid woven is such a way
that the grip, on the "fir tree" barb, increases as the force trying to push it out goes up- think Chinese
finger trap. Socketless type hose and fittings have been continually gaining popularity over the last few
years, especially with the introduction of high quality aluminum hose ends in a variety of angles, and
although temperature rated 300f , rare instances of "fitting blow out" under extreme temperatures have
been reported. Extra clamping should be considered where very high temperatures are involved. Hose
and fittings are made to similar specifications, and usually interchangeable between brands. Hose is
generally available in either black or light blue exterior covering.

BATBATBATBATBAT     Inc.   7630 Matoaka Road., Sarasota, FL. 34243       (941) 355-0005   fax (941) 355-4683

Hose
Size I.D.

-4 (.23")
-6 (.34")
-8 (.44")
-10 (.56")
-12 (.69")

Part #

FBN-04
FBN-06
FBN-08
FBN-10
FBN-12

Price $
30 > feet

$4.10
$3.80
$4.10
$5.10
$6.55

Price $
15-29 feet

$4.20
$3.95
$4.30
$5.30
$6.75

Price $
1-14 feet

$4.30
$4.10
$4.50
$5.50
$6.95

Aeroquip FC332 (black cover)

NOTE: FC332 type FBN (black) & FBV (blue) hose are identical other than exterior color.

Aeroquip FC332 (blue cover)

Hose
Size I.D.

-4 (.23")
-6 (.34")
-8 (.44")
-10 (.56")
-12 (.69")

Part #

H1525-04
H1525-06
H1525-08
H1525-10
H1525-12

Price $
30 > feet

$4.25
$5.00
$5.05
$5.35
$6.90

Price $
15-29 feet

$4.50
$5.20
$5.35
$5.65
$7.15

Price $
1-14 feet

$4.75
$5.40
$5.65
$5.95
$7.35

Aeroquip 1525 (black cover)
Price $

30 > feet

$3.65
$4.45
$5.20

Price $
15-29 feet

$3.90
$4.95
$5.80

Price $
1-14 feet

$4.15
$5.50
$6.45

Part #

ATRH1
ATRH2
ATRH3

Hose
Size I.D.

1/2"
5/8"
3/4"

Mocal SAE 100 R6 Hose

Hose
Size I.D.

-4 (.23")
-6 (.34")
-8 (.44")
-10 (.56")
-12 (.69")

Part #

FBV-04
FBV-06
FBV-08
FBV-10
FBV-12

AQP 1525 (now 647) is popular with vehicle re-
storers as it's black, abrasion resistant, textile
braid cover is oil and mildew resistant and has a
vintage look similar to hose of the classic era.

Many classic and vintage European produced cars
utilize R6 type rubber hose which is compatible with
most push-fit hose fittings, however some type of
clamp or swage ferrule is recommended.

Prices subject to change without notice.

Back to HOME

We assemble custom hoses.
             Call for quote.

Price $
30 > feet

$4.85
$5.35
$6.05
$7.60
$9.65

Price $
15-29 feet

$5.10
$5.60
$6.30
$7.85
$9.90

Price $
1-14 feet

$5.35
$5.85
$6.55
$8.10
$10.15

https://www.batinc.net/


Aluminum Hose Finishing (Pro) Clamps
-AN size   I.D.      part # price $

   -6AN  5/8"       PRO6 $3.95
   -8AN 11/16"    PRO8 $4.25
   -10AN  7/8"       PRO10 $4.50
   -12AN    1"        PRO12 $5.00

Hose end finishing clamps (Pro Clamps) add cosmetic
appeal and keep braided hose from fraying when used with
push-on hose connections. Aluminum housing retains a
stainless worm-drive clamp. Supplied in BLACK or RED.

Aviation quality aluminum cushion (Adel) clamps help keep
everything tidy and in place. Perfect for mounting hose or
tubing where you need it and not in harms way.

Aluminum Cushion (Adel) Clamps

Aluminum Hose Wrench Set

Here's an economical 6 piece (-3, -6, -8, -10, -12, -16AN)
hose wrench set made from 6061 aluminum alloy. Wrenches
are designed to tighten the female attaching "B-nut" connection
without damaging the finish. Usually supplied in RED.

Aluminum Vice Inserts (Vice Jaws)

Sizes part # price $

Set of 6 HWSE $47.50

Adjustable Aluminum Hose Wrench

BATBATBATBATBAT     Inc.   7630 Matoaka Road., Sarasota, FL. 34243       (941) 355-0005   fax (941) 355-4683

Hose Accessories & Tools
The right accessory, or tool, will always simplify a job; we stock a variety of products to aid assembly and
make for a "clean" installation.

Prices subject to change without notice.

Back to HOME

-AN size   I.D.      part # price $

   -4AN   3/8"      AC375  $0.60
   -6AN  9/16"     AC625  $0.65
   -8AN 11/16"    AC687  $0.75
   -10AN  3/4"       AC750  $0.80
   -12AN    1"       AC1000  $0.80
   -16AN 1 1/4"     AC1250  $1.10
   -20AN 1 7/16"   AC1400  $1.35

Special vice inserts featuring extra strong megnets, protect
expensive hose ends during assembly. Here is another case
of, "having the right tool makes all the difference." Usually
supplied in RED OR BLACK. Now with stronger magnets!

Sizes part # price $

-3 to -16 HW-AJ $39.50

Since it's adjustable, this wrench fits both attachment and
assembly nuts on all brands and sizes between -3AN and
-12AN sizes. Usually supplied in RED.

Sizes part # price $

Pair (2) AVJ1R $19.90

https://www.batinc.net/
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We assemble custom hoses.
             Call for quote.

This is the type tool we use around the shop to make hose
cutting fast, precise and easy. Available in two sizes: small
(14") for up to 10AN and large (24") will cut all sizes up to
-20AN.

Hose/Cable Cutters

Description       part # price $

Cutter Small         HCC1 $38.90
Cutter All Size       HCC2 $60.95

Aluminum Hose Wrenches
Description       part # price $

-3AN Wrench HW-3   $9.25
-4AN Wrench HW-4 $10.00
-6AN Wrench HW-6 $11.75
-8AN Wrench HW-8 $12.50
-10AN Wrench HW-10 $13.75
-12AN Wrench HW-12 $14.50
-16AN Wrench HW-16 $19.15
-20AN Wrench HW-20 $21.80
Wrench Set (6 pc) HWST-6 $62.50
(-3AN to -12AN sizes)

Traditional round hole style -AN wrenches are available as
singles, or in a set. Wrenches are designed to tighten the
female attaching "B-nut" connection without damaging the
finish. Corresponding size is machined at head. Color varies
depending on size.

Assembly Wrench Set

Description         part # price $

Assy Wrench Set    HWSA $69.75

The perfect -3 ot -20 size -AN wrench set with both "B" nut
and socket nut sizes to fit most popular brand fittings for
easy hose end assembly. Flip to the "B" nut side to connect
to -AN male. Wrenches are precision cut, anodized (red)
aluminum.

Hose Joiner Barb to Barb (Brass)

     Barb Barb part #

      1/4" 1/4" HM4-4
      3/8" 3/8" HM6-6
      5/16" 3/8" HM5-6
      5/16" 1/2" HM5-8
      1/2" 1/2" HM8-8
      5/8" 5/8" HM10-10
      3/4" 3/4" HM12-12

Used to mend or join two pieces of hose together with clamp.

Accessories & Tools (continued)
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Accessories & Tools (continued)
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Prices subject to change without notice.

Oetiker Clamps (2 Ear)

Oetiker 2-Ear Clamps add an additional degree of security
and to any push-on barbed fitting connection. Far superior to
worm-drive clamps, Oetiker clamps "ears" maintain the seal
through changes in pressure, temperature and time - plus
they are tamper-proof and never need to be retightened. Oeitker
clamps are designed for use with light or heavy barb fittings.
Special pliers (listed above) are used to cripe "ears". Clamps
are available for 1/4", 3/8", 1/2", 5/8" and 3/4" hose (range of
size in parentheses) Zinc plated mild steel - sold each.

   Description            part #   price $

1/4" Hose (.51 - .59") HC4-2      .65c
3/8" Hose (.59 - .71") HC4-3      .65c
1/2" Hose (.75 - .87") HC4-5      .85c
5/8" Hose (.87 - .98") HC4-6      .90c
3/4" Hose (1.10-1.22") HC4-8     $1.15

Oetiker Clamps (Single Ear)

Similar in concept and function to the 2-ear type, Oetiker
single ear clamps "interlock" can be separated so clamp can
be fitted around existing hoses (radial installation) prior to
closure. Tongue and groove design assures hose is not
damaged as clamp is tightened. Stainless steel construction
w/ 7mm band. clamps are available for 1/4", 3/8", 1/2", 5/8"
and 3/4" hose (range of size in parentheses).

   Description                part #     price $

 9.8 - 12.3mm (.38" - .48") OET12.3 .70c
12.8 -15.3mm (.50 - .60") OET15 .75c
(for 1/4" hose)
14.5 -17.0 (.57 - .66") OET17 .75c
(for 5/16" hose)
14.8-18mm (.58 - .70") OET18 .75c
(for 3/8" hose)
19.4-22.6mm (.76 - .89") OET22 .75c
(for 1/2" hose)
22.4-25.6mm (.88 - 1.0") OET25.6 .85c
(for 5/8" hose)
25.4-28.6mm (1.0 -1.125") OET28.6 .85c
(for 3/4" hose)
26.9-30.1mm (1.05 -1.185") OET30.1 .85c
28.4-31.6mm (1.11 -1.24") OET31.6 .85c
29.9-33.1mm (1.17 -1.30") OET33.1 .85c
32.9-36.1mm (1.29 -1.41") OET36.1 $1.20
36.4-39.6mm (1.43 -1.55") OET36.1 $1.20
39.3-42.5mm (1.54 -1.67") OET42.5 $1.20
40.8-44mm (1.60 -1.73") OET44 $1.25
46.8-50.0mm (1.84 -1.96") OET50 $1.30

Plier Set (Knipex) HCP-1     $32.45
Plier Set (Oetiker) HCP-1X     $24.45

Oetiker Clamp Tools

These high quality front jaw ear clamp pliers make installing
Oetiker clamps easy.

https://www.batinc.net/


Accessories & Tools (continued)
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Silicone self-
bonding, fire &
water resistant
tape for sealing
end cuts.

Fire Foil Heat Sleeve

FireFlex silicone jacketed fiberglass sleeving is the choice of
professionals in motor racing and other industries where protec-
tion from constant temperatures approaching 500°F is manda-
tory. In aviation, almost every engine - turbine, turboprop or pis-
ton; civilian and military - uses FireFlex to protect critical hoses
and wiring in the event of an engine compartment fire.

FireFlex fiberglass/silicone sleeving is engineered to protect
plumbing (hoses), cables and wire harnesses from damage due
to exposure to extreme heat, open flame, molten splash and
welding sparks. The thick, high temperature fiberglass sleeve is
jacketed with a non-permeable, heavy silicone coating that is
flexible enough to follow tight radius curves, resists all automo-
tive chemicals and solvents, and provides a substantial level of
abrasion and puncture protection.

FireFlex is completely non-conductive, will not melt, delaminate,
become brittle or support combustion under normal conditions,
and provides a professional level solution to thermal protection
needs in any application.

Fire Foil High Temperature Heat Sleeve

Fire Foil is a very lightweight fiberglass sleeve laminated to a
mylarized aluminum surface that provides radiant heat protection
to 800 degrees Fahrenheit. The mylar surface  also resists
abrasion and engine/brake fluids. Product is sold by the foot in
size that corresponds with O.D. of -AN hose. Fire Foil is not
expandable and should be slipped over hose prior to assembly.
Alternatively the seem can be cut and sleeve can be used as a
wrap being secured by tape or ties.

Additional price discounts apply for quantities over 30, 50 and
100 feet (each size). Diameters of up to 4" i.d. are available as
special order (inquire with size requirement for price).

FireFlex Heat Sleeve (black)

Silicone Bonding Tape (black)
 Description       part # price $

36 foot roll FFT-R $25.75
1 foot length FFT-1   $1.00

FIREFLEX SPECIFICATIONS:

Chemical Resistance: (1) No Effect, (2) Little Effect

     Size             part #      price $
-3T (1/4" ID) FF-3T $3.15
-4T (3/8" ID) FF-4T $3.55
-4 (1/2" ID) FF-4 $3.95
-6 (5/8" ID) FF-6 $4.45
-8 (3/4" ID) FF-8 $5.90
-10 (7/82" ID) FF-10 $6.55
-12 (1" ID) FF-12 $7.20
-16 (1 1/4" ID) FF-16 $7.85
-20 (1 1/2" ID) FF-20 $8.80

Operating Temperatures: Minimum Continuous -65°F/-54°C,
Maximum Continuous 500°F/260°C  Melt Temperature: 2.048°F/
1,120°C Flammability Rating: Non Flammable Recommended
Cutting: Scissor of Knife Wall Thickness: .072", Abrasion
Resistance: Extermely High

Aromatic Solvents (1), Alipahtic Solvents (1), Chlorinated Solvents
(1), Weak Bases (1), Strong Bases (1), Salt Water (1), Hydraulic Fluid
(1), Lubricating Oil (1), De-Icing Fluid (1), Strong Acids (2), Strong Oxidants (2),
Esters/Keytones (1), UV Light (1),Petroleum (1), Fungus (1), Salts (1).

     Size             part #      price $

-3,-4 (3/8" ID) 320503 $5.60
-6 (5/8" ID) 320506 $6.95
-8 (3/4" ID) 320508 $7.45
-10 (7/82" ID) 320510 $8.20
-12 (1" ID) 320512 $8.85
-16 (1 1/4" ID) 320516 $9.90
-20 (1 1/2" ID) 320520 $10.85



Socketless type hose has no exterior
or interior metal braid and  cuts
easily. Cut hose squarely to length
using a fine tooth hacksaw, cable
shears, pvc cutter, box knife, or cut-
off wheel.

Push-on "Socketless" Hose End Assembly

Allowing hose to warm-up will aid
assembly; leave in sunlight for a time,
or warm some water in the
microwave and place the end of hose
in to soften.

Secure a union in a bench vise and
attatch hose end securely. How union
is mounted in vise will vary depending
on hose angle being fitted.

Lubricate both the fitting tail and hose
interior where they will come together.
Motor oil or liquid soap works well.

Finished end should resemble this.
Hoses with angles at each end can
be "clocked" prior to installation. Grip
hose and fitting firmly, rotate to
proper direction. Hose assembly
should be checked for leakage un-
der normal opperation conditions.

Push and twist the hose over fitting
tail until it is tight behind the hose
finisher. It helps to do this in one
continious motion.

BATBATBATBATBAT     Inc.   7630 Matoaka Road., Sarasota, FL. 34243       (941) 355-0005   fax (941) 355-4683
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We assemble custom hoses.
             Call for quote.

https://www.batinc.net/


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


