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Plain concrete made 
with medium gray 
cement.

WHEN CHOOSING YOUR COLOR. . .

When choosing a color from our chart, keep in mind that the color samples shown on paper are 
an approximation of the final concrete color of broom finished, non-cured concrete with a 0.45 
water to cementitious ratio and made with a medium gray cement (see color chip). Concrete has 
a natural variation in appearance similar to marble, granite and wood. The in-place concrete will 
be affected by the concrete mixture including materials selected, finishing techniques, curing & 
sealing methods as well as other factors such as weather conditions.



                 CAUTION
Sample panels best represent the in-place appearance, therefore they are strongly recommended. These panels are 
the best method of ensuring that the final in-place concrete will not only be the correct color choice, but also the finish 
that will meet the owner’s expectations. Since concrete takes 28 days to cure, reviewing sample panels prior may not 
represent the final cured appearance.

For additional information, visit cemstone.com to view Cemstone’s Concrete Flatwork Guidelines and go to the Decorative 
Concrete Information Center.
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Liquid Coloring for Decorative Concrete



APPLICATIONS

Cemstone’s liquid color admixtures are 
suitable for cast-in-place concrete including 
such applications as driveways, sidewalks, 
pool decks, outdoor living space, interior 
architectural décor, streetscapes, pervious 
concrete and LIQUIDFILL®- flowable fill for 
colored utility applications.

COLOR YOUR WORLD

Cemstone’s integral color is an easy and 
affordable way to personalize your concrete 
and add value to your property. 

It compliments any exterior or interior 
application, accentuates your landscaping by 
adding texture and vibrancy to your concrete. 

The possibilities are endless!
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