


EC cores EC11B

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 1.24 mm
-1

Ve effective volume 174.93 mm
3

le effective length 14.70 mm

Ae effective area 11.90 mm
2

Amin minimum area 10.30 mm
2

Wt mass of core set ≈1.1 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 1900±25%
DMR44 1900±25%

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃
─ ≤0.136
─ ≤0.113



EC cores EC13A1

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.88 mm
-1

Ve effective volume 348.25 mm
3

le effective length 17.5 mm

Ae effective area 19.9 mm
2

Amin minimum area 19.2 mm
2

Wt mass of core set ≈ 1.3 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 1600±25%
DMR44 1600±25%

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃
─
─

≤0.20
≤0.18



EC cores EC14.5

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 1.01 mm
-1

Ve effective volume 340.38 mm
3

le effective length 18.60 mm

Ae effective area 18.30 mm
2

Amin minimum area 17.35 mm
2

Wt mass of core set ≈1.8 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR24 1300±25%
DMR40 1500±25%
DMR44 1500±25%
DMR95 2150±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR50B 1000 ≤0.09 ─
DMR55 1280 ≤0.11 ─

≤0.26
─

CORE LOSS(W)

f=100kHz
B=200mT
T=100℃

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃

─
─

GRADE

B(mT)

─ ≤0.22
≤0.22

─
─

≤0.31



1.01 18.60 18.30 1.8



EC cores EC20B

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.42 mm
-1

Ve effective volume 1476.57 mm
3

le effective length 24.90 mm

Ae effective area 59.30 mm
2

Amin minimum area 55.0 mm
2

Wt mass of core set ≈8.1 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 4100±25%
DMR44 4100±25%
DMR95 4800±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 3800±25% ≤0.45 ─≥340

GRADE

B(mT) CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤0.81

≥320
≥320

≤0.11
≤0.89

≥340



EC cores EC20B3

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.56 mm
-1

Ve effective volume 1975.4 mm
3

le effective length 33.2 mm

Ae effective area 59.5 mm
2

Amin minimum area 55.0 mm
2

Wt mass of core set ≈10.5 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 3200±25%
DMR44 3200±25%
DMR90 3200±25%
DMR95 3700±25%

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤1.08

≥320
≥320

≤1.42
≤1.16

≥340
≤1.20≥375



EC cores EC21

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.58 mm
-1

Ve effective volume 2748.00 mm
3

le effective length 40.00 mm

Ae effective area 68.70 mm
2

Amin minimum area 63.62 mm
2

Wt mass of core set ≈7.5 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 3400±25%
DMR44 3400±25%
DMR90 2900±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 3000±25% ≤0.88 ─≥375

GRADE

B(mT) CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤1.65

≥320
≥320

≤1.92
≤1.51

≥375



Administrator
文本框
HT=8.5mm 
Max.

Administrator
线条



EC cores EC25D14

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.41 mm
-1

Ve effective volume 4130.0 mm
3

le effective length 41.3 mm

Ae effective area 100.0 mm
2

Amin minimum area 95.0 mm
2

Wt mass of core set ≈22.2 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR47 4800±25%
DMR95 5500±25%

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤2.27
≥340 ≤2.10
≥340



EC cores EC25D7

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.36 mm
-1

Ve effective volume 3082.0 mm
3

le effective length 33.5 mm

Ae effective area 92.0 mm
2

Amin minimum area 82.8 mm
2

Wt mass of core set ≈16.1 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 5400±25%
DMR44 5400±25% ≤1.62

≥320 ≤1.93
≥320

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃



EC cores EC26B1

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.48 mm
-1

Ve effective volume 5047.0 mm
3

le effective length 49.3 mm

Ae effective area 103.0 mm
2

Amin minimum area 98.2 mm
2

Wt mass of core set ≈24.0 g

Characteristice

AL(nH/N
2
)

f=10KHz
U=0.25V

DMR40 3900±25%
DMR44 3900±25%
DMR47 4500±25%
DMR90 3800±25%

≥320
≥320
≥340
≥375

CORE LOSS(W)

f=100KHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

≤2.93

T=100℃
≤2.88
≤2.64
≤2.10



EC cores EC28

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.74 mm
-1

Ve effective volume 5516.42 mm
3

le effective length 63.7 mm

Ae effective area 86.6 mm
2

Amin minimum area 77.0 mm
2

Wt mass of core set ≈28.6 g

Characteristice

AL(nH/N
2
)

f=10KHz
U=0.25V

DMR24 2500±25%
DMR40 2800±25%
DMR44 2800±25%
DMR47 2800±25%
DMR95 3800±25%
DMR90 2700±25%

AL(nH/N
2
)

f=10KHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 2400±25% ≤1.77 ─

≥375

≤3.00
≤2.72

CORE LOSS(W)

f=100KHz
B=200mT
T=100℃
≤3.72

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

≥340

≥340
≤3.50

≥320
≥320
≥340

≥375
≤3.03

CORE LOSS(W)

≤3.40



EC cores EC28B

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.87 mm
-1

Ve effective volume 6393.60 mm
3

le effective length 74.90 mm

Ae effective area 86.40 mm
2

Amin minimum area 77.00 mm
2

Wt mass of core set ≈34.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR24 2400±25%
DMR40 2600±25%
DMR44 2600±25%
DMR47 2700±25%
DMR95 3600±25%
DMR90 2500±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 2300±25% ≤2.05 ─

≥375
≤4.08
≤3.57
≤2.91

B(mT) CORE LOSS(W)

≥340

≥340
≤4.25

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃
≤4.42

≤3.57

GRADE
H=250A/m
f=25kHz
T=100℃

≥320
≥320
≥340

≥375



EC cores EC29A

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.91 mm
-1

Ve effective volume 6393.60 mm
3

le effective length 75.60 mm

Ae effective area 83.10 mm
2

Amin minimum area 76.97 mm
2

Wt mass of core set ≈32.2 g

Characteristice

AL(nH/N
2
)

f=10KHz
U=0.25V

DMR40 2500±25%
DMR44 2500±25%
DMR95 3000±25%
DMR90 2400±25%

CORE LOSS(W)

f=100KHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤3.55

≥320
≥320

≥375

≤3.87
≤3.55

≥340
≤3.71



EC cores EC29G

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.93 mm
-1

Ve effective volume 6414.72 mm
3

le effective length 77.10 mm

Ae effective area 83.20 mm
2

Amin minimum area 76.97 mm
2

Wt mass of core set ≈31.7 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 2400±25%
DMR44 2400±25%
DMR47 2500±25%
DMR95 3100±25%

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤3.01

≥320
≥320

≥340

≤3.81
≤3.49

≥340
≤3.49



EC cores EC30

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.91 mm
-1

Ve effective volume 5552.91 mm
3

le effective length 71.10 mm

Ae effective area 78.10 mm
2

Amin minimum area 71.00 mm
2

Wt mass of core set ≈30.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR24 2200±25%
DMR40 2400±25%
DMR44 2400±25%
DMR47 2600±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 1700±25% ≤1.78 ─≥340

GRADE

B(mT) CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃
≥375 ≤3.90

≤2.85

≥320
≥340

≤3.60
≤3.30

≥340



EC cores EC30B

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.43 mm
-1

Ve effective volume 4968.00 mm
3

le effective length 46.00 mm

Ae effective area 108.00 mm
2

Amin minimum area 90.00 mm
2

Wt mass of core set ≈27 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 5000±25%
DMR44 5000±25%
DMR95 6500±25% ≤2.73

≥320
≥340

≤3.24
≤2.84

≥340

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃



0.43 46.00 108.00 27.0



EC cores EC34A

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.82 mm
-1

Ve effective volume 7751.25 mm
3

le effective length 79.50 mm

Ae effective area 97.50 mm
2

Amin minimum area 91.60 mm
2

Wt mass of core set ≈39.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 2700±25%
DMR44 2700±25%
DMR47 2700±25%
DMR95 3500±25%

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤3.90

≥320
≥340

≥340

≤4.80
≤4.40

≥340
≤4.40



EC cores EC34C

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.82 mm
-1

Ve effective volume 7750.30 mm
3

le effective length 79.90 mm

Ae effective area 97.00 mm
2

Amin minimum area 91.60 mm
2

Wt mass of core set ≈41.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR24 2200±25%
DMR40 2700±25%
DMR44 2700±25%

≥375
≥320
≥340

≤4.92
≤4.10

≤5.04

CORE LOSS(W)

f=100kHz
B=200mT
T=100℃

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)



EC cores EC35B

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.84 mm
-1

Ve effective volume 9973.50 mm
3

le effective length 91.50 mm

Ae effective area 109.00 mm
2

Amin minimum area 100.30 mm
2

Wt mass of core set ≈53.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 2800±25%
DMR44 2800±25%
DMR47 3000±25%
DMR95 3500±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 2300±25% ≤3.2 ─≥340

GRADE

B(mT) CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤5.28

≥320
≥320

≥340

≤6.36
≤5.60

≥340
≤5.60



EC cores EC35B6

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.82 mm
-1

Ve effective volume 9973.5 mm
3

le effective length 90.6 mm

Ae effective area 111.0 mm
2

Amin minimum area 100.0 mm
2

Wt mass of core set ≈53.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 2800±25%
DMR44 2800±25%
DMR47 3000±25%
DMR95 3500±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 2300±25% ≤3.20 ─

≤5.28

≥320
≥320

≥340

≤6.36
≤5.6

≥340
≤5.6

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≥340

GRADE

B(mT) CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃



EC cores EC35C

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.82 mm
-1

Ve effective volume 10056.6 mm
3

le effective length 90.6 mm

Ae effective area 111.0 mm
2

Amin minimum area 100.3 mm
2

Wt mass of core set ≈50.8 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 3000±25%
DMR44 3000±25%
DMR47 3100±25%
DMR95 3800±25%

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤4.83

≥320
≥320

≥340

≤6.10
≤5.60

≥340
≤5.53



EC cores EC35J

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.87 mm
-1

Ve effective volume 9773.20 mm
3

le effective length 92.20 mm

Ae effective area 106.00 mm
2

Amin minimum area 100.00 mm
2

Wt mass of core set ≈51.4 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 2800±25%
DMR44 2800±25%
DMR47 3000±25%
DMR95 3500±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 2300±25% ≤3.20 ─≥340

GRADE

B(mT) CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤5.28

≥320
≥320

≥340

≤6.36
≤5.60

≥340
≤5.60



EC cores EC36

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.86 mm
-1

Ve effective volume 10556.10 mm
3

le effective length 95.10 mm

Ae effective area 111.00 mm
2

Amin minimum area 100.30 mm
2

Wt mass of core set ≈54.1 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 2900±25%
DMR44 2900±25%
DMR47 3000±25%
DMR95 3500±25%

≤5.19

≥320
≥320

≥340

≤6.50
≤5.49

≥340
≤5.49

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃



EC cores EC39A

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.78 mm
-1

Ve effective volume 13699.0 mm
3

le effective length 103.0 mm

Ae effective area 133.0 mm
2

Amin minimum area 128.7 mm
2

Wt mass of core set ≈70.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 3000±25%
DMR44 3000±25%
DMR47 3200±25%
DMR95 3800±25%

≤6.65

≥320
≥320

≥340

≤8.40
≤7.70

≥340
≤7.70

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃



EC cores EC40B

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.66 mm
-1

Ve effective volume 14548.4 mm
3

le effective length 98.3 mm

Ae effective area 148.0 mm
2

Amin minimum area 136.7 mm
2

Wt mass of core set ≈78.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 3400±25%
DMR44 3400±25%
DMR47 3500±25%
DMR95 4000±25%

≤7.41

≥320
≥320

≥340

≤9.36
≤8.58

≥340
≤8.20

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃



EC cores EC42B

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.50 mm
-1

Ve effective volume 19641.3 mm
3

le effective length 98.7 mm

Ae effective area 199.0 mm
2

Amin minimum area 188.7 mm
2

Wt mass of core set ≈99.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 4550±25%
DMR44 4550±25%
DMR47 4950±25%
DMR95 5600±25%
DMR90 3950±25% ≥375 ≤11.78

CORE LOSS(W)

f=100kHz
B=200mT
T=100℃

≤9.41

≥320
≥320

≥340

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

≤12
≤10.9

≥340
≤10.8



EC cores EC42C

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.47 mm
-1

Ve effective volume 25974.0 mm
3

le effective length 111.0 mm

Ae effective area 234.0 mm
2

Amin minimum area 229.6 mm
2

Wt mass of core set ≈127.3 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 4500±25%
DMR44 4500±25%
DMR95 5900±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 3500±25% ≤7.8 ─≥340

GRADE

B(mT) CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃
≥320
≥320
≥340

≤15.25
≤14.00
≤14.30



EC cores EC42D

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.58 mm
-1

Ve effective volume 17230.8 mm
3

le effective length 99.6 mm

Ae effective area 173.0 mm
2

Amin minimum area 170.0 mm
2

Wt mass of core set ≈86.5 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 4000±25%
DMR44 4000±25%
DMR47 4200±25%
DMR95 5500±25%

≤8.27

≥320
≥320

≥340

≤10.38
≤9.52

≥340
≤9.48

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃







EC cores EC46A

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.60 mm
-1

Ve effective volume 20240.0 mm
3

le effective length 110.0 mm

Ae effective area 184.0 mm
2

Amin minimum area 183.9 mm
2

Wt mass of core set ≈101.7 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 3700±25%
DMR44 3700±25%

≥320
≥320

≤12.20
≤11.19

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃



EC cores EC48

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.37 mm
-1

Ve effective volume 20381.4 mm
3

le effective length 87.1 mm

Ae effective area 234.0 mm
2

Amin minimum area 225.1 mm
2

Wt mass of core set ≈105 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 5400±25%
DMR44 5400±25%

CORE LOSS(W)

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

f=100kHz
B=200mT
T=100℃

≥320 ≤11.55
≥320 ≤12.60



EC cores EC48B

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.40 mm
-1

Ve effective volume 25553.00 mm
3

le effective length 101.00 mm

Ae effective area 253.00 mm
2

Amin minimum area 243.30 mm
2

Wt mass of core set ≈130.2 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 5700±25%
DMR44 5700±25%
DMR47 5800±25%
DMR95 6300±25%

AL(nH/N
2
)

f=10kHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 5500±25% ≤8.18 ─≥340

GRADE

B(mT) CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤13.02

≥320
≥320

≥340

≤15.63
≤14.33

≥340
≤14.06



EC cores EC49

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.50 mm
-1

Ve effective volume 28084.0 mm
3

le effective length 119.0 mm

Ae effective area 236.0 mm
2

Amin minimum area mm
2

Wt mass of core set ≈148 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 4600±25%
DMR44 4600±25%

≥320
≥320

≤6.10
≤5.60

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃



EC cores EC49A

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.49 mm
-1

Ve effective volume 29766.0 mm
3

le effective length 121.0 mm

Ae effective area 246.0 mm
2

Amin minimum area 232.4 mm
2

Wt mass of core set ≈152.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 4500±25%
DMR44 4500±25%

≥320
≥320

≤18.24
≤16.72

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃



EC cores EC49B

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.56 mm
-1

Ve effective volume 23896.0 mm
3

le effective length 116.0 mm

Ae effective area 206.0 mm
2

Amin minimum area 204.4 mm
2

Wt mass of core set ≈120 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 4000±25%
DMR44 4000±25%
DMR47 4200±25%
DMR95 5500±25%

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≤11.4

≥320
≥320

≥340

≤14.4
≤13.2

≥340
≤13.1





EC cores EC49F

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.49 mm
-1

Ve effective volume 28917.0 mm
3

le effective length 119.0 mm

Ae effective area 243.0 mm
2

Amin minimum area 223.8 mm
2

Wt mass of core set ≈151.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 4500±25%
DMR44 4500±25%

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃
≥320
≥320

≤18.20
≤16.61



EC cores EC51A1

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.21 mm
-1

Ve effective volume 25798.5 mm
3

le effective length 73.5 mm

Ae effective area 351.0 mm
2

Amin minimum area 314.0 mm
2

Wt mass of core set ≈149.4 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 9500±25%
DMR44 9500±25%
DMR95 14230±25%

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

≥340 ≤15.00

CORE LOSS(W)

f=100kHz
B=200mT
T=100℃

≥320
≥320

≤17.93
≤15.50



EC cores EC54

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.42 mm
-1

Ve effective volume 32804.00 mm
3

le effective length 118.00 mm

Ae effective area 278.00 mm
2

Amin minimum area 274.60 mm
2

Wt mass of core set ≈168.0 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 5000±25%
DMR44 5000±25%

≥320
≥320

≤20.6
≤18.5

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃



EC cores EC54C

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.47 mm
-1

Ve effective volume 35200.00 mm
3

le effective length 128.00 mm

Ae effective area 275.00 mm
2

Amin minimum area 169.00 mm
2

Wt mass of core set ≈179.6 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 5000±25%
DMR44 5000±25%

AL(nH/N
2
)

f=10KHz f=500kHz f=3MHz
U=0.25V B=50mT B=10mT

T=100℃ T=100℃
DMR55 4200±25% ≤11.6 ─

≥320
≥320

≤21.55
≤19.76

CORE LOSS(W)

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃

≥340

GRADE

B(mT) CORE LOSS(W)

H=250A/m
f=25kHz
T=100℃



EC cores EC60

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT

Σ(l/A) core factor(C1) 0.39 mm
-1

Ve effective volume 52256.00 mm
3

le effective length 142.00 mm

Ae effective area 368.00 mm
2

Amin minimum area 360.00 mm
2

Wt mass of core set ≈264.5 g

Characteristice

AL(nH/N
2
)

f=10kHz
U=0.25V

DMR40 6000±25%
DMR44 6000±25%
DMR95 8500±25%

CORE LOSS(W) max

f=100kHz
B=200mT

GRADE
H=250A/m
f=25kHz
T=100℃

B(mT)

T=100℃
≥320
≥320
≥340

≤31.74
≤29.10
≤28.74


