
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

THESE PREMIUM WATER FILTRATION SYSTEMS PROVIDE 
THE FOLLOWING: 

• Removes offensive taste and odor associated with Chlorine, 

Chloramines, Iron, Sulfur and Hydrogen Sulfide 

• Color, Trihalomethanes (THMs) and Volatile Organic 

Compounds (VOCs) removal 

• Combine with softener for complete whole house water 

treatment system 

• Cleaner, safer, better tasting water throughout the home 
 

• Reduce wear and tear and maintenance requirements on 

water appliances 

• Better tasting water for drinking, cooking and ice cubes 
 

• Several media types available to meet treatment goals 
 

 
AQUA WHOLESALE CARBON FILTERS CAN BE PROVIDED 
WITH A CHOICE OF CONTROL VALVES: 

• Clack WS1 family of control valves including Solar Powered 
 

• Pentair/Fleck family of control valves 
 

• Pentair/Fleck Remote Monitoring Technology WIFI Compatible 
 

• Time clock or metered backwash initiation 
 

• User friendly solid state control  programming 
 

• Dependable and reliable automatic  operation 

 
 
 
 
 

10x54 platinum jacket 

Fleck 5600 

 

13x54 black tank 

Fleck 2750 

 
 
 
 
 

10x54 almond jacket 

Clack WS1 

 

9x48 almond tank 

Fleck 5600 sxt 

CARBON FILTERS 

FOR REMOVAL OF TASTE AND ODOR CAUSING CONSTIUENTS 



 
 
 

OPTIONAL SYSTEMS: SELECT BEST SYSTEM FOR YOUR APPLICATION 

Application: Coconut Shell Carbon for Chlorine removal 
 

 
MEDIA (CF) 

 
MEDIA TYPE 

SUPPORT 

GRAVEL 

 
TANK SIZE 

 
OVERALL HEIGHT 

BACKWASH 

FLOWRATE (GPM) 

SHIPPING 

WEIGHT (LBS) 

.5 Coconut Shell 10 Lbs. 8x44 52” 3.5 GPM 40 

1.0 Coconut Shell 25 Lbs. 9x48 56” 4.0 GPM 70 

1.5 Coconut Shell 25 Lbs. 10x54 62” 5.0 GPM 83 

2.0 Coconut Shell 50 Lbs. 13x54 62” 8.0 GPM 132 

2.5 Coconut Shell 50 Lbs. 14x65 73” 10.0 GPM 167 

3.0 Coconut Shell 50 Lbs. 16x76 84” 15.0 GPM 183 

 
Application: Calgon Centaur Coal Base Activated Catalytic Carbon for Chloramines removal 

 
 

MEDIA (CF) 
 

MEDIA TYPE 
SUPPORT 

GRAVEL 

 
TANK SIZE 

 
OVERALL HEIGHT 

BACKWASH 

FLOWRATE (GPM) 

SHIPPING 

WEIGHT (LBS) 

.5 Centaur 10 Lbs. 8x44 52” 3.5 GPM 40 

1.0 Centaur 25 Lbs. 9x48 56” 4.0 GPM 70 

1.5 Centaur 25 Lbs. 10x54 62” 5.0 GPM 83 

2.0 Centaur 50 Lbs. 13x54 62” 8.0 GPM 132 

2.5 Centaur 50 Lbs. 14x65 73” 10.0 GPM 167 

3.0 Centaur 50 Lbs. 16x76 84” 15.0 GPM 183 

 

Application: Combination of Coconut Shell and Centaur Catalytic Carbon for Chlorine & Chloramines removal 
 

 
MEDIA (CF) 

 
MEDIA TYPE 

SUPPORT 

GRAVEL 

 
TANK SIZE 

 
OVERALL HEIGHT 

BACKWASH 

FLOWRATE (GPM) 

SHIPPING 

WEIGHT (LBS) 

.5 Combined 10 Lbs. 8x44 52” 3.5 GPM 40 

1.0 Combined 25 Lbs. 9x48 56” 4.0 GPM 70 

1.5 Combined 25 Lbs. 10x54 62” 5.0 GPM 83 

2.0 Combined 50 Lbs. 13x54 62” 8.0 GPM 132 

2.5 Combined 50 Lbs. 14x65 73” 10.0 GPM 167 

3.0 Combined 50 Lbs. 16x76 84” 15.0 GPM 183 

 

 
CUSTOMIZING YOUR SYSTEM 

 

TANK JACKETS 
Protects tanks from the 
suns harmfull UV rays. 

Colors Available 

 
Designer Tank Jackets will 
improve appearance and 
blend with surroundings. 

 
Available with decorative 
black caps. 

 
 
 
 
 
 
 
 
 

 
Stainless steel 

jacket 

 
 
 
 
 
 
 
 
 

 
Black jacket 

 
 
 
 
 
 
 
 
 

 
Platinum jacket 

with optional cap 

 
Stainless 

Steel 
(Only for Jackets) 

 
White 

 
Platinum     Blue Almond Black 

 

Carbon Filters 

  

 

Maitland Winter Park Plumbing 
210 N Swoope Avenue 

Maitland Fl 32751 
Ph. 407-647-7996 

www.cleanestplumbersintown.com  


