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Technical Information

Mini JUMBO

— Henkelman

<= vacuum packaging

FEATURES

¢ Time Based Vacuum Control (1 - 99 Seconds)

e (1) 11" Seal bar (Front) Removable for Easy Cleaning
e Double Sealing Wires

e Pump Maintenance and Cleaning Program

e Stainless Steel Casing and Transparent Lid

* (2) Insert Plates

* (1) Service Maintenance Kit

e 6'cord with NEMA 5-15P plug

OPTIONS
e Cut-off / wide seal bars
OPTIONAL ACCESSORIES

e External hose for GreenVac pan system
e Additional service kit for standard maintenance

PRODUCT INFORMATION

Chamber Dimension (L x W x H) 12" x11" x 5"
Machine Dimension (L x W x H) 17.7"x13.2" x 12"
Pump Capacity 60 Hz 5m3/h/.4hp
Machine Cycle 25-60 sec.
Voltage 110/ 1-60Hz
Power (Amps) 6.5 amps

Seal Length - Usable 11"

Weight Net 57 lbs.
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Mini Jumbo Dimensions

UTER DIMENSIONS
Mini Jumbo / Jumbo Plus
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Chamber Dimensions

Invacus LLC
493 W. Fullerton Ave
Elmhurst, IL 60126

+1) 331.979.2013
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Sales & Information: info@invacus.com
Technical Support: service@invacus.com
WWwWWw.invacus.com/

Parts: https://parts.invacus.com/
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