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	IRON CORE DC MOTORS
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	The Premotec Iron core motors have a modular structure that allows the motor to be integrated with two gearbox types in ratios from 6 to 729:1. The use of plastic in these motors minimizes cost whilst giving high resistance to chemicals and corrosion. Reliability is maximized by using internal spark suppression. Metal-geared versions are available for higher torque versions. Below is a list of our iron core motor program.

	



Please let me know if you need additional information.

Regards, 

Walter Kalwara

MJK, Inc. 
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Part Numbers�
Volts�
Gear�
No Load �
Watts�
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Ratio�
Speet�
 �
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�
IC25 Inline gearbox�
9�
 �
5500�
1.1�
file; M2530-S25A81�
�
M2530-S25A81�
9�
81 ; 1�
75�
0.65�
 �
�
�
�
�
�
�
�
�
IC 34 Square gearbox�
 �
 �
�
file; IC34-015 iron core-mjk1pa.pdf�
�
9904 120 52401�
6�
5.57 : 1�
886�
3�
 �
�
9904 120 52602�
12�
9 : 1�
400�
3�
 �
�
9904 120 52605�
12�
50 : 1�
73�
3�
�
�
9904 120 52609�
12�
451.25 : 1�
7.1�
3�
�
�
IC 34  Rectangular Gear box�
�
�
�
file; IC34-03Rectangle-mjk1pa.pdf�
�
9904 120 55606�
12�
81 : 1�
70�
3�
�
�
9904 120 52814�
12�
81 : 1�
62.2�
3�
�
�
�
�
�
�
�
�
�
IC 36  Spur geared motor�
�
�
�
file; IC36-06 Iron Core-mjk1pa.pdf�
�
M 3657-1242-S37M030�
12�
 30 : 1�
110�
7�
file; M3657-S37A30-b-mjk1pa-DWG.pdf�
�
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